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नई दिल्ली , शुक्रवार, फरवरी 16, 1990/ माघ 27, 1911 
NEW DELHI, FRIDAY , FEBRUARY 16, 1990/ MAGHA 27, 1911 


इस भाग में भिन्न पृष्ठ संख्या दी जाती है जिससे कि यह अलग संकलन के रूप में 

रखा जा सके 
Separate Paging is given to this Part in order that it may be filed as a 

separate compilation 


श्रम मंत्रालय 


अतः, केन्द्रीय सरकार, उक्त अधिनियम की धारा 20 द्वारा प्रस्त 
शक्तियों का प्रयोग करते हुए निम्नलिखित नियम बनाती है, अर्थात् : 


अधिसूचनाएं 

नई दिल्ली, 16 फरवरी, 1990 
सा . का . नि . 79 ( अ ). - - डाक कर्मकार ( सुरक्षा स्वास्थ्य और 
कल्याण ) अधिनियम, 1986 ( 1986 का 54 ) की धारा 22 की 
अपेक्षानुसार , डाक कर्मकार ( सुरक्षा स्वास्थ्य और कल्याण ) नियम , 
1987 का प्रारूप , भारत सरकार के श्रम मंत्रालय की अधिसूचना सं . 
सा . का . नि . 937( अ ), तारीख 27 नवम्बर, 1987 के अधीन 
. भारत के राजपत्र , असाधारण, भाग 2, खंड 3, उपखंड (ii), तारीख 

27 नवम्बर, 1987 के पृष्ठ 1 पर प्रकाशित किया गया था जिसमें 
उन व्यक्तियों से उक्त अधिसूचना के राजपत्र में प्रकाशन की तारीख से 
बैंतालीस दिन की अवधि के अवसान तक आक्षेप और सुझाव मांगे गए 
थे , जिनमें उससे प्रभावित होने की सम्भावना थी । 


1. संक्षिप्त नाम , लागू होना . और प्रारम्भ :- -- 

( 1 ) इन नियमों का संक्षिप्त नाम डाक कर्मकार ( सुरक्षा, स्वास्थ्य 
और कल्याण ) नियम , 1990 है । 

( 2) ये महापत्तन अधिनियम, 1963 ( 1963 का 38 ) में यथा 
परिभाषित भारत में सभी महापत्तनों को लागू होंगे । 

( 3) ये इनके राजपत्र में प्रकाशन की तारीख से तीस दिन की 
अवधि के अवसान के बाद लागू होंगे । 


और उक्त राजपत्र 18 दिसम्बर , 1987 को जनता को उपलब्ध 
करा दिया गया था । 

और केन्द्रीय सरकार ने उक्त प्रारूप के संबंध में जनता से प्राप्त 
श्राक्षेपों और सुझावों पर विचार कर लिया है । 


2. परिभाषाएं : 

इन नियमों में जब तक कि संदर्भ से अन्यथा अपेक्षित न हो, --- 
( क ) " अधिनियम " से डाक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) 

अधिनियम , 1986 ( 1986 का 54 ) अभिप्रेत है ; 
( ख ) “विनियम " से याक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) 

विनियम , 1989 अभिप्रेत है ; और 
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( ग ) इन नियमों में प्रयुक्त , सभी शब्दों और अधिनियम या विनियम 

में परिभाषित सभी परिभाषाओं के वही अर्थ होंगे जो उनके 
क्रमशः अधिनियम और विनियम में हैं । 


3. निरीक्षण प्रक्रिया : 


निरीक्षक , अधिनियम और विनियम के अधीन उसे प्रदल शक्तियों 
का प्रयोग करेगा । 


4. नियोजक को सूचना : 

निरीक्षक, प्रत्येक निरीक्षण के पश्चात , जो वह आवश्यक समझे , 
अधिनियम या विनियमों के उपबन्धों का अनुनपालन बताते हुए पोत के 
स्वामी या मास्टर या भारसाधक अधिकारी या उनके अभिकर्ता या डाक 
कर्मकारों के नियोजक को विनियमों से संलग्न प्ररूप 9 में एक सुधार 
सूचना का एक प्रतिशोध सूचना जारी करेगा । 


9. सलाहकार समिति : 

( क ) अधिनियम की धारा 9 के अधीन मलाहकार समिति में 
केन्द्रीय सरकार द्वारा नियुक्त निम्नलिखित नौ सदस्य होंगे, अर्थात् :--- . 

(i ) मुख्य निरीक्षक और केन्द्रीय सरकार का प्रतिनिधित्व करने वाले 
दो अन्य सदस्य 

(ii ) डाक कर्मकारों के नियोजकों के संगठनों का प्रतिनिधत्व करने 
वाले तीन सदस्य जैसा केन्द्रीय सरकार उचित समझे 

(iii ) डाक कर्मकारों के संगठनों का प्रतिनिधित्व करने वाले तीन 
सदस्य जैसा केन्द्रीय सरकार उचित ममने : 

परन्तु सलाहकार समिति में होने वाली कोई रिक्ति , यथासंभव 
शीघ्र केन्द्रीय सरकार द्वारा इस उपनियम में उपवध रूप से मंगठनों का 
प्रतिनिधत्व करने वाले नए सदस्यों को नियुक्त करके भरी जाएगीः 

परन्तु यह और कि केन्द्रीय सरकार, कोई कारण बताए बिना, 
सलाहकार समिति से किसी सदस्य को हटा सकेगा । 

( ख ) मुख्य निरीक्षक सलाहकार समति का अध्यक्ष होगा । 

( ग ) ममिति के सदस्य तोन वर्ष को अवधि के लिए नियुक्त किए 
जाएंगें । 

( घ ) मुक्य निरीक्षक के संगठन का एक पदधारी सलाहकार समिति 
के सचिव के रूप में कार्य करेगा और समिति की बैठक में हाजिर होने 
तथा भाग लेने का अधिकारी होगा । उसे मत देने का अधिकार नहीं 
होगा । 


5. पूर्व निरीक्षण रिपोर्टों का अनुपालन : . 
____ कोई निरीक्षक , प्रत्येक निरीक्षण पर , यह अभिनिश्चित करेगा कि किस , 
परिसीमा तक पूर्व निरीक्षण में अधिसूचित की गई किसी कमी को परि 
शुद्ध किया गया है और पहले जारी की गई सूचना का अनुपालन किय , 
गया है उसके निष्कर्ष और कोई कमियां जो चालू निरीक्षण के दौरा 
पता लगें इस अधिनियम या विनियमों के अधीन उसके द्वारा पारित 
किसी आदेश सहित इस प्रयोजन के लिए रखे जाने वाले एक निरीक्षण 
. रजिस्टर में अभिलिखित की जाएंगी । 


6. सूचनाओं की तामील, किस पर की जाएगी : 


इस अधिनियम या विनियमों के अधीन तामील किए जाने के लिए 
अपेक्षित या पाशयित किसी सूचना या आदेश की तामील निम्नलिखित 
पर की जा सकेगी, - -- 
( क ) किसी व्यक्ति पर उसको उसे प्रदत्त करके या , यथास्थिति 

पोत , परिसरों या रजिस्ट्रीकृत कार्यालयों में उसे छोड़कर थ 

उसे रजिस्ट्रीकृत डाक द्वारा भेज कर । 
( ख ) किसी फर्म पर , उस फर्म के किसी भागीदार को प्रदत्त करके 

या फर्म के कार्यालय में उसे छोड़कर . या उसे रजिस्ट्रीक 
डाक द्वारा भेज कर । 


( E) ( i) अध्यक्ष कम से कम 15 दिन की सूचना देकर बहुधा जब 
भी आवश्यक समझा जाए, सलाहकार समिति को बैठकों को संयोजित 
करेगा । अध्यक्ष बैठक किए जाने के पूर्व बैठक के लिए कार्यवन सदस्यों 
को भेजेगा । 

( ii ) समिति द्वारा किए गए विनिश्चयों के अध्यक्ष द्वारा केन्द्रीय 
सरकार को , उन पर की जाने वाली कार्रवाई के संबंध में टिप्पणियां और 
सिफारिशों सहित भेजा जाएगा । 

(iii ) सलाहकार समिति के विनिश्चयों पर की गई कार्रवाई की 
रिपोर्ट अध्यक्ष द्वारा अगली बैठक में समिति के सामने प्रस्तुत को जाएगी । 


( ग ) किसी कम्पनी पर उसके निदेशकों में से किसी को या डात 

परिसरों में संक्रिया के भार साधक किसी व्यक्ति को परिदर 
करके या उसे कम्पनी कार्यालय में रजिस्ट्रीकृत डाक द्वारा भज 
कर । 


__ 10. केन्द्रीय सरकार द्वारा अधिनियम को धारा 10 के उपबन्ध के 
अधीन डाक कर्मकार से संक्षिप्त किसी दुर्घटना , रोग के कारणों की जांच 
करने के प्रयोजनों के लिए केन्द्रीय सरकार द्वारा नियुक्त किया गया 
ई सक्षम व्यक्ति निम्नलिखित रीति से जांच करेगा:- -- 

( क ) जांच करने की तारीख , समय और स्थान नियत किया जाएगा 
और उसमें परिवर्तन किया जा सकेगा, और ऐसी परिवर्तित तारीख , 
समय और स्थान के बारे में कम से कम तीस दिन को लिखित सूचना 
जाच में उपसंजात होने के हकदार प्रत्यक ऐसे व्यक्ति को जिसका नाम और 
पता सक्षम व्यक्ति को ज्ञात है. दी जाएगी : 


7. हेतुक दर्शित करने के लिए सूचना : 

कोई निरीक्षक , जैसा आवश्यक समझा जाए, हेतुक दर्शित करनी 
लिए सूचना और प्रतिषेध आदेश जारी करेगा तथा ऐसे पत्तन प्राधिकार 
फर्म या कम्पनी को , अभियोजित करेगा जो स्वयं या अपने अभिकर्ता के 
माध्यम से अधिनियम और विनियमों के अधीन उपबन्धों के अननुपालन के 
लिए उत्तरदायी है । 


8 . दुर्घटनाओं के कारणों की जांच : 

कोई निरीक्षक किसी ऐसी दुर्घटना या खतरनाक घटना के कारणों 
के बारे में जांच करेगा जिसके बारे में उसे यह विश्वास करने का कारण 
है कि वह उत्पामक साधिन , खुले गियर, परिवहन उपस्कर , आदि के 
एकाएक गिरने या खराब हो जाने अथवा इस अधिनियम या विनियमों के 
उपबन्धों में से किसी के अननुपालन के परिणामस्वरूप कारित हुई थी । 


परन्तु - - 

) ऐसे सभी व्यक्तियों को सहमति से सक्षम व्यक्ति सूचना को ऐसी 
लधे तर अवधि दे सकेगा , जो उन व्यक्तियों द्वारा तय पायी जाए ; . । 

( i ) जहां जाच के : लए नियत समय या स्थान में पवितंग करना 
आवश्यक या सलाह योग्य हो , वहां सक्षम व्यक्ति ऐसे परिवर्तन की , जो 
उसे परिस्थितियों में युक्तियुक्त प्रतीत हो , ऐसी सूचना देगा । 

( ख ) इन नियमों के पैर। ( क ) के अधीन दो गई सूचना में सक्षम 
व्यक्ति का नाम और जांच में सक्षम व्यक्ति को सहायता करने के लिए , 

नियुक्त का गए असेसरों के, यदि कोई हों , नाम कथित होंगे । 
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( ग ) इस नियम के पूमीउबंधों पर प्रति प्रमार डाने बिना 
सक्षम व्यक्ति उन व्यक्तियों को , जो जांच को विषय बस्तु से किसी भी प्रकार 

संबंधित हा , अधिसूचित करने के प्रयोजन के लिए निम्नलिखित एक या 
अधिक उपाय करेगा, अर्थात् : - - 

(i ) एक या अधिक समाचारपत्रों में , जिनमें जहां उचित हो , उन 
परिक्षेत्र क्षेत्र में . जिसमें जांच के विषयवस्तु उद्भत हुई थो , परिचालित 
होने वाले समाचारपत्र भी हो , मांत्र को सूचना प्रकाशिा करेगा ; और 

(ii ) जांच के ऐसह अन्य सूबना देगा, जो लक्षम अक्ति को उचित 
प्रतीत हो ; 

और इस नियम के पैरा ( क ) में अविष्ट सूचना को अवधि के 
बारे में अपेक्षा किमो ऐमो सूचना को लागू नहीं होंगो । 


सकेगा और जहां बह ऐसी जांच के पूर्व करता है वहां वह अपने प्रावेदन 
की सूचना उस व्यक्ति को , यदि कोई हो , देगा जिसने उपनियम ( 3 ) 
के अधीन सूचना के लिए तामील किए जाने के लिए आवेदन किया था । 

( 5) इन नियमों में यथा अन्यथा उपबंधित के सिवाय , किसी जांच 
में या उसके संबंध में प्रक्रिया सक्षम व्यक्ति के विवेकानुसार होगी , जो 
सुनवाई के प्रारम्भ पर प्रक्रिया का कथन करेगा जो वह , जांच में उपसंजात 
होने वाले व्यक्तियों द्वारा किए गए किसी निवेदन पर विचार किए जाने 
के अधीन होगी , अपनाने की प्रस्थापना करता है और वह उन व्यक्तियों 
को सूचित करेगा कि वह सुनवाई से उद्भूत होने वाले किती स्थल निरीक्षण 
की बाबत क्या प्रस्थापना करता है । 


( 6 ) नियम 12 के उपनियम ( 1 ) में उपबन्धित के सिवाय जांच 
सार्वजनिक रूप से की जाएगी । 


11. भांच में उपसंजात होने के लिए व्यक्ति : 

( 1 ) जांच में उसंजात होने के लिए हकदार व्यक्ति निम्नलिखित 


( क ) विनियम 2( घ ) के अधीन केन्द्रीय सरकार द्वारा नियुक्त सक्षम 
व्यक्तिः 

( ख ) कोई संबंधित प्रवर्तन प्राधिकारी ; 

( ग ) कोई नियोजक संगम या नियोजितियों को ट्रेड यूनियन ; 
. (घ ) कोई व्यक्ति, जो उस दुर्घटना, घटना, स्थिति, रोग या अन्य 
मामले के परिणामस्वरूप , जो जांच की विषय-वस्तु है, क्षतिग्रस्त 
हुआ था जिसने नुकसान उठाया था या उसका प्रतिनिधि ; 

( ) किसी ऐसे परिसर का स्वाम , जिसमें दुर्घटना, घटना , स्थिति 
या अन्य मामला घटि । या उद्धा हुआ था ; 

( च ) डाक कर्म को करने वाला ऐसा व्यक्ति जिसने वह दुर्घटना , 
घटना, स्थिति या अन्य मामला जो जांच को विषय -वस्तु है, पंदा हुई 


( छ ) नियुक्त किए गए सक्षम व्यक्ति के विवेक से कोई अन्य व्यक्ति । 
( 2 ) निम्नलिखित जांच में प्रतिनिधत्व करेंगे - - 

क ) निगमित निकाय का प्रतिनिधित्व उसके सचिव या उस प्रयोजन 
के लिए नियुक्त किसी अन्य अधिकारी या कार्ड सेल अथवा सालीसिटर 
द्वारा किया जा सकेगा । 

( ख ) किसी सरकारी विभाग , नियोजक संगम या ट्रेड युनियन का 
प्रतिनिधित्व काउंमेल या सालीसिटर द्वारा किया जा सकेगा ; 
. ( ग ) जहां दो या अधिक व्यक्ति जांच की विषयवस्तु में समान हित 
रखते हैं वहां सक्षम व्यक्ति इस प्रकार हितबद्ध कुछ या सभी व्यक्तियों 
की प्रसुविधा के लिए एक या अधिक व्यक्तियों को उपसंजात होने की 
अनुशा दे सकेगा । 

( 3) अधिनियम का धारा 10 क अधीन केन्द्रीय सरकार द्वारा नियुक्त 
सक्षम व्यक्ति स्वप्रेरणा से या उपसंजात होने के लिए हकदार अथवा अनुज्ञात 
किसी व्यक्ति के आवेदन पर तात्विक साक्ष्य देने में समर्थ होने के लिए 
संभावित प्रतीत होने . वापे किसी व्यक्ति पर था तात्विक साक्ष्य होने के 
लिए संभावित किसी दस्तावेज को पेश करने के लिए सूचना को सामील 
करा सकेगा जिसमें यह अपेक्षा की जाएगी कि वह व्यक्ति जांच के लिए 
साक्ष्य देने या दस्तावेज पेश करने के लिए सूचना में विनिर्दिष्ट समय और 
स्थान पर हाजिर हो । 

( 4 ) कोई व्यक्ति जिस पर उपनियम ( 3 ) के अधीन सूचना को 
तामील की गई है या तो जाँच के समय वा उसके पूर्व उस अपेक्षा में 
परिवर्तन करने या उमे अपास्त करने के लिए सक्षम व्यक्ति को आवेदन कर 


12. सार्वजनिक रूप से जांचः 

( 1 ) अधिनियम की धारा 10 के अधीन केन्द्रीय सरकार द्वारा 
नियुक्त सक्षम व्यक्ति नियम 10 के अधीन जांच सार्वजनिक रूप से करेगा , 
जब तक कि , 

( क ) केन्द्रीय सरकार की यह राय है कि जांच के विषय या उसका 
कोई हिस्सा इस प्रकृति का है कि उनकी सार्वजनिक रूप से जांच करना 
राष्ट्रीय सुरक्षा हितों के विपरीत होगा और सक्षम व्यक्ति को बन्द कमरे 
में जांच करने का निदेश देती है ; या 

( ख ) जांच के किसी पक्षकार द्वारा उसे दिए गए किसी प्रावेदन 
पर, जांच या उसका वह भाग बन्द कमरे में करने का निर्णय करता है, 
यदि उसकी यह राय है कि सार्वजनिक रूप से जांच की जाने से किसी 
व्यापारिक रहस्य से संबंधित सूचना प्रकट होने की संभावना है । 

उक्त उप पैरा ( क ) या ( ख ) में वर्णित परिस्थितियों में साक्ष्य की 
सुनवाई से किसी व्यक्ति को प्रकट की गई सूचना जांच के प्रयोजन के लिए 
ही उसके द्वारा प्रकट की जाएमी अन्यथा नहीं । 

( 2 ) उपसंजात होने के लिए हकदार या अनुज्ञात व्यक्तियों की सुनवाई 
ऐसे कम से की जाएगी जैसा अधिनियम की धारा 10 के अधीन केन्द्रीय 
सरकार द्वारा नियुक्त सक्षम व्यक्ति अवधारित करे । 

( 3 ) उपसंजात होने के लिए हकदार व्यक्ति प्रारम्भिक कथन करने 
के लिए, साक्ष्य पेश करने के लिए और साक्ष्य देने वाले व्यक्तियों की 
प्रतिपरीक्षा करने के लिए हकदार होंगे किन्तु जांच में उपसंजात होने 
वाला कोई अन्य व्यक्ति ऐसा केवल अधिनियम की धारा 10 के अधीन 
केन्द्रीय सरकार द्वारा नियुक्त सक्षम व्यक्ति द्वारा अनुज्ञात सीमा तक कर 
मकेगा । . . . . 

( 4 ) जा सक्षम व्यक्ति ऐसी अपेक्षा करता है वहां साक्षी शपथ 
पर साक्ष्य देंगे और उस प्रयोजन के लिए अधिनियम की धारा 10 के 
अधीन केन्द्रीय सरकार द्वारा नियुक्ति सक्षम व्यक्ति सम्यक् प्ररूप में 
शपथ दिलवाएगा । 

( 5 ) कोई साक्ष्य सक्षम व्यक्ति के. विवेक से ग्रहण किया जा सकेगा 
जो निदेशित कर सकेगा कि . साक्ष्य में दिए जाने वाले दस्तावेजों . का 
जांच में उपसंजात होने के लिए हकदार या अनुज्ञात किसी व्यक्ति द्वारा 
निरीक्षण किया जा सकेगा और यह कि उसको उसकी प्रतियां लेने या 
प्राप्त करने के लिए सुविधाएं दी जा सकेंगी । 

( 6 ) अधिनियम की धारा 10 के अधीन केन्द्रीय सरकार द्वारा 
नियुक्त सक्षम व्यक्ति किसी व्यक्ति से जांच के पूर्व उसे प्राप्त किसी 
लिखित व्यपदेशन या कथन पर विचार करने के लिए ( जांच में उसको 
प्रकट करने और जांच में उपसंजात होने वाले व्यक्ति को उसकी प्रतियां 
उपलब्ध करवाने के अधीन रहते हुए ) हकदार होगा । 
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( 7 ) अधिनियम की धारा 10 के अधीन केन्द्रीय सरकार द्वारा 
नियुक्त सक्षम व्यक्ति समय -समय पर जांच को स्थगित कर सकेगा और 
जहां वह ऐसा करता है वहां जांच में उपस्थित होने के लिए हकदार 
या अनुज्ञात प्रत्येक व्यक्ति को स्थगित जांच की तारीख, समय और स्थान 
की युक्तियुक्त सूचना देना : 

परन्तु जहाँ स्थगित जांच की तारीख, समय और स्थान की घोषणा 
जांच में की जाती है वहां कोई और सूचना अपेक्षित नहीं होगी । 

( 8) अधिनियम की धारा 10 के अधीन केन्द्रीय सरकार द्वारा नियुक्त 
सक्षम व्यक्ति और जांच में उसकी सहायता करने के लिए नियुक्त कोई व्यक्ति 
जहां जांच के प्रयोजन के लिए आवश्यक है, किसी ऐसे युक्तियुक्त समय 
पर किसी ऐसे पोत परिसर में और उनमें कोई वस्तु जिससे जांच संबंधित 
है, प्रवेश कर सकेगा और उसका निरीक्षण कर सकेगा । 

( 9 ) ( क ) अधिनियम की धारा 10 के अधीन केन्द्रीय सरकार द्वारा 
नियुक्त सक्षम व्यक्ति जांच समाप्त करने के पश्चात् केन्द्रीय सरकार को 
लिखित रिपोर्ट देगा जिसमें सक्षम व्यक्ति के तथ्यों के निष्कर्ष 

और उसकी सिफारिशें, यदि कोई हों , या कोई सिफारिश न करने के लिए 
उसके कारण , सम्मिलित होंगे । 

( ख ) वहां के सिवाय, जहां उक्त रिपोर्ट , अधिनियम की धारा 10 
के अनुसरण में , पूर्णत: या भागतः प्रकाशित की जाती है , केन्द्रीय सरकार 
किसी ऐसे व्यक्ति को जो जांच में उपसंजाता हुआ था रिपोर्ट की प्रति 
या उसका उतना भाग जो अधिनियम की धारा 10 के अधीन केन्द्रीय 
सरकार द्वारा नियुक्त सक्षम व्यक्ति ठीक समझे, भेजेगा । 
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(3 ) They shall come into force after expiry of 30 
days from the date of their publication in the Official 
Gazette . 
2 . Definitions : 
. In these rules , unless the context otherwise, re 
quires 
(a ) " Act ” means the Dock Workers ( Safety, 

Health and Welfare ) Act, 1986 (54 of 
1986 ) ; 
“ Regulations" means the Dock Worker s 

( Safety , Health and Welfare ) Regulationi, 

1989; and 
( c ) All the words used in these rules and not 

defined but defined in the Act or the regu 
lations shall have the nicanings respectively 
assigned to them in the Act and the regu 

lations. . 
3. Inspection procedure : 

An Inspector shall exercise the powers conferred 
upon him under the Act and the regulations. 
4 . Notice to , employer : 

The Inspector shall, after every inspection visit, 
may be deemed necessary, issue an improvemen . 
notice or a prohibition notice pointing out the non 
compliance of provisions of the Act or the regula 
tions to the owner or master or officer -in - charge . o 
the ship or their agent or the employer of the doc ! 
workers in Form IX appended to the regulations 


MINISTRY OF LABOUR 

NOTIFICATIONS 
New Delhi. the 16th February 1990 
G. S. R. 79 ( E ). - Whereas the draft of Dock wor 
kers (Safety, Health and Welfare ) Rules , 1987, was 
published as required by sub- section ( 1 ) of section 
22 of the Dock Workers (Safety , Health and Welfare ) 
Act , 1986 ( 54 of 1986), in Part II , Section 3(i ) of 
the Gazette of India Extra -ordinary , dated the 27th 
November, 1987 with notification of the Government 
of India in the Ministry of Labour No. G . S. R . 937 
( E ) , dated the 27th November , 1987, inviting objec 
tions and suggestions from all persons likely to be 
affected thereby, till the expiry of a period of forty 
five days from the date of publication of the said 
draft notification in the Official Gazette ; 

And whereas the said Gazeite was made available 
to the public on the 18th December, 1987 . 

And whereas the objections and suggestions rece , 
ived from the public on the said draft have been 
considered by the Central Government; 

Now, therefore, in exercise of the powers confer -. 
red by section 20 of the said Adt, the Central Gov 
ernment hereby makes the following rules, namely ;- -- 
1 . Short title, application and commencement : 

(1 ) These rules may be called the Dock Workers 
(Safety , Health and Welfare ) Rules , 1990 . 

( 2 ) They shall apply to all major ports in India 
as defined in the Major Ports Act, 1963 (38 of 
1963). 


5 . Compliance of previous inspection reports : 
___ An Inspector shall , at each inspection , ascertain : 
to what extent any shortcomings notified at a previous 
inspection have been rectified and the notices previ 
ously issued have been complied with . His findings 
and any shortcomings which may come to light during 
the inspection , together with any order passed by him 
under the Act or the regulations shall be recorded in 
an inspection register required to be maintained foj 
the purpose. 
6 . Notice to whom served : 

Any notice or order required or intended to be 
served under the Act or the regulations, may be 
served , 
(a ) On any person by delivering it to him , or by 

leaving it at, or sending it by Registered 
Post to the ship , premises or registered 

office as the case may be. 
(6 ) On any firm by delivering it to any partrier 

of the firm or by leaving it at, or sendin . 
it. by Registered post to the office of thu 

firm. 
(c ) On any company by delivering it to any of 

the directors or the person in charge of 
operations in the dock premises or by send 
ing it by Registered post to the office of 
the company . 
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7 . Show cause notice : 

An Inspector may , as deemed necessary , issue show 
cause notice and prohibition Order and prosecute the 
port authority , firm or company, who by himself or 
through his agent is responsible for non - compliance 
of the provisions under the Act and the regulations. 

8 . Inquiry into causes of accidents : 

An Inspector shall conduct inquiry into causes of 
any accident or dangerous occurrence , which he has 
reason to believe was caused as a result of collapse 
or failure of lifting appliance , loose gear, transport 
equipment, etc., or non - compliance with any of the 
provisions of the Act or the regulations . 


( iii) A report of the action taken on the 
decisions of the Advisory Committee shall 
be presented to the Committee by the Chair 

man at its next meeting. 
10 . Any competent person appointed by Central 
Government for the purposes of inquiring into the 
causes of any accident, diseases connected with dock 
work under the provision of section 10 of the Act 
shall make the inquiry in the following manner : 


han under my accide, purpo 


9 . Advisory Committee : 
(a ) The Advisory Committee under Section 9 

of the Act shall consist of the following 
nine members to be appointed by the Cen 

tral Government, namely ; 
(i) The Chief Inspector and other two mem 

bers . representing the Central Govern 

ment. 
( ii ) Three members representing organisation 

of employers of dock workers as the 
Central Government may consider ap 

propriate . 
( iii ) Three members representing organisations 

of dock workers, as the Central Govern 

ment may consider appropriate : 
Provided that any vacancy occurring in the Advi 
sory Committee shall , as soon as possible , be filled by 
the Central Government by appointing new mem 
bers representing the organisations as provided in this 
sub - rule ; 

Provided further that the Central Government may 
remove any member from the Advisory Committee, 
without assigning any reasons. 
(b ) The Chief Inspector shall be the Chairman 

of the Advisory Committee . 
(c ) The members of the Committee shall be 

appointed for a period of three years. 
(d ) An official of the organisation of the Chief 

Inspector shall function as the Secretary to 
the Advisory Committee and shall be entitl 
ed to attend and take part in the meetings 
of the Committee . He shall not have a right 

to vote . 
(e ) (i) The Chairman shall convene meetings of 

the Advisory Committee , as often as con 
sidered necessary, by giving notice of at 
least 15 days. The Chairman shall also for 
word to the members the agenda for the 
meeting before the meeting is held . 
( ii ) The decisions taken by the Committee 
shall be forwarded by the Chairnian to the 
Central Government, along with comments 
and recommendations on the action to be 
taken thereon . 


(a ) date, time and place of holding the inquiry 

shall be fixed and may be varied , notice of 
which shall be given not less then 30 days 
in writing of such date, time and place to 
every person entitled to appear at the in 
quiry whose name and address are known 

to the competent person : 
Provided that , 
(i) with the consent of all such persons, the 

competent person may give such lesser 
period of notice as shall be agreed to with 
those persons; and 
where it becomes necessary or advisable to 
vary the time or place fixed for the inquiry , 
the competent person shall give such notice 
of the variation as may appear to it to be 

reasonable in the circumstances. 
(b ) The notice given under paragraph (a ) of this 

rule shall state the name of the competent 
person and the names of assessors, fi any, 
appointed to assist the competent person 

in the inquiry . 
(c) Without prejudice to the foregoing provi 

sions of this rule , the competent person 
shall also for the purpose of notifying to 
the persons who may in any way be con 
cerned with the subject matter of the in 
quiry , take one or more of the following 

steps, namely : 
(i) publish notice of the inquiry in one or 

more newspapers, including, where ap 
propriate , newspapers circulating in the 
locality area in which the subject matter 

of the inquiry arose ; and 
( ii ) give such other notice of the inquiry as 

appears to the competent person to be 

appropriate ; 
and the requirements as to the period of notice con 
tained in paragraph ( a ) of this rule shall not apply to 
any such notices. 


11. Persons to appear at inquiry : 

(1) The person entitled to appear at the inquiry 
shall be 

(a ) any competent person under regulation 2 (a ) ; 
(b ) any enforcing authority concerned; 
(c) any employers association or trade union of 

employees; 
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(c ) 


(d ) any person who was injured or suffered 

damage as a result of the accident occur 
rence , situation , disease or other matter 
which is the subject of the inquiry , or his 

representative ; 
( e ) the owner of any prernises in which the ac 

cident, occurrence , situation or other matter 

occurred or arose ; 
(f) any person carrying on dock work giving 

rise to the accident, occurrence , situation 
or other matter which is the subject of the 

inquiry ; and 
(g ) any other person at the discretion of the 

appointed competent person . 
( 2 ) The following shall represent at the inquiry 
(a ) a corporate body may be represented by its 

secretary or by any other officer - ppointed 

for the purpose , or by counsel or solicitor ; 
(b ) a Government department, an employers 

association or a trade union may be repre 
sented by a counsel or a solicitor; 
where there are two or more persons having 
a similar interest in the inatter under in 
quiry, the competent person may allow one 
or more persons to appear for the benefit 

of some or all persons so interested . 
(3 ) The competent person appointed by the 
Central Government under section 10 of the Act, 
may, either of his own motion or on the application 
of any person entitled or permitted to appear , cause 
to be served on any person appepring to him to be 
likely to be able to give material evidence or to pro 
duce any document likely to be material evidence , a 
notice requiring that person to attend at the inquiry 
at the time and place specified in the notice to give 
evidence or produce the document. 

(4 ) A person on whom a notice is served under 
sub - rule ( 3 ) may apply to the i competent person 
• either at or before the inquiry to vary or set aside 
· the requirement, and where he does so before the 

inquiry he shall give notice of his application to the 
person , if any, who applied for the notice under sub 
rule ( 3 ) to be served ; 

( 5 ) Except as otherwise provided in these rules, 
: the procedure at and in connection with an inquiry 

shall be at the discretion of tha: competent person 
who shall state at the commencement of the hearing 
the procedure which , subject to consideration of any 
submission by the persons appearing at the inquiry , 
he proposed to adopt and shall inform those persons 
what he proposes as regards any site inspection aris 
ing out of the hearing. 

(6 ) Except as provided in sub -rule (1) of rule 12 
the inquiry shall be held in public . 
12 . Inquiry in public : 

(1 ) The competent person appointed by the Cent 
ral Government under Section 10 of the Act, shall 
conduct the inquiry under rule 10 in public, unless - - 


(a ) the Central Government is of the upinion 

that the matters of the inquiry or any part 
of it are of such uature that it would be 
against the interests of national security 
to hold the inquiry in public and directs the 
competent person to hold the inquiry in 

camera ; or 
(6 ) on an application made to him by any arty 

to the inquiry, decides to hold the inquiry 
or such part of it in camera , if he is of the 
opinion that the holding of public inquiry 
will lead to disclosure of information ielat 

ing to a trade secret. 
Information disclosed to any person by the hearing 
of evidence in the circumstances mentioned in sub 
paragraphs (a ) or (b ) above shall not be disclosed by 
him except for the purposes of the inquiry . 

(2 ) Persons entitled or permitted to appear shall 
be heard in such order as the competent person ap 
pointed by the Central Government under section 10 
of the Act, may determine. 

(3 ) Persons entitled to appear shall be entitled to 
make an opening statement, to call evidence and to 
cross-examine persons giving evidence , but any other 
person appearing at the inquiry may do so only to the 
extent permitted by the competent person appointed 
by the Central Government under section 10 of the 
Act . 

(4 ) Where the competent person appointed by the 
Central Government under secticn 10 of the Act , so 
requires, witnesses shall give evidence on oath , and 
for that purpose he may administer on oath in due 
form . 

(5 ) Any evidence may be admitted at the discre 
tion of the competent person appointed by the Cent 
ral Government under section 10 of the Act, who 
may direct that documents to be tendered in evidence 
may be inspected by any person entitled or permit 
ted to appear at the inquiry and that facilities be 
afforded to him to take or obtain copies thereof. 

(6 ) The competent person appointed by the Central 
Government under section 10 of the Act, shall be 
entitled (subject to disclosure thereof at the inquiry 
and making available copies thereof to the persons 
appearing at the inquiry ) to take into account any 
written representation or statement received by him 
before the inquiry from any person . 


theovided 
thinquiry 
, a be requi 


(7 ) The competent person appointed by the 
Central Government under the Section 10 of the Act, 
may from time to time adjourn the inquiry and where 
he does so shall give reasonable notice to every per 
son entitled or permitted to appear at the inquiry of 
the date , time and place of the adjourneš inquiry 
Provided that where the date , time and place of the 
adjourned inquiry are announced at the inquiry , no 
further notice shall be required . 

(8 ) The competent person appointed by the 
Central Government under section 10 of the Act, and 
any person appointed to assist him in the inquiry 
may, where necessary for the purpose of the inquiry , 
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at any reasonable time enter and make an inspection 
of any ship premises to which the inquiry relates and 
anything in them . 

( 9 ) ( a ) The competent person appointed by the 
Central Government under Section 10 of the Act , 
shall after the close of the inquiry make a report in 
writing to the Central Government , which shall in 
clude the findings of the facts and his recommenda 
tions, if any, or his reasons for making any recom. 
mendation. 

(6 ) Except where the said report is to be pub 
lished , in whole or in part, the Central Government 
shall send to any person who appeared at the inquiry 
a copy of the report or so mich of it as the com 
petent person appointed by the Central Government 
under section 10 of the Act, thinks fit. 


( ज ) “ प्राधिकृत व्यम्ति " से नियोजक, पोत का मास्टर या एक उत्तरदायी 

यक्ति द्वारा नियुक्त किया गया व्यक्नि अभिप्रेत है जो विनि 
दिष्ट कार्य या कार्यों के करने का जिम्मा ले और जिसके पास 
कार्य या कार्यो का जिम्मा लेने के लिए आवश्यक तकनीकी 

जानकारी और अनुभव हो : 
( घ ) “मक्षम व्यक्ति " - - 

( 1 ) भारत में किसी परीक्षण स्थापन का ऐमा व्यक्ति , जो उत्थापक 
साधिव , खुला गियर या तार रस्सों का परीक्षण , परीक्षा या 
तापानुशीलन और प्रमाणीकरण के प्रयोजन के लिए मुख्य निरीक्षक 
मे अनुमोदित है ; 
( 2 ) कोई अन्य व्यक्ति , जो अन्तर्राष्ट्रीय श्रम सम्मेलन द्वारा अंगीकृत । 
दुर्घटना के विरूद्ध संरक्षण ( गोदी मजदूर ) कन्वेंशन ( पुनरीक्षित ) , 
1932 ( सं . 32 ) और डॉक कार्य में व्यावसायिक सुरक्षा और 
स्वास्थ्य से संबंधित कन्वेंशन ( सं . 152), 1979 के क्रियान्वयन 
के लिए , उपखण्ड ( 1 ) में वर्णित किसी भी प्रयोजन के लिए , 
अन्य देशों में प्रवृत्त सुमंगत विनियमों के अधीन प्रमाणपत्र जारी 
करने के लिए सक्षम व्यक्ति के रूप में मान्यताप्राप्त है, अभिप्रेत 
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सा . का . नि . 80 ( अ ). -- डॉक कर्मकार ( सुरक्षा, स्वास्थ्य और 
कल्याण ) अधिनियम , 1986 ( 1986 का 54 ) की धारा 22 की उपधारा 
( 1 ) की अपेक्षानुसार, डॉक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) 
विनियम , 1987 का प्रारूप 


भारत सरकार के श्रम मंत्रालय की अधिसूचना सं . सा . का . नि . 
939 ( अ ) , तारीख 27 नवम्बर, 1987 के अधीन , भारत के राजपत्र , 
असाधारण , भाग 2, खंड 3, उपखण्ड (i), तारीख 27 नवम्बर, 1987 को 
प्रकाशित किया गया था जिसमें उन व्यक्तियों से उक्त अधिसूचना के 
राजपत्र में प्रकाशन की तारीख से पैंतालीस दिन की अवधि के अवसान तक 
प्राक्षेप और सुझाव मांगे गए थे; जिनके उससे प्रभावित होने की संभावना 


थी । 


और उक्त राजपत्र 6 जनवरी, 1988 को जनता को उपलब्ध करा 
दिया गया था । 

और केन्द्रीय सरकार ने उक्त प्रारूप के संबंध में जनता से प्राप्त आक्षेपों 
और सुझावों पर विचार कर लिया है । 

अतः केन्द्रीय सरकार, उक्त अधिनियम की धारा 21 द्वारा प्रदत्त 
शक्तियों का प्रयोग करते हुए निम्नलिखित विनियम बनाती है, अर्थात् : -- 


( ङ ) “प्राधान " से परिवहन उपस्कर की कोई वस्तु अभिप्रेत है जो 

स्थायी प्रकृति की हो और तदनुसार बार-बार प्रयोग के लिए 
काफी मजबूत हो जैसा कि राष्ट्रीय या किसी अन्य अन्तर्राष्ट्रीय 

मानक के अधीन विनिर्दिष्ट किया गया है ; 
( च ) “ कन्टेनर टर्मिनल " से ऐसा क्षेत्र अभिप्रेत है जहां परिवहन साधनों 

के बीच प्राधानों को प्राप्त करने , भंडारण, प्रेषण और विनियम 
मुख्यत: उत्थापक साधित्रों और परिवहन उपस्कर की सहायता 
से किया जाता है और इसके अन्तर्गत सहयुक्त सड़क यान , 
प्रतीक्षा, स्थलों, नियंत्रक विनियम ग्रिड, भंडार स्थान तथा 
प्रस्थान सड़क यान प्रस्थान भी आते हैं , किन्तु निम्नलिखित 
नहीं पाते हैं ; 
( 1 ) ऐसे टर्मिनल जहां एक ही संचालन क्षेत्र का उपयोग करते 

हुए एक साथ अधानबन्द स्थोरा और खुला भार विभाजन 

स्थोरा के महत्वपूर्ण मात्रा लादी-उतारी जाती है ; 
( 2 ) सभी रेल टर्मिनल और सभी अन्तः भू-डिपो ; 
( 3 ) आघानों की अन्तर्वस्तु का भरा जाना और विपणन करना ; 
और 
( 4 ) पोत बोर्ड और पोत पार्व संचालन स्थलों एल ओ एल प्रो 

और पार प्रोप्रार प्रो जलयान ; 
( छ ) “ कन्वेयर " से ऐसी यांत्रिक युक्ति अभिप्रेत है जिसका प्रयोग 

डॉक कर्म में एकल पेकेजों या ठोस खुला स्थोरा को एक स्थान 

से दूसरे स्थान पर परिवहन करने के लिए किया जाए ; 
( ज ) " खतरनाक माल " से ऐसा स्थोरा अभिप्रेत है जिसमें उसकी 

विस्फोटकता, ज्वलनशीलता , रेडियो एक्टिवता, विषेले या 
संक्षारक गुण या समरूप लक्षणों के कारण हैडिलिंग , परिवहन 
या भंडारण के समक्ष क्षति करे, मानव यंत्र के प्रतिकूल प्रभाव 
डाले , जीवन या सम्पत्ति को हानि पहुंचाएं और जिसे किसी 
अन्तर्राष्ट्रीय या राष्ट्रीय मानकों द्वारा इस रूप में वर्गीकृत 
किया गया है । 
( इ. ) " क " से कोई डोक , घाट, घट्टी या तट अभिप्रेत है और इसके 

अन्तर्गत स्वामियों , न्यासियों या संरक्षकों के ऐसे भंडारगार या 
भंडार स्थान पाते हैं जो डॉक , घाट, घट्टी या तट के भीतर या 
समीप अवस्थित हों और कोई रेल मार्ग या साइडिंग जिसका 
प्रयोग डॉक , घाट, घट्टी या तट के संबंध में किया जाता है किन्तु 
जो भारतीय रेल का अंग नहीं है । 


भाग 1 


साधारण 


1. सक्षिप्त नाम , लागू होना और प्रारंभ : 

( 1 ) इन विनियमों का नाम डॉक कर्मकार ( सुरक्षा, स्वास्थ्य और 
कल्याण ) विनियम, 1990 है । 

( 2) ये महाफ्सन थाम अधिनियम , 1963 ( 1963 का 38 ) में 
यथापरिभाषित भारत में सभी महापत्तनों को लागू होंगे । 

( 3) ये राजपत्र में प्रकाशन से 30 दिन के अवसान के बाद प्रवृत्त 
होंगे । 


2. परिभाषाएं : 

इम विनियमों में जब तक कि संदर्भ से अन्यथा अपेक्षित न हो,- - 
( क ) " अधिनियम " से डॉक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) 

अधिनियम , 1986 ( 1986 का 54 ) अभिप्रेत है ; 
( च ) “ पहंच " से बाहर जाना भी सम्मिलित है ; . . . 
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(म ) " परीक्षण स्थापन " से ऐसा स्थापन अभिप्रेत है जिसमें परीक्षण 

और परीक्षा संबंधी सुविधाएं हैं जैसा कि विनियमों के अधीन 
अपेक्षानुसार उत्थापक साधिन या खुला गियर या तार रस्से 
का परीक्षण , परोक्षा, तापानुशीलन या प्रमाणीकरण भादि करने 

के लिए मुख्य निरीक्षक द्वारा अनुमोदित है , 
( य ) "परिवहन उपस्कर " से विद्युत् चालित और हस्तचालित ट्रक 

दुशासी उत्थापक ट्रक , ट्रैक्टर, ट्रेलर लोकोमोटिव, प्राइम मूवर 
और अन्य ऐसे उपस्कर जो डॉक कर्म में प्रयोग में आते हैं ; 

अभिप्रेत हैं , 
( यय ) उन शब्दों और पदों के, जो इन विनियमों में परिभाषित 

नहीं है किन्तु अधिनियम में परिभाषित हैं और प्रयुक्त हैं , वही 
___ अर्थ होंगे जो उनके उस अधिनियम में हैं । 
3. निरीक्षकों का शक्तियां : 
(क ) निरीक्षक , ऐसे किसी पत्तन में जिसके लिए उसे नियुक्त किया 

गया है, -- . 
(i ) ऐसी सहायता ( यदि कोई हो ) जिसे वह व्यक्ति समझता . 

के साथ किसी पोत, डॉक, भंडागार या अन्य परिसर में प्रवेश 
कर सकेगा जहां कोई डॉक कर्म किया जा रहा हो या जहाँ 
उसे ऐसा विश्वास करने का कारण है कि कोई डॉक कर्मचारी 


- 


- 


- 


--- 


- 


- 
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( ग ) “प्ररूप " से इन विनियमों से उपाबद्ध प्ररूप अभिप्रेत है , 
( ट ) “ डेकद्वार " से किसी बैंक का द्वारा अभिप्रेत है जिसका उपयोग 

डॉक कर्म के प्रयोजनों के लिए या ट्रिमिग या संवातन या सफाई 

के लिए किया जाता हो , 
( 3 ) "हेचपथ से डेक के ऊपर से तल तक हैचों के वर्ग के भीतर का 

संपूर्ण स्थान अभिप्रेन है , 
( ड ) “निरीक्षक " से अधिनियम की धारा 3 के अधीन केन्द्रीय सरकार 

द्वारा नियुक्त कोई व्यक्ति अभिप्रेत है और इसके अन्तर्गत मुख्य 

निरीक्षक भी आता है , 
( ढ ) “ उत्थापक साधिन " से ऐसे सभी स्थायी या चलायमान स्थो । 

उठाई-धराई साधिन अभिप्रेत है, जिसके अन्तर्गत उनके स्थायी 
संलग्नक जैसे क्रेन , डेरिक , तट अाधारित शक्ति चालित रेम्प 
भी आते हैं , जिनका प्रयोग डॉक कर्म के संबंध में 
तट पर या पोत पर स्थोरा को निलंबित करने, ऊपर ले जाने 
या नीचे ले आने या उन्हें निलंबित या प्रलंबित अवस्था में 
एक स्थिति से दूसरी स्थिति में ले जाने में किया जाए और 

इसमें उत्थापक मशीनरी सम्मिलित है , 
( ण ) “ खुला गियर " ( लूज गियर ) से हुक , शैकल, स्विवेल, जंजीर , 

स्लिंग, उत्थापक बीम , प्राधान त्वरक ( कन्टेनर स्पीडर ) ट्रे और ऐसा 
ही अन्य कोई गियर अभिप्रेत है जिसके माध्यम से किसी उत्थापक 
साधिन के साथ भार को संलग्न किया जा सके और जिसमें 

उत्थापन युक्ति सम्मिलित है , 
( त ) " पत्तन " से ऐसा पत्तन अभिप्रेत है जो भारतीय पत्तन अधिनियम , 

1908 ( 1908 का 15 ) के अधीन परिभाषित है , 
( घ ) “ पत्तन प्राधिकारी " से ऐसा व्यक्ति अभिप्रेत है जिसके पास 

डॉक का साधारण प्रबन्ध और नियंत्रण है , 
परन्तु यदि किसी अन्य व्यक्ति के पत्तन के किसी भाग पर अधिभोग 
के अनन्य अधिकार द्वारा ऐसे भाग पर साधारण प्रबन्ध और नियंत्रण 
अर्जित कर लिया है तो उस नाग की बाबत उसे “ पत्तन प्राधिकारी " समझा 
जाएगा , 
( द ) “ परिसर " से डॉक , घाट , पट्टी , भाण्डागार, भंडारण स्थान या 

उतराई स्थान अभिप्रेत है जहां डॉक कर्म किया जाता है , 
( घ ) “ विहित " से अभिप्रेत है केन्द्रीय सरकार द्वारा विहित किया गया , 
( न ) "घिरनी मालब " से घिरनी, पालंब , बिन और समान गियर 

अभिप्रेत है जो क्रेन ब्लाक से भिन्न है और जिसे ऐसे क्रेन के 
साथ जिससे यह स्थायी रूप से संलग्न है , प्रयोग के लिए विशेष 

रूप से बनाया गया है , 
( 4 ) " उत्तरदायी व्यक्ति " से ऐसा व्यक्ति अभिप्रेत जो , यथास्थिति , 

नियोजक , पोत के मास्टर , गियर के स्वामी या पत्तन 
प्राधिकारियों द्वारा नियुक्त किया गया है और जो विनिर्दिष्ट 
कर्तव्य या कर्तव्यों के पालन के लिए उत्तरदायी होगा और 
जिसे पर्याप्त जानकारी और अनुभव है तथा जिसके पास कर्तव्य 

या कर्तव्यों के समुचित पालनार्थ आवश्यक प्राधिकार है , 
( फ ) " सुरक्षित कार्यकारी भार " से खुला ( लूज ) गियर या उत्थापक 

साधिन की किसी वस्तु के संबंध में ऐसा भार अभिप्रेत है जो 
ऐसा अधिकतम भार है जिसे सामान्य कार्यकारी स्थिति में 
सुरक्षित रूप से सा सक्षम व्यक्ति द्वारा निर्धारित और प्रमाणित 

किया गया हो , अधिरोपित किया जाए , 
( ब ) " अनुसूची " से इन विनियमों से उपाबद्ध अनुसूची अभिप्रेत है , 
( 4 ) " पोत " से किसी प्रकार का पोत, जलयान, बजरा, नौका या 

हॉर्वर क्राफ्ट अभिप्रेत है जिसमें युद्धपोत और देशी नाव सम्मिलित 


(ii ) ऐसे पोत, डॉक , उत्थापक साधिन, खुला गियर, इत्थापक 

युक्ति , मंच परिवहन उपस्कर, भाण्डागार या अन्य परिसरों को 
परीक्षा कर सकेगा जिनका किसी डॉक कर्म के लिए उपयोग 

किया गया है या उपयोग किया जाने वाला है । 
(iii ) डॉक कर्मकारों के नियोजन से संबंधित किसी रजिस्टर , मस्टर । 

रोस वा अन्य दस्तावेज पेश किए जाने की अपेक्षा कर सकेगा । 

और उस दस्तावेज की परीक्षा कर सकेगा : 
( iv ) किसी व्यक्ति का स्थल पर या अन्यथा ऐसा साक्ष्य ले सकेगा 

जिसे वह आवश्यक समझे : 

| परन्तु, किसी व्यक्ति को, उपविनियम 3( क ) (iv ) के . 
अधीन किसी प्रश्न का उत्तर या कोई ऐसा साक्ष्य देने के । 

लिए, जो उसे अपराध में फंसाता हो , विवश नहीं किया जाएगा; 
( v ) रजिस्ट्रों, अभिलेखों या अन्य दस्तावेजों या उसके किसी भाग 

की प्रतियां, जिन्हें वह किसी ऐसे अपराध के संबंध में , जिसके 
बारे में उसे विश्वास करने का कारण है कि अपराध किया 
गया है या किसी जांच के प्रयोजन के लिए सुसगत समझता 

है, ले सकेगा ; 
( vi ) ऐसे फोटोग्राफ, स्केप, नमूना , वजन , माप या अभिलेख जिसे 

वह किसी परीक्षा या जांच के प्रयोजन के लिए प्रावश्यक 

समझता है, ले सकेगा ; 
( vii ) किसी दुर्धटना या खतरनाक घटना के कारण की जांच कर 

सकेगा जिसके बारे में उसे विश्वास करने का कारण है कि वह 
किसी उत्थापक साधित , खुला गियर, परिवहन उपस्कर 
मंच के ढह जाने या विफल होने का या अधिनियम या वि 
नियमों के उपबंधों में से किसी के अननुपालन का परिणाम , 


( viii) अधिनियम या विनियमों के अधीन उत्पन्न होने वाले सुरक्षा, 

स्वास्थ्य , और कल्याण उपबंधों से संबंधी कारण बतामों सूचना 

जारी कर सकेगा ; 
(ix ) किसी न्यायालय के समक्ष ऐसी शिकायत या अन्य कार्यवाहियों 

का मभियोजन , संचालन या प्रतिरक्षा कर सकेगा जो अधिनियम 
या विनियमों के अधीन उत्पन्न हों ; 


[ भाग II - ~ खंड 3 (1 )] 


भारत का राजपत्र असाधारण . . 


. 9 


( x ) पत्तन प्राधिकारी, डॉक श्रम बोर्ड और अन्य डॉक कर्मकारों 
. के नियोजक को , यदि आवश्यक समझा जाए डॉक कर्मकारों 

की स्वास्थ्य परीक्षण करवाने का निदेश दे सकेगा । 
( ख ) यथास्थिति , कोई व्यक्ति जिमके हाथ में परिसर का सामान्य 
प्रबन्ध और नियंत्रण है , या पोत का स्वामी, मास्टर, भारसाधक अधिकारी 
या अभिकर्ता निरीक्षक द्वारा प्रवेश , निरीक्षण , परीक्षा, जांच के लिए या 
अन्यथा अधिनियम या विनियम के अधीन उस पोत या परिसर के संबंध 
में अपनी शक्ति का प्रयोग करने लिए अपेक्षित साधनों की व्यवस्था करेगा 
जिसमें लांच या परिवहन के अन्य साधन की व्यवस्था भी सम्मिलित 
होगी । 

4. निरीक्षण की सूचना : 

( 1 ) निरीक्षक ऐसे दोषों और कमियों को , जो निरीक्षण और परी 
क्षण के दौरान उसके ध्यान में आए और जिन्हें वह बताना चाहे उक्त 
अधिनियम या विनियमों के अधीन उसके द्वारा पारित किसी आदेश के 
साथ निम्नलिखित को प्ररुप 9 में अधिसूचित कर सकेगा । 
(1 ) पोत का स्वामी, मास्टर , भारसाधक अधिकारी या अभिकर्ता ; 

या 
( 1 ) पत्तन प्राधिकारी ; या 
( iii ) उत्थापक साधिन, खुले गियर , उत्थापक युक्ति और परिवहन 

उपस्कर के स्वामी ; या 
( iv ) डॉक कर्मकारों के नियोजक । 

( 2 ) जब कोई निरीक्षक उपरोक्त उप विनियम ( क ) के अधीन , किसी 
डॉक, उत्थापक साधिन, खुला गियर, उत्थापक युक्तियां , परिवहन उपस्कर, 
सीढ़ियां या पाड़ या मंच के संबंध में सूचना देता है तब वह उस सूचना 
में जहां डॉक कर्मकार के जीवन , उसकी सुरक्षा या स्वास्थ्य के लिए परि 
स्थितियां खतरनाक हैं , डॉक को प्रतिषिद्ध कर सकेमा और ऐसे डॉक , 
उत्थापक साधित्र, खुला गियर, उत्थापक युक्ति, परिवहन उपस्कर , सीढ़ियों 
या मंच का प्रयोग तब तक नहीं किया जाएगा जब तक सूचना में विनि 
र्दिष्ट दोष या दोषों को दूर नहीं कर दिया जाता और निरीक्षक प्रतिषेधा 
त्मक आदेश वापिस नहीं ले लेता है । 

5. अपील : अधिनियम की धारा 5 के अधीन मुख्य निरीक्षक द्वारा 
पारित किसी आदेश से व्यक्ति कोई व्यक्ति, उसको आदेश की संसूचना 
को तारीख से 15 दिन के भीतर, सचिव, भारत सरकार, श्रम मंत्रालय, 
नई दिल्ली को अपील प्रस्तुत करेगा और अधिनियम की धारा 8 के प्राव 
धान तदनुसार लागू होंगें । 

6. शास्तियां 

इन विनियमों में स्पष्ट रुप से अन्यथा उपबंधित के सिवाय , कोई भी 
व्यक्ति जो इन विनियमों में से विनियम के पालन के लिए जिम्मेदार 
है, ऐसे विनियमों का उल्लंघन करता है, अपराध का दोषी होगा और ऐसे 
कारावास से, जिसकी अवधि छह मास तक की हो सकेगी, या ऐसे जुर्माने 
से जो पांच हजार रुपए तक हो सकेगा, या दोनों से , दण्डनीय होगा और 
यदि उल्लंघन दोष सिद्धि के बाद भी जारी रहता है, ऐसे अतिरिक्त जुर्माने 
से दंडित होगा जो उक्त उल्लंघन के जारी रहने तक प्रति दिन के लिए 
100 रुपया तक हो सकेगा । 

भाग 2 

जिम्मेदारियां 
7. जिम्मेदारियां : 

( 1 ) पत्तन प्राधिकारी का यह कर्तव्य होगा कि वह विनियमन 
9 से 12, 15 से 23, 61 ( 1 ) ओर ( 8) , 80 ( 2 ) ( 3 ), 81 
83, 85 ( 13 ), 89, 91 ( 2 ) ( 6 ) , 92 ( 3 ), 93 ( 1 ), ( 3 ) 
और ( 4 ) , 94 से 115 का न करें । 


. . ( 2 ) किसी पोत के स्वामी या मास्टर या भारसाधक अधिकारो और 
___ अभिकर्ता का यह कर्तव्य होगा कि वह विनियम 12, 16 ( 1 ) से ( 3 ) 

17 ( 1 ) ( क ), 24 से 37, 76, 80 ( 1 ), 99 ( 1 ). और 101 
( 1 ) और ( 3) . का पालन करें । 

( 3 ) ( क ) तट पर या पोत के फलक परं डॉक कार्य में प्रयुक्त 
उत्थापक माधिनं , खुला गियर और परिवहन उपस्कर या अन्य कोई असार 
के स्वामी का कर्तव्य होगा कि वह विनियम 17 ( 4 ) , 27, 40 से 49 
51 , 52 ( 1 ) से ( 4 ), 54, 57 ( 1 ) से ( 4) , ( 6 ) और ( 7 ) , 
59 ( 1 ) से ( 3) , 60, 62, 63, 64, 84 ( 1 ), 85 ( 5 ), 87 
और 88 . काल पालन करें । 

( ख ) पोत, जो भारत में रजिस्ट्रीकृत नहीं है, के फलक पर डॉक 
कार्य में प्रयुक्त होने वाले उत्थापक साधित, खुला गियर, या अन्य कोई 
उपस्कर के मामले में उस पोत के मास्टर या मुक्य अधिकारी और पोत 
के अभिकर्ता : का यह कर्तव्य होगा कि वह विनियम 27, 40 से 
49, 51, 52 ( 1 ) से ( 4) , 54, 87 और 88 का पालन करे । 

( 4 ) ( क ) प्रत्येक नियोजक और उसके द्वारा नियोजित सभी अभि 
कर्ता, कर्मचारियों और डाक कर्मकारों का यह कर्तव्य होगा कि वे विनियम 
11 ( 1 ) और ( 2 ) , 17 ( 5) , 77 ( 5 ), 85 • ( 8 ) और 86( 8 ) 
का पालन करें । 

( ख ) प्रत्येक नियोजक का यह कर्तव्य होगा कि वह विनियम 13, 
14, 16 ( 4 ) , 17( 4 ) और ( 5 ) , 18, 20 ( 2 ) , 24 ( 7 ) और 
( 9 ) , 25, 28, 29 ( 2 ), 31, 32, ( 3 ), ( 6 ) , ( 8 ) पोर ( 9 ) , 
33 से 39, 45 ( 1 ) ( 2 ) और ( 3) , 52 ( 5 ) ; 53 से 56, 57 
( 4 ) ( 30 ) . , ( 5 ) , ( 6 ) और ( 8 ), 53, 59 ( 4 ) 61 ( ख ) 
और (10 ) 62 ( 13 ), ( 17) , 64 से 75, 77 से 82, 84 ( 2 ) , 
85 सिवाय 85 (12) ], 86, 87 ( 2 ), 88 ( 4 ) से ( 8 ), 89 से 
93, 95, 98, 107, 109 ( 2 ), 110, 114 ( 4 ), 116 और 117 
का पालन करें । 

परन्तु जहां डॉक कार्य किसी नौभरक या पोत के स्वामी से भिन्न 
किसी व्यक्ति द्वारा किया जाता है , वहां पोत के स्वामो, मास्टर या 
भारसाधक अधिकारी का यह कर्तव्य होगा कि वह, जहां लक निम्नलिखित 
का संबंध है, विनियम 33 ( 1 ) का पालन करे : - - 

(i) कोई ऐसा हैच जिसे उक्त नौ भरक या अन्य व्यक्ति ने डॉक 
कार्य के प्रयोजन के लिए ग्रहण नहीं किया है; और 

(ii ) कोई ऐसा हैच जिसे उक्त नौमरक या अन्य व्यक्ति द्वारा डाक कार्य 
के प्रयोजन के लिए ग्रहण करने के पश्चात् ( अ ) पोत के स्वामो , मास्टर 
या भारसाधक अधिकारी को प्ररुप 1 में लिखिन सूचना द्वारा उक्त व्यक्ति 
द्वारा या उसकी और से यह रिपोर्ट किया गया है कि वह है । जिस पर 
डॉक कार्य पूरा कर दिया गया है या तत्समय पूरा कर लिया गया है 
( आ ) विनियम 33 ( 1 ) द्वारा यथाप्रक्षित व्यक्तियों द्वारा बाड़ लगाकर 
ढककर छोड़ दिया गया है या पोत के स्वामो द्वारा या उसको ओर से 
प्रयोग में ले लिया गया है, और किसी भी दशा में , यथापूर्वोक्त ऐसी लिखित 
सूचना द्वारा इस प्रकार रिपोर्ट किया गया है पोत के स्वामी, मास्टर या 
भारसाधक अधिकारी यह कर्तव्य होगा कि वह यथापूर्वोक्न ऐसी लिखित 
सूचना की लिखित पावतो शोध्र दे । 

( 5 ) प्रत्येक डाक कर्मकार का यह कर्तव्य होगा कि वह इस विनियमों 
को ऐमी अपेक्षाओं का पालन करे जो उनके किसी कार्य के अनुपालन या 
उससे विरत रहने से संबंधित हो और इन विनियमों को अपेक्षा को कार्या 
न्वित करने में महयोग दें और यदि उसे इस बात का पता चले कि 
उत्थापक साधिन , खुला गियर, उत्थापक , युक्ति प्रवहण और परिवहन 
उपस्कर या अन्य उपस्कर में कोई दोष है तो वह ऐसे दोष के बारे में 
बिना अनुचित विलंब के अपने नियोजक या फोरमैन या प्राधिकार रखने 
वाले अन्य व्यक्ति को इसकी रिपोर्ट करे । 
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भाग 3 


सुरक्षा 


( 6 ) कोई भी व्यक्ति, जब तक वह सम्यक् रुप से प्राधिकृत न 
किया गया हो या किसी आवश्यकता की दशा में अधिनियम या इन वि 
नियमों के अधीन उपबंधित की जाने के लिए अपेक्षित किसी बाड़ , गैगवें 
गियर, सोढ़ी, हैच छादन प्राणरक्षक साधिन, प्रकाश या किसी अन्य वस्तु 
न तो हटाएगा और न उसमें कोई हस्ताक्षेप करेगा । यदि हटाया जाता 
है तो ऐसी वस्तुभों को ऐसी अवधि के अन्त में पुनःस्थापित किया जाएगा । 
जिसके दौरान उनका हटाया जानी आवश्यक था और ऐसा उन व्यक्तियों 
द्वारा जाएगा जो उस समय कार्य के अन्त में लगे हुए थे जिस समय हटाए 
जाने की आवश्यकता पड़ी थो । 


( 7 ) ( क ) कोई भी नियोजक, डांक कर्मकारों द्वारा ऐसे उत्थापक 
साचित्रं ,खुला गियर, उत्थापक युक्ति , या प्रबहण और परिवहन उपस्कर 
के प्रयोग को अनुज्ञात नहीं करेगा जो विनियम 17 ( 4) , 27, 40 से 
49, 51, 52( 1 ) से ( 4 ), 54, 57 (1 ) से ( 4), ( 6 ) और ( 7) , 
59 ( 1 ) से ( 3), 60, 62, 87 और 88 की अपेक्षामों को पूरा नहीं 
करता ; 

( ख ) यदि कोई व्यक्ति जिसका कर्तव्य उपविनियम ( 2 ) में उल्लिखित 
विनियमों का पालन करना है , ऐसा करने में असफल रहता है तो डॉक 
कर्मकारों के नियोजक का यह कर्तव्य होगा कि वह ऐसे विनियमों का , 
ऐसी असफलता के पश्चात् कम से कम समुचित व्यवहार्य समय के भीतर 
पालन करे । 

8. किसी पोत के तत्समय भारसाधक व्यक्ति का यह कर्तव्य होगा 
कि वह , विनियम 51 के अधीन अपेक्षित रजिस्टर और प्रमाणपत्र निरीक्षण 
और परीक्षण के लिए पेश करे । 

9. प्रत्येक डॉक कर्मकार, इन विनियमों में उपबंधित पहुंच के साधन 
का प्रयोग करेगा और कोई भी व्यक्ति इसके अनुसार उपबंधित के सिवाय 
पहुंच के साधन का प्रयोग करने के लिए किसी अन्य को न तो प्राधिकृत 
करेगा और न आदेश देगा । 
___ 10. कोई भी व्यक्ति गियर के समायोजन के प्रयोजन के लिए और 
उन्हें चालू या बंद करने के लिए न तो हैच बीम पर और न ही किसी 
व्यक्ति को ऐसा करने के लिए प्राधिकृत करेगा या आदेश देगा । 

( 11 ) डॉक श्रम बोर्ड और डॉक कर्मकारों के अन्य प्रत्येक नियोजक 
का कर्तव्य होगा कि वह विनियम 74, 89, 91 ( 3 ), 92, 93 ( 1 ), 
( 3 ) और ( 4 ), 103, 107, 108 से 111 का पालन करें । 

( 12) सक्षम व्यक्ति का यह कर्तव्य होगा कि वह विनियम 41, 
47, 48 और 50 का पालन करे । 


क . कार्य स्थल 
9. सतह : 

( 1 ) किसी डॉक पर प्रत्येक नियमित पहुंच मार्ग जिसका डॉक 
कर्मकारों को कार्य -स्थल को जाने या वहां से जाने के लिए प्रयोग 
किया जाता है, और डॉक के भीतर ऐसा प्रत्येक स्थल - - 
( क ) ऐसी वस्तुओं से साफ और मुक्त रखा जाएगा जिससे फिसलन , 

लड़खड़ाहट या गिरना कारित हो ; 
( ख ) डॉक कर्मकारों की सुरक्षा का सम्यक् रूप से ध्यान रखते 

- हुए मरम्मत करके अच्छी हालत में रखा जाएगा । 
( 2 ) डॉक में सभी क्षेत्रों में नालियों की उचित व्यवस्था होगी 
और शेडों भाण्डागारों तथा भण्डार स्थानों तक सुरक्षित रूप से पहुंचने 
को और स्थौरा तथा उपस्कर की सुरक्षित उठाई धराई को सुकर बनाने 
के उद्देश्य से उन्हें संतुलित किया जाएगा । 

( 3 ) नालियों के पूल और कैच बेसिन को उचित रूप से ढका या 
बन्द किया जाएगा । 

( ) डॉक के सभी क्षेत्र और सभी पहुंच मार्ग जिन पर उस्थापक 
साधिन और उपस्कर का प्रयोग किया जाता है , मजबूती से बनाए जाएंगे , 
उनकी सतह अच्छी सामग्री से बनाई जाएगी और पर्याप्त रूप से समतल 
बनाया जाएगा और छिद्र तथा दरार से मुक्त होगा जिसमें कि स्थौरा 
का परिवहन सुरक्षित रूप से हो सके और उनका उचित रूप से अनुरक्षण 
किया जाएगा । 

( 5 ) डॉक में कोई कार्य स्थल जो क्षतिग्रस्त है या मरम्मताधीन 
है अन्य क्षेत्रों से प्रभावी रूप से निरुद्ध कर दिया जाएगा और जब 
आवश्यक हो रात्रि में चेतावनी प्रकाशन की व्यवस्था की जाएगी । 

( 6 ) जल द्वारा परिवहन के लिए प्राशयित यानों में चढ़ने या उतरने 
के लिए डॉक कर्मकारों द्वारा प्रयोग किए जाने वाले मभी उनरने के 
स्थानों को , उनको प्रयोग करने वाले व्यक्तियों की सुरक्षा को सम्पक 
रूप से ध्यान में रखते हुए, मरम्मत द्वारा अच्छी हाल में रखा जाएगा । 


8. छूट : 

मुख्य निरीक्षक , लिखित आदेश ( जो उसके विवेकानुसार किसी भी 
समय वापिस लिया जा सकेगा ) द्वारा ऐसी शर्तों के अधीन रहते हुए , 
यदि कोई हों , जैसी इसमें विनिर्दिष्ट की जाए , इन विनियमों की सभी 
या किसी अपेक्षा से निम्नलिखित को छूट दे सकेगी : -- 

( क ) किसी डॉक या डॉक का भाग, । यदि उसका समाधान हो 
जाता है कि उस डॉक में डॉक कार्य यदा-कदा किया जाता है या यातायात 
थोड़ा है और छोटे पोत तथा मत्स्य जलयानों तक सीमित है ; 

( ख ) कोई साधिन, गियर, उपस्कर या युक्ति या साधिन, गियर, 
उपस्कर या युक्ति का कोई वर्ग या प्रकार , यदि उसका समाधान हो 
जाता है कि वे अपेक्षाएं जिनकी बाक्त छूट दी गई है, आवश्यक नहीं हैं 
या समानतः प्रभावी उपाय कर लिए गए हैं । 

परन्तु वह इस बिनियम के अधीन प्रदान नहीं करेगा जब तक 
उसका यह समाधान नहीं हो जाता है कि ऐसी छूट डॉक कर्मकार के 
स्वास्थ्य , सुरक्षा और कल्याण के प्रतिकूल प्रभाव नहीं डालेगी । 


10. खतरनाक स्थानों की बाड़ लगाना : 

( 1) डॉक के निम्नलिखित हिस्से और पहुंच मार्ग यातायात और 
कार्यकरण को ध्यान में रखते हुए यथासहज बाड़ से अनुरक्षित किया 
जाएगा । बाड़ की ऊंचाई किसी भी स्थान पर एक मीटर से कम नहीं 
होगी और बाड़ अच्छी हालत में रखी जाएगी : -- 
( क ) किसी डॉक के सभी कटाव , खतरनाक कोने और अन्य खतरनाक 

भाग या सिरे , 
( ख ) पुल , बेसन और डॉक द्वार के ऊपर ओदो ऐसे पार्श्व पैदल 

मार्ग जो डॉक कर्मकारों के साधारण उपयोग में हैं और से 
पैदल मार्ग के प्रवेश को प्रत्येक ओर, अन्त में प्रत्येक और 

पर्याप्त दूरी के लिए जो 4 . 5 मीटर मे अधिक नहीं होगी : 
परन्तु उन बाड़ों के मामले में जो इन विनियनों के प्रवत्त होने की 
तारीख से पहले विनिर्मित की गई थी , वार की ऊंचाई का किमी मी 
स्थान पर 75 सेंटीमीटर से कम न होना पीत होगा । 

( 2) पाइपों और केबिलों के लिए नाली, गड्ढ़ा, खार्ट और परि 
संकटनय रिवर और उत्खनन सुरक्षित रूप से ढक दिए जाएं या पर्याप्त 
रूप से बाइपक्त होंगे । 

( 3 ) जहां घाट या घट्टी पानी की ओर अत्यधिक ढलान वाली 
है वहां बाहरी किनारा यथासाध्य संरक्षित किया जाएगा । 


[ भाग II - - खंड 3 ( i)] 


भारत का राजपत्र . असाधारण , 
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11 रास्ते खाली रखे जाएंगे : 

( 1 ) जहां डॉक कर्मकार नियोजित किए गए हैं वहां डॉक के किसी 
क्षेत्र पर स्थोरा इस प्रकार भंडारित नहीं किया जाएगा या परिवहन 
उपस्कर चा उन्धापक साधित इस प्रकार नहीं रख जाएंगे जिससे कि पोत , 
कैन, प्रागरक्षक साधित, अग्निशामक उपस्कर और इन विनियमों के अधीन 
उपबंधित कल्याणकारी सुविधाओं के लिए पहुंच में बाधा आती हो । 

( 2 ) जहां कोई जगह किसी घाट या घट्टी के किनारे के साथ छोड़ी जाती है 
वहां वह कम से कम 90 में . मी . चौड़ी होगी और उपयोग में स्थिर 
संरचनाओं, संयंत्र और साधित्रों से भिन्न सभी बाधाओं से खाली रखी 
जाएगी । 

( 3 ) जहां किसी डॉक के कार्य क्षेत्र परिवेष्टित हैं और यातायात 
उचित ठहराता है वहां पैदल यात्रियों के लि . एक पुथ क द्वार या रास्ते 
की व्यवस्था की जाएगी । 


( ख ) मंच खोलने के पश्चात् पुन : उपभोग करने से पहले किसी 

उत्तरदायी व्यक्ति द्वारा पुन : परीक्षा की जाएगी । 
( 4 ) फिसलन रोकने के लिए मंच के सभी फलक सुरक्षित रूप से 
जकड़ दिए जाएंगे । 

( 5 ) सभी मंच पर्याप्तरूपेण चौड़े होंगे जिससे उनमें कार्य करने 
वाले डॉक कर्मकारों की सुरक्षा सुनिश्चित हो सके । विशेष रूप से, जल , 
सतह, डैक , वासम , डैक या टैंक टाप से 2 मीटर या अधिक ऊंचाई पर 
कोई मंच 30 सें . मी . चौड़ाई से कम नहीं होगा । 


( 6 ) निसेनीक डंडों पर आलंब्बित फलक मंच के प्रालंब हेतु प्रयोग 
नहीं किए जाएंगे । 

( 7 ) ( क ) रम्सों और चैन से निलंबित मंच यवासाध्य सुरक्षित 
किया जाएगा जिससे उसका झूलना रोका जा सके , और 

( ख ) पंचों के निलंबन में उन रस्सों या जंजीर का प्रयोग नहीं 
किया जाएगा जो उपयुक्त क्वालिटी की पर्याप्त मजबूत और प्रत्यक्ष 
दोषों से मुक्त न हो । फाइबर रस्सा तीक्ष्पा धार के ऊपर से पास नहीं 
किया जाएगा । 


( 8 ) मंच से आने -जाने के लिए डॉक कर्मकारों के सुरक्षित पहुंच 
मार्ग का प्रबन्ध किया जाएगा और मंच के निलंदबन में प्रयोग किए गए 
रस्सों का पहुंच मार्ग के रूप में उपयोग नहीं किया जाएगा । 


14. मंच पर कार्य: 

( 1 ) किसी मंच फलक पर एक समय में द व्यक्तियों से अधिक को 
कार्य करने के लिए समनज्ञात नहीं किया जाएगा । 


12. रोलिंग और बाड़ : 

( 1 ) णेत पर चढ़ने, उतरने के लिए हेचपथ, स्थल सीड़ो, गवे, 
निसनी और किमी अन्य खतरनाक स्थान की बाई के लिए सभी रेलिंग 
ठोस सामग्री, अच्छा विनिर्माण और पर्याप्त शक्तिशाली होंगे और इन 
विनियमों में अन्यथा विनिर्दिष्ट न हो -- 

( क ) कम से कम एक मीटर ऊंची होगी , और 
( ख ) दो रेलों या दो खोंची रस्सी या चैन जो टैक और टो बोर्ड 

से बालंबित होगी । 
( 2 ) मध्यवर्ती रेल , रस्सा या जंजीर 5 ) में . मी . ऊंची होगी । 

( 3 ) टेके 2 मोटर पार्श्व से अधिक दूरी पर नहीं होंगे और अनव 
धानता से बाहर निकलने से सुरक्षित होगे । 

( 4 ) टो बोर्ड कम से कम 15 सें . मी . ऊंचा होगा । 
( 5) रेलिंग तीक्ष्ण धार रहित होंगे । 

( 6 ) हैचपथ, ऊंचे प्लेटफार्म आदि की अस्थाई बाड़ युक्तियुक्त रूप 
से यथासाध्य , एक मीटर की ऊंचाई तक और निम्नलिखित में किसी 
की होगी --- - 

( क ) दो . खींची रस्सी या जंजीर टेके सहित , या 

( ख ) टीक प्रकार से विशिष्ट कोशी और सुरक्षित रूप से जकड़ा 
हुमा सुरक्षा जाल । 

( 7 ) परिवहन जलयान पर पहुंचने की सीढ़ी काप्ट या रबड़ चपलान 
से उपस्करित होगी जिससे कि सोपान पार्श्व और जलयान पार्श्व के बीच 
30 से . मी . से अधिक दूरी अनुरक्षित हो सके । 


( 2 ) अब डॉक कर्मकार को मंच पर 2 . 5 सें . मी . से अधिक 
ऊंचाई पर नियोजित किया जाए तब उसकी बचाव -रस्सी से उपस्करित 
सुरक्षा पट्टि द्वारा सुरक्षा की जाएगी जो किसी स्थिर संरचना से सुरक्षित 
न्यनतम ढीला होगा । 

( 3 ) प्रत्यक उपयोग से पूर्व पट्टे और तूचाव-रस्सी की शुष्क 
विगलन रासायनिक नुकसानी और उसकी गति को प्रभावित करने वाली 
अन्य खराबी के लिए जांच की जाएगी । खरब पटटों का उपयोग नहीं 
किया जाएगा । 

( 4 ) जब मंच के ऊपर से लदे हुए मिला पास होना हो औत 
वस्तुओं के गिरने का खतरा हो , मंच पर कार्य नहीं किया जाएगा । 


13. मंच निर्माण और अनुरक्ष्ण 

( 1 ) मंच निर्माण के लिए सुविधाजनक स्थान या स्थानों पर , बोस 
और सारवान सामग्री की पर्याप्त जति उपलब्ध की जाएगी । 

( 2 ) समी मंचों का ~ 
(क ) ठोस और सारवान, सामग्री से सुरक्षित रूप से विनिर्माण 

किया जायेगा । और उस दशा में अनुरक्षित किया जाएगा 
जिसमें सभी डॉक कर्मकारो की सुरक्षा अभिनिश्चित हो सके , 

और 
( ख ) किसी उत्तरदायी व्यक्ति द्वाग नियमित और अंतराल से 

बार-बार निरीक्षण किया जाएगा । 
( 3 ) मंच के लिए उपयोग में प्राशयित सभी फलक और रस्सों की 
( क ) उपयोग में लाने से पहल सावधानीपूर्वक परीक्षा की जाएगी 

और 


15. प्राणरक्षक साधित्र : 

डॉक कर्मकारों के डूबने से बचाव की व्यवस्था और अनुरक्षबपा किया 
जाएगा और जिसके अन्तर्गत होगा : - - 
( क ) जीवन -रक्षक साचित्रों का प्रदाय किया जाना, घाट या पट्टी 

पर चालू हालत में रखना जो सभी परिस्थितियों को ध्यान 

में रखकर युक्तियुक्त रूप से पर्याप्त हों , और 
( ख ) युक्तियुक्त अंतराल से जल सतह पर या नजदीक में वे 

उपाय जो व्यक्ति को स्वयं को संभालने या जल से बाहर 
पाने के लिए सभी प िस्थितियो को ध्यान में रखकर यक्ति 
युक्त रूप से पर्याप्त हो । 


16. प्रदीपन : 

( 1 ) डॉक में और पोत पर वे सभी क्षेत्र जहां गोदी कार्य किया 
जाता है और ऐसे क्षेत्रो और स्थानों के सभी पहुंच मार्गों को , जिसमें 
डॉक कर्मकारों को अपने नियोजन के अनुक्रम में जाना अपेक्षित है समु 
चित रूप से सुरक्षापूर्वक और दक्षतापूर्वक प्रकाशयुक्त किया जाएगा । 
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( 2 ) डॉक पर उन क्षेत्रों में साधारण प्रदीपन कम से कम 10 
लक्स होगा । जहां से डॉक कर्मकारों को निकलना पड़ता है और उन 
स्थानों में जहां डॉक कर्मकार नियोजित हैं, प्रदीपन , विशेष रूप से 
खतरनाक स्थानों पर किसी अतिरिक्त प्रदीपन की आवश्यकता के उपबंध 
पर प्रतिकूल प्रभाव डाक बिना कम से कम 25 लक्स होगा । 

( 3 ) कृत्रिम प्रकाश के साधन , जहां तक साध्य हो ऐसे होगे और 
ऐसे रखे जाएंगे कि उस विस्तार तक चकाचौंध या प्रतिबिम्ब के बनने 
का निवारण किया जा सके जिससे किसी डॉक कर्मकार को दुर्घटना की 
जोखिम कारित न हो । 


20 तल भार 

(1 ) किसी भांडागार या भंडार स्थान के किसी तल द्वारा वहन किया 
जाने वाला प्रति वर्ग मीटर अधिकतम भार और ऐसे तल पर उपयोग किए 
जाने वाले किसी उत्थापक साधिन और परिवहन उपस्कर का अधिकतम 
भार किन्हीं सहजदृश्य स्थानों पर संप्रदशित किया जाएगा । 

( 2 ) भार उपविनियन ( 1 ) में निर्दिष्ट अधिकतम भार से अधिक 
नहीं होगा । 


( 4 ) वहनीय प्रकाश अच्छो दशा में बनाया रखा जाएगा और 
निम्नलिखित अपेक्षाओ की पूर्ति करेगा 

( क ) वे पर्याप्त परावर्तकों और रोक से सुसज्जित किए जाएंगे 

- और 
( ख ) वे हैवी ड्युटो विद्युत कार्य से सुसज्जित होगी और साथ ही 

संयोजन और विद्युत रोधन सुरक्षित दशा में बनाया रखा जाएगा । 


21. सीढ़िया : 

( 1 ) किसी भाडागार या मंडार स्थान में प्रत्यक साढ़ा के लिए 
कम से कम एक मीटर की ऊंचाई की पर्याप्त रेलिंग की व्यवस्था की 
जाएगी और वनाग रखो जाएगी जो , यदि सीढ़ी एक और से खुली है तो वह 
उसी और होगी और ऐसो सीढ़ो का दशा में जो दो और खुला है, ऐसी 
रेलिंग को दोनों और व्यवस्था की जाएगी और बनाए रखी जाएगी । 

( 3 ) सीढी जिस और से भी खुली होगी उसके किसी भी निचला 
रेलिंग या किसी अन्य प्रभावो साधन से भी बचाय की व्यवस्था की जाएगी 
और वह बनाए रखी जाएगी । 

22. खुले स्थान : 

तलों और दीवारों मे सभी खुले स्थान, जहां तक वे खतरा उत्पन्न 
करते हैं, प्रावो ढंग से संरक्षित किए जाएंगे । 


17. अग्नि परित्राण : 
( 1 ) उन स्थानों में , जहां डॉक कर्मकार नियोजित किए जाते हैं , 

वहां 


( क ) पर्याप्त और उपयुक्त अग्निशामक उपस्कर , और . 
( ख ) गष्ट्रीय मानकों के अनुसार व्यापक दबाब पर पर्याप्त जल 

प्रदाय की व्यवस्था की जाएगी । 


( 2 ) अग्निशमन उपस्कर उपयोग करके के लिए प्रशिक्षित व्यक्ति 
सभी कार्य घंटों के दौरान सुगमता से उपलब्ध होंगे । 

( 3 ) अग्निशमक उपस्कर उचित रुप में रखें जाएंगे और उनका 
नियमित अन्तरालों पर निरीक्षण पर किया जाएगा तथा उस आशय का 
अभिलेख रखा जाएगा । 

( 4 ) उपयुक्त प्रकार के बहनोय अग्निशमक उपस्कर को प्रत्येक बिहार 
नौका या नौका अथवा डॉक कर्मकारों के परिवहन के लिए प्रयोग किए 
जाने वाले अन्य यान में तथा केबिन में भी जिसके अन्तर्गत चल क्रेन भी 
हैं व्यवस्था की जाएगी । . . 

( 5 ) किमी पोत के पैटा में , घाट पर, भांडा गारों और अभिवहन 
शेडों में धूम्रपान अनुज्ञात नहीं किया जाएगा और धूम्रपान , मना है 
या कोई अन्य चेतावनोयक्त सचनाएं ऐसे स्थानों पर संप्रदर्शित की जाती । 


23. अग्नि की दशा में बच निकलने के साधन । 

( 1 ) सभी भांडागार और भंडार स्थानों में अग्नि की दशा में उसमें 
नियोजित डॉक कर्मकारों को बच निकलने के पर्या-त साधन प्रदान किए 
जाएगें और उन साधनों से भिन्न जो निकास के सामान्य प्रयोग में हैं बच निकलने 
के सभी साधन डॉक कर्मकारों के बहुमत द्वारा समझी जाने वाली भाषा 
में सुपष्ट रुप से चिह्नित किए जाएंगे । 

( 2 ) अग्नि की दशा में बच निकलने के प्रत्येक साधन तक पहुंचने 
के लिए सभी डॉक कर्मकारों के उपयोग के लिए अबाध रुप से गुजरने 
का रास्ता बनाए रखा जाएगा । 

( 3) प्रत्येक डॉक में अग्नि की दशा में उसमें नियोजित प्रत्येक डॉक 
कर्मकार को चेतावनी देने के लिए प्रभावी और सूस्पष्ट श्रव्य साधन की 
व्यवस्था की जाएमी । . 


18. अत्याधिक शोर, आदि : 

कार्य स्थल पर अत्याधिक शोर, कंपन और वायुप्रदूषण के अपहानिकर 
प्रभावों से डाक कर्मकारों के बचाव के लिए पर्याप्त रुप से पूर्वावधानियां 
बरती जाएंगी । किसी भी स्थिति में शोर-- का प्रबलता स्तर अनुसूची VII 
में अधिकथित सीमा से अधिक नहीं होगा 


ग. पहुंच के साधन 

24. तट और पोत के बीच पहुंच : ( 1 ) जब कोई पोत डॉक कार्य 
के प्रयोजन के लिए किसी घाट या घट्टी पर खड़ा हो तो पोत के लिए 
पहंच के पर्याप्त और सुरक्षित साधन उचित रूप से प्रतिष्ठापित और सुनिश्चित 
करने की व्यवस्था की जाएगी । 

( 2 ) उप विनियम ( 1 ) द्वारा अपेक्षित साधन निम्नलिखित होंगें : 
जहां साध्य हो , वहां पोत- सीढी या गैंगवे या वैसा ही सन्निर्माण , 
(i ) पोपनों में कम से कम 55 से. मी . चौड़ा होगा और स्थायी 

फिसलन रहित घरातल वाले सौपानों सहित पर्याप्त गहराई का 

होगा ; 
(ii ) उच्चतर और निम्नतर रेलिंग ,कसे हुए रस्सों या जंजीरों के 

द्वारा या उसी के समान अन्य सुरक्षित साधनों के द्वारा पूर्ण एक मीवर 
की ऊंचाई तक प्रत्येक साइड को इसकी लंबाई को पूर्णतः 
उचित रूप में सुरक्षित और उचित रूप में बाड़युक्त किया 
जाएगा, सिवाय इसके कि पोत सीढ़ी के मामले में किसी बाड़ 
केवल एक किनारे पर आवश्यक होगी ; परन्तु यह तब जब 
कि अन्य किनारा पोत के किनारे द्वारा उचित रूप से संर 
क्षित हो । 


ख . भांडागार और भंडार स्थान 


19 विनिर्मािण : 

( 1 ) भांडागार और भंडार स्थान के सभी तल , दीवारें , सोपान , 
सौढ़ियों रास्ते, शट और गैंगवे को अच्छी सामग्री से बनाया जाएगा और 
उन्हें उचित रुप में बनाए रखा जाएगा । 

( 2 ) रंग की ढलान इस प्रकार की होगी जिससे उसका उपयो 
करने वाले परिवहन उपस्कर या यान की स्थिरता को खतरा न हो 


[ भाग I[ -- खंड 3 (i ) ] 


भारत का राजपत्र असाधारण 


13 


( iii ) उपयुक्त सामग्री से निर्मित होगा और अच्छी दशा में अनुरक्षित 

रखा जाएगा तथा उस प्रयोजन के लिए उपयुक्त होगा ; 
(iv ) ऐसी दशा में बनाए रखा जाएगा जिससे कि फिसलन रोको 

जा सके । 
( v ) सीढ़ी के दोनों किनारों में से किसी पर लगाया गया एक प्लेट 

फार्म और डॉक पर टिका निम्नतर प्लेटफार्म या सोपानाम 

विश्रामी लगाया जाएगा । 
( vi ) ज्वार और ड्राफ्ट की दशाओं को ध्यान में लाए बिना क्षतिज 

के 40 डिग्री से अनधिक कोण बनाए रखा जाएगा । 
( 3) यदि स्थिर सोपानाम सीढ़ी का प्रयोग किया जाता है और कोण 
इतना नीचे है कि डॉक कर्मकारों को सोपानामों के किनारों पर चलना 
पड़े तो क्लोर युक्त डाक बोर्ड बिछा दिए जाएंगे और सीढी से जोड़ 
दिए जाएंगें । 
. ( 4 ) जब कभी पोत और तट के बीच डॉक कर्मकारों के गिरने का 
खतरा ही तो सुरक्षा जाल या अन्य उपयुक्त संरक्षण ऐसी रीति में पोत 
सीढी के नीचे सज्जित किया जाएगा जिससे कि डॉक कर्मकारों को गिरने 
से रोका जा सके । 

( 5 ) यदि पोत सीढी या गैंगवे टिकना संभव नहीं है और उसका 
पाया घाट या घट्टी के किनारे से 30 से . मी . से अधिक दूर है तो उनके 
बीच की खाली जगह में दृढ केवल पार-पथ बनाया जाएगा जिसे मध्य 
रेलों के साथ कम से कम एक मीटर की लंबाई की दोनों किनारों पर 
रेलिंग से सुसज्जित किया जाएगा । 

( 6 ) पोत की पहूंच , भार के वोलायमान अर्धव्यास के भीतर नहीं 
होगी । 
. ( 7 ) जब पहुंच मार्ग का ऊपरी सिरा बुलवर्क के शीर्ष के साथ क्लश 
पर या फ्लश में उतरता है, तब बुलवर्क के सीधे और डेक के बीच समु 
चित रूप से सुरक्षित और एक मीटर ऊंचाई की कम से कम एक मजबूत 
हैंडरेल से सुसज्जित मजबूत सोपानाम की व्यवस्था की जाएगी और वे 
सोपान यथाशक्यसाध्य गैंगवे की सीघ में होंगे । 

( 8) पहुंच मार्ग के लिए दोलायमान डेरिक्स या रज्जू सीढी का 
उपयोग प्रतिसिद्ध होगा । 

25. पोत और अन्य जलयान के बीच पहुंच मार्ग ; 

( 1 ) जब कोई पोत किसी अन्य पोत के साथ-साथ है और कर्मकारों 
को एक से दूसरे पर जाना हो तो उनके उपयोग के लिए पहुंच - मार्ग के पर्याप्त 
और सुरक्षित साधनों की व्यवस्था की जाएगी जब तक कि परिस्थितियों 
ऐसी न हो कि एक से दूसरे तक जाना असम्यक जोखिम पूर्ण हो और किसी 
विशेष साधिन की सहायता के बिना असंभव हो । 

( 2 ) यदि दूसरा पोत बार्ज, फलट कोल या सापेक्षतः निम्न अवधि 
फलक के वैसे ही अन्य यान के रूप में चलाया जा रहा है तो , पहुंच के 
साधनों की व्यवस्था उस पोत द्वारा की जाएगी जिसका अबाध फलक अधिक 
ऊंचा है । 

( 3 ) पोत और अन्य जलयान के बीच तक पहुंच के साधन के रूप 
में प्रयुक्त रज्जु सीढ़ी , - - 

— ( क ) अच्छी विनिर्मिति की पर्याप्त मजबूत उपयुक्त और मजबूत 
सामग्री से बनी होगी और उसे उस प्रयोजन के लिए जिसके लिए उसका 
प्रयोग किया जाता है , उचित दशा में रखा जाएगा ; 

( ख ) अपने ऊपरी किनारे पर पर्याप्त रूप से सुरक्षित इस प्रकार 
होंगी कि जब सीढ़ी का उपयोग किया जाए, उसके अतिरिक्त वेल्लित 
भाग की किसी संभावित नीचे की और फिमालन से रोकने के लिए हर 
और सुरक्षित हो । 


( ग ) इसमें ऐसे सोपानाम होंगें जो चपेट होंगें और जिनकी चौड़ाई 
और गहराई क्रमशः 30 सेंटीमीटर और 15 सेंटीमीटर होगी तथा इस 
प्रकार सन्निर्मित होंगें जो कि फिसलन को रोक सके ; 

( घ ) सीढ़ी को व्यावर्तन से रोकने के लिए जहां तक व्यवहार्य 
हो उपयुक्त व्यवस्था की जाए ; और 

(ङ ) तल सोपानाम निम्न अवतरण स्थान से सुरक्षित दूरी पर हो । 
26. डेक और पेटा के बीच की पहुंच : 

( 1 ) यदि डेक के स्तर से पेटा के नल तक की गहराई 1 . 5 मीटर 
से अधिक है तो उस डेक मे पेटा तक जिसमें कार्य हो रहा है सुरक्षित पहुंच 
मार्ग की व्यवस्था की जाएगी । 

( 2 ) जहां व्यवहार्य हो , वहां पेटा +तक पहच, 60 सेंटोमीटर x 60 
मेंटीमीटर के स्पष्ट आकार के पृथक पहच हैचों द्वारा होगी । जिसमें प्रत्यक 
डेक - से नि पेटा तक से होकर ढलवां सीढ़ो और हँड रेल होगी और किमी 
प्रवेश इंच के लिए , जब वह खुली स्थिति में हो , प्रभाव रूप से सुरक्षित 
कब्जेदार ढक्कन होगा । 

( 3 ) जब हैचवे की लंबाई 7 मीटर से अधिक हो तब किसी स्थिर 
अवलब सोढ़ी को हैचवे के अगले पिछले भाग के ऊपर या उसके निकट 
दोनों पर फिट किया जाएगा । 

( 4 ) स्थिर पेटा सीढ़ी अच्छी हालत में मरम्मत की हुई अनुरक्षित 
की जाएगी तथा निम्नलिखित उपबंधों का भी अनपालन किया जाएगा : -- 
( क ) सीड़ियां अपने उर्ध्वाधर में कम से कम 30 सेंटीमीटर होंगी 

और सीढ़ियां के पीछे कम से कम 12 मेंटीमीटर का स्वच्छंद 

पादकोष्ठ छोड़ा जाएगा , 
( ख ) रंग्स को इस प्रकार बांधा जाएगा कि वे झुके नही और रंग्स 

के बीच का अन्तराल - 30 सेंटीमोटर से अधिक नहीं होगा , 
( ग ) रंग्स में एक पर्याप्त हत्था लगा होगा , 
( घ ) सीढ़ियां पर्याप्त रूप से लंनी होंगी , और . 
( अ ) प्रत्येक छ मीटर या उसके किसी भाग की लंबाई के लिए किसी 

समुचित अवतरण प्लेटफार्म की व्यवस्था की जाएगी । 
( 5 ) डेक को संयोजित करने वाली स्थिर पेटा मीढ़ियां तब तक उसी 
सीवी पंक्ति में रहेंगी जब तक कि प्रत्येक डेक के बीच में सीढ़ियों के 
सुरक्षित चढ़ाई और उतराई के लिए उपाय नहीं कर लिए जाते । 

(क ) यदि स्थिर पेटा सीढ़ियों को कोमिंग की ओर नहीं बढ़ाया जा 
सकता तो उसी सीध में जिसमें सीढियां हैं, 30 सेंटीमीटर के अन्तराल पर 
कोमिंग में मजबूत कनोट फिट की जाएगी और अन्तराल की कम से कम 
चौड़ाई 30 सेंटीमीटर होगी तथा कम से कम 12 सेंटीमीटर के स्वच्छंद 
पाद कोष्ठ की व्यवस्था की जाएगी और उसे इस प्रकार बनाया जाएगा कि 
किमी भी ओर पैर न फिसले । 

( ख ) ऐसे कोमिग जो डेक के ऊपर 90 सेंटीमीटर से अधिक ऊंचे 
हैं बाहर की ओर इस उपविनियम में निर्दिष्ट आवश्यक क्लीट्स की व्यवस्था 
की जाएगी । 
__ ( 7 ) प्रत्येक आर पर्याप्त हत्थे और पग्गी सहित शैफ्ट सूरमी की 
व्यवस्था की जाएगी । 

( 8 ) पेटा सीढ़ो और साडियों तक पहंच मार्ग कम से कम 40 मेंटी 
मीटर चौड़ा होगा अ.र. बाधारहित होगा, आर यदि एक या दोनों और 
कोई खतरनाक गतिभान भाग है तो वह - कम से कम 50 सेंटीमीटर चौड़ा 


होगा 


( 1 ) मीही पाद स्थल के प्रत्ये : इंडे पर गदगई जिममें मीढ़ी के पीछे 
नई जगह शामिल है . नी . चौहाई के लिए कम से कम 13 सें मी , 
जोड़ने के लिए स्थान का सौड़ी से पचात दूरी पर चट्टा लगाया जाएगा । 
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27. उत्थानक साधितों तक पह च के साधन कर बाड़ : 

( 1 ) किसी उत्थापक साधिन के प्रत्येक भाग पर पहंच के सुरक्षित 
साधनों की व्यवस्था की जाएगी । 

( 2 ) यांत्रिक शक्ति से चालित प्रत्येक छैन या टिप पर प्रचालक का 
प्लेटफार्म पहच के सुरक्षित साधनों के साथ, सुरक्षित रूप से बाड़मुक्त होगा । 
विशिष्टतया जहां पहच एक सीढ़ी द्वारा है - 1 
( क ) पीढ़ी के किनारे. प्लेटफार्म से पर युक्तियुक्त दूरी तक विस्तारित 

होंगे या अन्य कोई उपयुक्त हैंडहोल्ड की व्यवस्था की जाएगी : 
( ख ) प्लेटफार्म प. उतराई स्थान बाधा रहित और फिसलन से मुक्त 

रखा जाएगा , और 
( ग ) जहां सीढ़ी उर्ध्वाधर है आर छह मीटर से अधिक ऊंची है, उस 

दशा में प्रत्येक छह मीटर और उसके भाग के पश्चात् एक 
विश्राम स्थान की व्यवस्था की जागी । 


31. ढांचा डेक: 
( 1 ) जब किसो ढांचा डेक पर डॉक कार्य हो रहा हो , सुरक्षि 
कार्यकरण धरातल सुनिश्चित करने के लिए उपयुक रेनिंगों सहित यथोचित 
मंच को व्यवस्था तब तक नहों को जाएगो जब तक कि डेक के नीचे 
का स्थान स्थारा से ऐसे डेक से 60 मेंटोमोटर का दूरी तक नहीं भर 
जाता । 

( 2) जब पे । सोढ़ो से ढांवा तक डेक तक पहुंच योग्य न हो , तब 
ऐसो पहुंच के सुरक्षित माधन के रूप में वहनोय सोढ़ो को व्यवस्था को 
जाएगी । 


28. सीढ़ियां : 

( 1 ) डॉक कर्मकारों द्वारा प्रयोग की जाने वाली सभी धातु, लकड़ी 
रस्सों की या अग्य सीढ़ियां , उस कार्य के लिए जिसके लिए आशयित हैं 
मजबूत सामग्री, अच्छी विनिमत और पर्याप्त शक्ति की हांगी आर उनका 
उचित रूप से अनुरक्षण किया जाएगा और लेल तथा अन्य फिसलने वाली 
सामग्री से मवत रखा जाएगा । 

( 2 ) लकड़ी की सीढ़ियां पेट नहीं की जाएगी पर तु निर्मल वानिश - 
या अन्य पारदर्शी परिरक्षी से पाच्छादित की जाएंगी । 

( 3) वह सीढ़ी प्रयोग नहीं की जाएगी , जिसमें -- 
( क ) कोई डंडा गायब या त्रुटिपूर्ण है, या 
( ख ) कोई डंडा उसके आलंब के लिए कोल, शूल या अन्य समान 

फिक्सिंग पर अवलंबित है । 
( 4 ) किसी उत्तरदायी व्यक्ति द्वारा प्रत्येक सीढ़ी का यथोचित 
अंतराल से निरीक्षण किया जाएगा और यदि किसी सीढ़ी में कोई त्रुटि 
पाई जाती है, तो वह सीढ़ी तत्काल सेवा से पृथक कर दी जाएगी । 


32. कार्यकरण स्थान: 
___ (1 ) डेक स्थोरा, भरे जाएंगे, या प्रभावो उपाय किए जाएग, ताकि 

( क ) विंच, पेटा सीढ़ी और संकेतकों के स्टेंड तक सुरक्षित पहुंच 
की व्यवस्था की जाए ; 

( ख ) लदाई और उतराई के दौरान प्रयुक्त विच और क्रेन सुरक्षा 
पूर्ण कार्य कर सकें । 

( 2 ) डेक स्थोरा , पेटा सोढ़ो और विंच के लिए सुरक्षित पहुंच 
सुरक्षित रूप से संस्थापित सोपानों या मोढ़ियों के द्वारा सुनिश्चित को 
जाएगी । 

( 3 ) जब संकेतक को हैच के स्क्वेयर से पोन को ओर जाना होता 
है तो कम से कम 90 सेंटीमोटर तक फैला क्षेत्र खुला रखा जाएगा 

( 4 ) यदि डेक स्थोरा की सल्ह खूरदुरी है तो डॉक कर्मकारों के 
सुरक्षित आने जाने के लिए समचित उपाय किए जाएंगे । 

( 5 ) जब डेक स्थोरा पोत के बुलवर्क या हैच कोमिंग के मुकाबले 
भरा है और इतनी ऊंचाई पर है कि डॉक कर्मकारों क फलक या 
खुले पेटे में गिरने का खतरा है तो ऐसे गिरने से बचाने के लिए समुचित 
बाढ़ लगाई जाएगी । 

( 6 ) जब डेक पर कोई स्थोरा है , उपयुक्त इंतजाम करके यह . 
सुनिश्चित किया जाएगा कि संकेतक और केन या विच आपरेटर के बीच 
द्रश्यमानतः अवरोधित न हो । 

( 7 ) ऐसे सभी स्थान जैसे डैक , मंच आदि समुचित रूप से स्वच्छ 
होने चाहिए और उन्हें ऐसी वस्तुओं से मुक्त रखा जाना चाहिए जिससे 
फिसलन, लड़खड़ाना या गिरना कारित हो । 

( 8 ) जब कोमिंग इतना ऊंचा हो कि संकेतक समुचित रूप से पेटे 
को न देख सके तो समुचित सोढ़ी या प्लेटफार्म इस रीति से लगाया 
जाना चाहिए कि प्लेटफार्म के शोर्ष और कोमिंग के उपरी किनारे के 
बीच की दूरी एक मीटर से कम न हो । 

( 9 ) प्रत्येक हैच के चारों ओर माफ और बाधारहित स्थान जो कम 
से कम 90 सटीमीवर विस्तृत हो और जहां ऐसा संभव न हो वहां 
उतना चौड़ा जितना युक्तियुक्त रूप से संभव हो रखा जाएगा । । 

( 10 ) डॉक कर्म के संबंध से प्रयुक्त पोत का कोई भाग प्रत्यक्ष 
त्रुटि से मुक्त होगा और उसे अच्छो चालू हालत में रखा जाएगा । 
33. हैचवे के चारों ओर बाड़ लगानाः 

( 1 ) किसी पेटे के ऐसे प्रत्येक हैचवे, जो गहराई में 1. 5 मीटर से 
अधिक है और जो 75 सेटोमीटर की किसो स्पष्ट ऊंचाई तक पड़वाल 
से संरक्षित नहीं है, जब वह उपयोग में नहीं है, तो पेटे में डॉक कर्मकारों 
को गिरने से रोकने के लिए उसे एक मीटर की ऊंचाई तक बाड़ लगाई 
जाएगी या सुरक्षित रूप से ढका जाएगा । 

( 2 ) यदि किसो हैच में दो डेकों पर डॉक कर्म कार्य साथ-साथ 
किया जा रहा हो तो उच्चतर डेक के ख ले सिरे को ; फलक का जाल 
या किसी अन्य उपयक्त ढंग से डॉक कर्मकारों या स्थोरा को गिरने से 


घ -- डेक हेच पथानादि 
29. बुलवर्क रेल 

( 1 ) सभी ऐसे ऊपर डेकों के जिनमें डॉक कर्मकार, डॉक कार्य 
करने के प्रयोजन के लिए पहच रखते हैं बाहरी किनारे पर डेक के ऊपर 
एक मीटर की ऊंचाई तक किसी बुल्वर्क या गार्ड रेलों की व्यवस्था की 
जाएगी जो इस प्रकार डिजाइन किए हुए, सन्निमित और लगे हुए हों । 
कि किसी डॉक कर्मका• को घरना वश बाहर गिरने से रोक सके । 

( 2 ) बुल्वर्क या गार्ड रेलें निरंतर होंगी वहां के सिवाय जहां 
डॉक कार्य के प्रयोजन के लिए. सेक्शनों को हटाना पड़े आर ऐसे सेक्शनों 
का प्रावश्यक न्यूनतम दूरी से परे विस्तार नहीं किया जाएगा । 


30. डेक सीढ़ियां : 

ऐसी सीढ़ियां जो ऊपरी डेक या पुल डेके यो विच डेक से मुख्य डेक 
तक जाती हैं इस प्रकार स्थित होंगे कि वे यथाशक्य साध्य डाक कर्मकारों 
के जोखिम को निम्न दशाओं में कम कर सके , -- 
( क ) लदाई आर उतराई के दौरान स्थीरा से आघात पहचने पर , 

और 
( ख ) यदि मोपान से भिरते हैं तो किमी खुले पेटे में मीधा गिरने 
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- 


- - - -- 


- 


- 


रोकने के लिए , एक मीटर की ऊंचाई तक संरक्षित किया जाएगा और 
सुरक्षित जालों को , जब रिग किया जाए , हैच अच्छादों से बांधा नहीं 
जाएगा । 


( 3 ) जब किसो हैच सेक्शन या 2- 5 मोटर से अधिक ही ऊंचाई के 
नौभरण स्थोरा के किसी किनारे को उस प्रकार खुला रखा जाता है कि 
इमसे डॉक कर्मकारों के गिरने का खतरा पैदा होता है तो किनारे को 
कसे हुए रस्से, सुरक्षा जाल या रेलिग द्वारा एक मीटर की ऊंचाई तक 
सुरक्षित किया जाएगा । 


( 4 ) किसी भागत: आच्छादित हैच या किसो स्टैक पर किसी पेटे 
में नियोजित डॉक कर्मकारों को , जाल फैलाकर या कुछ अन्य उपयुक्त 
तरीकों द्वारा गिरने के खतरे में सुरक्षा की जाएगी । 


34. हैच छादन , हैच बोम आदि 


( 1 ) हैच छादन के लिए प्रयक्त सभी अन और पश्च्य बोमों और 
प्रार-पार बोमों में उनके ऊपर नीचे उत्पादन के लिए ऐसे उपर्युक्त गियर 
होंगे कि किसो डॉक कर्मकार को या ऐसे गियर के समायोजन के लिए 
ऊपर जाने की आवश्यकता नहीं होगी । 

( 2 ) सभी हैच छादन . और बीम ऐसे डंक और हैच को जिनसे 
वे संबंधित हैं और उनमें उनकी स्थिति को उपणिन करने के लिए सादा 
रूप से चिह्नित किए जाएंगे । 

( 3 ) सभी हैच छादान और बीम उनके चिह्नांकन के अनुसार बदले 
जाएंग : 


परन्तु यह कि यह विनियम ऐसे मामलों में जहां पोत के सभी हैच 
छादन और बीम अन्तःपरिवर्तनीय हैं या ऐसी स्थिति चिन्हांकित करने 
को बाबत जहां किसी हैच के सभी हैच छादन अन्न परिवर्तनीय हैं लागू नही 
होंगी। 


_____ 35. डेक द्वारों को खोलना और बंद करना : 

- ( 1 ) भार के सुरक्षित ऊपर ले जाने या उतारने के लिए हैचपथ 
पर्याप्त रूप से खोला जाएगा। 

( 2 } किसी डेक द्वार से कोई हैच छादन या हैचबोम हटाया या 
प्रतिस्थापित नहीं किया जाएगा जबतक हैच कोमिंग के चारों ओर कार्यकरण 
स्थल कम से कम 60 सेंटीमीटर विस्तृत बाधारहित न हो और जहां 
ऐसा संभव न हो वहां उतना विस्तृत जितना युक्तियुक्त रूप से सह्य 
हो रखा जाएगा । 

( 3 ) हैन को तारकोलिन से आच्छादित करने के पहले यह सुनि 
श्चित किया ज ! गा कि हैच छादनों से कोई अनावन नहीं रह गया है 
और सभी हेच आच्छाद । रूप से लगे हैं । 

36. हैच छादनों और बीमों की उठाई-धराई : 

( 1 ) 55 किलोग्राम भार से अधिक कोई हैच छादन और हैच के 
ममी बीम केवल बीम या अन्य उपयुक्त यांत्रिक माधनों द्वारा हटाए या 
पतिस्थापित किए जाएंगे । 

( 2 ) जब प्रतिस्थापित किया जाए, हैच छादन और बीम उन पर 
चिडूनों द्वारा उपशित स्थिति में हैचों पर स्थापित किया जाएगा और 
पर्याप्त रूप से सुरक्षित किया जाएगा । 
7 ( 3 ) हैच छादन और बीम हटाए या बदले नहीं जाएंगे जब डाक 
कर्मनार हैच की सतह से नीचे उस स्थिति में है कि किसी हेच छादन 
या बीम गिरने से वह प्रभावित हो सकता है । 

( 4 ) हेच छादन तापोलिन अग्र और पश्च्य बीम और आर-पार 
बीम जिन्हें हटाया गया है उन्हें इस प्रकार रखा चण्टा तूद्ध या सुरक्षित 
किया जाएगा जिसमे कि वे पेट। में न गिरें या अन्यथा खतरा उत्पन्न करें। 

( 5 ) हैच छादनों और नीमों को इस प्रकार रखा जाएगा कि 
बलवर्क से हैच कोसिंग या आगे पीछे जाने को सुरक्षित रास्ता बचा रहे । 

( 6 ) हेच छादन या तो कोसिंग से अनधिक ऊंचे और उससे दूर 
साफ सुथरे ढेरों में व्यवस्थित किए जाएंगे या कोसिंग और रेल के 
उनके बीच कोई जगह न छोड़ते हुए एक ऊंचाई में फैलाए जाएंगे । दर 
की ऊंचाई इस प्रकार विनिर्मित की जाएगी कि यदि घटनावश किसी 
स्लिंग से आघात पहुंचने पर नीचे पोत की ओर डाक कर्मकार को 
संकटापन्न न करे । 

37. हैच छादन और हैच बीम को सुरक्षित करना : 

( 1 ) जहां कोई हैच बीम हैच में उसकी स्थिति को सुरक्षित करने 
के लिए किसी स्थायी युक्ति से फिट किया गया है उक्त युक्ति और कोभिग 
में उनकी तत्स्थानी फिटिंग का प्रभावी और उचित रूप से अनुरक्षण किया 
जाएगा । 

— ( 2 ) डाक कार्य के उपयोग में किमी हैच नीम यदि उनको हटाया 
नहीं गया है उनको विस्थापित होने से रोकने के लिए पर्याप्त रूप से 
मुरक्षित किए जाएंगे । 

( 3 ) हैच छादनों के आलंब कोई स्लाइडग य. रोलिन हेच बीम , 
जिन्हें अंतः ली खुहेच की स्थिति में छोड़ दिया गया है हैच बीमों का 
तिज संचलन रोकने के लिए पर्याप्त रूप से रक्षित किए जाएंगे । 

( 4 ) प्रत्येक स्लाइडिग या रोलिग हैच बीम और इसके साइड इस 
प्रकार सन्निमित और असुरक्षित किए जाएंगे कि घटनावश हैच बीम इसके 
गाइड से विस्थापित होने का दायी न हो । 

( 5 ) यांत्रिक प्रचालित हैचछादन जब उनकी भराई की जाए संचलन 
रोकने के लिए पर्याप्त रूप मे सुरक्षित किए जाएंगे । 

38. पेटा से निकलना : 

डाक कर्मकारों के निकलने को सुकर बनाने के लिए जब वे पेटी में 
या डेक या विन या हाप के बीच कोयला 41 अन्य खुला स्थो की 
उठाई-धराई कर रहे हों पूर्वावधानियां बरती जाएंगी । 


( 4 ) सभी अन और पश्च्य बीम तथा आरपार बोम जिसके अन्तर्गत 
हैच छादन के लिए प्रयुक्त सरकवां बीम और पथ भी हैं और मभी हैच 
छादन अच्छी दशा में रखे जाएंगे । 

( 5) सभी हैच छादनों पर , उनके आकार और भार को ध्यान में 
रखते हुए , तब तक पर्याप्त हत्थों की व्यवस्था की जाएगी जब तक कि 
हैच या हैच छादन का सन्निर्माग उस प्रकार न हो कि हत्थे की व्यवस्था 
करना अनावश्यक हो । . 


( 6 ) हैच छादन का उपयोग मंच के सन्निर्माण या किसी ऐसे अन्य 
प्रयोजन के लिए जो उनको नुकमानी का आभास कराएं नहीं किया 
जाएगा । 


( 7 ) हैच छादन और बीम तब नहीं हटाए और बदले जाएंगे जब 
हैच के अधीन पेटे में डॉक कार्य चल रहा है । लदाई या उतराई से पूर्व 
ऐसा हैच छादन बीम को विस्थापन के विरुद्ध पर्याप्त रूप से सुरक्षित नहीं 
है, हटा दिया जाएगा । 


( 8 ) विद्य त चालित हैच छादनों को खोलने या बन्द करने की अनज्ञा 
केवल किसी प्राधिकृत ब्यक्ति को दी जाएगी । 


( 9 ) प्राच्छादनों को पीछे मुड़ने से रोकने के लिए ऐसे हैचछादन 
फ़िट किए जाएंगे जिनमें जाला लगाने की व्यवस्था हो । 


( 10 ) हैचछादन ऐसी रीति से खोले या बन्द नहीं किए जाएंगे जिसमे 
किमी डॉक कर्मकार को क्षतिकारित होना संभाव्य हो । 
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39. खतरनाक और हानिकारक पर्यावरण : जब अन्तर्दहन इजिन 
पेटामध्यस्थ डेक या किसी से अन्य कार्यस्थल में परिश्रान्त हो जाता है 
जहां न तो प्राकृतिक संवातन और न ही पोन की संवानन पद्धति वातावरण 
के कार्बन मोनोग्राक्साइड की मात्रा को प्रति दस लाख 50 भाग से कम 
रखने के लिए पर्याप्त है उन स्थानों पर डाक कर्मकारों के स्वास्थ्य 
परिसंकटों को प्रच्छन्नता को दूर करने के लिए पर्यापन और उपयुक्त 
उपाय किए जाएंगे । 

( 2 ) किसी भी डाक कर्मकार को किसी पेटी या किसी जलयान के 
टंक में , जिामें धून धूम या अन्य अपद्रव्य उसी प्रकृति के और उस 
विस्तार तक जो डाक कर्मकारों के लिए हानिकारक या घातक हो सकते 
हैं , निकाले जाते हैं या जिनमें विस्फोटक विषैले अपायकर या गमीय 
स्थोरा वहन या भंडार किए गए हैं या जिनमें शुष्क बर्फ प्रशीतक के रूप 
में उपयोग की गई है या जो धूमिन किए 1ए हैं या जिनमें प्राक्मीजन की 
कमी की संभावना है, तब तक प्रवेग करने नहीं दिया जाएगा तब तक 
धूल धूम या अन्य अपद्रव्यों और संभाव्य खतरों को दूर करने के लिए 

और उन्हें आगे प्रवेश रोकने के लिए व्यवाहारिक कदम नहीं उठाए जाते 
हैं और ऐसा पेटा या टैक डाक कर्मकारों के प्रवेश के लिए सक्षम प्राधि 
कारी द्वारा सुरक्षित और उपय कन प्रभावित नहीं कर दिया जाता है । 

( 3 ) जब डाक कर्मकार प्रपुंज अनाज, उर्वरक, सीमेंट और अन्य 
ऐमी ही स्थौरा की उठाई धराई में अत्यधिक मात्रा में धूल के लिए 
प्रच्छन्न हो जाते है तो उनकी उपयका श्वसन संरक्षात्मक उपस्कर द्वारा 
संरक्षा की जाएगी । 


( ख ) विना धक्के के कार्य कर चुके हैं ; 
( ग ) ऐसे ढक्कन वाले हों जिन्हें सरलतापूर्वक रिवाइडिंग करने के 

लिए हटाया जा सके ; और 
( घ ) जिसमें समायोजन के साधारण और सरलता से प्राप्त साधन 

- लगे हों : 
परतु यह विनियम बाष्प विच को ल गू नहीं होगा जिसका संचालन 
इस प्रकार किया जा सकता है कि विंच इतनी सुरक्षित रहे कि वह तब 
होती जब इम विनियम के अनुसार ब्रेक या ब्रेकों की व्यवस्था की गई 
होती । 

( 4 ) नियंत्रण : 
उत्थापक माधित्र के नियंत्रण, को , -- 
( क ) इस प्रकार स्थित किया जाएगा कि चालक को अपने स्टेंड या 

मीट पर संचालन के लिए पर्याप्त जगह हो और यथा साध्य 
डेक कर्म का अबाधित परिदृश्य हो तथा वह भार और ( ज्जु 

से मुक्त रहे और उस पर से कोई भार नहीं गुजरे ; 
( ख ) सरल संचालन के लिए अरगानो मैट्रिक बातों का सम्यक 

ध्यान रखते हुए स्थापित किया जाएगा ; 
( ग ) इस प्रकार अवस्थित किया जाएगा कि चालक को ही ब्लाक 

की लाइट में नहीं रहना पड़ें ; 
( क ) उनके ऊपर या उनके मन्निकट उनका प्रयोजन और संचालन 

का ढंग उपदर्शित करने के लिए स्पष्ट चिहनांकन हो ; 
( ड ) जहां आवश्यक हो , आकस्मिक संचलन और विस्थापन को 

रोकने के लिए उपयुक्न रोक युक्ति की व्यवस्था की जाएंगी ; 
( च ) जहां तक साध्य हो , परिणामी भार क्रिया की दिशा में । 

चलेगा ; और 
( छ ) जहां स्वचालिस क लगे हैं , बिजली बंद होने की दशा में 

! प्राने अाप न्यूट्रल अवस्था में अा जाए । 

41. उत्थापक साधित्रों का परीक्षण और मामयिक परीक्षा : 
. . प्रथम बार प्रयोग के लिए जाने से पहले या कोई परिवर्तन किए जाने 
के पश्चात या इसको क्षमता या स्थायित्व को प्रभावित करने वाली मरम्मत 
के पश्चात और कम से कम प्रत्येक पांच वर्ष में एक बार सभी उत्थापक 
माधित्रों की इसके अन्तर्गत सभी पुर्जे और गियर भी आते हैं चाहे वे 
स्थिर हों या अस्थिर, जांच और परीक्षा अनुसूची 1 में दी गई रीति से 
किमी सक्षम व्यक्ति द्वारा की जाएगी । 

( 2 ) प्रत्येक 12 मास में कम से कम एकबार मभी इत्थापक साधनों 
की पूरी परीक्षा किसी सक्षम व्यखित द्वारा की जाएगी जहां ऐसी परीक्षा 
करने वाले सक्षम व्यक्ति की यह राय हो कि उत्थापक साधित्र सुरक्षापूर्वक 
. आगे कार्य नहीं कर सकते वहां वह तुरन्त उत्थापक साधित के स्वामी को 
या यदि उत्थापक साधित्र ऐसे पोत पर ले जाया जा रहा ह जो भारत में । 
रजिस्ट्रीकृत नहीं है तो पोत के मालिक या भारसाधक अधिकारी को अपनी 
राय की लिखित सूचना देगा । । 

( 3 ) इस विनियम के प्रयोजन के लिए पूरी परीक्षा से अभिप्रेत होगा 
ऐसी चाक्षु परीक्षा जो यदि आवश्यक हो , अन्य उपायों जैसे हमर परीक्षण 
द्वारा इतनी सावधानीपूर्वक पूरी की जाएगी जितनी परीक्षा की जाने वाले 
पुर्जे की सुरक्षा के संबंध में विश्वसनीय निष्कर्ष पर पहुंचने के लिए 
स्थितियां अनुज्ञात करें और इस प्रयोजन के लिए, यदि आवश्यक हो , 
उत्थापक साधित और गियर के पुर्जे खोल दिए जाएंगे । 

42. स्वचालित सुरक्षित भार सूचक : 
( 1 ) प्रत्येक जन में जिसकी संरचना इस प्रकार हुई है कि जिनके 
ऊपर उटाने या नीचे ले जाने से या अन्यथा सुरक्षित कार्यकारी भार को 
ले जाया जा सके , एक स्वचालित कार्यकारी भार सूचक लगा होगा जो । 
संचालक को जब कभी सुरक्षित कार्यकारी भार अधिक हो जाता है, 
चेतावनी भी देगा । 


- 


--- 


- 


-- 


ड. उत्थापक माधिव और गियर 
40. उत्थापक माधित्रों का निर्माण और अनुरक्षण . 

( 1 ) साधारण - - सभी उत्थापक साधिव , इसमें उसके सभी पुर्जे , 
कार्यकारी गियर चाहे स्थिर या जंगम या सम्मिलित हैं और ऐसे साधित्र 
के लगने लगाने या स्थिर करने में प्रयक्त कोई संयंत्र या गियर, --- 

( क ) अच्छी संरचना , ठोस सामग्री, उस : प्रयोजन के लिए जिसके लिए 

. प्रयोग में लाता है, पर्याप्त क्षमता वाला होगा तथा प्रत्यक्ष 
। त्रुटियों से मुक्त होगा ; और 
( ख ) उसको ठीक से मरम्मत की जाएगी और चाल हालन में 

रखा जएगा । 
( 2 ) ड्रम 
( क ) प्रत्येक ड्रम या पुली जिसके चारों ओर किसी उत्थापक साधिन 

की डोरी चलती है, प्रयोग की जा रही डोरी के अनार पर्याप्त 
___ व्यास और संरचन, वाली होगी । 
( ख ) कोई रन्जु जो उत्थापक माधित्र के वाईडिंग ड्रम पर समाप्त 

होती है ड्म से सुरक्षित रूपं में बंधी होगी और कम से कम 
रज्ज तीन पूर्ण फेरों तक उत्थापका साधिन की प्रत्येक संचालन 

स्थिति में इम तक सीमित रहेगी । 
( ग ) ड्रम के कोर को अंतिम परत से बाहर रज्जू के पास के दुगुनी 

तक खड़ा होना चाहिए और यदि यह ऊंचाई उपलब्ध न हो 
तो रज्जु के ड्रम से छूट जाने को रोकने के लिए अन्य उपाय 

जैसे प्रतिरोधिक मृगक्षक व्यवस्था की जाएगी । 
( 3 ) ब्रेक 
प्रत्येक उत्थापक साधित्र. में . सक्षम ब्रेक या ब्रेक लगे होने चाहिए 


- 


( क ) किसी निलंबित भार ( उसके अन्तर्गत ऐसे परीक्षण भार में 

आते हैं जो विनियमों के अनुसार लाग हैं ) के गिरने को रोक 
सकने में और नीचे लाते समय भार को प्रभावी ढंग से नियंत्रित 
रख सकने में सक्षम हों ; 
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- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


( 2 ) ऐसा कट माउट ( छिन्नर्गत ) लगाया जाएगा जो जब कभी 
संभव हुमा सुरक्षित कार्यकारी भार के अधिक हो जाने की दशा में , क्रेन 
उत्थापक पुणे को क्रिया को स्वतः रद्द कर दे । 

( 3 ) जहां स्वचालित सुरक्षित भार सूचक प्रतिष्ठापित करना संभव 
नहीं है, वहां उपनियम ( 1 ) के उपबंध लागू नहीं होंगें, ऐसी दशा में 
क्रेन पर ऐसी सारणी की व्यवस्था करना जिनके तत्संबंधी झुकाव या जिनकी 
रेडि पर सुरक्षित कार्यकारी भार को दर्शाती हो , पर्याप्त अनुपालन समझा 
जाएगा । 


43. पोत के डेरिकों को रिग करना : 

( 1 ) प्रत्येक पोत में चालू और सुसंगत रिंग संबंधी योजना और उसके 
डेरिकों तथा सहायक गियरों के सुरक्षित रिंग के लिए आवश्यक कोई अन्य 
सुसंगत जानकारी सुलभ होगी । 

( 2 ) ऐसी सभी रिंग सबंधी योजनाएं किसी सक्षम प्राधिकारी द्वारा 
प्रमाणित होंगी । 


44. डेरिक फुट का सुनिश्चित किया जाना : 

किसी डेरिक के फुट को इसके साकिट या आलम्बनों से उठा लिए 
जाने को रोकने के लिए समुचित उपाय किए जाएंगे । 


45. वि . 
( 1 ) साधारण 
( क ) विचों का प्रयोग नहीं किया जाएगा यदि नियंत्रण उत्तोलक 

अत्यधिक धर्षण या अत्यधिक हिलाने से चालू होता है ; 
( ख ) दोतरफा गियर विचों का प्रयोग तब तक नहीं किया जाएगा 

जब तक गियर शिफ्ट को लाक करने को निश्चयात्मक उपाय 

नहीं कर लिया जाता ; 
( ग ) दो गियर विंच पर गियर बदलते समय विंच पर फाल और . 

स्थोरा हुक समंजन से भिन्न कोई अन्य भार नहीं होगा ; 
( घ ) जहां आवश्यक हों , विंच प्रचालक को मौसम के विरूद्ध पर्याप्त 

संरक्षण प्रदान किया जाना चाहिए , . 
( य. ) विच प्रचालकों के लिए ऐसे अस्थायी प्रासनों और प्राश्रयों 

का जो विच प्रचालक या अन्य डाक कर्मकारों के लिए खतरे 

पैदा करे प्रयोग अनुज्ञात नहीं किया जाएगा । । 
( च ) जब विच को अकेला छोड़ दिया जाए तब नियंत्रण लीवरो को . 

निष्क्रिय स्थिति में रखा जाएगा और जब कभी संभव हो , 

विद्युत प्रवाह बंद कर दिया जाएगा । 
( 2 ) वाष्प वित्र : 
डाक कर्म में प्रयुक्त प्रत्येक वाष्प विच में. -- 

( 4 ) निकलते हुए वाप्प को डेक के किसी भाग या अन्य कर्म स्थल 
को धुंधला करने या किसी डॉक कर्मकार को अन्यथा बाधित करने या 
घायल करने से प्रसारित करने के लिए उपाय किए जाएंग ; 

( ख ) ऐसे विस्तार नियंत्रण लीवर को जो अपने भार की ओर 
प्रवृत्त होते हों , प्रति संतुलित किया जाएगा ; 

( ग ) चक किस्म के नियंत्रण पर छोटे हैंडलूमों के सिवाय विच 
प्रचालकों को विच नियंत्रण विस्तार लोवरों का प्रयोग करना तब तक 
अनुज्ञात नहीं किया जाएगा जब तक कि उनकी व्यवस्था पोत द्वारा या 
नियोजक द्वारा न की गई हो और ऐसे लीवर पर्याप्त शक्ति वाले तथा 
सुरक्षित होंगे और पालंव पर और स्थायी नियंत्रण लोवर पर धातु योजनों 
से कसे होंगे । 


( 3) विद्युत विच ( भ्रमणी ) : 
( क ) किसी दोष की दशा में , डॉक कर्मकारों को विद्युत नियंत्रण 

सर्किट के साथ हस्तक्षेप करने का समायोजित करने के लिए 

अनुज्ञात नहीं किया जाएगा । 
( ख ) विद्युत विचों का डॉक कार्ड के लिए ऐसी दशा में प्रयोग नहीं 

किया जएगा जहां 
( i) विद्युत चुंबकीय ब्रेक भार को संभाल के योग्य नहीं है ; 

और 
( i ) एक या दो नियंत्रण बिन्दु, चाहे ऊपर उठाए हुए हों 

. या नीचे किए गए हों , ठीक प्रकार से प्रचालित नहीं है । 
46. खुले गियरों का निर्माण और आरक्षण : 

( 1 ) प्रत्येक खुला गियर - ~ 
( क ) उस प्रयोजन के लिए जिसके लिए उसका प्रयोग किया जाता है , 

अच्छे डिजाइन और विनिर्माण , मजबूत सामग्री और पर्याप्त 

शक्ति का होगा ; और | 
( ख ) उसको ठीक से मरम्मत की जाएगी और चालू हालत में रखा 

जाएगा । 
( 2 ) खुले गियर के संघटकों का नवीकरण किया जाएगा यदि 
धर्षण द्वारा किसी बिन्दु पर किसी विमा में 10 प्रतिशत या उससे अधिक 
की कमी होती है । 

( 3 ) ( क ) जंजीरों का प्रयोग से हटा लिया जाएगा जब वे फैल जाए 
और उनकी लंबाई 5 प्रतिशत से अधिक बढ़ जाए या जब जंजीर की कड़ी 
विरूपित हो जाए या अन्यथा क्षतिग्रस्त हो जाए या उठे हुए स्कार्फ या 
दोषपूर्ण वेल्ड प्रकट हो जाएं । 

( ख ) जंजीरों से संलग्न रिंग , हुक , स्विवेल और सीमा बंध उसी 
सामग्री के होंगे, जिसकी जंजीर है । 

( 4 ) किसी चुम्बकीय उत्थापक युक्ति को विद्युत के प्रदाय की 
वोल्टता के घटबढ़ + 10 प्रतिशत से अधिक नहीं होनी चाहिए । 

47. खुल गियरों का परीक्षण और कालिक परीक्षा : 

( 1) प्रारंभिक रूप से विनिर्माता के लिए, सभी खुले गियरों को 
प्रयोग में लाने से पूर्व या किसी एसे पुर्जे का जिससे इसको सुरक्षा पर 
प्रभाव पड़ने की संभावना हो , कोई महत्वपूर्ण परिवर्तन करने या मरम्मत 
करने के पश्चात् अनुसूची 1 में निर्दिष्ट रीति से , किसी सक्षम व्यक्ति द्वारा 
परीक्षण किया जाएगा और इसके पश्चात् कम से कम प्रत्येक पांच वर्षों 
में गियर के स्वामी के लिए एक बार पुनः परख की जाएगी । 

( 2 ) सभी खुले गियरों को कम से कम 12 मास में एक बार किसी 
सक्षम व्यक्ति द्वारा संपूर्ण परीक्षा की जाएगी । इसके अलावा जंजीरों की 
कम से कम एक बार प्रत्येक माम में किसी सक्षम व्यक्ति द्वारा संपूर्ण 
परीक्षा की जाएगी । 


48. रस्मे : 
( 1 ) डॉक कार्य में कोई रस्सा प्रयोग नहीं किया जाएगा जब तक --- 
( क ) यह उपयुक्त किस्म का न हो और किसी पेटेंट दोष से मुक्त 

न हो , और 
( ख ) तार रस्से की दशा में , इसकी अनुसूची 1 में निर्दिष्ट रीति से 

किसी सक्षम व्यक्ति द्वारा परीक्षण या परीक्षा न कर ली गई हो । 
( 2) डॉक कार्य में प्रयोग में आने वाले उत्थापक साधित्त या खुले 
गियर की प्रत्येक तार रस्सी का प्रत्येक तीन मास में कम से कम एक बार 
किसी जिम्मेदार व्यक्ति द्वारा निरीक्षण किया जाएगा , परन्तु यह कि ऐसे 
रम्से में किसी तार के टुट जाने के पश्चात् कम से कम एक महीने में एक 
बार निरीक्षण किया जाएगा । 
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( 3 ) डाक कार्य में किसी तार रस्सी का प्रयोग नहीं किया जाएगा 
यदि पाठ व्यासों की किसी लंबाई में टूटी हुई दृश्य तारों की कुल संख्या 
तारों की कुल संख्या से 10 प्रतिशत से बढ़ जाए या रस्सी से यह प्रकट 
हो कि वह अत्यधिक घिस चुकी है, संक्षारण हो चुका है या कोई अन्य ऐसा 
दोष है जो उस व्यक्ति की , जिसने उसका निरीक्षण किया या निरीक्षक 
की राय में इसे प्रयोग के लिए अनुपयुक्त बना देता है । । 

( 4) हुक , रिंग और तार रस्सों के अन्य ऐसे पुर्जी के जोड़ के लिए 
आई स्पलाइसेज और लूप उपयुक्त अंयुलिन के बने होंगे । 

( 5 ) किसी तार रस्से में बना हुआ अंबुलित या लूप स्पलाइस 
निम्नलिखित मानकों के . अनुरूप होगा: 
( क ) तार रस्सा या रस्सा स्लिग में रस्से के पूर्ण स्ट्राड सहित कम से 

कम तीन टक होंगे और सभी दशाओं में प्रत्येक स्ट्राड और 
स्ट्राडों में से आधी तारों सहित दो टक काटकर रस्से के बल 

के विरुद्ध टक किया जाएगा । 
( ख ) किसी स्पलाइस या तार रस्से और रस्सा स्लिंगों में स्ट्राडों 

के बाहर निकले हुए सिरे टके हुए या ऐसे अभिक्रियित होंगे 
. जिससे कोई तीखे किनारे छूट न जाए ; 
( ग ) तन्तु रस्सा या रस्सा स्लिंग में ऐसे टक के कम से कम चार 

टक टेल होंगे जिन्हें उपयुक्त रीति से विप किया गया हो ; 

और 
( घ ) संशिलष्ट तन्तु रस्सा या रस्सा स्लिंग के पूर्ण स्ट्राड सहित कम 

से कम चार टक होंगे जिसके पश्चात् प्रत्येक और शेष तन्तुओं 
के आधे के साथ अंतिम टक में से आधे तन्तु के साथ कट 
होगा । कम की गई तन्तुओं की संख्या सहित टकों वाला 
स्पलाइसेज का भाग उपयुक्त टेप या अन्य सामग्री से सुरक्षित 

रूप से ढका हुआ होगा : । 
परन्तु यह उपविनियम स्पलाइस के ऐसे अन्य रूप के प्रयोग का 
निवारण करने के लिए प्रतित नहीं होगा जिसे उतना दक्ष दिखाया जा 
सके जितना इस विनियम में अधिकथित है । 


हुए, ऐसे गियरों या गियरों के वर्ग को ऐसी शती के अधीन , सी ऐसे 
भागपत्र में विनिर्दिष्ट की जाए, ऐसी अपेक्षाओं से छूट दे सकेंगा । 

( 2) उपविनियम ( 1 ) निम्नलिखित को लागू नहीं होगा : -- 
( 1 ) चदंत या चक्रदलित पहियों पर चलने वाली पिच्ड जंजीर 
( 2 ) पिच्ड जंजीर , पुली ब्लाक्स या तोल मशीनों से स्थायी रूप से 
। संलग्न रिंग, हुक और स्विवेल ; और 

( 3 ) ऐसे हुक और स्विवेल जिनमें बाल वेयरिंग या अन्य दुसाध्य 
। पुर्जे हैं । 

( 3 ) उच्च तनन स्टील या एलाय स्टील से बनी सभी जंजीरें 
और खुले मियर स्पष्ट रूप से अनुमोदित चिन्ह से चिन्हित किए जाएंगे 
जिससे यह दर्शित हो कि वे इस प्रकार बने हैं । उच्च तनन स्टील या 
एलाय स्टील से बनी किसी जंजीर या खुले गियरों का किसी भी प्रकार 
से ऊष्मा -उपचार नहीं किया जाएगा, सिवाय वहां जहां मरम्मत के 
प्रयोजन क लिए और किसी सक्षम व्यक्ति के निदेशाधीन आवश्यक हो 

( 4 ) यदि पिटवां लौह के गियर का पूर्व इतिहास ज्ञात नहीं 
या यदि इस बात का संदेह है कि गियर को गलत तापमान पर ऊष्मा 
उपचारित किया गया है तो उसे डॉक कार्य के लिए प्रयोग करने से 
पूर्व सामान्य किया जाएगा । 


----- 


49. खुले गियरों का ऊष्मा -उपचार 

( 1 ) डेरिक्स या मस्तूलों से संलग्न ब्राइडल - चेनों से भिन्न सभी 
चेने और उधर से ले जाने और नीचे लाने के काम में प्रयुक्त सभी रिंग , 
हुक , पाश और स्विवेल जब तक कि उसे ऐसी अभिक्रिया के अधीन न 
बनाया जाए जैसी कोई निरीक्षक , मुख्य निरीक्षक की पुष्टि के अधीन 
रहते हुए, अनुमोदित करे, किसी सक्षम व्यक्ति के पर्यवेक्षण के अधीन 
और निम्नलिखित अन्तरालों पर प्रभावी रूप से तापानुशीतित किया जाए : 
( क ) छह मास में कम से कम एक बार साधारण प्रयोग में 12 . 85 

मि . मी . और अधिक छोटी जंजीरें , रिंग , हुक , पाश और 

स्विवेल ; और 
( ख ) प्रत्येक बारह मास में कम से कम एक बार साधारण प्रयोग 

में सभी अन्य जंजीरें, रिंग, हुक , पाश और स्विवेल : 
परन्तु यह कि हस्तचालित कैनों और अन्य ऊपर से जाने वाले 
साधितों पर अनन्य रूप से प्रयुक्त ऐसे गियर की दशा में , उपखण्ड 
( क ) में छह मास के स्थान पर बारह मास और उपखंड ( ख ) में 
बारह मास के स्थान पर दो वर्ष रखे जाएंगे : 

परन्तु यह भी कि जहाँ किसी निरीक्षक की यह राय हो कि किसी 
ऐसे गियर या ऐसे गियर के वर्ग के प्राकार, डिजाइन , सामग्री या प्रयोग 
की आवृत्ति के कारण तापानुशीलन के संबंध में इस विनियम की अपेक्षा 
डॉक कर्मकारों की संस्था के लिए प्रावश्यक नहीं है, वहां वह लिखित 
रूप में यह प्रमाणित कर सकेगा (जिसका वह अपने विवेकानुसार प्रति 
सहरण कर सकेगा ) और मुख्य निरीक्षक द्वारा पुष्टि के अधीन रहते 


. 50. प्रमाणपत्र का वास्तविक परीक्षक , परीक्षा आदि के बाद दिया जाना: 

सक्षम व्यक्ति , विनियम 41, 47, 48 या 49 के प्रयोजन के लिए 
प्रमाणपत्र केवल वास्तविक परीक्षण, या यथास्थिति उक्त विनियमों में 
विनिर्दिष्ट साधिन्नों की परीक्षा के बाद ही देगा । 
51. कालिक परीक्षण , परीक्षा और उसके प्रमाणपत्रों का रजिस्टर : 

( 1 ) प्ररूप 2 में एक रजिस्टर रखा जाएगा और उसमें विनियम 
41, 47 और 49 की अपेक्षानुसार उत्थापक साधित्रों, खुले गियरों और 
उष्मोपचार परीक्षण और परीक्षा की विशिष्टयां प्रविष्टि की जाएंगी । 

( 2 ) सक्षम व्यक्तियों से प्रमाणपत्र प्राप्त किए जाएंगे और प्रत्येक 
के सामने दर्शित प्ररूप में , निम्नलिखित के संबंध में , प्ररूप 2 में रजिस्टर 
से संलग्न किए जाएंगे : -- 
( क ) विनियम 41 और 47 के अधीन प्रारंभिक और कालिक 

परीक्षण और परीक्षा 
( 1 ) प्ररूप 3 में विचे, डेरिक और उनके प्रावश्यक गियर , 
( 2) प्ररूप 4 में क्रेन या उत्तोलक और उनके आवश्यक गियर ; 
( ख ) प्रल्प 5 में विनियम 47 के अधीन खुले गियरों के परीक्षण 

परीक्षा और पुनःपरीक्षा 
( ग ) प्ररूप 6 में विनियम 48 के अधीन तार -रस्सों का परीक्षण 

और परीक्षा ; 
( घ ) प्ररूप 7 में और विनियम 49 के उपविनियम ( 1 ) के 
| अधीन खुले गियरों का उष्मापचार और परीक्षा ; । 
( य. ) जब तक अपेक्षित विशिष्टयां प्ररूप 2 में रजिस्टर में प्रविष्टि 

न की गई हों , प्ररूप 8 में विनियम 47 के उपविनियम 
| ( 2 ) के अधीन खुले गियरों की वार्षिक संपूर्ण परीक्षा । 
( ङ ) रजिस्टर और रजिस्टर से संलग्न प्रमाणपत्र 
( क ) पोत के उत्थापक साधित्रों , खुले गियर और तार रस्मों के 

बारे में , पोत के फलक पर रखे जाएंगे ; 
( ख ) अन्य उत्थापक साधित्रों , खुले गियरों और तार रस्सों के 

बारे में , स्वामी के परिसर में रखे जाएंगे ; 
( ग ) मांगे जाने पर निरीक्षक के समक्ष प्रस्तुत किए जाएंगे ; और 


अब 
अब 
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. ( घ ) मंतिम प्रविष्टि की तारीख से कम से कम पांच वर्ष तक 

रखे जाएंगे । 
( 4 ) कोई भी उत्थापक साधिन, खुले गियर जिसके संबंध में प्रविष्टि 
की जानी अपेक्षित है और परीक्षण और परीक्षा प्रमाणपत्र प्ररूप 2 
में रजिस्टर में संलग्न किए जाने अपेक्षित हैं, तब तक डॉक कार्य के 
लिए उपयोग नहीं किए जाएंगे जब तक कि अपेक्षित प्रविष्टि रजिस्टर में 
न कर दी गई हो और अपेक्षित प्रमाणपत्र इस प्रकार संलग्न न कर 
दिए गए हों । 


( क ) किसी परीक्षण या परीक्षा के प्रमाणपत्र या विनियमों में यथा 

उपबंधित अनुरक्षित किसी अधिप्रमाणित अभिलेख के निर्देश 

से निरीक्षक संतुष्ट नहीं है , और 
( ख ) निरीक्षक की दृष्टि में उत्थापक साधिन , खुला गियर या अन्य 

कोई स्थोरा - हैडलिग साधित डॉकः कार्य के प्रयोग के लिए 

सुरक्षित नहीं है । 
54. धिरनी आलंब : 

कोई भी घिरनी ग्रालंबन तब तक डॉक कार्य में उपयोग नहीं किया 
जाएगा जब तक सुवीय भार और उसका पहचान चिन्ह उस पर स्पष्ट 
रूप से स्टांपित न हो । 

55. निति और चुंबकीय उत्थापक युक्ति : 

( 1 ) जब कर्मकार पेटा में संक्रियाओं का निष्पादन कर रहे हों 
कोई निर्वात उत्थापक युक्ति या चुंबकीय उत्थापक युक्ति या अन्य कोई 
उत्थापक युक्ति जहां भार केवल आसंजक शक्ति द्वारा धारित किया 
जाता है, का उपयोग नहीं किया जाएगा । 

( 2 ) किसी चुंबकीय उत्थापक युक्ति का डॉक कार्य के संबंध में 
उपयोग किया जाता है वैकल्पिक बिजली, जैसे बैटरी, की व्यवस्था की 
जाएगी जो मुख्य बिजली प्रदाय के विफल होने पर तत्काल संक्रिया में 
आएगी : 


52 . सुवहनीय भार का चिन्हांकन : 

( 1 ) प्रत्येक उत्थापक साधिन और खुले गियर का प्रत्येक अंग 
उसका सुवहनीय भार और पहचान चिन्ह, स्टांप द्वारा या जहां यह 
असाध्य हो , अन्य उपयुक्त साधन द्वारा सुपाठ्य रूप में चिन्हित किए 
जाएंगे । 

( 2) ( क ) प्रत्येक पोत का (डेरिक क्रेन से भिन्न ) उसके सुवहनीय 
भार के साथ स्पष्ट रूप से चिन्हित किया जाएगा जब डेरिक का -~ 

( 1.) एकल परचेज में , 
( 2 ) निम्न स्थोरा ब्लाक के साथ, और 
( 3 ) समी संभव ब्लॉक स्थितियों में सम्मिलित परचेजों में , उपयोग 

किया जाता है , . 
( ख ) क्षतिज का निम्नतर कोण भी जिसमें डेरिक उपयोग किया 

___ जा सके , सुपाठ्य रूप से चिन्हित किया जाएगा । 

( 3) प्रत्येक उत्थापक साधिन ( पोत के डेरिक से भिन्न ) में , 
जिसका एक से अधिक सुवहनीय भार है, प्रभावी साधन लगाए जाएंगे 
जिससे कि प्रचालक उपयोग की प्रत्येक स्थिति में सुवहनीय भार अव 
धारित कर सके । 

( 4 ) खुले गियरों का उपयोग करने वाले किसी डॉक कर्मकार को 
ऐसी स्थितियों में ऐसी खुले गियरों के लिए सुबहनीय भार अभिनिश्चित 
करने के लिए समर्थकों के लिए साधनों को व्यवस्था की जाएगी जिसमें 
उनका उपयोग किया जा सके और ऐसे साधनों में ,- - 

( क ) जंजीर स्लिंग के विषय में , स्लिंग पर या उससे मजबूती से 
संलग्न टिकाऊ सामग्री की पट्टी या वलय पर साफ साफ अंकों या 
अक्षरों में गुवहनीय भार का चिन्हांक , और 

( ख ) तार रस्सी के स्लिंग के विषय में , या तो ऊपर खंड ( क ) 
में विनिदिष्ट साधन या ऐसी सूचना या सूचनाएं , जो इस प्रकार संप्रदर्शित 
को जाएं कि , उन्हें कोई भी संबंधित डॉक कर्मकार सुगमता से पढ़ सके 
और जिन में उपयोग किए गए तार रस्सी के स्लिंग के विभिन्न आकारों 
के लिए सुबहनीय भार का विवरण दिया गया हो , सम्मिलित होगी । 

( 5 ) कोई भी उस्थापक साधिन या खुले गियर, तब तक उपयोग 
नहीं किए जाएंगी जब तक इस विनियम के उपबंधों के अनुसार चिन्हित 


परन्तु चुंबकीय उत्थापक युक्तियां जो स्क्रेप धातु की लदाई या 
उतराई में प्रयोग की जाती है या उस प्रकृति के अन्य स्थोरा उठाई 
घराई संक्रियाएं जहां भार के डोलन परिक्षेत्र के भीतर कोई डॉक कर्म 
कार नहीं है, इस विनियम के उपबंध लागू नहीं होंगे । 

56. जंजीर और तार रस्सी में गांठ लगाना : 

कोई भी गांट वाली जंजीर या तार रस्सी डॉक कार्य में उपयोग 
नहीं की जाएगी । 


च. परिवहन उपस्कर और संक्रियाएं 
57 शक्ति ट्रक और हस्त ट्रक : 

( 1 ) सभी ट्रक ट्रिलर और ट्रेक्टर उपस्कर उस प्रयोजन के लिए 
जिसके लिए उनका उपयोग किया जाता है ठोस सामग्री के मजबूत 
निर्माण वाले, पर्याप्त रूप से शक्तिशाली होंगे और उनकी ठीक ढंग से 
मरम्मत की जाएगी । 

परन्तु परिवहन नीमार प्राधानों के परिवहन के लिए प्रयुक्त ट्रक 
और ट्रेलर उस आकार के होगे कि प्राधानों को किसी प्रलंबन के बिना 
ले जाया जा सके और उनके चारों किनारों पर राष्ट्रीय मानकों के 
अनुरूप व्यावृत्त तालों की व्यवस्था होगी और ये -- 

( 1 ) सक्षम व्यक्ति द्वारा अनुमोदित होंगे , और । 
( 2 ) जिम्मेदार व्यक्ति द्वारा प्ररक मास में कम से कम एक बार 

उनका निरीक्षण किया ‘ाएगा और अभिलेख रखा - जाएग 
( 2 ) किसी जिम्मेदार व्यक्ति द्वारा सभी ट्रकों और अन्य उपस्करों 
का निरीक्षण सप्ताह में एक बार किया जाएगा और जब किसो उपस्कर 
में कोई खतरनाक त्रुटि पाई जाए तो उसका प्रयोग तुरन्त बंद कर दिया 
जाएगा । 

( 3 ) शक्ति चालित ट्रकों और ट्रैक्टर प्रभावी अंकों, अग्रदीप और 
पुच्छ लै -प से सुसज्जित होगे और अच्छी मरम्मत तथा कार्यकारी स्थिति 
में रखा जाएगा । 

( 4 ) भारी और लंबी वस्तुभों का वहन करने के लिए शक्ति ट्रक 
और ट्रेलर ट्रक पर बगल की टैक लगी होगी जो - - 
( क ) सारवान संरचना होगी और वृद्धियों से मुक्त होगी , 


53. उत्थापक साधिवों और खुले गियरों की लदाई : 

( 1 ) किसी उत्थापक साधित्र , खुले गियर और तार रस्सों का , 
किसी असुरक्षित सीति और किसी ऐसी रीति में प्रयोग नहीं किया जाएगा 
जिससे डॉक कर्मकारों के जीवन को काई जोखिम हो और उसे सिवाय 
परख के प्रयोजनों के लिए जैसा अनुसूची 1 में दिया गया है और किसी 
सक्षम रक्ति के निदेशाधीन , विशेषकर सुवहनीय भार या भारों से 
परे नहीं लादा जाएगा । 

( 2 ) उत्यापक साधितों और ख ले गियरों या अन्य कोई स्थोरा 
हैडलिंग सामित्रों का प्रयोग नहीं किया जाएगा , यदि,- - 
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( 2) फा लिफ्ट ट्रक चालक पतनशील वस्तुओं के संरक्षित रखने 
के लिएशिरोपरि रक्षक से सज्जित होंगे । 

( 3 ) फार्क लिफ्ट ट्रक और विद्यन कारों पर सुस्पष्ट रूप से कुल 
भार चिन्हित होगा । 

( 4 ) जब फार्क ट्रक या विद्युत कार मध्यवर्ती डेक में प्रचालित को 
जाती है, तब यह सुनिश्चित करने के उपाय किए जाएंगे कि . कमरत 
सतह भार को प्रालंबित कर सके और ट्रक के चलने से हैच ढक्कन को 
हटाया नहीं जा सके । 


( ख ) टेकों को बाहर निकालने से रोकने के लिए भार के आधार 
ऊपरी सिरे से संलग्न जंजीरों की व्यवस्था होगी ; 

( ग ) जब लदाई और उतराई की जा रही हो जहां कहीं आवश्यक 
हो टंक ठीक स्थिति में होंगी । 

( 5 ) लारियों , ट्रकों , ट्रेलर और डिब्बों को लादने और खाली करने 
में डॉक कर्मकारों के आने जाने के लिए सुरक्षित गैगवे की व्यवस्था की 
जाएगी । 

( 6 ) ट्रक और अन्य उपस्कर उनकी सुरक्षित वहन क्षमता से अधिक 
नहीं लादे जाएंगे, जो उन पर स्पष्टतः और साफ साफ चिन्हित होगी । 

( 7 ) हस्त ट्रक के हत्थे इस प्रकार डिजाइन किए होंगे, जो डॉक 
कर्मकारों के हाथों को सुरक्षित रखें या अन्यथा अंगुलिपर्व सुरक्षकों की 
व्यवस्था की जाएगी । 

( 8 ) ( क ) अप्राधिकृत व्यक्ति डॉक कार्य के संबंध में नियोजित 
परिवहन उपस्करों पर सवार नहीं होगा । 

( ख ) परिवहन उपस्कर का चालक केवल किसी संकेतकर्ता के 
निदेशाधीन में उपस्कर चलाएगा : 

परन्तु यह उपविनियम उस दशा में लागू नहीं होगा जब चालक की 
दृष्टि बाधित न हो । 


60. स्थायित्व परीक्षण : 

सभी फार्क लिफ्ट ट्रकों ओर विद्युत कारों का राष्ट्रीय मानकों के 
अनुसार स्थायित्व के लिए परीक्षण किया जाएगा । 


61. डॉक रेलें : 

(1 ) सुरक्षा सुनिश्चित करने के लिए स्थोरा की संरचना या ढेर 
और रेल पथ के बीच पर्याप्त निकास मार्ग छोड़ा जाएगा । 

( 2 ) रेल इंजन चालक केवल किसी प्राधिकृत व्यक्ति द्वारा दिए 
गए संकेतों परही कार्य करेंगे : 

परन्तु रोक संकेतों पर हमेशा बिना उनके स्रोत पर ध्यान दिए कार्य 
किया जाएगा । 

( 3 ) डिब्बों को खींचने या ढकेलने वाले पुल इंजन बहुत धीमें 
चलेंगे और ऐसे क्षेत्रों से जहां डॉक कर्मकार नियोजित होंगे गुजरते हुए 
उनके आगे एक आदमी पैदल चलेगा । 

( 4 ) कोई रेल इंजन या जब तक चेतावनी के रूप में सक्षम ध्वनि 
संकेत, उस आदमी द्वारा जो रेल इंजन के आगे- आगे चल रहा है, नहीं 
दे दिया जाता है, जहां डॉक कर्मकार कार्यरत हैं जिनकी सुरक्षा खतरे 
में पड़ सकती है किसी रेल लाइन पर या ऐसा मोड़ आने पर जहां 
प्रागे का दृश्य बाधित होता हो या डॉक कर्मकारों को खतरे के किसी 
अन्य बिन्दु पर नहीं चलाया जाएगा । 

( 5 ) जब ऐसा रेल वैगन या बैगनों का समूह जो सीधे किसी रेल 
इंजन से जुड़ा हुआ नहीं है, चलाया जा रहा हो तो प्रत्येक वैगन या 
वैगनों के समूह के नियंत्रण के लिए एक व्यक्ति नियुक्त किया जाएगा । 

( 6 ) क्रेनों, णेत विचों और डेरिकों का प्रयोग रेल वैगनों को 
चलाने के लिए नहीं किया जाएगा । 


58. पेटा में आंतरिक वहन इंजनों का उपयोग : 

( 1 ) पेटा या स्थोरा स्थलों में डॉक कार्य के संबंध में प्रांतरिक 
वहन इंजनों का उपयोग नहीं किया जाएगा, जब तक - - 

( क ) संवासन के साधनों पर्याप्त, और जहां आवश्यक हो , यांत्रिक 
संवा तन की व्यवस्था न हो ; 

( ख ) पर्याप्त अग्निशमन उपस्कर सुगमता से उपलब्ध न हो ; 

( ग ) नितिक पाइपें , संयोजक और मफलरों को कसा हुआ न 
रखाहो ; 

(घ ) निर्वातक को इस प्रकार न रखा हो जिससे कि प्रचालक और 
डॉक कर्मकारों को असुविधा न हो ; 

( क ) कोई विस्फोटक, ज्वलनशील तरल पदार्थ , गैस या वैसी ही 
खतरनाक, स्थोरा वहां न होना सुनिश्चित कर लिया हो ; 

( च ) इंजन के नितिक पर कोई स्फुलिंगरोधक फिट न कर दिया 
गया हो . और इंजन की बार तापित सतह जो फैले हुए ईंधन को प्रज्वलित 
कर सकती है, उपयुक्त रूप से संरक्षित न कर दी गई हो ; 

( छ ) डक के ऊपर इंजन में पुन : ईधन भर लिया गया हो ; और 

( ज ) निर्वातक में राष्ट्रीय मानकों में विहित टी एल बी से ऊपर 
कार्बन मोनोक्साइड न हो । । । 

( 2 ) आंतरिक वहन इंजन को जब वह डॉक कार्य के संबंध में 
उपयोग में नहीं है, बंद कर दिया जाएगा । 

( 3 ) स्थोरा जगहों और स्थोरा पेटा में कार्य करने वाले आन्तरिक 
अंतर्दहन इंजिनों के प्रचालक अकेले कार्य नहीं करेंगे । 

( 4) जब कभी डॉक कर्म में प्रयोग के लिए आन्तरिक अंतर्दहन 
ईजिनों को फलक पर लाया जाए तो इस की सूचना पोत के मास्टर या 
भारसाधक अधिकारी को दी जाएगी । 

59. फार्क लिफ्ट , बिजली द्वारा चालित ट्रकों या कारों का प्रयोग : 
( 1 ) बिजली द्वारा चालित ट्रक या कारें, फार्क लिफ्टें आदि कम से 

कम ऐसे प्रभावी यांत्रिक ब्रेक युक्ति और यंत्र द्वारा प्रचालित 
करेंट कट माफ से सज्जित होंगे जो प्रचालक के बहन छोड़ते 
ही अपने आप प्रचालित हो जाएंगी । 


( 1 ) ऐसे परिसरों में जहां डॉक कर्मकार डॉक कर्म में लगे हुए हैं 
. फलाई शॉटग का प्रतिषेध होगा और सभी ट्रेनें डिब्बों को काटने से पहले 
रोक दी जाएंगी । 

( 8 ) जहां तक साध्य हो जहाजी घाटों में निष्क्रिय वैगनों को उनके 
बीच थोड़े अंतराल से खड़ा हुआ नहीं चोड़ा जाएगा । 

( 1) जब डॉक कर्मकार रेल वैगनों के बीच या उनके नीचे कार्य 
करने को अपेक्षित हों तब उन्हें एक पहरेदार दिया जाएगा जो उन्हें प्रावश्यक 
चेतावनी देने के लिए उत्तरदायी होगा । 

( 10 ) डॉक कर्मकारों को खुले वैगनों के भीतर तब नियोजित नहीं . 
किया जाएगा, जब - - 
( क ) खुला स्थोरा की प्रेजों के माध्यम से उठाई धराई की जा रही 

हो, या . 
( ख ) पात्विक स्थौरा को विद्युत चुम्बक के माध्यम से उठाई पराई 

की जो रही हो । 
( 11 ) डिब्बों को खींचने या बोलने में प्रयोग में लाए जाने वाले 
रेल इंजन मच्छी मरम्मत और कार्यकारी स्थित में रखें जाएंगे . 


----- 
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( 12 ) रेल डिब्बों को हटाने से पूर्व - ट्रेन कीदल या सुनिश्चित करेंगे 
कि डिम्बों और संकट क्षेत्र से सभी डॉक कर्मकार परे हो गए हैं । 


.. ( 15), वासाय कन्वेयर के लिए ब्लोभर के अंतप्रहण द्वारा 
और निष्काम क पंखों को प्रभावपूर्ण धातु जाली या झंझरी से 
संरक्षित किया जाएगा । 

( 16 ) ग्रेवीटा रोलरों और शांटों की फ्रेमों की स्पेिटरों, तेज 
धारों और खुरदुरी सतहों से मुक्त रखा जाएगा ! 

( 17 ) याक कर्मकारों के रास्ते के लिए ग्रेवीटी रोलरों और 
शटों का प्रयोग नहीं किया जाएगा । 

( 18 ) शूटों के साइड बोई स्थोरा को गिराने से प्रवारित 
करने के लिए पर्याप्त ऊंचाई वाले होंगे । 

( 19 ) कन्वेयर को सफ़ाई के लिये और सुरक्षित रास्ते से 
बाधाओं को हटाने के लिए समुचित प्रबन्ध किए जाय । 


63. परिवहन उपस्कर प्रचालक । 

कोई व्यक्ति जो 18 वर्ष से अधिक आयु का और 
पर्याप्त रूप से सक्षम और विश्वसनीय न हो परिवहन उपस्कर 
प्रचालन के लिए नियोजित नहीं किया जाएगा । 


64. मोबाइल क्रेन , चालकों , संकेतकों, आदि के लिए अर्हता . 

कोई व्यक्ति जब तक वह 18 वर्ष से अधिक आयु का और 
पर्याप्त रूप से सक्षम तथा विश्वसनीय न हो , उत्पादक 
साधित्री, चाहे यांत्रिक शक्ति द्वारा या अन्यथा चालित हों , को चलाने 
या प्रचालन के लिए या ऐसे उत्पादक साधितों के चालक या 
प्रचालक को संकेत देने के लिए या पोत के डैरिक के लिए रिकर के 
रूप में कार्य करने के लिए नियोजित नहीं किया जाएगा । 


छ. स्थौरा का हैडलिंग । 


62. कन्वेयर 

( 1 ) कन्वेयर ठोस सामग्री अच्छी बनावई और पर्याप्त वल वाले होंगे 
ताकि ऐसे मार को , जिनके लिए वे प्राशयति है सुरक्षापूर्वक प्रालंबन दे 
सके और उनकी ठीक ढंग से मरम्मत की जाएगी । 

( 2 ) ( क ) प्रवहक ( मशीनरी ) को संरचना और प्रतिष्ठापन इस प्रकार 
किया जाएगा कि जगम और स्थावर पुर्जा और वस्तुओं के बीच खतरनाक 
बिन्दुओं से बचा जा सके । 

( ख ) जब कोई पारगमन मार्ग किसी खुले कन्वेयर से प्रासन्न हो तो 
पारगमन मार्ग के भीतरी किनारे और कन्वेयर के बीच कम से कम 90 
से . मी . का निवासी मार्ग छोड़ा जाएगा । 

( 3 ) जब डॉक कर्मकारों को कन्वेयर के ऊपर से जाना हो तो सुरक्षित 
और पर्याप्त प्रकाशयुक्त मार्ग प्रदान करने वाली नियमित पारगमन सुविधाएं 
की जानी चाहिए । 

( 4 ) जब ऐसे कन्वेयर जो पूर्णतः बन्द नहीं हैं , ऐसे स्थानों के ऊपर 
से गुजरते हैं जहां डाक कर्मकार नियोजित है या वे कन्वेयर के नीचे पड़ते 
हों वहां ऐसे चादर या परदा लगाया जाना चाहिए जो कन्वेयर से गिरने 
वाली सामग्रियां को थाम ले । 

( 5 ) विद्युत चालित कन्वेयर के साथ लदान और उतराई स्टेशनों 
पर, प्रवेश करने और उटने की सीमाओं पर अन्य सुविधाजनक स्थानों पर, 

आकस्मिक स्थितियों में कन्वेयर मशीनरी को रोक देने की युक्तियां लगी 
होंगी । 

( 8 ) अन्तरण बिन्दुओं पर पर्याप्त बाड़े लगे होंगे । 
. ( 7) ऐसे कन्वेयर से जो बोझ ऊपर की और होते हैं, ऐसी यांत्रिक 
युक्तियां लगी होनी चाहिए जो बिजली कट जाने की दशा में मशीनरी 
को उलटने से और बोझ को लदान बिन्दु को ओर वापस ले जाना प्रवारित 
करे । 

( 8 ) जहां दो या अधिक कन्वेयर एक साथ प्रचालित होते हों , वहां 
नियंत्रण युक्ति की व्यवस्था इस प्रकार की जाएगी ताकि कोई रुद्ध कन्वेयर 
को पोषण प्रदान कर सके । 

( 9 ) कन्वेयर की भराई करने वाली टोकरियों के शोर्ष फर्श से 
90 सें . मी . से कम ऊंचाई पर होने तक मंह को रक्षा पर्याप्त ढंग से की 
जाएगी । 

( 10) ( क ) जहां कन्वेयर का विस्तार ऐसे विन्दुओं तक हो जो 
नियंत्रण केन्द्र से दृश्यमान नहीं है, वहां उन्हें ऐसे गोगो, सीटियों या संकेत 
बत्तियों से सज्जित किया जाएगा , जिनका प्रयोग प्रचालक मशीनरी चालू 
करने से पहले करेंगे ताकि खतरे के स्थानों पर उपस्थित डॉक कर्मकारों 
को चेतावनी दी जा सके । 

( ख ) जहां आवश्यक हो ऐसे प्रबन्ध किए जाएंगें जिससे कि डॉक कर्म 
कार प्रचालक के साथ सूचना संचार रखे सके । 

( 11 ) कन्वेयर में स्वचालित और अविरल स्नेहन पद्धति लगी होगी 
या स्नेहन सुविधा की व्यवस्था इस प्रकार की जाएगी ताकि तेल डालने 
वाला चलायमान भागों की खतरनाक निकटता में पाए बिना ही तेल डाल 
सके और ग्रीसिंग कर सके । 

( 13 ) कन्वेयर का प्रत्येक तीन मास में एक बार अच्छी तरह से 
निरीक्षण जिम्मदार व्यक्तियों द्वारा किया जाएगा । 

( 13 ) कन्वेयर पर कोई डाक कर्मकार “ राधार नहीं होगा । 
( 14 ) बेल्ट कन्वेयर में बेल्टों और ड्रमों के निपों पर रक्षक लेखें 


65. लदाई और उतराई संक्रिया : 

( 1 ) कोई भी ब्यौरा किसी मध्यवर्ती डक में अवपात या दौला 
द्वारा तब तक लादा या उतारा नहीं जाएगा जब तक या तो उस डैक 
में डेक द्वार सुरक्षित रूप में छादित न कर दिया गया हो या कम- से-कम हैच 
छादन की एक सेक्शन की चौड़ाई की निरापद उतराई प्लेटफार्म उसके 
प्रार-पार न रखा गया हो ; 

परन्तु यह विनियम उतराई- लदाई के किसी कार्य को लागू नहीं 
होगा जो पूर्ण रूप से आधे घंटे की अवधि के भीतर पूरा किया जाएगा । 


( 2 ) पेटा में या उसके बाहर कोई भी खुला गियर या कोई 
अन्य वस्तु नहीं फेंकी जाएगी । 


( 3 ) खुला स्थोरा को लदाई और उतराई . के दौरान पेटा में 
नियोजित सभा डाक कर्मकारों का अभिलेख रखा जाएगा और 
निरीक्षक द्वारा मांग करने पर प्रस्तुत किया जाएगा । 


( 4 ) जहां आवश्यक हो वहां स्थोरा को उसके खिखकने या 
अवपात को रोकने के लिए सुरक्षित या अवरुद्ध किया जाएगा । 
माल निकालते समय शेष स्थोरा को अवपात से रोकने के लिए 
जहां आवश्यक हो , पूर्वासावधानियां बरती जाएंगी । 

( 5) ( क ) स्थोरा केवल पोत के विच के साथ तभी घसीटा 
जाएगा जब रबर डेरिफ हील ब्लाक से सीधे ले जाया जाता है ; 
और 


( ख ) घिरनी भालंब , सर ( वानक ) को उचित समता देने के 
लिए उपयोग की जाएगी जिससे कि उसे बाधाओं के विरुद्ध 
घसीटने से रोका जा सके । 
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( 5 ) जहां जाक कर्मकार: 1. 5 मीटर · से अधिक ऊंचाई के 
चट्टों पर काम कर रहे हैं . वहां घट्टों पर सुरक्षित पाच मार्गों 
की व्यवस्था की जाएगी । 

( 6 ) चट्टा लगाने और हटाने का कार्य प्राधिकृत व्यक्ति 
के पर्यवेक्षण में किया जाएगा । 
____ 67 ऐसी । वस्तुओं को उठाई धराई जिनके भाग तेज और 
बाहर निकाले गए हुए हौं : 

तेज धार, फिनों , प्रपट्टों, छिपटों या वैसी . ही खतरनाक बाहर 
निकले हुए भागों वाली वस्तुओं की उठाई धराई कर रहे डॉक 
कर्मकारों के लिए उपयुक्त संरक्षण उपस्करों को व्यवस्था की जाएगी 

68. गांठों के लिए हुक आदि : 

जब पेटा में कार्य स्थल केवल डेकद्वार के चौक तक 
सीमित हो तब तक हुक न तो तेजी से पट्टी में और न ही कपास , 
ऊन , कार्क, गनी बैग या अन्य वैसे ही मान को कसी हुई गांठों में से 
जायेंगे और न ही किसी बैरल को ऊपर ले जाने या नीचे लाने के लिए 
हुक का उपयोग किया जाएगा, जब सन्निर्माण या बैरल या हुक के 
कारण उनका उपयोग असुरक्षितं संभाव्य है । 


t6 ) यदि . " चट्टा लगाने या चा हटाने में प्रयोजन के लिए 
किसी पोत के पदय में हैं । रूम 1 . 6 मीटर से कम है तो दुर्घटना 
से छुटकारा से सुरक्षा के लिए उपयुक्त उपाय किए जायेंगे । 

( 7) भार उत्तोलन किए आने से पूर्व सुरक्षित रूप में से तोले 
जायेगे । खुला निभार या भारं से लटका हुआ या बाहर 
निकला हुमा मलवा हटा दिया जाएगा और स्थौर के बाहर 
गिरने को रोकने के लिए उपर्युक्त उपाय किए जायेंगे । 

( 8) स्थोरा. चढ़ाने उतारने के नियंत्रण जैसा कि प्रपट्टिका नियंत्रण . 
जो क्रमशः दौला भार का उत्तोलन करते समय उत्पादक साधित 
से संलग्न रहेंगे, शकलों से जुड़े रहेंगे या उत्थापक साधित्र के हुक से 
संयोग से अलग होने से उन्हें रोकने के लिए अन्य निश्चयात्मक 
उपाय किए जायेंगे । 

( 9 ) जब उत्पादक साधिन दोलों पर किसी भार के बिना चल 
रहा हो तो ,- - 
( क ) चालक को चलाने का संकेत देने के पूर्व दोले और जंजीरें 

साधिन से सही रूप में हुक की जाएंगी ; 
( ख ) नुकीले हुक , बहु प्रयोजन हुक और पंजे एक किनारे 

पर नहीं लटकाए जायेंगे किन्तु दोलों के माध्यम से पिरोए 

जायेंगे ; और 
( ग ) प्रचालक साधिन को डाक कर्मकारों और वस्तुओं से 
. . दूर रखने के लिए पर्याप्त रूप से ऊपर उठायेंगे । 

( 10). किसी रस्से या जजीर के साथ जिससे रस्से या जंजीर 
दोला को कोई क्षति होने की संभावना है, किसी भार 
के किनारे के संपर्क में आने को रोकने के लिए उपयुक्त पैकिंग 
का उपयोग करेंगे या अन्य प्रभावी उपाए किए जायेंगे । 

( 11 ) बाल्टियां, टब और ऐसे ही । समरूप साधिन उनके 
रिमरें के ऊपर भारित नहीं किए जायेंगे । 

( 12 ) कोई भी भार तब तक परिपट्टनों में पर उत्थापित नहीं 
किया जाएगा जब तक ऐसे परिपट्टन उचित और सुरक्षित दोलन 
बिन्दु के रूप में अनुमोदित न हो । ऐसे भार का लाना ले जाना 
तभी अनुज्ञात किया जाएगा जब प्रत्येक सौकट क्षेत्र से हट गया 
हो । 

• ( 13) जय उत्पादक साभित्रों से कार्यस्त हो , ढाल अभिकर्षण 
क्षैतिज अनुकर्षण और भार का आशयित दोलायन और उत्थापक 
युक्तियां प्रतिषिद्ध हैं । 


69. स्थोस प्लेटफार्म : 

( 1 ) स्थोरा प्लेटफार्म ( उनके सिवाय जो स्वतः स्थोरा द्वारा 
बने हैं ) अच्छी सामग्री . से बने होंगे, ठीक और 
मजबूत रूप से संनिर्मित होंगे, पर्याप्त : प्रालंबित होंगे और 
उनकी ठीक ढंग से मरम्मत को जाएगी । 

( 2) स्थोरा प्लेटफार्म - 

( क ) स्थोरा प्राप्त करने के लिए और उन पर कार्य कर रहे डाक 
कर्मकारों की सुरक्षा सुनिश्चित करने के लिए पर्याप्त आकार का 
होगा ; 

( ख ) यदि ऊपर ( क ) को अपेक्षाओं के अतिरिक्त 1. 5 मीटर 
से अधिक ऊंचाई का है तो किसी किनारे पर स्थोरा को प्राप्त 
करने या परिदान करने के लिए प्रयुक्त न किये जाने पर एक 
मोटर तक की ऊंचाई की सारवान . बाढ़ से सुरक्षित होगा 
और 

(ग ) खुरक्षित पहुंच मार्ग अर्थात सीढ़ियों या सोपान को व्यवस्था 
होगी । 
___ ( 3) स्थोरा प्लेट फार्म पर प्रतिभरण नहीं होगा । 

( 4) वहनीय ट्रेसिल इस प्रकार रखे जायेंगे कि वे सुस्थिर रह 
सकें । 


66. चट्टा लगाना और चट्टा उठाना • 


( 1 ) जहां स्थोरा के चट्टा लगाने, चट्टा उठाने , भरने या निकालने 
भराई या खाली करने या उससे संबंधित उठाई धराई सहायता सहित 
सुरक्षित रूप से न की जा सकती हो वहां दुर्घटनाओं से बचने 
के लिए . टेकबन्दी द्वारा या अन्यथा युक्तियुक्त उपाय किए जायेंगे । 

( 2 ) स्थौरा का चट्टा ऐसी मजबूत नींव पर लगाया 
जाएगा जो अपनी जगह से हटे नहीं और स्थोरा का भार 
उतना होगा जिससे फ्लोर पर अतिभरण न हो । 

( 3) स्थौरा का . चट्टा भांडागारण या भंडारस्थलों के विभाजनों 
या दीवारों के पास तब तक नहीं लगाया जाएगा । जब तक कि 
यह ज्ञात न हो कि भाग या दीवारें बचाव को सहन करने के लिए 
पर्याप्त रूप से मजबूत हैं । 

( 4 ) स्थोरा का ऐसी ऊंचाई पर और ऐसी . रीति में पहा 
नहीं लगाया जाएगा जो ढेर को अस्थिर बनाये । 


70. लदाई और उतराई संक्रियामों पर निर्बन्धन : 

( ङ ) कोई भी अन्य कार्य , उदाहरणार्थ, अनुर क्षण या मरम्मत 
कार्य, जैसे कि चालू क्षेपण या झलाई कार्य, ऐसे स्थान में नहीं 
किया जाएगा जहां डाक कार्य चल रहा हो यदि उससे डाक में 
कार्य करने वाले को खतरा या बाधा होने की संभावना है । 

( 2) जब डाक कर्मचारों के एक से अधिक दल. किसी पेटा में 
एक साथ डाक कार्य में नियोजित किए जात हैं तो यह सुनिश्चित किया 
जाएगा कि --- 
( क ) कार्य कर रहे दलों को एक दूसरे से खतरे का परिहार 

करने के लिए . लदाई या उसराई संक्रियाओं का सामंजस्य कार 

लिया गया है। 
( a ). एक पल का दोला । योस दूसरे : दता के “ कर्मकारों 

को खतरा पैदा नहीं करेगा । 


[ भाग II -- खंड 3 (i )] 
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( ग ) जहां दल भिन्न-भिन्न स्तरों पर कार्य कर रहे हैं वहां डॉक 

कर्मकारों को गिरने या स्थोरा के नीचे डॉक कर्मकारों पर 
गिरने से रोकने के लिए जाल लगाया जाएगा और उसे 

सुरक्षित रूप से मजबूती से बांधा जाएगा । 
( घ ) पेटा के किसी मेक्शन में दलों को प्रति भोड़ का परिहार कर 

लिया गया है । 
71 मझधारा में डॉक कार्य : 

किसी भी डॉक कर्मकार को मझधारा में लंगर डाले किसी पोत पर 
स्थौरा उठाई धराई के लिए नियोजित नहीं किया जाएगा जब जब कार्य 
स्थितियां खतरनाक समझी जाती हैं । . 


परन्तु यह कि 
( क ) यह विनियम उस दशा में लागू नहीं होगा जब कोई बार्ज , 

हल्के या अन्य वैसे ही जलयान पर लदाई या उतराई की जा 
रही हो , यदि केन या बिच का ऐसा चालक फाल पर कार्य 
कर रहा है जिसके पास पेटा के उन भागों को स्पष्ट और 
बिना किसी बाधा के देख सकता है जहां काम चल रहा है । 

और 
( ख ) जहां निरीक्षक को यह राय हो कि क्रेन या विंच या उपयोग 

में अन्य साधित्रों की प्रकृति के कारण या किन्हीं अन्य विशेष 
व्यवस्थाओं के कारण, इस विनियम की अपेक्षाएं डॉक कर्मकारों 
की सुरक्षा के लिए आवश्यक नहीं हैं वहां वह लिखित प्रमाण 
पत्र के द्वारा (जिसका वह अपने विवेकानुसार प्रतिसंहरण कर 
सकेगा ) ऐसी अपेक्षाओं का ऐसी शर्तों के अधीन रहते हुए , 
जैसी ऐसे प्रमाणपत्र में विनिर्दिष्ट की जाएं , निलंबन कर 

सकेगा । 
( 2 ) एक से अधिक संकेतक नियोजित किए जाएंगे जब निरीक्षक 

की राय में कर्मकारों को सुरक्षा के हित में ऐसा करना आवश्यक 


72. पोतं को पीट पर लगाने और स्थानांतरण के दौरान कार्य : 

( 1 ) जब पोत घाट पर लगाए जा रहे हों या वे स्थानांतरित किए 
जा रहे हों तो पेटा या डेकदार में या डेक पर डॉक कर्मकारों द्वारा कोई 
कार्य नहीं किया जाएगा । 

( 2 ) जब पोत का लंगर डाला जा रहा हो तो डॉक कर्मकारों को 
लंगर डालने के रस्सों से दूर रखा जाएगा और विशिष्टितया उन्हें हवीतों 
द्वारा खींचे जा रहे रस्सों के फंदों में खड़ा होने की अनुज्ञा नहीं होगी । 
73. संरक्षात्मक उपस्कर : 


हो । 


ज - - खतरानक माल की उठाई -धराई 


( 1 ) जहां हानिकारक कर्मक के लिए संरक्षण के अन्य उपाय अव्यवहार्य 
या अपर्याप्ल हैं , वहां डॉक कर्मकारों को ऐसे कर्मक के प्रभाव से बचाने के 
लिए पर्याप्त संरक्षात्मक कपड़ों और वैयक्तिक संरक्षात्मक उपस्कर की 
व्यवस्था की जाएगी । 

( 2 ) संरक्षात्मक कपड़े और वयक्तिक संरक्षात्मक उपस्कर उपयुक्त 
क्वालिटो के होंगे और अच्छी हालत में अनुरक्षित होंगे तथा उपयुक्त 
अंतरालों पर साफ किए जाएंगे । 

( 3 ) जहां संरक्षात्मक उपस्कर और कपड़े विषेले या अन्य खतरनाक 
माल द्वारा संदूषित हो सकते हों वहां उनका किसी ऐसे पृथक स्थान में 
भंडारण किया जाएगा जहां वह डॉक कर्मकारों के कपड़ों और अन्य माल 
असबाब को संदूषित न करे । 

( 4) प्रशीतन पेटा या कोष्ट या प्रशीतन आधानों में नियोजित डॉक 
कर्मकारों के पूर्ण शारीरिक संरक्षण के लिए उपयुक्त संरक्षात्मक उपस्कर 
दिए जाएंगे । 


76. अधिसूचनाः 

( 1 ) किसी पोत से , अनुसूची 2 में यथा प्रवर्गीकृत किसी खतरनाक 
भाल को उतारने से पहले पोत का मास्टर या भारसाध क अधिकारी और 
अभिकर्ता डॉक कर्मकारों के नियोजक , पत्तन प्राधिकारी और अधिसूचित 
निरीक्षक को लिखित विवरण पेश करेगा जिसमें माल की पहचान और 
ऐसे जोखिम की प्रकृति का विनिर्देश होगा जो उमसे उत्पन्न हो सकती 
हो तो उनके प्रवर्ग विनिर्दिष्ट होंगे और इसको प्राप्ति को अभिस्वीकृति 
प्राप्त करेगा । 

( 2) लदान के लिए कोई खतरनाक माल प्राप्त किए जाने से पहले 
नौप्रेषक या उसका अभिकर्ता पत्तन ( प्राधिकारी ) , निरीक्षक और खतरनाक 
माल की उठाई धराई करने वाले डॉक कर्मकारों के नियोजक को उपरोक्त 
उप विनियम ( 1 ) द्वारा यथापेक्षित जानकारी देगा । 


74. विच और क्रेन प्रचालक : 

लदाई विचों या क्रेनों के प्रत्येक एकल या जोड़ों के लिए जिसका एक 
ही बिन्दु से प्रचालन किया जा सके एक विच या क्रेन प्रचालन होगा 

( क ) जो 18 वर्ष से कम आयु का न हो ; 
( ख ) जो सक्षम और विश्वसनीय हो ; 
( ग ) जो विच क्रेन प्रचालन के अंतनिहित जोखिम का ज्ञान रखता 

हो ; और 
( घ ) जिसकी अनुसूची 11 के अनुसार आवधिक रूप से चिकित्सीय 

परीक्षा होगी । 


77. साधारण पूर्वावधानियां : 

( 1 ) खतरनाक माल की ऐसे जिम्मेवार व्यक्ति के सर्वेक्षणाधीन , जो 
खतरों और बरती जाने वालो पूर्वारधानियों से परिचित हो लदाई उत्तराई 
तथा उठाई घराई को आएगी और भंडारित किया जाएमा । खतरों या 
की जाने वाली पूर्वावधानियों को प्रकृति के बारे में संदेह की दशा में 
इन विनियमों के अधीन नियुक्त सुरक्षा अधिकारी से आवश्यक अनुदेश 
प्राप्त कर लिए जाएंगे । . 

( 2 ) खतरनाक माल तब तक लदा, उतारा या भंडारित नहीं किया 
जाएगा जब तक वे समुचित ढंग से पक तथा उससे होने वाले खतरे को 
दर्शाने वाले लेबल से युक्त नहीं कर दिया जाता । डॉक कर्मकारों को 
स्थोरा की प्रकृति और उनको उठाई भराई में की जाने वाली विशेष 
पूर्वारधानियों के संबंध में पर्याप्त जानकारी दी जाएगो । 

( 3 ) खतरनाक मालों के प्राधानों की टूट -फूट या नुकसानो से 
प्रवारित करने के लिए विशेष पुर्वावधानियां जैसे चढ़ाई, स्लिंग, नेट , 
पेटियों और उच्च किनारों वाली प्रपट्टिकाओं को व्यवस्था को जानी 
चाहिए । 


75. संकेतक : 

( 1 ) जब स्थोरा की किसी हैचपन पर फाल द्वारा लदाई या उत्तराई 
की जा रही हो तब किसी संकेतक को नियोजित किया जाएगा, और 
जहां किसी हैचपथ पर एक से अधिक फाल काम कर रहा है तो प्रत्येक 
फाल की देखभाल के लिए पृथक संकेतक की नियक्ति की जाएंगी । 


( 4 ) खतरनाक मालों के लादने , उतारने या अन्यथा उसको उठाई. 
धराई में नियोजित डॉक कर्मकारों को सम चितं संरक्षणं उपस्कर प्रदान 
किए जाएंगे । 
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( 5 ) खतरनाक माल को उठाई वसाई पाले डॉक कर्मकार खाने पोन , 
पान और सुपारी या तम्बाकू लेने से पहले अपने हाथों और चेहरे को 
साबुन से या किन्हीं अन्य सफाई कारकों द्वारा पूर्ण रूप से साफ करेंगे । 
- ( 6) केवल विशेष रूप से प्रशिक्षित खाँक कर्मकार को सफाई, 
शाडू देने या फैले हुए माल की उठाई धराई करने या खतरनाक माल के 
झाइन के लिए नियोजित किए जाएंगे । 


( ख ) उता " 


78. विस्फोटक और ज्वलनशील स्थोरा : 

( 1 ) जहां विद्युत उपस्कर से विस्फोट का खतरा हो वहां सर्किट को 
निष्प्रवाह कर दिया जाएगा और जितनी देर खतरा बना रहता है उसे 
निष्प्रवाह रखा जाएगा जब तक कि ऐसे उपस्कर और सकिट विस्फोटक 
वादावरण में प्रयोग के लिए स रक्षित नहीं है तथा ऐसे वातावरण में 
अनरूफ लिंग कारक औजारों की व्यवस्था और प्रयोग किया जाएगा । 

( 2) जब अत्यधिक ज्भलनशील स्थोरा की लदाई और उतराई चल 
रही है तो यह स.निश्चित करने के लिए विशेष उपाय किए जाएंगे कि 
प्रारंभिक आग को तारन्त नियंत्रित किया जा सके । 


79. अन्य खतरनाक माल : 


( 1 ) धूमित स्थोरा जैसे अन्न लादने या उतारने से पूर्व यह सुनिश्चित 
करने के लिए कि स्थोरा उठाई धगई के लिए सरक्षित है, पर्याप्त उपाय 
किए जाएंगे । 

( 2 ) जहां दाहक और संक्षारक पदार्थों की उठगई धराई की जा रही 
हो या भंडारित किया जा रहा हो वहां प्राधानों को नुकसानी से बचाने के 
लिए और किसी के हुए माल को अहानिकर बनाने के लिए विशेष 
पूर्वावधानियां बरती जाएंगी । 

( 3) यदि धर्म , ऊन बाल, हड्डियां या प्राणियों के अन्य अंग को 
सक्षम प्राधिकारी द्वारा शिवेष रूप से ऐथेंक्स के विरुद्ध विसंक्रमित अधि . 
प्रमाणित नहीं किया गया हो तो संबंधित डॉक कर्मकारों को , - - 
( क ) संक्रमण को जोखिम . और बरती जाने वाली पूर्वावधानियों 

के बारे में अनुदिष्ट किया जाएगा 
( ख ) समुचित किस्म के वैयक्तिक संरक्षण उपस्कर प्रदान किए 

जाएंगें ; और 
( ग ) विशेष चिकित्सीय पर्यवेक्षण में रखा जाएगा । 


(iv ) अनुकूल स्वसित जो या तो . कनस्तर किस्म का हो जिसम 

न्यूनतम 500 सी . सी , सत्रियित तारकोल अंतविष्ट हो या 
वायुपार वहन स्वसित जिससे स्वतंत्र रूप से ताजी हवा मिल 
सके । 
टेट्रोएपिल लैंड मिश्रण को उतारते ममय निम्नलिखित उपाय 

किए जाएंगे : 
( क ) पत्तन को परिसीमा के भीतर कोई ऐसा पान नहीं खोला 

जाएगा जिसमें टैट्राएथिल लैंड मिश्रण हो ; 
उतारने की संक्रियाएं प्रारंभ करने से पहले टेट्राएथिल लैंड 
मिश्रण के परेषण का जलयान पर किसी उत्तरदायी व्यक्ति 
द्वारा निरीक्षण किया जाएगा । ऐसे किसी टेट्रोएथिल लैड मिश्रण 
वाले ट्रम को जो रिसन का संकेत दे रहा हो , तब तक नहीं 
उतारा जाएगा जब तक कि उसकी मरम्मत समचित्त रूप से 
नहीं कर दी जाती या उससे बड़े पात्र या प्राधान में ,जिसमें 
रिसन से पर्याप्त पूर्वावधानी हो, रख नहीं दिया जाता ; । 
टेट्राएथिल लैंड मिश्रण अन्तविष्ट करने वाले ड्रम . किसोर , 

जिम्मेदार व्यक्ति के पर्यवेक्षण में उतारे जाएंगे ; 
घ ) टेट्राएथिल लडमिश्रण अन्तयिष्ट करने वाले ड्रम प्रत्येक ड्रम 
. के लिए पृथक दोला प्रयोग करते हुए एक समय में अधिकतम 
दोड्रम के साथ रस्सा दोनों में लाये और उतारे जाएंगे । 

किसी भी दशा में हुकों का प्रयोग नहीं किया जाएगा । 
( इ ) टेडाएथिल लैंड मिश्रण अन्तविष्ट करने वाले ड्रमों को उठाई 

धराई करने वाले डॉक कर्मकारों को केनवस या चमड़े के 
भारी दस्ताने दिए जाएंगे और वे ऐसे दस्तानों का उपयोग 

करेंगे ; और 
( च ) टेडाएथिल लैंड मिश्रण के किसी रिसन में बरतने के लिए 

अज्वलनशील विलायक की या किरोसिन और सावन तथा 
पानो को पर्याप्त मात्रा वहां आसान से उपलब्ध रखी जाएगी 
जहां टेट्राएगिल लंड मिश्रण की उठाई- राई का काम किया 

जाता है । 
( 3) टेट्राएथिल दैड मिश्रण के रिसन की दशा में निम्नलिखित 
उपाय किए जाएंगे : 

( क ) उस क्षेत्र में जिसमें टेट्राएथिल लंड मिश्रण का रिसन हुमा : 

(जिसके अन्तर्गत ड्रम के बाहर रिसन भी है ) निम्नलिखित । 
रूप में कार्रवाई की जाएगी : 
( i) किरोसिन या किसी अन्य हलके तेल विलायक के साथ और 

उसके पश्चात् पानी से साफ करें । यदि धरातल अनुकूल 
हो तो साबुन के साथ उतना झाग बना कर जितना संभव 

हो , पूरी तरह धोएं और पुन: पानी के साथ साफ करें । 
(ii) यदि सामान्य विरंजक चूने ( सी ए प्रोसी 12 ) का प्रदाय . 

शीघ्र प्राप्त करना संभव हो तो उस क्षेत्र में पहले विरंजक 
चूने और पानी के मिश्रण का पतले घोल के रूप में ( शुष्क 
चूर्ण कभी प्रयोग न करें ) पर्याप्त मात्रा में उपयोग किया 
जाना चाहिए अनुकल्पतः किरोसिन में पांच प्रतिशत सल्फ्यूरिक 
क्लोराइड के घोल ( एम ओ 2 सी 12 ) का उपयोग किया 

जा सकेगा; 
( ख ) यदि अवशोषक सामग्री जैसे कि लकड़ी का फर्श, निभार यह 
अन्य पेकिंग सामग्री का संदूषण होता है, तब ऐसी सामग्री उपर्युक्त कार्र 
वाई करने के पश्चात् उस स्थान से हटा दी जानी चाहिए जहां टेट्रा 
एथिल लैड मिश्रण को उठाई-धराई की जा रही हैं । 

( म ) कोई कपड़े, जो टेट्राएथिल लैंड मिश्रण से संदूषित हो जाते हैं , 
तत्काल हटा दिए जाने चाहिए और किसी अप्रज्वलनशील निर्जल धुलाई 
नरल में बार-बार प्रक्षालन करके साफ़ करने चाहिए ; 


80. टेट्राएथिल लेड ( टो इ एल ) मिश्रण को उठाई-धराई : 

( 1 ) ट्राएथिल लेड ( टो ई एल ) मिश्रण को पोत से तब तक उतारा 
नहीं जाएगा जब तक कि : -- 
( क ) वह सारवन संरचना वाले विशेष रूप से संरचित ऐसे इस्पात 

ड्रम में पैक न किया गया हो जो , भीतरी और बाहरी डाट 
द्वारा सीलबंद किया गया है और जिसमें अतिरिक्त पूर्वावधानी 

के रूप में खोल के ऊपर में उमिल चक्रवाल लगाए गए हैं । 
( ख ) सभी ऐसे प्राधान, जिसमें ट्रेद्राएमिल लेड मिश्रण रखे गए हों , 

मुस्पष्ट और टिकाऊ रूप में टेट्राएथिल लेड मिश्रण विष शब्दों 

से चिहिनत न हों , और 
( ग ) संरक्षण उपस्करों के दो ऐसे सेटों को जिनमें निम्नलिखित 

वस्तुएं रखो गई हों , व्यवस्था को गई हो जो टेट्राएथिल लैंड 
मिश्रण के रिसने को दशा में प्रयोग के लिए तरस्त उपलब्ध 


( i) रबर के दस्ताने ; 
( i ) रबर के ट ; 
(iii) रवर एप्रन या तेल चर्म सूट; और 
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( १ ). यपि दाएथिल निमण सूची जा सकता है तो ये डॉक 
कर्मकार जिन्हें टेट्राएपिल सँड मिश्रण के रिसम के संबंध में कार्रवाई करने 
के लिए समनुदिष्ट नहीं किया गया है उस स्थान से हटा दिए जाएंगे; 
मौर 

( ७ ) ऐसे डॉक कर्मकार, जिन्हें टेट्राएथिल लैंड मिश्रण के रिसन 
के संबंध में कार्रवाई करने के लिए समनुदिष्ट किया गया है, उप विनियम 
( 1 ) (ग ) के अन्तर्गत वर्णित संरक्षा उपस्कर पहनेंगे । 

( 4 ) प्रशीतित स्थानों में टेट्राएथिल लैंड मिश्रण को उठाई -घराई 
करने के लिए उपयुक्त संरक्षा कपड़ों की व्यवस्था की जाएगी । 


( 8 ) ऐसे सभी क्षेत्रों को जहाँ उठाई धराई और परिवहन के लिए 
यांत्रिक उपकरण सक्रियित हों , गड्ढों , अनावश्यक उपस्कर और रुकावटों 
से मुक्त रखा जाएगा । 

( 7 ) सभी परिचालन क्षेत्रों में और वहां तक पहुंचने के मार्ग में 
विनियम 16 के अधीन यथाविनिर्दिष्टः रूप में पर्याप्त और समुचित 
प्रकाश की व्यवस्था की जाएगी । 


____ 84. उत्थापक साधिन और अन्य उपस्कर : 

( 1 ) अाधान टर्मिनलों को समुचित उत्थापक साधित और परिवहन 
उपस्कर से सज्जित रखा जाएगा और उनकी ठीक से मरम्मत की जाएगी 
और कार्यकारी हालत में रखा जाएगा । 

( 2 ) ( क ) खाली प्राधानों की उठाई धराई के लिए उपयोग में 
लाए गए फार्क लिफ्ट ट्रंकों की दशा में फार्क की लेबाई आधानों की 
पूरी चौड़ाई के बराबर होगी और फोर्क लिफ्ट की क्षमता अाधान के 
वजन के अनुसार होमी । 

( ख ) प्राधानों की उठाई- धराई के लिए उन फार्क लिफ्ट ट्रकों कों 
नियोजित नहीं किया जाएगा जिममें फार्क पाकेट नहीं होगा । 


81. टूटे हुए या रिसने वाले प्राधान : 

( 1 ) जब खतरनाक माल के टूटे हुए या रिसने वाले प्राधानों से 
खतरा हो तो डॉक कर्मकारों को अन्तर्ग्रस्त क्षेत्र से हटा दिया जाएगा 
और कार्य प्रारंभ करने से पूर्व निम्नलिखित कदम उठाए जाएंगे : - - 
( क ) यदि स्थोरा खतरनाक गैसें या वाष्प उत्पन्न करता है तो -- 
( i) उन कर्मकारों के लिए, जो त्रुटिपूर्ण प्राधानों को हटाएं , 

उपयुक्त श्वसन संरक्षात्मक उपस्कर उपलब्ध कराया 

जाएगा ; 
(ii ) यदि आवश्यक हो तो उस क्षेत्र को संवातित किया 

जाएगा और यह सुनिश्चित करने के लिए परीक्षण 
किया जाएगा कि वातावरण में गैसों और वाष्प का 

सांद्रण डॉक कार्य के लिए सुरक्षित है ; . 
( ख ) यदि स्थोंरा संक्षारक पदार्थ है तो -- 

(i ) क्षतिग्रस्त आधानों को हटाने में लगे हुए डॉक कर्मकारों 

को उपयुक्त निजी संरक्षात्मक उपस्कर उपलब्ध कराया 

जाएगा ; और 
( ii ) गिरे हुए पदार्थ को साफ करने में उपयुक्त अवशोषक 

या निष्प्रभावी सामग्री का उपयोग किया जाएगा । 
82. विषले विलायक : 
किन्हीं विलायकों के उपयोग के पूर्व ऐसे विलायकों के विशैले गुणों 
अभिनिश्चित किए जाएंगे और विषले विलायकों से प्रच्छन्न डॉक कर्मकारों 
के स्वास्थ्य की सुरक्षा के लिए पर्याप्त साधनों की व्यवस्था की जाएगी । 


झ -- ढुलाई प्राधान टर्मिनल 
83. टर्मिनलों पर बाड़ लगाना : 

( 1 ) जल पार्श्व को छोड़कर प्राधान दमिनल की परिसीमा को 
तार जाली या सारवान संरचना वाली और पर्याप्त सामथ्य और टिकाऊ - . 
पन युक्त किन्हीं अन्य समुचित सामग्री से बाड़ा लगाना चाहिए जो कम 
से कम 1 . 5 मीटर ऊंची हो । 

( 2) प्राधान टर्मिनलों के प्रवेश और निकास बिन्दु पृथक- पृथक 
और सुपष्ट रूप से चिन्हित होगे । 

( 3 ) जहाँ कहीं प्राधानों का चट्टा लगाया जाता है वहां फ्लोर की 
भार वहन क्षमता पर्याप्त होनी चाहिए । 

( 4 ) टर्मिनल मार्ग और पद यात्री पथों को उपदर्शित करने वाले 
उपयक्त चिन्ह और मंकेतक समुचित बिन्दुओं पर लगाए और बनाए रखे 
जाएंगे । 

( 5 ) वाहनों के ठहरने के लिए विशेष क्षेत्र , या मार्ग या उसके 
भाग की व्यवस्था की जाएगी । प्राधान टर्मिनलों के भीतर प्राधान 
उठाई धराई से संबंधित उपस्कर और प्राधानों के परिवहन के लि 
पाहनों से भिन्न किमी निजी वाहन को आने के लिए अनुज्ञात नहीं किया 
जाएगा । 
458 GI /90 - 4 


85. प्राधान परिचालन : . 

( 1 ) कन्टेनर स्प्रेटर के प्रयोग के पूर्व कर्म पर्यवेक्षक , फोरमैन या 
कोई अन्य प्राधिकृत व्यक्ति यह सुनिश्चित करेगा कि यह अच्छी काम 
चलाऊ हालत में है और उसका विनियम 47 ( 1 ) के उपबंधों के 
अनुसार परीक्षण कर लिया गया । 

( 2 ) एकल या बहुपाद युक्त स्लिंगों का प्रयोग प्राधानों उत्थापन 
के लिए नहीं किया जाएगा । 

( 3 ) प्रयोग किए गए आधान और स्प्रेटर के वजन के उत्थापक 
साधिन की सुरक्षित वहनीय चार या प्रयोग में लाए गए परिवहन । 
उपस्कर की तुलना में नोट किया जाएगा । 

( 4 ) जब माल की लदाई या उतराई की जा रही हो तब प्राधान 
को प्लंब के नीचे वर्गाकार रूप से उठाया जाएगा ताकि भार दोलायमान 
न हो । 

( 5 ) आधान की उठाई -धराई में नियोजित विशेष उत्थापक साधित्रों 
का प्रचालकों द्वारा केवल तभी प्रचालन किया जाएगा जब उनके पास 
उन संक्रियाओं के लिए पर्याप्त ज्ञान और कौशल हो । 

( 6 ) आधान की उठाई-धराई में नियोजित उत्थापक साधितों का 
प्रचालन किसी ऐसे संकेतक के मार्गदर्शन में किया जाएगा जो उचित 
रूप से प्रशिक्षित होगा । जब संकेतक क्रेन प्रचालक के साथ प्रभावी 
रूप से संपर्क करने की स्थिति में न हो तब अन्य प्रभावी संकेतक साधनों 
जैसे बाकी टाकी, लघुतरंग रेडियो आदि का प्रयोग किया जाएगा । 

( 7 ) जब किसी प्राधान को किसी चौकी में उतारा या उससे 
उठाया जा रहा हो, तब कोई व्यक्ति , उसके मूल गति उत्थापक की 
केबिन में नहीं रहेगा । 

( 8 ) कोई व्यक्ति किसी आधान पर खड़ा नही रहेगा जब 
( क ) वह उत्थापित या अवनबनित किया जा रहा हो । 
( ख ) दूसरा प्राधान उसके निकट उठाया या अवनबनित किया जा 

रहा हो । 
( 9 ) किसी भी व्यक्ति को ऐसे प्राधान विस्तारक द्वारा किसी 
प्राधान के शिखर तक नहीं उठाया जाएगा जो किसी केन या अन्य 
साधिन द्वारा उठाया जा रहा है । 

( 10 ) जब किसी आधान से शिखर तक पड़ने के लिए किसी 
सीढ़ी का उपयोग किया जाता है, तब सीढ़ी मजबूत संरचना की होगी , 
जिसमें फिसलनरोधी युक्तियां या उपयुक्त सुरक्षा प्रबंधों की व्यवस्था 
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और गहा गावश्यक है, कोई भक्ति गौड़ी के तने को पकाने 
के लिए होगा । 
( 11 ) अब कर्मकारों को आधानों के शिखर पर कार्य करना पड़े तब 
( क ) यह सुनिश्चित करना होगा कि फिसलन से बचने के लिए 

सतह शक और साफ हो ; 
( ख ) कर्मकारों, को प्राधानों के शिखर पर जाने के लिए और प्राधानों 

को खोलने तथा बंद करने के काम को करने के लिए उपयुक्त 

और सुरक्षित साधनों की व्यवस्था होगी । 
( 12 ) पद यानी आधान टर्मिनल के किसी भाग में उनके उपयोग के 
लिए चिन्हित बाद्यानों से भिन्न किसी अन्य रास्ते को अनुज्ञात नहीं किए 
जाएंगे । 

( 13 ) आधान, उसके परिवहनित किए जाने से पूर्व घुमावदार ताले 
बारा क या पैसिस से मजबूती से कस दिया जाएगा । 

( 14 ) डाक कार्य में नियोजित सभी प्राधानों पर परीक्षण , अनुरक्षण 
निरीक्षण और अनुमोदन किसी समम व्यक्ति द्वारा किया जाएगा । 


( 2 ) मशीनरी के खतनाक भागों को बाइको समभव नहीं था 
जाएगा जब मोगरी चालू हालत का प्रमोग में ही बाब हटाया जाता 
है तो उसे मशीनरी के पुनः सामान्य प्रयोग में लाने से पूर्व पुनः स्थापित 
किया जाएगा । 

( 3 ) किसी मशीनरी के किसी भाग को , जो बालू हो और 
जिसमें सुरक्षित रूप से बाड़ न लगाई गई हो , परीक्षा, स्नेहन , समायोजन 
या मरम्मत , सम्यक रूप से प्राधिकृत व्यक्तियों के सिवाय, नहीं को 
जाएगी । 

( 4 ) मशीन के पुजों को तभी साफ किया जाना चाहिए जब मशीन 
बन्द कर दी गई हो । 

( 5 ) जब मशीनरी सफाई या मरम्मत के लिए बन्द की गई हो , 
तब यह सुनिश्चित करने के लिए पर्याप्त साधन अपनाए जाने चाहिए 
कि यह असावधानी से पुन: चालू न हो जाए । 


86. भराई और खाली करना : 

( 1 ) भराई के लिए प्रयुक्त प्राधान स्वस्थ , शुष्क और दुर्गन्ध से मुक्त 
होंगे । 

( 2) प्राधानों को भराई . के लिए समुचित बत्तियों की व्यवस्था की 
जाएगी और बत्ती फिटिंग सुरक्षित रूप से अवस्थित होंगी । 

( 3 ) चैसिस में चढ़ाए गए प्राधान समुचित रूप से सुरक्षित और 
अवलंबित होंगे और भराई या खाली करते समय समुचित बिज प्लेटों का 
उपयोग किया जाएगा । 

( 4 ) ऐसे खतरनाक माल जिसके एक साथ सम होकृत करने की 
सिफारिश नहीं की गई है एक ही आधानप्रद में नहीं भरा जाएगा । 

( 5 ) ऐसे प्राधानों पर जिनमें खतरनाक माल भरा गया है अन्तर्राष्ट्रीय 
रूप से अनुमोदित लेवल लगाए जाएंगे । 

( 6 ) जब भराई या खालो करने के लिए फार्क लिपट को नियोजित 
किया गया हो तब कोई भी अन्य व्यक्ति प्राधान के अन्दर को भोर नहीं 


88. वैद्युत उपस्कर 

( 1 ) वधुत् उपस्कर मा सकिंद को लगाने, समायोजित करने, परीक्षण 
मरम्मत या विस्थापित करने या हटाने के लिए केवल सम्यक् रूप से 
प्राधिकृत व्यक्तियों को ही अन ज्ञात किया जाएगा । 

( 2 ) प्रणाली के प्रत्येक भाग से सभी दाब काटने के लिए दक्ष 
और उपयुक्त रूप से अवस्थित साधनों को ब्यवस्था की जाएगी , जैसा कि 
खतरे के निवारण के लिए आवश्यक हो । 

( 3 ) सभी सुबाह्य वैद्युत् उपस्करों को ठीक चालू हालत में रखा 
जाएगा और इसका प्रयोग में लाने से पूर्व प्रतिदिन कम- से-कम एक बार । 
किसी जिम्मेदार व्यक्ति द्वारा निरीक्षण किया जाएगा । 

( 4 ) बन्द स्थान में प्रयुक्त सुबाह्य विद्युत् प्रकाश या उपस्कर 
चौबीस वोल्ट या उससे कम का होना चाहिए । 

( 5 ) किसी ऐसे बन्द स्थान में जहां ज्वलनीय गैस, धुमां या गर्द के 
होने की सम्भावना हो , केवल ज्वलनरोधी विद्युत् उपस्कर का प्रयोग 
करना चाहिए । 

( 6 ) वैद्युत् उपस्कर के ममी नान-बरेंट वाले धातु के पुर्जी को , 
सुयोजित किया जाएगा या उन्हें सक्रिय होने से रोकने के लिए अन्य 
उपयुक्त उपाय किए जाने चाहिए । 

17) सुबाह्य या नम्य विद्युत् कंडक्टर हैवी ड्यूटी टाइप के होंगे 
और भारो, चालू गियर और चालू उपस्कर से मुक्त रखे जाएंगे । 

( 8 ) डाक कर्मकारों या उत्थापक साधिव , कन्वेयर , परिवहन उप 
स्कर और मशीनरी के नान -करंट वाले पुजों के आकस्मिक सम्पर्क में 
आने से उत्पन्न खतरे का निवारण करने के लिए सभी चल -कंडक्टरों को 
पर्याप्त रूप से विद्युतरोधो बनाया जाएगा या बाड़ लगाई जाएगी । 


होगा । 


( 7 ) किसी प्राधान की उस पर चिन्हांकित क्षमता से अधिक नहीं 
भरा जाएगा और प्रधान इस प्रकार भरे माएंगे कि आधानों के फर्श क्षेत्र 
के सर्वन भार विभाजन यथासंभव समान रहे । 

( 8 ) प्राधान में भाई या खाली करने की संक्रिया के दौरान धूम्रपान 
की अनुज्ञा नहीं हो जाएगी । 

( 9 ) भराई कार्य पूरा होने पर, प्राधान पर दरवाजा समुचित रूप 
से किसी ताले या आधान सील द्वारा सुरक्षित रूप से बंद किया जाएगा । 

( 10 ) जब किसी आधान को खाली किया जाना हो तब किसी 
स्योरा के बह जाने को संभावना को रोकने के लिए एक समय में केवल 
एक दरवाजा खोला जाएगा । 

( 11 ) प्रशीतन प्राधानों को भराई और खाली करने में नियोजित 
डॉक कर्मकारों के लिए समुचित संरक्षण वस्त्रों की व्यवस्था की जाएगी । 


89. भूमि पर डाक कर्मकारों के लिए परिवहन : डाक कर्मकारों को , 
उनके बक किए जाने के स्थान से कार्य क्षेत्र तक या दो कार्य क्षेत्रों के 
बोच जब इन स्थानों के बिंदुओं के बीच की दूरी दो किलोमीटर से 
अधिका हो , लाने-ले जाने के लिए उपयुक्त सुरक्षित परिवहन साधनों की 
व्यवस्था की जाएगी । 
90. डॉक कर्मकारों का चलमार्ग द्वारा परिवहन 

( 1 ) जब किसी डॉक कर्मकार को किसी पोत से या किसी पोत 
तक किसी डॉक कार्य को हारने के प्रयोजन के लिए जल मार्ग द्वारा 
जाना पड़े तो उसके सुरक्षित परिवहन के वयस्था करने के लिए समुचित 
उपाय किए जाएंगे । इस प्रयोग के लिए प्रयुक्त चलयान किसी जिम्मे 
भार आक्ति के भारपांधन में होंगे, और नुनक्षिा नौवहन के लिए समधि 

से मुमजिजन होंगे तथा जाहाना में अनुरक्षित होंगे । 


अ- प्रकीर्ण 
87. मोटर आदि को बाड़ लगाना 

( 1 ) सभी मोर , दांतदार, अंजोरों, और वर्षण गियर, गतिचालक 
पा , धुराड, मश:नरो, के खतरनाक और चल भाग ( भांत्रिक शक्ति से 
जालित हो या न हो ) और वाप नली को सुरक्षित रूप से बाढ़ लगाई 
जाएगी या प्रसंवाह के ढक्कन लगाया जाएगा । 


[ भागा II - - खंड 3(1 )]. 
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- ( 2) स्पनियम ( 2) मैं निर्दिष्ट परिवहन के साधम निम्मानिखित 
के अनुरूप हांग :-- -- 
( क ) डाक कर्मकारों को प्रतिकूल मौसम से पर्याप्त संरक्षण का उप 

बंध किया जाएगा ; 
( ख ) जलयान पर सक्षम प्राधिकारी द्वारा सम्यक् रूप से प्राधिकृत 

पर्याप्त और अनुभवी कर्मों दल काम करेंगे ; 
( ग ) यदि जलयान के बलवार्क 60 सेंटीमीटर से कम हैं तो डैक 

के ऊपर कम -से-कम एक मीटर की ऊंचाई पर उपयुक्त बाड़ 
सहित किनाराबन्दी को जाएगी । बाड़ में प्रयुक्त स्तम्भ , 
टैंक और वैसे ही भागों का अन्तर दो मीटर से अधिक नहीं 

होगा ; 
( घ ) डैक पर रक्षा बोथा को संख्या कम -से-कम कम दिल के सदस्यों 

को संख्या के बराबर होगो और दो से कम नहीं होगी ; 
( 6 ) सभी रक्षा बोयों को अच्छी स्थिति में रखा जाएगा और इस 

प्रकार रखे जाएंगे कि यदि जलयन डूबता है तो वे तैरते 
रहें , उक्त बोया में से एक अनुचालक को , तुरस्त पहुंच के 
भीतर होगा और अन्य यथासम्भव पीछे को ओर दूर स्थित 

होंगे और 
( च ) जलयान के अनुचालक की स्थिति ऐसी होगो कि वह युक्तियुक्त 

__ रूप से चारों ओर देख सके । 
( 3 ) ऐसे व्यक्तियों की संख्या , जो सुरक्षापूर्वक जलयान में ले गाए 
जा सकें सक्षम प्राधिकारी द्वारा प्रमाणित की जाएगी और स्पष्टतः तथा 
सहज दृश्य रूप से जलयान पर चिह्नित को जाएगी तथा ऐसा संख्या से 
अधिक नहीं होगी । 
11. दुर्घटनाओं की रिपोर्ट 
( 1.) किसी डॉक में ऐसी दुर्घटना की जो या तो - - . 

( क ) मृत्यु कारित करे ; या 
( ब ) किसी व्यक्ति को उस कार्य अयोग्य बना दे जिसक लिए 

उसे शेष दिन उस पारी के लिए जब दुर्घटना घटित हुई 
नियोजित किया गया था कि सूचना दुर्घटना के चार घंटे के 
भीतर तार, दूरभाष या विशेष संदेशवाहक द्वारा निम्नलिखित 
को तुरन्त भेजी जाएगी ; 
( i ) निरीक्षक को , 
( 2 ) कर्मकार के संबंधियों को जब दुर्घटना से डॉक कर्मकार की 

मृत्यु हो जाए या दुर्घटना से डॉल फर्मकार को दस दिम 

से अधिक के लिए नि: शक्त होने की संभावना हो ; और 
( 3) घातक दुर्घटना की दशा में निम्नलिखित को भी 

सूचना भेजी जाएगी 
( क ) निकटतम थाना के भारसाधक . अधिकारी ; . और 
( ख ) जिला मजिस्ट्रेट या यदि आदेश द्वारा जिला मजिस्ट्रेट 

ऐसा निदेश करे तो उपमण्डलीय मजिस्ट्रेट । 
( 2 ) उपविनियम ( 1 ) के खण्ड ( ख ) के अन्तर्गत आने वाली दुर्घटना 
की दशा में क्षतिग्रस्त व्यक्ति का प्राथमिक उपचार किया जायेगा और 
तत्पश्चात् तुरन्त उसे किसी अस्पताल या चिकित्सा के अन्य स्थान को 
अन्तरित किया जाएगा । 

( 3) वहां निर्योग्यता कारक दुर्घटना का पश्चातूवर्ती परिणाम डॉक 
कार्यकार की मृत्यु होती है, वहां मृत्यु की लिखित सूचना 
पश्चात् 72 घंटे के भीतर उपविनियम ( 1 ) में उल्लिखित प्राधिकारियों को 

जाएगी । 


( i ) खतरनाक घडवायों की निम्नलिखित श्रेणियों की रिपोर्ट , 
मृत्यु या नियोग्यता कारित हुई हो या पहीं उप विनियम ( 1 ) में विहित 
रीति से निरीक्षक को की जाएगी : - - 
( क ) उत्थापक साधिन या कन्वेयर का बह जाना या विफल होना 

मा रज्जुनों, जंजीरों या अन्य खुले गियरों और उत्थापक 
युक्तियों का टूट जाना या विफल होना या डॉक कर्म प्रयुक्त 
क्रेनों का उलट जाना, हेचवे ( फलका बोर्डी) का स्थोरा का 
स्लिंग से गिरना , इच बीम के विस्थापन से हब बीम मा 

आच्छादनों का गिरना ; 
( ब ) किसी दीवार, फर्श, गैलरी, छत, चबूतरा, मंच या प्रवेश के 

. सावन का ढह जाना या धंस जाना ; 
( ग ) रिसीवर का या भंडारण के लिए प्रयुक्त बलयान का किसी मैस 

मा किन्ही गैसों का ( इसमें वायु सम्मिलित है ) या किसी दूब 
या ठोस के सम्पीडन से तरिणामतः वातावरणिक दबाव से 

अधिक दबाव पर विस्फोर; 
( घ ) जहां डॉक कर्मकार नियोजित है, उस रॉक में विस्फोट या माग 

से किसी स्थान को नुकसान ; 
( इ ) परिवहन उपस्कर का बह जाना, डूब जाना या उला जाना 

या टकरा जाना ; 
( च ) जोखिम वाले स्थोरा का छलकना या रिसना, और उनके 

प्राधानों को नुकसान होना ; और 
( छ ) जहाजी माल वाहकों ( प्राधानों ) की टूट - फूड, झुक जाना या 
- नुकसान हाना ; 

( 5 ) यदि, उत्थापक साधिन, खुला गियर और परिवहन उपस्कर 
काम करना बन्द कर दे तो संबंधित साधिन , गियर या उपस्कर और स्थल 
की जब तक किसी निरीक्षक द्वारा निरीक्षण न कर लिया जाये, यथासाध्य 
कोई छेड़छाड़ नहीं की जाएगी । 

( 6 ) उपविनियम ( 1 ) और उपविनियम ( 4 ) के अधीन दी गई 
प्रत्येक सूचना घटना के 72 घंटे के भीतर प्ररूप 12 में लिखित रिपोर्ट 
निरीक्षक को पेश की जाएगी और समुचित अभिस्वीकृति प्राप्त की जाएगी , 
परन्तु यह कि उपविनियम ( 1 ) के खण्ड ( ब ) के अधीन दुर्घटना की दशा 
में ऐसी लिखित रिपोर्ट केवल तब पेश करनी चाहिए जब डॉक कर्मकार 
उस कार्य से जिस पर वह नियोजित किया गया था , दुर्घटना के समय से 
अड़तालीस घंटे से अधिक के लिए कम से निशक्त हो गया हो । 


92. कतिपय रोगों की अधिसूचना : 

( 1 ) अब कोई डॉक कर्मकार अनुसूची 5 में चितिरिष्ट किसी रोष 
से संक्रामित होता है तो प्ररूप 11 में उसकी सूचना वियोजक बारा रम्य 
निरीक्षक को भेजी जाएगी । 

( 2 ) यदि कोई चिकित्सा व्यवसायी पूर्वोक्त अनुसूची में विनिर्दिष्ट 
किसी रोग से ग्रस्त किसी डॉक कर्मकार की चिकित्सा करता है तो वह 
चिकित्सा व्यवसायी बिना विलंब के महानिदेशक , कारखाना सलाह सेवा 
और श्रम संस्थान , केन्द्रीय श्रम संस्थान भवन , सिप्रोन , मुम्बई- 400022 
को संबोधित एक सूचना रोगी और रोग का नाम पूर्ण ब्यौरा देते हुए 
भेजेगा । 


3. सुरक्षा अधिकारी : 

( 1 ) प्रत्येक पत्तन प्राधिकारी और डॉक श्रम बोर्ड अनुसूचौं 3 में 
अधिकथित मान के अनुसार सुरक्षा अधिकारियों को नियोजित करेगा । 

( 2 ) डॉक पार्षकारों प्रत्येक दुसरा विडोजक परे म 
सुरमा पधिकारी नियोजित करेगा परन्तु नियोजय एक अपूरपासन 
और मुख्य निरीक्षक को लिखित भनुशा लेफर उस समूह के लिए सुरक्षा 
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अधिकारियों की अनुसूची 3 में अधिकथित मान के अनुसार नियुक्त कर 
सकेंगे । 

( 3 ) सुरक्षा अधिकारी के कर्तव्य , पाहताएं और सेवा की शर्ते वैसी 
ही होंगी जो अनुसूची 3 में उपबंधित है । 

( 4 ) सुरक्षा अधिकारी की सहायता 
करेंगे जो मुख्य निरीक्षक से अनुमोदित करा लिए जाएंगे । 


94. अनुज्ञप्ति का नवीकरण : 
___ पत्तन प्राधिकारी डॉक कर्मकारों के नियोजक की अनुज्ञप्ति का नवीकरण 
करने से पहले मुख्य निरीक्षक या निरीक्षक से सुरक्षा पालन और विनियमों 
के अनुपालन के संबंध में रिपोर्ट प्राप्त करेगा और अनुज्ञप्ति के नवीकरण 
की मंजूरी के समय रिपोर्ट पर ध्यान देगा । 


भाग - - 4 


स्वास्थ्यः 


95. सफाई : 
. ( 1 ) पोत, डॉक में सभी स्थान और वे सभी क्षेत्र, जो डॉक में उस 
स्थान के निकट हैं जहां डॉक कर्मकार नियोजित किए जाने हैं साफ 
और कूड़ा-कचरा या दुर्गन्ध से, जो किसी नाली , शौचालय या अन्य 
न्यूसेन्स से उत्पन्न हो , मुक्त रखे जाएंगे । 

( 2 ) पोतों और डॉक क्षेत्र से कूड़े के सभी ढेरों का किसी ईसीनेरेटर 
( भस्मकारी यंत्र ) में जलाकर या अन्य उपयुक्त साधन द्वारा निपटान 
किया जाएगा । 

( 3) सुरक्षा या स्वास्थ्य को परिसंकट या न्यूसेन्स पदा करने वाला 
सभी क्षतिग्रस्त या क्षयग्रस्त स्थोरा उस कार्य स्थान से हटा दिया जाएगा 
या उसका निपटान कर दिया जाएगा, जहां डॉक कर्मकार नियोजित किए 
जाते हैं । 


परन्तु यदि बर्फ पेय , बस में मला जाता है तो वह स्वच्छ मोर 
स्वास्थ्यप्रद होगा और पत्तन के स्वास्थ्य अधिकारी द्वारा लिखित रूप में 
स्वीकृत स्तरों से प्राप्त किया जाएगा । 

( 4 ) प्रत्येक पेय जल केन्द्र को स्वच्छ और सुव्यवस्थित हाऊस में 
रखा जाएगा और यदि आवश्यक हो तो किसी सुयोग्य व्यक्ति के प्रभार के 
अधीन रखा जाएगा , जो पानी का वितरण करेगा । ऐसे व्यक्ति को 
कर्तव्यार होने पर साफ कपड़े दिए जाएंगे । 

( 5) पेय जल केन्द्र मौसम में सुरक्षित तथा पर्याप्त रूप से नालीयुक्त 
रहेंगे । 

( 6 ) पानी के भण्डारण की टंकी या आधान को हमेशा स्वच्छ और 
स्वास्थ्यकर हालत में रखा जाएगा । 

( 7 ) निरीक्षक लिखित आदेश द्वारा ऐसे किसी समय या ऐसे किसी 
अंतराल से जैसा वह निदेश करे पत्तन प्राधिकारी को यह निदेश दे सकेगा 
कि वह पत्तन के स्वास्थ्य अधिकारी से डॉक कर्मकारों को प्रदान किए गए 
जल की मानवीय उपभोग के लिए उपयुक्तता के संबंध में रिपोर्ट अभिप्राप्त 
करे और प्रत्येक दशा में स्वास्थ्य अधिकारी से ऐसी रिपोर्ट प्राप्त होते ही , 
उसकी एक प्रति निरीक्षक को प्रस्तुत करे । 
97. शौचालय और मूत्रालयः 

( 1 ) प्रत्येक डॉक में अनुसूची 8 में दिए पैमाने पर शौचालय और 
मूत्रालय स्थान की व्यवस्था की जाएगी, जो सुविधाजनक रूप से अवस्थित 
होगी और सभी समय डॉक कर्मकारों की , जब वे कार्य कर रहे हों , सहन 
पहुंच के भीतर होगी । ऐसे सुविधा स्थान और वहां तक पहुंचने का मार्ग 
पर्याप्त रूप से प्रकाशयुक्त और संवातित होगा । 

( 2 ) जहां महिला कर्मकार नियोजित हो वहां पृथक शौचालय की व्यवस्था 
की जाएगी । 

13 ) शौचालय और मूवालयों के फर्श और दीवारों तथा स्वच्छता 
खंडों में काचित टाइब्स बिछायी जाएगी या अन्यथा ऐसे परिसज्जित 
किया जाएगा कि कम से कम 90 सें . मी . की ऊंचाई तक सतह चिकनी 
परिष्कृत अभद्य हों । 

( 4 ) ऐसे सभी सुविधा स्थानों को सभी समय समय स्वच्छ और 
साफ हालत में रखा जाएगा । शौचालों और मूत्रालयों के फर्श, पार्व 
वर्ती दीवारें और सफाई फैन दिन में कम से कम एक बार समुचित 
अपमानकों और विसंक्रमकों या दोनों से पूर्ण रूप से धोया और । साफ 
किया जाएगा । 

( 5 ) प्रत्येक शौचालय प्राच्छादित और इस प्रकार विभाजित किया 
गया होगा कि एकान्त सुनिश्चित करे और उसमें समुचित दरवाजा अर्ग 
लयुक्त हो । 

( 6 ) प्रत्यक शौचालय और मूत्रालय की दीवारों, छतों और विभाजन 
पर सफेदी या रंग पुताई की गई हो तथा कम से कम चार मास में एक : 
बार सफेद पुताई या रंग पुताई की जाएगी तथा इसका अभिलेख रखा 
जाएगा । 

(17 ) जहां नल का जल प्रदाय उपलब्ध हो , वहां जिससे शौचालय 
स्थानों में या उनके प्रासपास पर्याप्त संख्या में नलों की व्यवस्था की जाएगी 
जहां सुविधापूर्वक पहंचा जा सके । 

(18 ) जहां नल का जल प्रदाय उपलब्ध नहीं है वहां शौचालय के 
निकट पर्याप्त मात्रा में जल भंडारण की व्यवस्था की जाएगी । 
११. थूकदान : 

( 1 ) डॉक के प्रत्येक भाग में , जिसमें भंडागार और भडार स्थान 
भी सम्मिलित हैं, पर्याप्त संख्या में थूकदानों की सुविधाजनक स्थान 
में व्यवस्था की जाएगी और उन्हें स्वच्छ तथा स्वास्थ्यकर स्थिति में बनाए 
रखा पाएमा । 


96. पेयजल : 


( 1 ) ( क ) प्रत्येक पोत के फलक पर और प्रत्येक डॉक में वहां 
नियोजित सभी डॉक कर्मकारों के लिए स्वास्थ्यप्रद पेय जल की प्रभावपूर्ण 
व्यवस्था सुविधाजनक रूप से अवस्थित समुचित स्थलों पर पर्याप्त प्रदाय 
बनाए रखने के लिए ही की जाएगी : 

परन्तु पेयजल का स्थल उस स्थान से जहां डॉक कर्मकार नियोजित 
है 100 मीटर के भीतर उपलब्ध हो । 

( ख ) मध्यधार स्थित प्रत्येक पोत क फलक पर उसमें नियोजित 
सभी डॉक कर्मकारों के लिए स्वास्थ्यकर पेयजल का पर्याप्त प्रदाय करने 
और बनाए रखने की प्रभावी व्यवस्था की जाएगी । 

( ग ) पीने के लिए दिये जाने वाले जल की पूर्ति लोक जल प्रदाय 
प्रणाली से की जाएगी या अन्यथा किसी अन्य स्रोत से की जाएगी जिसे 
पत्तन के स्वास्थ्य अधिकारी द्वारा लिखित रूप से स्वीकृत कर दिया गया 
हो । 

( 2 ) ऐसे सभी स्थलों पर ऐसी भाषा में जो बहुसंख्यांक डॉक 
कर्मकारों द्वारा समझी जाती हो सुपाठ्य अक्षरों में पेय जल अंकित किया 
जाएगा और कोई ऐसा स्थल किसी प्रक्षालय स्थल , मूत्रालय या शौचालय 
से , छह मीटर के भीतर अवस्थित नहीं होगा जब तक कि कोई न्यूनतर 
दूरी द्वारा लिखित रूप में स्वीकृत न की जाए । 

( 3 ) प्रत्येक डॉक में डॉक कर्मकारों को प्रदाय किया जाने वाला 
यजल गर्मी के मौसम के दौरान बर्फ या अन्य प्रभावशाली उपाय से शीतल 
किया हुमा होगा । 
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भारत का राजपत्र असाधारण 
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बार व्यक्ति के मारतान में बाएंगे वो शावमिक उपचार मिला 
मैं प्रशिक्षित हों और कार्य समय के दौरान हमेश तुरन्त उपलब रहे । 

( 3 ) प्रत्येक प्राथमिक उपचार पेटी, और कपबोर्ड पर स्पष्ट रूप 
प्रापचिक उपचार " चिह्नित होगा और अनुसूची 6 में विनिर्दिष्ट सामग्रियों 
से सुसज्जित होगा । 


( a ) कोई व्यक्ति डॉक बोध याशिवाय और कही कहीं 
नहीं थकेगा तथा समुचित गगहों पर इस व्यवस्था की सूचना सहा दृश्य 
रूप से प्रदर्शित की जाएगी । 

( s ) जो कोई उपविनियिम ( 2 ) का उल्लंघन करते हुए थकेगा वह 
दस रुपए तक के जुर्माने से दण्डनीय होगा । 

( 4 ) थूकदान अनुमोदित किस्म का होगा । 

( 5 ) थूकदान को प्रत्येक दिन कम से कम एक बार खाली, साफ 
और विसंक्रामिक किया जाएगा । 
99. पोतों पर डॉक क्षेत्र में इसमें प्रलीतन पेटा सम्मिलित है मंवातन 
और तापमान: 


प्रत्येक डॉक पर प्रत्येक भवन य. कोई अहाता या कोई प्रशीतन पेटा 
या चैम्तूर या प्रशीतन प्राधान में जहां डॉक कर्मकार नियोजित है, ताजा 
वायु के परिचालन द्वारा पर्याप्त संवा तन और ऐसा तापमान और वायु 
संचालन सुनिश्चित करने और बनाए रखने के लिए तथा उसमें डॉक 
कर्मकारों के प्राराम के लिए समुचित सुविधा सुनिश्चित करने और 
स्वास्थ्य को क्षति प्रकारित करने के लिए प्रभावी और उपयुक्त व्यवस्था 
की जाएगी । 


102. एम्बुलेंस कमराः 

( 1 ) ऐसे प्रत्येक आक या डॉक के किसी भाग में नहीं डॉक कर्मकार 
सामान्यतया नियोजित हैं, कोई प्रभावी संचार प्रणाली साहित एम्बुलेंस 
कमरा की व्यवस्था की जाएगी और उनका अनुरक्षण किया जाएगा और 
वह किसी ऐसी अहित नर्स के भारसधान में होगा जो सदैव सुलभ तां से 
कार्य के समय के दौरान उपलब्ध रहेगी तथा एम्बुलेंस कमरा पूर्ण रूप से 
किसी अहित चिकित्सा व्यवसायी के भारसाधन में होगा । 

( 2 ) एम्बुलेंस कमरा एक पृथक कमरा होगा जो केवल प्राथमिक 
चिकित्सा उपचार और विश्राम के प्रयोजन के लिए काम में लाया जाएगा । 
इसका तल क्षेत्र कम से कम दस वर्गमीटर का होगा और चिकनी तथा 
मजबूत अप्रवेश्य भित्तियां और फशं होंगी और पर्याप्त रूप से संवातित 
होंगी और प्राकृतिक तथा कृत्रिम साधनों द्वारा प्रकाशयुक्त होगा । पर्याप्त 
पीने के पानी की व्यवस्था होगी और कमरा अनुसूची 5 में विनिर्दिष्ट 
बस्तुओं से सुसज्जित होगा । 

( 3) एम्बुलेंस कमरे में उपचार किए जाने वाले सभी दुर्घटना और 
रुग्णता के मामलों का अभिलेख रखा जाएगा और निरीक्षक के मांग किए 
जाने पर पेश किया जाएगा । 


भाग- 5 


कल्याण 


100. धावन सुविधाएं 

- ( 1 ) प्रत्येक डॉक , विश्रामशाला, पुकार स्टैण्ड और जलपान गृह में 
धावन के लिए पर्याप्त और समुचित सुविधाओं की व्यवस्था की जाएगी 
और उन्हें डॉक कर्मकारों के उपयोग के लिए रखा जाएगा तथा ऐसी 
सुविज्ञाएं आसानी से पहुंच के भीतर होंगी और उन्हें स्वच्छ और सु 
व्यवस्थित स्थिति में रखा जाए ।। । धावन सुविधा में ऐसे कांचित वाश 
वेसिन ( धावन पात्र ) सम्मिलित है जिनसे टोटी लगी होगी । 

( 2 ) जहां डॉक कर्मकार विषैला, संक्रामक या क्षोभण पदार्थों या 
तेल ग्रीज या धूल द्वारा त्वचा संदूषण के लिए उच्छन्न हों वहाँ अल -। 
अलग कमरों में परिवेष्टित श. वर बाथ को जिनके प्रवेश द्वार समुचित 
रूप मे प्रावृत्त हों पर्याप्त संख्या में व्यवस्था की जाएगी । 


103. एम्बुलेंस वाहनः 

प्रत्येक डॉक पर उपयोग के लिए उपयुक्त रूप से सग्निर्मित मोटर 
एम्बुलेंस वाहन और लांच की व्यवस्था की जाएगी जिसे दुर्घटना और 
रुग्णता के गंभीर रोगियों के लाने ले जाने के लिए अच्छी हालत में रखा 
जाएगा । 
10 4. स्ट्रेचरः 

उपयुक्त स्ट्रेचर की जिसके अन्तर्गत कोई नील राबर्टसन स्ट्रेचर या 
कोई अन्य उपयुक्त स्लिग स्ट्रेचर भी है, प्रत्येक डॉक घर सुविधाजनक 
स्थानों में पर्याप्त संख्या में व्यवस्था की जाएगी ताकि वे किसी आपातकाल 
में सुगमता से उपलब्ध हो सकें । 
10 5. पाश्रय या विश्राम शेड और भोजन कम : 

( 1 ) उस प्रत्येक डॉक में जिसमें सामान्यतः 150 से अधिक डॉक 
कर्मकार नियोजित किए जाते हैं, पेय जल और धुलाई को सुविधामों की 
व्यवस्था सहित पर्याप्त और उपयुक्त माश्रय या विश्राम शेडों भौर उपयुत 
भोजन कक्षों की जहां डॉक कर्मकार अपने द्वारा लाए गए भोजन को 
खा सकें , सुविधाजनक स्थानों में व्यवस्था की जाएगी और उनके उपयोग 
के लिए अनुरक्षित किया जाएगा । 


( 3 ) प्रत्येक डॉक में अनुसूची 8 से अधिकथित पमाने पर इन सुविधाओं 
की व्यवस्था की जाएगी । 

( 4 ) प्रत्येक धावनपात्र, स्टैण्ड पाइप और शावर के नाँचे और निकट 
फर्श या सतह पर इस प्रकार बिछाई या परिष्कृत की जाएगी कि वह 
चिकनी दुभेद्य समतल बन सके और यह पर्याप्त रूप से नालीयुक्त होगी । 

( 5) धाबन सुविधाओं की जलपूर्ति डॉक में नियोजित डॉक कर्मकारों 
की संख्या को ध्यान में रखते हुए पर्याप्त होगी और ऐसे स्रोत से होगी 
जो पतन के स्वास्थ्य अधिकारी द्वारा लिखित रूप में स्वीकृत हो । 
101. प्राथमिक उपचार पेटिकाः 

( 1) प्रत्येक डॉक में और प्रत्येक पोत फलक पर पर्याप्त संख्या में 
प्राथमिक उपचार पेटिकाएं या कपबोर्डों को व्यवस्था की जाएगी और उनका 
अनुरक्षण किया जाएगा ताकि सभी कार्य समय के दौरान और सुगमता से . 
पहुंच के भीतर हों । 
___ परन्तु निकटतम प्राथमिक उपचार पेटिका या कपबोर्ड की दूरी किसी 
भी कार्य स्थल से 200 मीटर से अधिक नहीं होगी । 

( 2 ) पेटियों और कपबोर्डों में साधिनों भौर प्राथमिक उपचार के 
लिए अपेक्षित वस्तुओं के सिवाय कुछ भी नहीं रखा जाएगा । ऐसी भी 
पेडियो भीर कपबोर्ड इस प्रकार रखे जाएंगे कि वे धूल या अन्य बाब 
वस्तु के विरुद्ध और आर्द्रता के भीतर घुसने के विरुद रहे। ऐसे जिम्म 


परन्तु विनियम 106 के अनुसार अन रक्षित कोई भी कण्टीन इस 
विनियम की अपेक्षा का भागरूप मानी जाएगा । 

परन्तु यह और भी कि जहां भोजन कक्ष की व्यवस्था है वहां कोई . 
डॉक कर्मकार ऐसे भोजन कक्ष को छोड़कर डॉक की प्रसीमा में कोई नोज न 
नही खाएगा । 

( ३ ) प्रत्येक विश्राम शैड में भोजन और कूड़ा कचरे के लिए 
प्राच्छादित पात्रों को व्यवस्था और उनका उपयोग किया जाएगा । इन 
पाखों की प्रत्येक पारी में कम से कम एक बार खानी किया जाएगा । 

( 3 ) पविनियम ( 1 ) के अधीन उपबन्धित किए जाने वाले पाश्चय 
या विश्राम कक्ष और भोजन का पर्यात प से प्रकाशयुक्त पीर सवातित 
होरोपौर साफ सुथरी पशा में अनुरक्षित रखे जाएंगे । 
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____ 10 . या विकारा 

( 1 ) प्रत्येक पतन प्राधिकारा पार डाक श्रम बार अन् सूना 10 
में अधिकथित कर्तव्यों, अर्हताओं और सेवा शर्तों वाले अनेक कल्याण 
अधिकारी मियोजित करेगा । 


( 2 ) डॉक कर्मकारों. का प्रत्येक दूसरा नियोजक , कम से कम एक 
कल्याण अधिकारी नियोजित करेगा परन्तु नियोजक एक समूह बना सकेंगे 

और मुख्य निरीक्षक की लिखित अनुज्ञा लेकर उस समूह के लिए अनुसूची 
10 में यथाविनिर्दिष्ट कल्याण अधिकारी नियुक्त कर सकेंगे । 


भाग - 6 


विशेष उपबंध 


110. दुर्घटना प्रादि का विवरण : 

पत्तन प्राधिकारी , डॉक श्रम बोर्ड और डॉक कर्मकारों के अन्य 
नियोजक इन विनियमों के अधीन प्ररुप 13 में रिपोर्ट करने योग्य दुर्घटनामों 
का मासि विवरण निरीक्षक को भेजेगा । 


10 . गादी (अपाय ) 
___ ( 1 ) किसी औक में या डॉक के किसी भाग में जहाँ साधारणतः 
250 से. अधिक डॉक कर्मकार नियोजित हैं या नियोजित किए जाने को 
प्रतीक्षा में हैं , कार्य क्षेत्र में या उसके समीप पर्याप्त जलपान गृह सुविधाओं 
की ब्यवस्था की जाएगी और उसे सभी डॉक कर्यकारों के उपयोग के लिए 
पत्तन प्राधिकारियों और डॉक श्रम बाडौँ द्वारा हानाद रखा जाएगा । जल 
पान गृह एसे सभी समय कार्य करेगा जब एक बार में पच्चीस या उससे 
अधिक डॉक कर्मकार नियोजित हों । 

( 2 ) जलयान गृह अन सूची 9 में अधिकथित अपेक्षाओं का पूरा 
.. करेगा । 

( 3 ) प्रत्येक डाक में पर्याप्त संख्या में चल कैण्टॉनों की व्यवस्था कों 
जाएगी जिसमें चाय पी . हल्के फ़ल्के जलपान की ब्यवसस्था होगी । 
10 7. डॉक कर्मकारों को चिकित्सीय परीक्षा 

( 1 ) यह सुनिश्चित किया जाएगा कि सभी कर्मकारों को -- 
( क ) के पहली बार नियोजित किये जाने या उत्थापक साधितों 

और परवहन उपस्करों के प्रचालान के लिए चयन किए जाने 
. . . या प्रशिक्षण दिय जाने से पूर्व . 
( ख ) कालिक रूप से ऐसे अंतरालों पर जा म . ख्य निराक्षक द्वारा 

. कार्य में अन्तनिहित जोखिम और दर्शाएं जिनके अधीन का 

____ संपादन किया किया गया हैं को यान में रखते हुए आवश्यक 
ममझे जाएं , चिकित्सीय परीक्षा की जाये ।। 

( 2 ) ( क ) जहां कहीं आवश्यक समझा जाए, चिकित्सीय परीक्षा के 
अन्तर्गत एक्सरे और विकृतिविज्ञान प्रयोगशाला परीक्षा भी है । 
. ( ख ) उपविनियम ( 1 ) ( क ) , ( ख ) और ( 2 ) ( क ) के अधीन 
विहित चिकित्सीय परीक्षा , अनुसूची 11 के अनुसार होती और किसी भी 
कर्मकार से उसके लिए प्रभार नहीं लिया जाएगा । 

( 3 ) ऐसे कर्मकारों की दशा में जो विशेष उपजीविकिाजन्य स्वास्थ्य 
जोखिम के लिए उच्छन्न होते हैं कालिक चिकित्सीय परीक्षा के अन्तर्गत 
कोई विशेष प्रा. संधान जिसे उपजीविकाजन्य रोग के निदान के लिए 
अावश्यक ममझा जाए , भी है । 

( 4 ) चिककत्सीष परीक्षा के मोरे अपका रूप से आभलिखित किए 
जाएंगे और निरीक्षक को मांग किए जाने पर उपलब्ध कराए जाएगे 

( 5 ) यदि चिकित्सा अधिकारी की रोय में इस प्रकार चिकित्सीय 
परीक्षित किसी डॉक कर्मकार के स्वास्थ्य संरक्षण के लिए डॉक कम से 
पथक करना अपेक्षित है , वह पत्तन प्राधिकारियों या डॉक श्रम बोर्ड या 
अन्य डॉक कर्मकारों के नियोजकों को , जोसी भी स्थिति हो , तदन सार 
निदेशित कर सकेगा । स्थापि इस प्रकार पृथक् किए गए डाक कर्मकार 
के कपिल्क नियोजन की ब्यवस्था की जाएगी जब तक चिकित्सा अधिकारी 
की राय में वह पूर्णत अशक्त न हो । ऐसे मामले में प्रभावित कर्मकार 
का उपप. क्षत रूप से पुनर्वास किया जाना चाहिए । 


____ 111. डॉक कर्मकार उत्तरदायी व्यक्तियों आदि का प्रशिक्षण : 

(1 ) डॉक कर्मकारों के सभी प्रवर्गो , उत्तरदायी और प्राधिकृत 
व्यक्तियों को , उनके कार्य को प्रकृति और कर्तव्यों का पालन करने के लिए 
अपेक्षित कुशलता पर निर्भर रहन ए आरंभिक और आवधिक प्रशिक्षण 
देना होगा । अधिनियम और विनियमों के अधीन उपबंधों के अनुसरण में 
लो जाने वाली पूर्वावधानियां और सुरक्षा संबंध पहलु प्रशिक्षण के अन्तर्गत : 
आएंग । 

। 
( ३ ) सभी प्राथमिक उपचार कार्मिकों को इस प्रयोजन के लिए 
किसी अहित चिकित्सा अधिकारी द्वारा प्रशिक्षण दिया जाएगा , जिसके 
अन्तर्गत पुनश्चर्या पाठ्यक्रम भी है । 


112. आपात कार्य योजना : 


सभी पत्तनों में ऐमी अनुमोदित आपात कार्य योजना होगी जो निम्न 
लिखित प्रकार के आपात निपटने के लिए मुख्य निरीक्षक को स्वीकार्य 


( क ) अग्नि और विस्फोटक ; 

( ख ) उत्थापक साधित्रों का काम न करना और भवनों , शेडों आदि 
का ढह जाना ; 

( म ) गैस रिसन और परिसंकरमय माल का छलकमा ; 

( क ) डॉक कर्मकारों का बना , यानों का बना, डॉक बेसिक से । 
परिवहन उपस्कर निकालना ; और 

( 3 ) बाढ़ तूफान और अन्य प्राकृतिक विपत्ति । 


113. संक्षिप्तयों का संप्रदर्शन : । 

प्रत्येक डॉक में अधिनियम और उसके अधीन बनाए गए विनियमों । 
को संक्षिप्तियां प्ररूप 10 और 11 में संप्रदर्शित की जाएंगी । 


108. सूचनाएं 

प्रत्येक डॉक पर सहज दृश्य स्थानों पर सूचनाएं प्रदर्शित की जाएंगी 
जिनमें निम्नलिखित बात दर्शायी जाएंगी.... 

( क ) निकटतम प्राथमिक उपचार पेटी या कपबोर्ड की अवस्थिति 
. या स्थान जहां पर उनका भारमाधक ब्यक्ति उपलब्ध हो , 
( ख ) एम्बुलेंस कमरा , स्ट्रेचरों या अन्य साधिनों को अवस्थिति ; और 
( ग ) एम्स में भाई और अधि की अवस्थिति , निकटतमटेलीफोन 
. संपताल या अन्य स्थान का नाम और टेलीफोन संख्या 

जहां से ऐसी सड़ी या लाच प्राप्त की जा सके । 


114. सुरक्षा समिति : 

( 1 ) प्रत्येक पत्तन में , एक सुरक्षा समिति गठित की जाएगी जिum. 
प्रधान एक ऐसा अधिकारी होगा जो पतन का उपाध्यक्ष रैक से नीचे का : 
म . हो । सुरक्षा समिति के मुख्य कृत्य निम्नलिखित होंगे : 

( क ) दुर्घटनामों के कारणों और डॉक के कार्य से अनुरक्षित प्रभाभों 
" का अन्वेषण करना और उपचारात्मक उपाय सुझाना ; 


[ भाग 11 - - खंड 3( i)] . 


भारत का राजपत्र : असाधारण । 
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( ख ) सुरक्षा पर सुरक्षा प्रतियोगिता , सुरक्षा के विवर्ष पर बाएं 

पीर फिल्मशो प्रायोजित करके , इश्तहार तैयार करके या इसो 
प्रकार के अन्य उपाय करके पुरमा में नियोजकों और कर्मकारों 

को अभिरुचि बढाना ; 
( ग ) असुरक्षित प्रथाओं की जांच करने और असुरक्षित स्थितियों 

का पता लगाने की दृष्टि से डॉक के इर्द -गिर्द जाना और उनके 

सुधार के लिए उपचारात्मक उपायों को सिफारिश करना ; 
( घ ) पर्यवेक्षो कर्मचारिवृन्द और कर्मकारों के लिए प्रशिक्षण कार्यक्रम 

का आयोजन करना - ; 
( क ) भिन्न -भिन्न प्रकार के स्थोरा को उठाई धराई के संबंध में 

स्वास्थ्य परिसंकटों की जांच -पड़ताल करना और उपचारात्मक 
उपाय , जिसके अन्तर्गत उचित वैयक्तिक संरक्षात्मक उपस्कर 

का उपयोग भी है, सुआना ; और 
( च ) डॉक के भीतर कल्याणकारी सुविधाओं के सुधार के लिए उपाय 

और डॉक कार्य में सुरक्षा , स्वास्थ्य और कल्याण के प्रकीर्ण 

पहलु सुझाना । 
( 2 ) सुरक्षा समिति पत्तन के अध्यक्ष द्वारा गठित की जाएगी और 
इसमें पत्तन अधिकारियों के अतिरिक्त पत्तन उपयोक्ताओं के प्रतिनिधि , 
मान्यताप्राप्त श्रमिक संघ और मख्य निरीक्षक होंगे । । 

( 3 ) सुरक्षा समिति को नियमित अन्तरालों पर एक बार कम से कम 
प्रत्येक तिमाही में बैठक होगी और बैठकों के कार्यवृत्त पत्तन के संबंधित 
विभागों या अमिकरणों या संगठनों को परिचालित किए जाएंगे । 

( 4 ) सुरक्षा समिति के विनिश्चयों और सिफारिशों का पत्तन 
उपयोक्ताओं या डॉक कर्मकारों के नियोजकों द्वारा अनुपालन किया जाएगा । 


( 4 ) चिकिासा सेवाएं भूमितल पर अायत होगी । पतन या डॉक 
के सभी कार्य स्थलों में सुविधापूर्वक पढेष के भीतर होगी । इस प्रकार 
से डिजाइन की जाएंगी कि स्ट्रेचर बक्सों का परिचालन सुविधापूर्वक 
किया जा सके तथा जहां तक साभ्य हो अत्याधिक शोर , धूल या अन्य 
उपद्रवों से रक्षित रहे । 

( 5 ) चिकित्सा सेवा के परिसर में परिचारिक. ओं और अन्य कार्मिकों 
के लिए समुचित स्थान -सुविधा के अलावा कम से कम एक प्रतीक्षा कक्ष, 
एक परामर्श कक्ष , एक चिकित्सा कक्ष और प्रयोगशाला होंगे । 

( 6 ) प्रतीक्षा, परामर्श और चिकित्सा के लिए कमरे 
( क ) प्रशस्त, समुचित रूप से प्रकाश मुक्त और संवातित और जहां 

जहां आवश्यक हो तापित या वायु प्रशांतित होंगें ; और 
( ख ) उनमें प्रज्ञालनीय प्राचीरें, फर्श और क्सिचरें होंगी । 

( 7 ) चिकित्सा सेवाओं को सम्चित चिकित्सीय और प्रयोगशाला 
सुविधाओं तथा ऐसे प्रलेखन को जिनको अपेक्षा इमके कार्य के लिए हो , 
व्यवस्था की जाएगी । . 

( 8 ) चिकित्सा सेवा डॉक कर्मकारों की चिकित्सा परीक्षा और अन्य 
क्रियाकलाप से संबंधित अभिलेख रखेगी और निम्नलिखित के विषय में 
पर्याप्त जानकारी देगी : 

( क ) डॉक कर्मकारों के स्वास्थ्य को हालत; और 
( ख ) व्यवसाय विषयक ज्ञतियों की प्रकृति, परिस्थिति और परिणाम । 
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11 5. डॉक कर्मकारों के लिए व्यवसायिक स्वास्थ्य सेवाएं : 


( 1 ) प्रत्येक पत्तन में या तो एक विशेष चिकित्स . सेव , या व्यावसा . 
यिक स्वास्थ्य सेवा समो समय उपलब्ध होगी और इसके निम्नलिखित 
कृत्य होंगें : - - 


116. नियोजक की साधारण बाध्यताएं ; . 

( 1 ) नियोजक कार्य का प्रकार, कार्यकरण स्थितियां और कर्मकार 
की आयु , लिंग, व्यवसायिक कुशलत. तथा अन्य अहंताओं का ध्यान रखते 
हुए कर्मकार के दुर्घटना या स्वास्थ्य के लिए भतिकारित होने को जोखिम 
से संरक्षण प्रदान करने के लिए युक्तियुका रूप ले समो आवश्यक कदम 
उठाएगा । 

( 2 ) नियोजक यह सुनिश्चित करेगा कि कार्यकरण स्थल , उसके पहुंच 
मार्ग और पहुच के माधन इन विनियमों के अनुरूप और अन्यथा भी सुरक्षित 
स्थिति में हैं । 

( 3 ) नियोजक कर्मकारों का कार्य नियत करते समय कर्मकार के 
प्रशिक्षण कुशलता और अन :व का ध्यान रखेगा उसके प्रशिक्षण , कुशलता 
और अनुव को ध्यान में रखते हए मार को यह कार्य नही सौंप , 
जाएगा जिसके संभावित खतरों और पूर्वावधानियों के संबंध में उसने पति 
शिक्षण प्राप्त न किया हो । 


( क ) प्राथमिक उपचार और आपात चिकित्सा की व्यवस्था ; 
( ख ) डॉक कर्मकारों को पूर्व नियोजन, कालिक और विशेष चिकित्सोय 

परोक्षा ; 
( ग ) प्राथमिक उपचार कार्मिकों का कालिक प्रशिक्षण ; 
( घ ) निगरानी करने और कार्य स्थलों पर हालात और डाक कर्मकारों 

के स्वास्थ्य को प्रभावित कर सकते वालो सुविधाओं के संबंध 

में सलाह देना ; 
( 6 ) डॉक कर्मकारों की स्वास्थ्य शिक्षा को जिसमें परिवार कल्याण 

भी सम्मिलित है, अभिवृद्धि ; और . 
( च ) संदेहास्पद ऐसे रासायनिकों, भौतिक या जैविक कारणों का 

को खोज, माप और मूल्यांकन में सक्षम प्राधिकारी का निरीक्षक 
के साथ सहयोग करना जिनके डॉक कर्मकारों के लिए हानिकर 

होने को संभावना हो । 
( 2 ) चिकित्सा सेवा पत्ता के श्रम विभाग या किसी अन्य संबंधित 
विभाग या सेवा के साथ चिकित्सा कार्य -स्थापन दुर्घटना निवारण 
और डॉक कर्मकारों के कल्याण कार्य में सहयोग करेंगी । 


11 7. साधारण सुरक्षा : 

डॉक कर्मकारों का कोई नियोजक उपेक्षापूर्वक या जानबुझकर कर 
ऐसी कोई बात नहीं करेगा जिसपे डॉक कर्मकारों का जीवन, सुरक्षा और 
स्वास्थ्य के लिए संबटमय संभादित हो या कोई बात जो डॉक कार्य में 
नियोजित डॉक कर्मकार की सुरक्षा और स्वास्थ्य के लिए आवश्यक हो 
उपेक्षापूर्वक या जानबुधवार करने के लिए नहीं होगा । 


118. निरनन और व्यावति : 

ीय डॉक श्रमिक विनियम , 1948 ओर डॉक कर्मकार ( सुरक्षा, 
स्वास्थ्य और कल्याण ) स्कीम, 1961 निरपित किए जाते हैं । 

परन्तु उक्त विनियम या स्कीग के अधीन की गई कोई कार्यवाही 
या जारी किया गया शादेश, जैसी भी स्थिति हो , जब तक कि वह इन 
विनियमों से असंगत न हो इन विनियमों के तत्पमान प्रावधानों के अधीन 
किया गया या जारी किया गया ममझा जाएगा । 


( 3 ) चिकित्मा सेवा का प्रधान ऐना चिकित्सक होगा जिसे व्यावमा 
यिक . सास्थ्य में विशेष प्राप्त हो और उसे पर्याप्त कर्मचारी, प्रयोगशाला 
और अन्य कार्मिक दिए जाएंगे । 
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( छ ) प्रत्येक उलाक बोम, उत्पात डांचा, प्राधान स्पेशर ( विस्ता . 
रिख ) बकेट , उष या अन्य ऐसी ही कुरित परिक्षणः भार प्रध्यधीन होगी 
जो नीच सारणी में दिए भार से कम नहीं होगी : 


परीक्षण भार ( टनों में ) 


( विनियम 41 (1), 47( 1 ) और 4 ( 1 ) अखिए) 

उस्थापक साधिन्न , खुले गियर और तार रस्सों को पहली और प्रयोग 
में लेने में पूर्व परीक्षण की रीति 
परीक्षा भार 

( 1 ) उत्थापक साधिनः 

प्रत्येक उत्थापक साधित , उसके प्रावश्यक उपसाधन गियर सहित 
परीक्षण भार के अधीन होगा जो सुवहनीय भार एस . डब्लयू . एल . मे 
निम्नलिखित रूप से अधिक होगा :- - 


प्रस्थापित सुविहनीय भार 
( टनों में ) 
- - - - --- -- - - - - 
10 तक 
10 से 160 तक 
160 से अधिक 


2xसुवहनीय भार 
( 1 . 4X सुवहनीय भार ) + 9 . 6 
1 . 1Xसुवहनीय भार 


सुवहनीय भार 


परीक्षण भार 


20 टन तक 

मुवहनीय भार से अधिक 25 प्रतिशत 
20 टन से 30 टन तक सुवहनीय भार से 5 टन अधिक 
50 टन मे ऊपर सुवहनीय भार से 10 प्रतिशत अधिक 
( 2 ) खुले गियर : 

। । 
( क ) प्रत्येक रिंग, हुक जंजीर, शवल, स्विवेधल, माई बोल्ट प्लेट 
ब्लेम्प , त्रिभुजीय प्लेट या धिरनी प्रालब (एकल चर्को पालंब को छोड़कर ) 
परीक्षण भार जो निम्नलिखित से कम नहीं होगा, के अधीन होगा : 


( अ ) तार रस्सा 

तार रस्से की दशा में एक नमने का विनाश तक परीक्षण किया 
जाएगा । परीक्षण प्रक्रिया किसी अन्तराष्ट्रीय या मान्यता प्राप्त राष्ट्रीय 
मानकों के अनुरूप होगी । रस्से का सुवाहनीय भार उपयोग गुणांक में 
उस भार के विभाजन द्वारा जिस पर मना टट जाए अवधारित किया 
जाएगा । अवधारण निम्न प्रकार से किया जाएगा । 


उपयोग 


णांक 


... .................. .. 


सुवहनीय भ र ( टनों में ) 


परीक्षण भार ( टनों में ) 


25 तक 


2x सुरक्षित कार्यकरण भार 
( 1 . 2 सु . का भार + 20 ) 


( क ) किसी स्लिंग का भागा तार, रम्मा 

स्लिग का सुवहनीय तार : 
10 टन और उसके बराबर तक सुवहनीय भार 
10 टन से अधिक और 160 टन तथा उसके 
बराबर तक सुवहनीय भार 


25 से ऊपर 
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8 . 85X सुवहनीय भार ) + 
___ 1910 


( ख ) एकल चखों पालंब की दशा में सुवहनीय भार अधिकतम भार 
होगा, जो प्रालंब द्वारा जब तक उसे है फिटि द्वारा निलंबित किया 
जाए और भार उस रस्से से, जो पालंब की चीं के ईर्द गिर्द सुधरती 
है, संलग्न किया जाता है रुप से उत्पापित किया जा सके और परीक्षण 
भार, जो प्रस्थापित सुवहनीय भार मे चार गुणो से कम नहीं होग, आलंब 
के हैड को लाग होगा । 

( ग ) बहु चर्खा पालंब की दाशा में , परीक्षण भार निम्नलिखित 
से कम नहीं होगा - 


160 टन से अधिक मुवहनीय भार 

( ख ) किसी उत्पापक साधित के अभिन्न भाग रुप तार रस्सा 
उत्थादक साधिन का सुवहनीय भार 
160 टन और उसके बराबर तक 
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सुवहनीय भार ( टनों में ) 


परीक्षण भार (टनों में ) 


25 तक 


25 से 180 तक 
160 से ऊपर 


2x सुवहनीय भार 
( ख . 933 ) x सुवहनीय भार + " 7 
1 . 1 x सुवहनीय भार 


( घ ) हस्त प्रचालित घिरनी पाल बों के साथ उपयोग की जाने वाली 
पिच की हुई जंजीरों और उससे स्थायी रूप से संलग्न गिग ,हक बल 
या स्विवेल की दशा में , परीक्षण भार जो सुवहनीय भार के अधिक 50 
प्रतिशत से कम नहीं होगा, लागू किया जाएगा । 

( ) बकेटमुक्त घिरनी पालंब की दशा में बकेट का परीक्षण किया 
माएगा और बकेट को लागू किया जाने वाला भार, जब उस बकेई का 
परीक्षण कर रहे हो तो उम बकेट को परीक्षण लोडिग के रूप में स्वीकार 
किया जाएगा । 

( च ) दो पाद स्तभों वाले दोलों की दशा में , सुवहनीय भार की 
मंगणना की जाएगी जब पाद स्तंभों के बीच कोण 90 डिग्री है । अब 
दोले वह पाद- संभ होतो मुषहनीय भार मानकों के अनमार संगणित 
किया जाएगा । 


8 . 85 X सुवहन य भार + 

1910 
160 टन से अधिक सुवहनीय भार 

( ) कोई परीक्षण किए जाने के पूर्व अन्नवलित उत्पाथक साधित्व 
या खल गियर का चाक्षुष निरीक्षण किया जाएगा और कोई भी दश्यमान 
त्रुटिपूर्ण गियर प्रतिस्थापित या नवीकृत किया जाएगा । 

( ट ) परीक्षित किए जाने के पश्चात सभी खुले गियर को यह देखने 
के लिए परीक्षा की जाएगी कि क्या उसका कोई भाग परीक्षण द्वारा 
क्षतिग्रस्त या स्थायी रूप से विरुपित हो गया है । 

परीक्षण क लिए प्रक्रिया : 
( 3) पोत के डेरिक 

( क ) डेरिक को क्षेतिज जिसके लिए डेरिफ का डिज इन किया गया . 
है के न्यूनतम डिग्री कोण पर उस के चल मच . ने के साथ परीक्षण किया 
जाएगा ( साधारणत: 18 डिपी ) पा ऐसे अधिक कोर पर तब अण । कोण , 
जिस पर परीक्षण किया गया है परीक्षण प्रमाणपत्र में हल्लिखित होगा 
परीक्षण भार, जंगम बाटों के उस्तोतक द्वारा प्रयुक्त किया जाएगा । 
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( 7 ) परीक्षण मशीनों और अचल भार : 
( क ) उपयुक्त परीक्षण मशीन जंजीरों, तार, रस्सों और अन्य स्थोग 

गियर के परीक्षण के लिए उपयोग की जाएगी । 
( ख ) परीक्षण लदाई, परीक्षण और जांच पड़ताल में प्रयोग की 

जाने वाली परीक्षण मशीनें और तुला तब तक प्रयोग नहीं किए 
जाएंगे जब तक वे पूर्ववर्ती 12 मास में कम से कम एक बार 
शुद्धता के लिए सक्षम प्राधिकारी द्वारा प्रमाणित न किए गए 


हों । 


परीक्षण के दौरान चल मचान को , जहां तक व्यवहार्य हो , दोनों और परो 
क्षत्र भार के साथ डोलाया हुआ जाएगा । 

( ख ) निलंबित मार के साथ शक्ति के साथ संचा किए जाने के 
लिए डिजाइन किया गया डैरिक चल मचान ऊपर ( क ) में परीक्षणों 
के अतिरिक्त क्षेरिज के उसके अधिकतम कार्यकरण कोण और दो वाह्य 
स्थितियों में (निलंबित भोर के साथ ) ऊंव किया जाएगा । 

( ग ) किसी भारी उत्थादक डेरिफ की परीक्षण लदाई करते समय , 
जंगम बाटों का उपयोग करने वाला परीक्षण के लिए जिम्मेदार सक्षम 
व्यक्ति मास्टर से यह अभिनिश्चित करेगा कि कक्षा परीक्षण लिए 
पोत का स्थायित्व पर्याप्त होगा । 

( 4 ) खंड ( 3) के अधीन परीक्षित डैरिक तब तक यूनियन पर्चेज 
रिंग में उपयोग नहीं किए जाएगें जब तक - - 

( क ) यूनियन पर्चेज में रिंग किए हुए डैरिक यूनियन पर्चेज में 
(डिजाइन किए हुए हेरुमड में और डैरिक चलमचानों के साथ उनकी अनु 
• मोदित कार्यकरण स्थितियों में सु . भा . के समुचित परीक्षण भार के साथ 
परीक्षण किय जाते हैं । 

( ख ) यूनियन पर्चेच रिंग में उस डैरिक का सुवहनीय भार प्रप 
. 3 में की रिपोर्ट में सक्षम व्यक्ति द्वारा विनिर्दिष्ट भी किया गया है । 

( ग ) उक्त रिपोर्ट में विनिर्दिष्ट में किन्हीं परिसीमाओं या शर्तों का 
अनुपालन किया जाता है, और 

( घ ) दो उत्तोलक रस्से उपयुक्त स्वियेल एसेम्बली द्वारा इकट्ठ 
युग्मित किए जाते हैं । 


( ग ) उन उत्थापक साधित्रों की परीक्षण लदाई के लिए प्रयोग किए 

गए चल भार की जिनका सुवहनीय भार 20 मीटरी टन से 
अधिक नहीं है, प्रमाणित शुद्धता की उपयुक्त तुला मशीन द्वारा 

शुद्धता के लिए जांच पड़ताल की जाएगी । 
( 8 ) परीक्षण या परीक्षण लदाई के पश्चात् परीक्षा : 
___ परीक्षण किए जाने या परीक्षण लदाई किए जाने के पश्चात् प्रत्यक 
उत्पादक साधिन और सहयोजित गियर की यह देखने के लिए पूर्णत : 
परीक्षा की जाएगी कि कोई भी भाग परीक्षण के दौरान क्षतिग्रस्त था 
स्थायी रूप से विकृत नहीं हुआ है । इस प्रयोजन के लिए उत्थापक 
साधित या गियर उस सीमा तक विखंडित कर दिया जाएगा जिस तक 
सक्षम व्यक्ति द्वारा आवश्यक समझा जाएगा । 


अनुसुची --- 2 
परिसंकटमय माल के प्रवर्ग 
( विनियम 76 देखिए ) 


टिप्पण : डैरिकों के सुवाहनीय भार (रिंग की प्रत्कये पद्धति जिसके अन्तर्गत 

युनियन पर्चेच भी है ) परीक्षण प्रमाणपत्र में दर्शित किए जाएंगें 

और डैरिक के चल मचानों पर चिहिनत परए जाएंगें । 
( 5 ) पोत के डैरिकों और विच से भिन्न उत्थापक साधिन : 

( क ) परीक्षण भार उत्थापित किया जाएगा और यथासंभव दोनों 
और डोलाया जाएगा । यदि जैन का तिकोना पाल या चल मचान परि 
वर्तनीय अर्धव्यास है तो इसे अधिकतम और न्यूनतम व्यासों पर परीक्षण 
भारों के साथ परीक्षण किया जाएगा । द्रवचालित जनों की दशा में , 
जब दबाब की परिसीमा के कारण पैरा ( 1 ) के नीचे की सारणी के 
अनुसार परीक्षण भार उत्थापन असंभव हो तो अधिकतम संभव भार, जो 
सुवहनीय भार से अधिक होगा, का उत्थापन पर्याप्त होगा । 


वर्ग 1. विस्फोटक 
वर्ग .. गैसें दबाब के अधीन संपीड़ित, द्रवित या विघटित । 
वर्ग 3. प्रज्वलनशील द्रव । 
वर्ग 4. 1 प्रज्वलनशील ठोस । 
वर्ग 4. 2, स्वतः दहन योग्य प्रज्वलनशील ठोस या पदार्थ । 

वर्ग 4. 3, प्रज्वलनशील ठोस या पदार्थ जो जल के साथ संपर्क में आने पर 
प्रज्वलनशील गसों का उत्सर्जन करते हैं । 

वर्ग 5. 1. उपचायक पदार्थ । 
वर्ग 5. 2. कार्बनिक पराक्माइड 
वर्ग 6. 1.विषले पदार्थ । 
वर्ग 6 . 2. संक्रामक पदार्थ । 
वर्ग 7. रेडियोएक्टिव पदार्थ । 
वर्ग 8,संक्षारक पदार्थ । 
वर्ग 9. प्रकीर्ण खतरनाक पदार्थ । 


ऊपर वर्ग 9 के खतरनाक पदार्थों में ऐसा कोई पदार्थ सम्मिलित है 
जो किसी अन्य वर्ग में उल्लिखित नहीं है परन्तु अनुभव यह दर्शाता है 
कि वह इतना खतरनाक है यह विनियम उसको लागू होंगे । 


( ख ) परीक्षण अधिकतम, न्यूनतम और मध्यवर्ती अर्धव्यास, बिन्दुओं 
और चक्रानुक्रम के वृत्तांश में एसे बिन्दुओं पर भी , जिसे सक्षम व्यक्ति 
विनिश्चित करे, किया जाएगा । परीक्षण के अन्तर्गत सभी स्थितियों से 
सामान्य प्रशासन में भुलाना , ऊंचा करना , नीचे करना , रोकना आता है । 
अतिरिक्त परीक्षण निलंबित सु . भा . के माय अधिकतम कार्यकरण गति 
पर मशीनरी को प्रचालित करके किया जाएगा । 

( 6 ) परीक्षण लदाई के लिए कमानीदार या द्रव चालित तुला आदि 
का प्रयोग 

सामान्यतः सभी परीक्षण अचल भार की सहायता से किए जाएंगें 
नए पोतों पर गियर की परीक्षण लदाई सदैव अवल भार के साथ होगी । 
कालिक्तः परीक्षणों, प्रतिस्थापनों या नवीकरणों की दशा में भार परीक्षण 
उपर्युक्त कमानीदार या जलचालित तुलाओं द्वारा प्रयुक्त किया जा सकेगा । 
ऐसी दशा में परीक्षण भार दोनों दिशाओं में यथाशक्य बाहर से चल 
मचान के साथ प्रयोग किया जाएगा । यह परीक्षण समाधानप्रद नहीं माना 
जाएगा जब तक तुला + 2 . 5 प्रतिशत की सीमा के भीतर सक्षम प्राधि 
कारी द्वारा शुद्धता के लिए प्रमाणित न किया गया हो और मशीन की 
हई कम से कम 5 मिनट की अवधि के लिए परीक्षण भार पर स्थिर न 
रही हो । 
458 GI/90 --5 


अनुसूची -~ 3 
सुरक्षा अधिकारियों की नियुक्ति से संबंधित नियम 

( विनियम 93 देखिए ) 
( 1 ) सुरक्षा अधिकारियों की संख्या : 
___ इन विनियमों के प्रवृत्त होने के छह मास के भीतर प्रत्येक पत्तन 
प्राधिकरण डाक श्रम बोर्ड और प्रत्येक अन्य नियोजक नीचे दिए गए 
मान में अधिकथिन के अनुसार सरक्षा अधिकारियों की नियुक्ति करेगा 
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1. 2000 डॉक कर्मकारों तक - - एक स रक्षा अधिकारी 
2. 5000 डाँक कर्मकारों तक ---दो सुरक्षा अधिकारी 
3. 10, 000 डाक कर्मकारों तक -- तीन सुरक्षा अधिकारी 
4. प्रत्येक अतिरिक्त पांच हजार डॉक कर्मकार या 
उसके भाग के लिए -- एक सुरक्षा अधिकारी 

जब कभी इस प्रकार की कोई नियुक्ति को जाएगी तो उसके बारे 
में अहंताओं और सेवा के निबंधनों और शर्तों के पूर्णविवरण सहित 
निरीक्षक को अधिसूचित किया जाएगा । 

( 2) अहंताएं : 

( क ) कोई भी व्यक्ति सुरक्षा अधिकारों के रूप में नियुक्ति का पात्र 
नहीं होगा जब तक कि --- 

( 1 ) उसके पास इंजीनियरी या प्रौद्योगिकी की किसो शाखा में 
मान्यताप्राप्त उपाधि न हो और उसके पास किसो पत्तन या इसी प्रकार 
के स्थान में पर्यवेक्षीय हैसियत में कम से कम दो वर्ष की अवधि के लिए 
कार्य करने का व्यावहारिक अनुभव न हो । 


या 


- 


उसके पास भौतिको या रसायन शास्त्र में मान्यताप्राप्त उपाधि न 
हो और उसके पास किमी पत्तन या इसी प्रकार के स्थान में पर्यवेक्षीय 
हैसियत में कम से कम पांच वर्ष को प्रा के लिए कार्य करने का 
व्यावहारिक अनुभव न हो : 

या 
उमके पास इंजीनियरो या प्रौद्योगिकी की किसी शाखा में मान्यता 
प्राप्त डिप्लोमा न हो और उसके पास किसी पत्तन या इमो प्रकार 
के स्थान में पर्यवेक्षीय हैसियत में कम से कम पांच वर्ष को अवधि के 
लिये कार्य करने का व्यावहारिक अनुभव न हो ; और 
( 2 ) उसके पास इस बाबत सरकार द्वारा मान्यताप्राप्त प्रौद्योगिक 

सुरक्षा में डिग्री या डिप्लोमा म हो ; और 


( 3) सेवा को गर्ते : 
( क ) जहां किसो पतन में नियुक्त किये जाने वाले सुरक्षा 

अधिकारियों की संख्या एक से अधिक हो वहां उनमें से एक 
को मुख्य सुरक्षा अधिकारी के रूप में पदाभिहित किया जाएगा 
और उसका स्तर अन्य से उच्चतर होगा । मुख्य सुरक्षा 
अधिकारी उपखंड ( 4 ) में दिए गए सुरक्षा कार्यों का और 

उसके नियंत्रण के अधीन कार्य कर रहे अन्य सुरक्षा 
| अधिकारियों का भी संपूर्ण भारसाधक होगा । 
) मुख्य सुरक्षा अधिकारी को या सुरक्षा अधिकारी को, जहां 
केवल एक ही सुरक्षा अधिकारी को नियक्त किया गया है, 
ज्येष्ठ कार्यपालक की हैसियत दी जाएगी और वह पत्तन के 
मुख्य कार्यपालक के सीधे नियंत्रणाधीन कार्य करेगा । सभी 
अन्य सुरक्षा अधिकारियों को समुचित हैसियत दी जायेगी । 
जिससे कि वे अपने कृत्यों का प्रभावी ढंग से निर्वहन कर 

सके । 
( ग ) सुरक्षा अधिकारियों , जिनके अन्तर्गत मुख्य सुरक्षा अधिकारी 

भी है, को दिये जाने वाले वेतनमान और भते और उनको 
। सेवा को अन्य शर्ते नहीं होंगी । जो पतन, डॉक श्रम 
| बोर्ड या फर्म , जैसा स्थिति हो में , तत्म्यानो हैसियत वाले 

अन्य अधिकारियों को है । 
( 4 ) सुरक्षा अधिकारियों के कर्तव्य -- 
( क ) सुरक्षा अधिकारो का यह कर्तव्य होगा कि वह प्रबंध -मंडल 
| का , वैयक्तिक क्षत्रियों के निवारण मबंधों और कार्य वातावरण 

को सरक्षित रखने के लिये उसके दायित्वों , कानुनो या 
। अन्यथा, को पूरा करने में सलाह और सहायता दे । इन 

कर्तव्यों के अन्तर्गत निम्नलिखित है, अर्थात् : - -- 
( 1 ) योजना बनाने में संवद्ध विभागों को सलाह देना और 

वैयक्तिक क्षतियों के प्रभावो ढंग से नियंत्रण के लिए 

आवश्यक उपाय करना ; 
( 2 ) सभी डाक डॉर्य में सुरक्षा पहलुओं पर सलाह देना और 

चपनिा डाक कार्य के विस्तृत कार्य सरक्षा अध्ययनों को 

चलाना ; 
( 3 ) वैयक्तिक क्षतियों के निवारण के लिये की गई या प्रस्तावित 

कार्रवाई के प्रभाव को जांच और मूल्यांकन करना ; 
( 4 ) वैयक्तिक सुरक्षा उपस्करों को उच्च क्वालिटी और उपलब्धता 

सनिश्चित करने के लिये का और भण्डार विभागों को 
। सलाह देना ; 
( 5 ) कार्य को भौतिक दशाओं और कर्मकारों द्वारा प्रानाई जाने 

वालो कार्य पगियों और प्रक्रियाओं का पालन करने के 
उद्देश्य से डॉक कार्य का सुरक्षा निरीक्षण करना और अन 
रक्षित भौतिक दशाओं को दूर करने और कर्मकारों द्वारा 
को जाने वालो प्रतुरक्षित कार्रवाइयों के निवारण के लिये 

अपनाए जाने वाले उपायों पर सलाह देना ; 
( 6 ) समो घातक और अन्य चयनिन दुर्घटनाओं का अन्वेषण 

करता ; 
( 7 ) लग गए अजीविकाजकन्य रोगों के मामलों और रिपोर्ट 

किए जाने वाली खतरनाक घटनाओं का अन्वेषण करना ; . 
( 8 ) ऐसे अभिलेखों के , जो दुर्घटनाग्रों , खतरनाक घटनाओं और 

उपजोविकाजन्य रोगों के संबंध में आवश्यक है, अनुरक्षण 

के बारे में सलाह देना ; 
( 9 ) सुरक्षा समितियों के गठन को बढ़ावा देना और ऐसो 

समितियों के सलाहकार और उत्प्रेरक के रूप में कार्य करना ; 


( 3 ) उसे उस प्रदेश में ,जिसमें उसको नियक्ति की जानी है , 

बहुसंख्या बाले कर्मकारों द्वार, बोली जाने वाली भाषा का 
पर्याप्त ज्ञान न हो । 


( ख ) खंड ( क ) में अन्तर्विष्ट उपबंधों के होते हुए भो , कोई व्यक्ति - - 
( 1 ) जिसके पास इंजीनियरो या प्रौद्योगिको में कोई मान्यताप्राप्त 

डिग्री या डिप्लोमा हो और जिसके पास केन्द्रीय सरकार के 
ऐसे विभाग में , जो भारतीय डॉक श्रमिक अधिनियम , 1934 
और/ या डॉक कर्मकार ( सुरक्षा , स्वास्थ्य और कल्याण ) 
अधिनियम , 1986 के प्रशासन ; से संबंधित कार्यवाही करता 

हो , कम से कम पांच वर्ष का अनुभव हो , 
( 3 ) जिसके पास इंजीनियरो या प्रौद्योगिकी में कोई मान्यताप्राप्त 

डिग्री या डिप्लोमा हो और जिसके पास किसी उद्योग या 
किसो पत्तन या किसो संस्था में प्रशिक्षण , शिक्षा, परामर्श 
या दुर्घटना विवारण के क्षेत्र में अनुसंधान का कम से कम 

पांच वर्ष का पूर्णकालिक अनुभव हो , 
वह भी सुरक्षा अधिकारी की नियुक्ति के लिए पात्र होगा : 

परन्तु किसी ऐसे व्यक्ति की दशा में , जो इन विनियमों के 
प्रारंभ की तारीख को किसी उद्योग या किसी संस्था में कम से कम तोन 
वर्ष को अवधि के लिये सुरक्षा अधिकारी के रूप में कार्य कर रहा है, 
मख्य निरीक्षक ऐसी शर्तों के अधीन रहते हुए, जो वह विनिर्दिष्ट करे , 
उपर्यक्त उक्त अर्हताओं में से सभी या किसी का शिथिल कर सकेगा । 


[ भाग II - - खंड 3(1 ) ] 


भात का राजपब : साधारण 


- 


- 


( x ) संबद्ध विभागों के सहयोजन से ऐसे अभियान चलाना, 

प्रतियोगिताएं तथा प्रतिवाद प्रायोजित करना और अन्य 
क्रियाकलाप करना जो कार्य और प्रक्रिया को सुरक्षित शों 
को स्थापना और उ बनाए र खने के लिये स्थापन में 

कम कारों के हितों का विकास करेंगे और उन्हें बनाए रखेंगे । 
( xi ) डाक कर्मकारों की दुर्घटनामों का निवारण करने के लिये 
. उपयुक्त प्रशिक्षण और शैक्षिक कार्यक्रमों का स्वतन्त्र रूप से या 

प्रशिक्षण विभाग के सहयोग से डिजाइन करना या चलाना , 
( xii ) विभिन्न विभागों और प्राधिकरणों के परामर्श से विभागीय 

नियम और सुरक्षा कार्य पद्धतियां बनाना, और 
( xiii) खतरनाक स्थीरों की उठाई धराई करते समय सुरक्षापूर्वी 

धानियों की बाबत पर्यवेक्षण और मार्गदर्शन करना । 
( 5 ) सुरक्षा अधिकारियों को दी जाने वालो स.विधाएं । 
प्रबन्ध मंडल प्रत्येक सुरक्षा अधिकारी को एगी सुविधाएं , उपस्क 
और जानकारी देना जिनकी सको अपने कर्तव्यो का प्रभारो ढंग से . 
निर्वहन करने के लिये आवश्यकता हो । 


( 6 ) अन्य कर्तव्यों के अन पालन का प्रतिबंध किसी भी सुरक्षा 
अधिकारी से काई ऐसा कार्य करने की अपेक्षा नहीं की जाएगी या 
अन ज्ञात नहीं किया जाएगा जो उपखण्ड ( 4 ) में विहित कर्तव्यों के 
अनुपालन से असंगत हो या उसके लिये अहितकर हो । 


( 7) छूट न. ख्य निरीक्षक , लिखित रूप से किसी पत्तन प्राधिकारी, 
डाक श्रम बोर्ड या किसी अन्य नियोजक या नियोजकों के समूह को 
ऐसी अनुकल्पी व्यवस्था के, जैसा वह अनुमोदन करे, के अधीन रहत 
हुए , इन विनियमों के किसी या सभी उपबन्धों से छूट दे सकेगी । 


अनुसूची - 5 
एम्बुलेंस कमरा के लिये अपेक्षित वस्त एं 

[विनियम 102( 2) देखिए] 
( i ) एक काचित सिंक जिसमें उष्ण और ठंडा जल हमेशा 
उपलब्ध हो । 

( i ) कम से कम 180 से मी . x 105 से मी आकार के चिकने 
फलक वाली एक मेज । 

( iii) उपकरणों को रोगाणुरहित करने के साधन । 
( iv ) एक काउच । 
( v ) दो स्ट्रेचर । 

( vi ) दो बाल्टियों या आधान जिनमें ठीक बन्द होने वाला ढक्क 
लगा हो । 

( vii ) रबर के दो उष्णजल थले । 
( viii ) एक केतली और स्पीरिट स्टाव या जल उबालने के लिय 
अन्य समुचित साधन । 

(ix ) बारह चिकनी काष्ठ स्पिलन्ट 900 मिमी x 100 मिमी x 6 
मि भी प्रकार के । 

( x ) बारह चिकनी काष्ठ स्पिलन्ट x 350 मि मी x 75 मि . 
मी x 6 मि मीमी 

( xi ) छह चिकनी काष्ट स्प्लिन्ट 250 मि मी x 50 मि मी x 
12 मि मी 

( ii ) छह ऊनी कंबल । 
( xiii ) तीन जाड़े प्राटिरी फ़ारसेप्स । 

( xiv ) स्पैरिटस अमोनिया अरानटिक्ष्स की एक बोतल ( 120 
मि ली ) 

( xv ) स्मीलिंग सेक्स ( 60 ग्राम ) 
( xvi ) दा मध्य प्रकार के स्पंज । 
( xvii ) छह हाय तौलिये । 
( xviii) चार किडनी ट्रे । 
( xix ) साबुन की चार टिक्की अधिमानतः · रोगाणु रोधक साबुन 
( xx ) दो शीशग्लास और दो शराब ग्लास । 
( xxi ) दो क्लिनीकल थर्मामीटर । 
( xxii ) दो चाय चम्मच । 
( xxiii ) दो अक्षाक्ति ( 120 मिलि ) मापन ग्लास । 
( xiv ) दो ननन नायर मास । 
( xxv) अांखों को धोने के लिये एक धावन बोतल ( 100 सी सी ) 
( xxvi ) ( एक बोतल ) ( 1 लीटर ) कार्बोलिक लोशन 20 में । 
( xxvii ) तीन कुसियां । 
( xxviii ) एक पर्दा । 
( xxix ) एक विद्युत् हाथ टार्च । 

( xxx ) चार प्राथमिक उपचार पेटियां या अन सूची में विहित 
नाकों के अन रूप स्टाककृत कपबोर्ड । 
( मxxxi ) टेटनसरोधी जीव विषाभ का पर्याप्त प्रदाय । 
( xxxii ) इंजेक्शन माफिया , डीन, एट्रोफी.., एड्रीनिरीन , कोरामीना, 
नोवोकन ( 6 प्रत्येक ) 


अनुसूची-- 4 


अधिसूच्य रोगों की सूची 


[ विनियम 92( 1 ) देखिए ] 


( 1 ) लेड विषाक्तता , जिसके अन्तर्गत लेड की किसी विनिर्मिति 
या मिश्रण या नसके अनु गम द्वारा विषाक्तता । 

( 2 ) लेड टेट्रा ऐथिल विषाक्तता । 
( 3 ) मंगनीय विषाक्तता का उसके अनुगम । 
( 4 ) कार्बन बाइसल्फाइड . विषाक्तता 

( 5 ) बैंजीन विषाक्तता , जिसके अन्तर्गत उसके किसी समात 
उनके शोरा का एमाइड रूप या उसके अनुगम हैं । 

( 6 ) ऐथेक्स । 
( 7 ) न्यूनोकानिप्रोसेस । 

( 8 ) एलिफ़टिक सीरीज के हाइड्रोकार्बन के हैलोजन या व्युत्पन 
द्वारा विषाक्तता । 


( 9 ) चर्म के प्रारंभिक एपिलिओमेट्स कैंसर । 


( 10 ) व्यावसायिक त्वक्शोध । 


( 11 ) शोर से सुनने में कमी पाना ( अधिक शार के लिए उच्छन्न 
होना ) । 
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( xxii ) सर्षदश/कुन्तिका । 
— ( xxiii ) एक बोतल ( 20 मि . ली . ) जिसमें पोटशियम परमैगनेट 
क्रिस्टल हो । 

( xxiv ) भारत सरकार कारखाना सलाह सेवा महानिदेशालय और 
श्रम संस्थान, मुम्बई, द्वारा जारी की गई प्राथमिक पचार उपत्रकों की 

प्रति । 


( xxxiii ) कोरामीन द्रव ( 60 मि ली ) 
( xxxiv) टिकिया हिस्टामीम प्रतिरोधक , प्रस्थाकर्षी ( 25 प्रत्येक ) 
( xxxv) सूचिका सहित सिरिंज 2 सी सी , 5 सी सी , 10 सी सी 
और 50 सी सी 
( xxxvi ) तीन शल्यचिकित्सा कर्तरी । 
( xxxvii ) दो सूचीघर बड़ा और छोटा । 
( xxxviii) सीवन सूची और सामग्रियां । 
( xxxix ) तीन ब्यवच्छेदी संदेश । 

( xl ) तीन ड्रेसिंग संदंश । 
( xl ) तीन स्केलपात्र । 
( xli ) एक स्टेटस्कोप । 
( xlii ) रबड़ पट्टी दाब पट्टी । 
( xliv ) प्राक्सिजन सिलिडर अावश्यक संलग्नकों के साथ । 


अनुसूची - 7 


( विनियम 18 देखिए ) 


लगातार शोर की दशा में अनुज्ञेय उच्छन्नता 


प्रतिदिन उच्छन्नता का कुल सयम घंटों में ( लगातार डाटा वेस में ध्वनि 
या अल्पावधि उच्छन्नता की कोई संख्या ) 

दाव स्तर 


( 1 ) 


( 2 ) 


97 


100 


102 


105 


107 


112 


110 


1/ 4 


115 


टिप्पण 1. 115 डाटा बेस . से अधिक में उच्छन्नता अनुज्ञात नहीं की 

। जाएगी । 
2. किसी अंक और आगामी उच्चतर या निम्नतर अंक के बीच 

आने वाली उच्छन्नता की कोई अवधि जैसा स्तंभ 1 में उपदर्शित 
है , अनुज्ञेय ध्वनि दाब स्सर प्रानुपातिक आधार पर बहिवेशन 
द्वारा अवधारित किया जाएगा । 


अनुसूची- 6 
प्राथमिक उपचार पेटी या कपबोर्ड के लिये अपेक्षित उपस्कर 

__ [ विनियम 103 ( 3 ) देखिए ] 
(i ) चौबीस छोटे विसंक्रामित ड्रेसिंग । 
(ii) बारह मध्यम आकार के विसंक्रामित ड्रेसिंग । 
( iii ) बारह बड़े आकार के विसंक्रामित ड्रैसिंग । 
( iv ) बारह बड़े आकार के विसंक्रामित जलन ड्रेसिंग । 
( v ) विसंक्रामित काटन ऊन के बारह ( 15 ग्राम ) पैकेट । 

( vi ) सैट्रोमाइड घोल ( 1 % ) की एक बोतल ( 200 मि ली ) 
या सम चित रागाणुराधक घाल । 

( vii ) जल में मर्कयुराक्रोम ( 2 ) घाल की एक बोतल ( 200 
मि ली ) 

( viii ) खल-बालेसराइल की एक बोतल - (120 मिलो ) जिसमें 
औ दबा देने को रोति और मात्रा लेबल पर उपदर्शित हो । 
( ix ) एक जोड़ी कैंची 

( x ) एक आसंजक प्लास्टर की गड्डी ( 6 से मी x 1 मी ) 
( xi) प्रासंजक प्लास्टर ( 2 सें मी x 2 मी ) की दो गडिडयां । 

( xii ) पृथक -पृथक सीलबंद पेकेटों में विसंक्रामित नेत्र पड के 
बारह टुकड़े। 

( xiii ) एस पीरीन या अन्य पोड़ाहारी दबाओं की टिकियां ( प्रत्येक 
325मिग्रा ) वाली बोतल जिसमें 100 टिकियां हों । 

( xiv ) अांखों के घोनों के लिए एक पोलिथीन की धावन बोतल 
( 500 सी सी . ) 

( xv ) बापह लिपटवी पट्टी 10 से मी चौड़ी । 
( xvi ) बारह लिपटवां पट्टी 5 स मी . चौड़ी । 
( xvii ) छह त्रिकोणीय पट्टियां । 
( xviii ) एक दूनिके । 
( xix ) उपयुक्त स्प्लिन्ट ग्रा प्रदाय । 
( xx ) सेफ्टी पिन की दो पकेट । 
( xxi ) किडनी ट्रे । 


अनुसूची - 8 
डॉक में शौचालय, मूत्रालय, प्रज्ञालय और स्नान की सुविधाएं जुटाने का 


मानदंड 


( विनियम 97 और 100 देखिए ) 
शौचालया: प्रत्येक 50 डॉक कर्मकारों के लिए एक और प्रत्येक ब्लाक 
में न्यूनतम 3 शौंचालय । 


----- 


मूत्रालय 


प्रत्येक 100 डाक कर्मकारों के लिए एक और प्रत्येक ब्लाक में न्यूनतम 
4 मूत्रालय । 
धावन प्रसुविधाएं 

धावन नल : 
200 डॉक कर्मकारों तक = 4 नल . 
200 से अधिक डॉक कर्मकारों के लिए 4 नल घन प्रत्येक 
100 डॉक कर्मकारों या प्रत्येक भाग के लिए 1 नल 


भाषा 


- बंड 3 (i )1 


भारत का राजपत्र : असं धाण 


3 . 


. 


- 


- 


- 


- 


- 


- 


( ब ) ऐमी तारीखों के अभिलेख जब चूना पुताई, रंग पुताई, वानिश 
या रंगाई की जाएगी निरीक्षक द्वारा अनुमोदित प्ररूप में रखे जाएंगे । 

( 1 ) सभी कमरों के फर्श सभी ममय झाड़-पोंछ क र स्वच्छ रखे जाएंगे । 


फारा स्नान 

200 डॉक कर्मकारों तक - - 2 फुधारा स्नान 
200 से अधिक 500 डॉक कर्मकारों तक - ~- 4 फुप्रा रा स्नान 

500 से अधिक डॉक कर्मकारों के लिए 4 घन प्रत्येक 200 कर्मका गं 
या उसके भाग के लिए एक फुलारा स्नान । 

एक ब्लाक में न्यूनतम ? फुारा स्नान होंगे । 


( 8 ) जलपानमूह की प्रसीमाए स्वच्छ और स्वास्थप्रद हालत में रखी 
गाएगा । अपपिाट जल को समुचित रूप से आच्छादित निकासी नाली 
में डाल दिया जाएगा और उसे इक्छा न होने दिया जाएगा जिससे 
उपताव कारित न हो । कूड़ा का ब्ययन करने के लिए ढक्कनदार पात्रों 
को ब्यवस्था और प्रयोग किया जाएगा तथा प्रत्येक पारी में कम से कम 
एक बार तथा एसे पात्रों की पूरी सफ़ाई ओर विसंक्रमण किया जाएगा । 


अनुसूची--- 9 
जलयान गृहों के लिए अपेक्षाएं 


( विनियम 106 देखिए ) 


( 1 ) जलपामगृह के रूप में उपयोग किए जाने के लिए निर्मिन किए 
गए या अपनाए जाने वाले भवन का नक्शा और स्थल रेखांक प्रस्तुत 
किए जाएंगे और मुख्य निरीक्षक से अनुमोदित कराए जाएंगे । 


( 9) भोजन कक्ष 

( क ) किसी डॉक या डॉक के किसी भाग में जिसके लिए जलपान गृह 
की व्यवस्था की गई है, भोजनकक्ष में एक बार में कम से कम डॉक 
कर्मकारों के 10 प्रतिशत का समावेश हामा । परन्तु यह कि किसी विशिष्ट 
डांक में मुख्य निरीक्षक जलपान गृह में समाविष्ट किए जाने वाले कर्मकारों 
के प्रतिशत में परिवर्तन कर सकेगा। 


( 2 ) जलपान गृह भवन का संरचना अनुमोदित रेखांक के अनुसार 
की जाएगी और उसमें डाइनिगहाल ( भोजन कक्ष ) रसोई कक्ष , भंडार कक्ष, 
पेन्ट्री और कर्मकारों के लिए तथा बर्तन धोने के लिए पृथक -पृथक स्थान 
होंगे । भवन की निम्मतम ऊंचाई 4 मीटर से अन्यून होगी तथा सभी 
दीवारों और छतें समुचित ताप प्रतिरोधी सामग्रियों से बनी होंगी और 
जलसह होंगी । 


( ख ) भोजनकक्ष में फ़र्श क्षेत्र , सेवाकाउन्टर और मेज कूसियों के 
सिवाय अन्य फ़र्नीचर द्वारा असिभोगित क्षत्र को छोड़कर जसा उपनियम (क ) 
में विहित किया गया है , समावेश किए जाने वाले प्रति भोजी के लिए . 
एक वर्गमीटर से अन्यून होगा । 


परन्तु जहां जगह की कमी की वजह से प्रति व्यक्ति एक वर्वामीटर 
फ़र्श क्षत्र की व्यवस्था करना दुसाध्य हो वहां ऐसे न्यूनीकृत क्षेत्र को ब्यवस्था 
की जा सकेगीजिसे मख्य निरीक्षक लिखित रूप में अन मोदित करे । 


( 3 ) जलपान गृह भवन किसी शौचालय, मूत्रालय से या धूल , धूप 
या हानिकर वाष्प के किसी अन्य स्रोत से 15 मीटर से अन्यून की दूरी 
पर स्थित होमा । परन्तु मुख्य निरीक्षक किसी विशिष्ट मामले में इस नियम 
के उपबंधों को उस सीमा तक शिथिल कर सकेगा जो उस परिस्थितियों 
में युक्तियुक्त हों और इस उपबंध के आवश्यक प्रयोजन को सुनिश्चित 
करने के लिए उपाय किए जाने की अपेक्षा कर सकेगा । 


( ग ) भोज कक्ष का एक भाग और सेवाक -उंटर महिला कर्मकारों के 
लिए उनकी संख्या के अनुपात से विभाजन द्वारा प्रारक्षित कर दिया 
जाएगा । महिलाओं के लिए प्रज्ञालन स्थान पृथक होंगे और एकांल सुनिश्चित 
करने के लिए पर्दा डाल कर रखा जाएगा । 


( 4 ) जलपानगृह में फर्श और फर्श से 1 . 25 मीईर ऊंचाई तक 
भीतरी दीवारें चिकनी और दुर्भय सामग्री मे बनी होंगी और भीतरी 
दीवारों के शेष भाग को सीमेन्ट प्लास्टर के द्वारा का किसी अन्य समुचित 
रीति से निकन्न बनाया जाएगा । 


( घ ) जसा उपनियम ( क ) में चिहित है समावेश किए जाने वाले 
भोजियों की संख्या के लिए पर्याप्त मेज़ , कुर्सियां या बेंचों को व्यवस्था 
की जाएगी । 


( 5 ) जलपानगृह भवन के दवराजे, खिड़कियां और संवातल 
मक्षिकासह संरचना वाले होंगे और सर्याप्त संवातन की व्यवस्था होगी । 

( 6 ) जलपानगृह, जब किसी की पहाच वहां तक हो , सभी समय 
पर्याप्त रूप से प्रकाशयुक्त होगा । 


( ङ ) जलपानगृह में प्रज्ञालन स्थलों पर कर्मकारों के उपयोग के लिए 
साबन और तौलिए का उपबंध किया जाएगा । 


( 10 ) उपस्कर - - 

( क ) जलपानगृह क दक्षतापूर्वक चालन के लिए प्रावश्यक पर्याप्त बर्तन 
क्राकरी, कटलरी, फर्नीचर और अन्य उमस्कारों को ब्यवस्था को जाएगी 

और उनका अनुरक्षण किया जाएगा । जलपानमूह में सेवा करने वाले 
कर्मचारियों के लिए समुचित वरर्दी की व्यवस्था की जाएगी और उसे 
स्वच्छ हालत में रखा जाएगा । 


( 7) प्रत्येक जलपान गृह में, 

( क ) ( i) कमारों की सभी भीतरी दीवारों पर और सभी भीतरी 
छतों पर और सभी गलियारों में और सीढ़ियों पर यथास्थिति उस त. रोख 
से जब अंतिमवार पुताई या रंगाई की गई हो, प्रत्येव वर्ष में कम से कम 
एक बार चूना पुताई या रंग पुताई या तीन वर्ष में एक बार रंगाई 
की जाएगी। 

( ii ) सभी कष्ठकों पर उस तारीख से जब अंतिम बार वानिश 
या रंगाई की गई थी तीन वर्ष में एक और वानिश या रंगाई की 
जाएगी । 

( ii ) सभी प्रांतरिक संरचनात्मक लौह या इस्पत की वस्तुओं पर 
उस तारीख से जब अंतिम बार वार्निश या रंगाई की : गई थी तीन वर्ष में 
एक बार वानिश या रंगाई की जाएगी : 


( ख ) खाद्य और खाद्य सामग्रियां , मक्षिकासह. कपवोडों में भंडारित की 
जाएगी और काष्ट कलछियों या समुचित धातु चिमटी से इनमें जो भी 
सुविधाजनक हो रखा या निकाला जाएगा । एक बार प्रयोग की गई 
वाहिका को पुन प्रयोग में लाने से पहले स्वछ कर लिया जाएगा । 


( ग ) फ़र्नीचर , बर्तन माड़ों और अन्य उपस्करों को स्वच्छ और 
स्वास्थ्यप्रद अवस्था में रखा जाएगा । सेवा काउंटर अध्रर सभी भोजमेनजों 
के फ़लक चिकनी और अभेद्य सामग्री के बने होंगे । बर्तनों भांड़ों और 
उपस्करों के प्रज्ञालनार्थ समुचित सुविधाएं, जिनमें उज्ण जल या पर्या-त 
प्रदाय भी है, प्रदान की जाएंगी । 


परन्तु रसोईघर की भीतरी दीवारों पर प्रत्येक चार मास में एक 
बार चूना पुताई की जाएगी । 
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अनुसूची - 10 


आबद्धकर होगा । यह अपील कल्याण अधिकारी द्वारा सेवोन्मुक्ति या 
पदच्युति का आदेश प्राप्त करने की तारीख से 30 दिन के भीतर प्रस्तुत 
की जाएगी । 


( विनियम 109 देखिए ) 


डॉक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) विनियम, 1989 के 
विनियम 109 के अधीन विहित कल्याण अधिकारी की नियुक्ति से 
संबंधित नियम 


( 1 ) कल्याण अधिकारियों की संख्या : --- 


( क ) पत्तन प्राधिकारी, डॉक श्रम बोर्ड और प्रत्येक अन्य नियोजक 

उस प्रत्येक पतन में कम से कम एक कल्याण अधिकारी 
नियुक्त करेगा जहां 500 या उससे अधिक डॉक कर्मकार 

आम तौर पर नियोजित किए जाते हैं । परन्तु जहां डॉक 
कर्मकारों की संख्या 2000 से अधिक हो जाती है वहां नीचे 
उपदर्शित किए गए मान से अतिरिक्त कल्याण अधिकारी 
नियुक्त किए जाएंगे : 
( 1 ) 2000 से 5000 डॉक कर्मकार 2 कल्याण अधिकारी 


( 2 ) प्रत्येक अतिरिक्त 5000 डॉक 

कर्मकार या 500 से अधिक 
उसके भाग के लिए 


( 4 ) कल्याण अधिकारियों के कर्त्तव्य : - - 
कल्याण अधिकारियों के कर्तव्य निम्नलिखित होंगे : -- 
( क ) पत्तन प्राधिकारी , डॉक श्रम बोर्ड या फर्म को भोर से इन 

विनियमों के उपबंधों के अधीन बाध्यताओं की पूर्ति सुनिश्चित 

करना और निरीक्षक के साथ संपर्क बनाए रखना ; . 
( ख ) यह अभिनिश्चित करना कि किन किन और कल्याण सुविधाओं 
! की आवश्यकता है, कैसे उनकी सर्वोत्तम व्यवस्था की जा 

सकती है और उनकी स्थापना के लिए सुझाव देना ; 
( ग ) यह सुनिश्चित करना कि विनियमों के अधीन या अन्यथा 

उपबंधित उपलब्ध सुविधाएं बनाए रखी जा रही हैं और 

उनका उपभोग किया जा रहा है । 
( घ ) उपलब्ध की गई सुख सुविधाओं का विशेष रूप से कैन्टीन 

विश्राम कक्ष , धुलाई और प्रसाधन सुविधाओं और पीने के 

जल के संबंध में पर्याप्त पर्यवेक्षण सुनिश्चित करना ; 
( ड. ) कल्याण सुविधाओं और अन्य सुख सुविधाओं के बारे में 

। डॉक कर्मकारों द्वारा की गई शिकायतों की जांच करना ; 
( च ) उन डॉक कर्मकारों के लिए प्राथमिक उपचार, चिकित्सीय 

उपचार और अन्य सहायता सुनिश्चित करना जो डॉक कार्य 
में अपने नियोजन के दौरान क्षतिग्रस्त हुए हैं और जिन्हें । 
क्षति के कारण हुई निशक्तता के कारण व्यावसायिक पुन 
वासन की आवश्यकता है । 
मनोरंजन सुविधाओं और शैक्षणिक पाठ्यक्रमों के आयोजन में 
सहायता करना और व्यष्टिक व्यक्तिगत समस्याओं और बच्चों । 

की शिक्षा की बाबत सलाह देना ; 
( ज ) पत्तन प्राधिकारी; डॉक श्रम बोर्ड या किसी फर्म और डॉक 

कर्मकारों के बीच संबंधों को बढ़ावा देना, जिससे उत्पादन 
दक्षता सुनिश्चित हो और कार्य दशाओं में भी सुधार हो तथा 
डॉक कर्मकारों को अपने कार्य के वातावरण में अभ्यस्त होने 
और अनकूलित होने में सहायोग मिले । 


1 कल्याण अधिकारी 


( ख ) जहां एक से अधिक कल्याण अधिकारी नियुक्त किए गए हैं , 

वहां उन में से एक को मुख्य कल्याण अधिकारी कहा जाएगा 
और दूसरों को कल्याण अधिकारी कहा जाएगा । 


( 2 ) अर्हताएं : -किसी भी व्यक्ति को तब तक कल्याण अधिकारी 
नियुक्त नहीं किया जाएगा जब तक - - 


( क ) वह किसी मान्यताप्राप्त विश्वविद्यालय से स्नातक न हो ; 


( ख ) उसके पास या तो किसी मान्यतानाप्त विश्वविद्यालय या इस 

निमित्त केन्द्रीय सरकार द्वारा मान्यतानाप्त किसी अन्य संस्था 
से सामाजिक विज्ञान की डिग्री या डिप्लोमा न हो ; और 


( ग ) उसे उस पत्तन में , जिससे वह संबद्ध है, डॉक कर्मकारों की 

बहुसंख्या द्वारा बोली जाने वाली भाषा का पर्याप्त ज्ञान न 
हो : 


( झ ) पत्तन की सुरक्षा समिति के कार्यकरण में रूचि लेना; और 


परन्तु उस व्यक्ति के मामले में , जिसे इन विनियमों के प्रारंभ की 
तारीख के पूर्व एक वर्ष या उससे अधिक समय से कल्याण अधिकारी 
नियोजित किया गया है, मुख्य निरीक्षक , ऐसी शर्तों के अधीन रहते हुए 
जो वह आदेश में विनिर्दिष्ट करे, पत्तन प्राधिकारी , डॉक श्रम बोर्ड या 
कोई अन्य नियोजक के अनुरोध पर लिखित रूप में सभी या पूर्वोक्त 
अर्हताओं में से किसी को शिथिल कर सकेगा । 


( अ ) सुरक्षा प्रचार, सुरक्षा सप्ताह, प्रशिक्षण पाठ्यक्रम सुझाव स्कीम , 

सुरक्षा पारितोषण , आदि के आयोजन को प्रोत्साहित करना 
और उसमें सहायता करना तथा ऐसे अन्य कर्तव्यों का जो 
पत्तन प्राधिकारी , डॉक श्रम बोर्ड या किसी फर्म द्वारा समनु 
दिष्ट किए जाए और जिनका डॉक कर्मकारों के कल्याण पर . 
प्रभाव पड़े, अनुपालन करना । 


( 3) सेवा की शर्ते : 


( क ) कल्याण अधिकारी यथास्थिति पत्तन प्राधिकारी, डॉक श्रम 

बोर्ड या फर्म के कार्यकारी कर्मचारिवृन्द के सदस्य के रूप में 

समुचित प्रास्थिति होगी । 
( ख ) कल्याण अधिकारी की . सेवा की शर्ते वही होंगी जो यथा 

स्थिति पसन प्राधिकारी, डॉक श्रम बोर्ड या फर्म के अधीन 
समतुल्य प्रास्थिति के कर्मचारिवृन्द के अन्य सदस्यों की होगी : 


( 5 ) कोई भी कल्याण अधिकारी कर्मकारों के विरुद्ध किन्हीं अनु - . 
शासनिक मामलों में कार्रवाई नहीं करेगा या किसी कर्मकार या कर्म 
कारों के विरुद्ध प्रबंध मंडल की ओर से किसी न्यायालय या अधिकरण 
में किसी सलाह अधिकारी के समक्ष उपसंजात नहीं होगा । 


( 6 ) छूट : 


परन्तु सेवोन्मुक्ति या पदच्युति की दशा में , कल्याण अधिकारी को 
मुख्य निरीक्षक को अपील करने का अधिकार होगा जिस पर उसके 
विनिश्चय अंतिम और पत्तन प्राधिकारी, डाक श्रम बोर्ड या फर्म के लिए 


मुख्य निरीक्षक , लिखित रूप से किन्हीं पत्तन प्राधिकारी , डॉक श्रम 
बोर्ड या फर्म अन्य कोई नियोजक या नियोजकों के किसो समूह को , इस 
विनियम के किसी या सभी उपबंधों से , उसके द्वारा अनुमोदित अनु । 
काल्पिक व्यवस्थाओं के अन पालन के अधीन रहते हुए, छूट दे सकेगा । 


[ भाग II - - खंड 3 (i)] 
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अनुसूची - II 
डाक कर्मकारों की चिकित्सीय परीक्षा के लिए अनु सूची 

[ विनियम 74( घ ) और 107 ( 2 ) ( ख ) देखिए] 
1. नियाजक को उत्यापक साधित्रों और परिवहन उपस्करों के चालकों/ प्रचालकों के रूप में नियोजित सभो डाक कर्मकारों की नियोजन से पूर्व और 
रुगणता या क्षति के पश्चात यदि यह प्रतीत होता है कि रुग्णता या क्षति उसकी समर्थता को प्रभावित कर सकती है और उसके पश्चात 40 वर्ष को प्राय 
तक प्रत्येक 2 वर्ष में एक बार और उसके पश्चात एक वर्ष में एक बार चिकित्सीय परीक्षा की व्यवस्था करेगा । 

2. चिकित्सीय परीक्षा का पूर्ण और गोपनीय अभिलेख नियोजक द्वारा या उसके द्वारा प्राधिकृत चिकित्सक द्वारा अनुरक्षित किया जाएगा । 
3. चिकित्सीय परीक्षा में निम्नलिखित होंगे : -- 
( क ) पूर्ण चिकित्सीय और व्यावसायिक वृत्त 
( ख ) विशिष्टितया निम्नलिखित के प्रति निर्देश से रोग लक्षण परीक्षा 
( i ) साधारण शरीर गठन 
( ii ) दृष्टि 
( 1 ) दोनों प्रांख को दूर की दृष्टि चश्में के साथ या चश्मे के बिना स्नेलन 6/12 से कम नहीं होनी चाहिए । और कमजोर प्रांख को दृष्टि -चश्में के बिना 
____ 6/ 36 से कम नहीं होनी चाहिए । 
( 3 ) निकट की दृष्टि , ( दोनों प्रांखों में ) चश्में के साथ या चश्में के बिना एन . एस . से कम नहीं । 
( 3 ) द्विनेत्री दृष्टि । 
( 4) कोई द्विदृष्टितया नही । 
( 5 ) दृश्य क्षेत्रों की कोई सोमा नहीं । 
( 6 ) स्टोरियोपस, कुंजोशिला दृष्टि स्कोनिंग परीक्षण में स्तंभ 4, 5 या 6 होना चाहिए । 
( 7 ) उपयुक्त परीक्षण द्वारा वर्ग-दर्शन परोक्षण (विशेष रूप से लाल और हरे के बोच विभेद करने को योग्यता ) । 
( iii ) श्रवणगोचरता । 

सामान्य श्रवणगोचरता वाले व्यक्ति 24 फुट पर प्रमोदित फुसफुसाहट को सुनने में समर्थ होने चाहिए श्रवण सहाय उपयोग करने वाले व्यक्ति और युक्त 
कार्य स्थितियों में चेतावनी शोर को सुनने में समर्थ होना चाहिए । 

(iv ) उर्ध्वअंग 
( दोनों भुजाओं का ) ठीक ढंग से काम करना और उनकी अच्छी पकड़ ) 
( v ) अधःपाद 

टांगों और पांवों को ठोक ढंग से काम करना । 
( vi ) रद 

___ संबंधित कार्य के लिए पर्याप्त रूप से लचीली । 
( vii ) साधारण 

मानसिक चुस्तों और स्वस्थ प्रांत, हाथ और पांच समन्वय सहित स्थिरता । 
( ग ) कोई अन्य परीक्षण, जो परीक्षा करने वाला डाक्टर आवश्यक समझता है । 


प्ररूप 1 


[ डाक कर्मकार ( सुरक्षा, स्वास्थय और कल्याण ) विनियम , 1989] 

( विनियम 7 ( 4 ) और 35 देखिए ) 
स्वामी, मास्टर या भारसाधक , 
अधिकारी ( पोत का नाम ) 

मैं सूचना देता हं कि डाक कार्य , जिनमें लदाई या उराई या कोरला भराई प्रानस्ति है, नोवे नामिन डेकडारों ( * तत्समय ) प. पूरा हो गया है और 
यह कि प्रश्नगत डेकडार 
* * विनियम का अपेक्षानमार बाइयुक्त छोड़ दिया है, या आच्छादित कर दिया है । 

अापके द्वारा या आपकी ओर से उपयोग में 
लिया है । 

हस्ताक्षर 
हैच पध डॉक । 

समय . 
तारख 
* * जो अपेक्षित न हो उसे काट दें 
* यदि अपेक्षित न हो तो काट दें 
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प्ररूप 


भाग - 1 


उत्थापक साधित्रों का प्रारंभिक और कालिक भार परीक्षण और उनको वार्षिक पूर्ण परीक्षा 

(विनियम 41 और 51 देखिए .) 
"पूर्ण परीक्षा " से किसी सक्षम व्यक्ति द्वारा ऐसो विस्तृत परोक्षा अभिप्रेत है जिसको यदि आवश्यक हो तो अन्य माधन द्वारा अनुपूर्ति को जा जैसे कि 
हथौड़ा परीक्षण, जो इतनी सावधानीपूर्वक किया जाएगा जितनी परीक्षित पुर्जे की सुरक्षा के संबंध में विश्वसनीय परिणाम पर पहुंतेने के लिए स्थितियों अनुज्ञात 
करें और यदि इस प्रयोजन के लिए आवश्यक हो तो मशीनों के पुजों और गियर को खोल दिया जाएगा । 


उत्थापक साधित्रों के आरंभिक और कालिक भार परीक्षण 


चिहनों के सूभिन्न संख्यांक 
यदि कोई हो ) के साथ परो - 
क्षित उत्थापक साधित्रों को स्थिति 
और वर्णन 


सक्षम व्यक्ति के परीक्षण और मैं प्रमाणित करता हूं कि उस तारीख को , जिसको मैंने अपने टिप्पणियां ( आयाक्षरित 
परीक्षा के प्रमाणपत्र का संख्यांक हस्ताक्षर किए हैं , स्तम्भ 1 में दशित उत्थापक साधित्र का परो- और तारीख डाली जाएगी ) 

क्षण किया था और उसको सुरक्षित कार्यकारी हालत को प्रभावित 
करने वाली कोई भी त्रटि स्तंभ 5 में दर्शित से भिन्न नहीं पाई 
गई थी । 


नद्रा सहित तारोख और हस्ताक्षर मुद्रा सहित तारीख और हस्ताक्ष : 


( 1 ) 
( 2 ) 
( 3 ) 


वार्षिक संपूर्ण परीक्षा 


मैं प्रमाणित करता हूं कि उस रोख को जिमको मैंने अपने हस्ताक्षर किए है . स्तंभ 1 में दर्शित उत्थापक साधिन को 
पूर्णत : परोक्षा का थो और उमा सुरक्षित चाल हालत को प्रमाणित करने वाली कोई भी त्रटियां स्तंभ 12 में दशित 
से भिन्न नही पाई गई थी । 


टिप्पणियां ( प्राधाक्षरित और ता २ 
डाली जाएगी ) 


मद्रा महित तारीख 
हस्ताक्षर 


मद्रा सहित तारीख मुद्रा सहित तारीख गदा सहित तारीख मद्रा सहित तारीख मुद्रा सहित तारीख 
हस्ताक्षर हस्ताक्षर हस्ताक्षर हस्ताक्षर 

हस्ताक्षर 


6 


10 


11 


12 


( 1 ) 
( 2 ) 


___ यदि मभो उत्थापक साधित्रों को पूर्ण परोक्षा एक हो तारोख को की गई है तो स्तंभ (1) में कमो उत्थापक साधित्र प्रविष्टि करना पर्याप्त होगा । यदि 
नहीं तो वे ताराने जिनमें हिरमों को पूर्णतः परीक्षित किया गया है स्पष्टतया उपदर्शित करना चाहिए । 


भाग 2 

खुले गियरों का प्रारंभिक और कालिक परीक्षण और वार्षिक पूर्ण परीक्षा 

( विनियम 47 और 51 देखिए ) 
ख ले गियरों का सूची 
खले गीयरों के निम्नलिखित वर्ग , अर्थान: - - 
1. आपातवर्षनीय ढलवां लोहे की बनो जंजीरें , 
2. पटिटकाबद्ध जंज रें 
3. इस्पात से निर्मित जंजीरें , रिंग, हुक , शैक्ल और स्विवेल ; 
4. पिच की गई जंजोरें ; 
5 . पिच को गई जंजोरों, घिरना , आरंबों , कंटेनर , स्प्रेडर ट्रे, ििलंग वास्केट आदि और कोई अन्य समान गियरों । 
6 . हुक और स्वेिल जिनमें स्क् मूवित पुर्जे या वाल वियरिंग या अन्य पृष्ठदृढ़ीकृत पुर्जे लगे हों ; और 
7 बोदो अनुयोजन । 
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प्ररूप 3 
डॉक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण) विनियम , 1989 

[ विनियम 40 और 60( 2) देखिए ] 
बिचों, डेरिकों और उनके अनुषंगी गियरों के प्रारंभिक तथा कालिक परीक्षण और परीक्षा का प्रमाणपत्र 


परीक्षण प्रमाणपत्र संख्यांक . . . . . 


( क ) डॉक, घाट या घट्टी के मामले में , 


__ डाक, घाट या पट्टी का नाम जहां उत्थापक साधित्रों को लगाया गया है . . . 


( ख ) पोत के मामले में 


पोत का नाम • • • . 
सरकारी संख्या . . . . . . 
नाम संकेत . . . . . . . . . 
रजिस्टी पत्तन . . . . . . . . . . . . . . . . . . . . . . . . . . 
स्वामी का नाम . . . . . . . 

. . . . . . . . . . . . . . . . . . . . . . . . . . . 


परीक्षण भार डाले गए 


उन उत्थापक साधित्रों और गीयर को स्थिति और विवरण परीक्षण भार डालते समय 
सुमेदक सं . या चिह्न ( यदि कोई हो, सहित जिनका डेरिकवूम के क्षेतिज पर कोण 
परीक्षण , पूर्ण परीक्षा की गई है 


स्तंभ 2 में दर्शाए गए कोण 
पर सुवहनीय भार 


2 


डिग्रियों में 


टनों में 


टनों में 


- 


- 


- 


5. परीक्षण और परीक्षा करने वाले लोक सेवा, मंगम , कंपनी या फर्म या परीक्षण स्थापन का नाम और पता . • • • • • • • • • • • • • • 
6. लोक सेवा , संगम, कंपनी या फर्म या परीक्षण स्थापन में सक्षम व्यक्ति का नाम और अवस्थिति . . . . . . . . . . . . . . . . . . . . 
___ मैं प्रमाणित करता हूं कि तारीख 

को , मेरी उपस्थिति में स्तंभ ( 1 ) में दर्शित उत्थापक माधिन का , इसके अनुषेगिक गियर के 
साथ इस पर के दूसरे पृष्ठ पर उपवर्णित रीति से परीक्षण किया गया था , यह कि परीक्षण के पश्चात् उक्त उत्थापक साधिन की सावधानीपूरक परीक्षा से यह 
प्रदर्शित हुआ है कि इसने क्षति या स्थायी विकृति के बिना परीक्षण भार को सह लिया था और उक्त उत्थापक माधिव और इसके समनबंगिक गियर का 
सुहवनीय भार वह है जैसा स्तंभ 4 में दर्शाया गया है । 
सक्षम व्यक्ति के हस्ताक्षर 

मुद्रा 

तारीख 


(टिप्पणी 3 देखिए ) 


सक्षम व्यक्ति का रजिस्ट्रीकरण प्राधिकरण संख्यांक । 

टिप्पणी 
1. स्तंभ ( 1 ) गियर की पहचान के लिए पर्याप्त विशिष्टियां देनी चाहिए उदाहरणार्थ विच या डेरिक की दशा में पेटा आदि के संख्यांक दर्शाए जाने 
चाहिए । 

2. स्तंभ ( 2 ) नियमानुसार, किसी डेरिक का उसके बूम के साथ परीक्षण क्षतिज के न्यूनतम कोण पर जिसके लिए डेरिक प्रणाली डिजाइन की गई है 
( सामान्यता 15° ) या ऐसे अधिक कोण पर , जो स्वीकार्य हो , किया जाना चाहिए । 

" सक्षम व्यक्ति " से अभिप्रेत है - - 


( क ) भारत में किसी परीक्षण स्थापन का ऐसा अधिकारी जिसे उत्थापक साधिन , खुले गियर या तार रस्मों के परीक्षण, परीक्षा या तापनुशीतन और 
प्रमाणन के प्रयोजनों के लिए मुख्य निरीक्षक द्वारा अनुमोदित किया गया है । 

( ख ) ऐसा कोई अन्य व्यक्ति जो अन्तर्राष्ट्रीय श्रम संगठन द्वारा अंगीकृत दुर्घटनाओं के विरूद्ध संरक्षण ( डाकर्स ) कन्वेंशन ( पुनरीक्षित ), 1932 ( सं . 32 ) 
और डॉक कार्य में उपजीविका जन्य सुरक्षा और स्वास्थ्य से संबंधित कन्वेंशन ( सं . 152 ) , 1979 के क्रियान्वयन के लिए उपखण्ड ( 1 ) में वर्णित किसी भी 
प्रयोजन के लिए अन्य देशों में लागू सुसंगत विनियमों के अधीन प्रमाणपत्र जारी करने के लिए सक्षम रूप में मान्यताप्राप्त है । 


[ भाग II - खंड 3(1) ]] 


भारत का राजपत्र : अमाधारण 


सपनाम 


खुले गियरों के प्रारंगिन और कालिक भार परोक्षग खुले गियरों को वार्षिक पूर्ण परीक्षा 


सुभेदक सं . 
या चिहन 


परोक्षण किया गया और सक्षम व्यक्ति के परीक्षण में प्रमाणित करता हूं कि उस तारीख को जिसको मैंने अपने टिप्पणियां ( आध्याक्षरित ) 
परोक्षित खुले गियरों का और परीक्षा के प्रमाण हस्ताक्षर किए है स्तंभ (1) और ( 2) में दर्शाए गए खुले तारीख के साथ ) 
वर्णन पनों की संख्या गियरों की परीक्षण कर लिया था और सुरक्षित कार्यकारी हालत 

को प्रभावित करने वाली कोई भी त्रुटियां रतंभ 6 में दर्शाए ग 
से भिन्न नहीं पाई गई थी । 


मुद्रा सहित तारीख और हस्ताक्षर मुद्रा सहित तारीख और हस्ताक्षर 


--- --- -- 


( 1 ) 


मैं प्रमाणित करता हूं कि उस तारीख को जिमको मैंने अपने हस्ताक्षर किए हैं स्तंभ (1 ) और ( 2 ) में दर्शाए गए गियरों को मैंने परीक्षा की और 
पूर्ण उनकी सुरक्षित चालू हालत को प्रभावित करने वाली कोई भी त्रुटियां स्तम 10 में दर्शाए गए से भिन्न नहीं पाई गई थी । 


- 


- 


- 


- 


मुद्रा सहित 


मुद्रा सहित ता० और हस्ताक्षर 

सुद्रा सहित 
तारी 
और हस्ताक्षर 


टिप्पणियां आवाभर नथा तारीख के साथ 

टिप्पणिया ( आबाक्षर 
तथा तारीख 
के साथ ) 


सुद्रा सहित 
तारीख 
और हस्ताक्षर 


- 


- 


तारीख 


-- 


- 


और हस्ताक्षर 


- 


- - 


- + 


- - - 


7 


9 


10 


ma 


- 


- 


- 


( 2 ) 


भाग 3- जंजीरों, बलयों , हुकों, शैक्ल और विवेलों ( उनसे भिन्न छूट दी गई है भाग 2 देखिए ) का तापानुशीतन 

( विनियम 49 और 51 देखिए ) 
सामान्य व्यववहार में आने वाली 12. 5 मि . मो . के और उनसे छोटो जंजीरें , यदि विद्युत चालित उत्थापक साधित्र के साथ प्रयुक्त किए जाएं तो प्रत्येक छह 
बलय , हुक शैक्ल और स्विवेल 

माह में कम से कम एक बार अवश्य तापान शोतित किया जाए । 
सामान्य व्यवहार में पागे वालो अन्य जंजीरों, वलय, हुक, शैक्ल और स्विवल । यदि एक मात्र हस्ताचालित उत्थापक साधित्र के साथ प्रयुक्त किए जए तो प्रत्येक 

बारह माह में कम से कम एक बार अवश्य तापनुशीतित किया जाए । 

यदि विद्युत चालित उत्थापक साधिन के साथ प्रयुक्त को जाए तो प्रत्येक बारह 
माह में कम से कम एक बार अवश्य तापानुशीलन किया जाए । 

यदि एक मात्र हस्ताचालित उत्थापक साधिन के साथ प्रयुक्त की जाए तो प्रत्येक 

दो वर्ष में कम से कम एक बार अवश्य तापानुशीलन किया जाए । 
टिप्पण : --- यह सिफारिश की जाती है - यद्यपि विनियमों द्वारा अपेक्षित नहीं है कि तापानुशीलन समुचित रूप से संरचित ऐसी एठी में 30 और 60 मिनटों 

के बीच की अवधि के लिए पूरा किया जाए जो 1100° और 1300° फारनहाइट या 600° और 700° सेन्टोग्रेड के बीच ताप में तप्त 
हो । 


n 


uman 


मुभेदक मं . या चिहान तापान शोतित परीक्षण और मैं प्रमाणित करता हूं कि उस तारीख को जिसको मैंने अपने हस्ता- टिप्पणियां ( प्राधाक्षरित 
गियर का विवरण परीक्षा के प्रभार के क्षर किए हैं स्तंम (1 ) और ( 2 ) में दर्शाप गए गियर का मेरे तारीख के साथ ) 
संख्यांक पर्यवेक्षक में प्रभावी तौर पर तापानुशीलन किया गया है । इस प्रकार 

तापानुशीलन के बाद प्रत्येक वस्तु का सावधानीपूर्वक निरीक्षण किया 
गया है और उसको सुरक्षित कार्यकारी स्थिति को प्रभावित करने वालो 
कोई त्रुटियां स्तंभ ( 7 ) में दर्शाए से भिन्न नहीं पाई गई थी । 
मुद्रा महित हस्ताक्षर मुद्रा सहित हस्ताक्षर मद्रा सहित हस्ताक्षर 

और तारीख और तारीख और तारीख 
_ _ ( 4) _ _ _ (5) _ _ ( 6) (7) 


- 


- 


- 


- 


- 


- 


(1) 


(2) 


_ (3) 


(4) 


- 


- 
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[ भाग II --- खंड 3(i)] 


भारत का जपन्न : असाधारण 


। 


43 


- 


- 


- 


- 


- 


- 


- 


- 


. 


. 


अनुदेश 


और उसके समनुषंगिक गीयर को इतने परीक्षण भार के अधीन रखा जाएगा जो निम्नलिखित रूप से सुवहनीय 


1. उत्थापक साधित्र ---प्रत्येक उत्यापक साधिन्न 
से अधिक हो : 


सुवहनीय भार 


परीक्षण भार 


- 


- 


- 


20 टन तक 
20 से ऊपर 50 टन टक 
50 टनों से अधिक 


सुवहनीय भार से 25 प्रतिशत अधिक 
सुवहनीय भार से 5 टन अधिक 
सुवहनीय भार से 10 प्रतिशत अधिक 


- 


- 


- 


- 


- 


- 


- 


- 


2. पोत का डेरिक 

( क ) डेरिक प्रणाली के मामले में , पोत का सामान्य टेकिल डेरिक सहित परीक्षण भार का उत्थापन, क्षतिज के न्यूनतम कोण जिसके लिए डेरिक प्रणाली 
डिजाइन की गई है ( सामान्यतया 15 डिगरी ) या उस अधिक कोण पर जो स्वीकार्य हो, किया जाएगा । वह कोण जिस पर परीक्षण किया गया है 

परीक्षण प्रमाणपत्र में अंकित किया जाएगा । परीक्षण भार को उत्थापन के बाद यथाशक्य दोनों दिशाओं में झुलाना चाहिए । 
( ख ) ऐसे डेरिक को जिसे निलंबित भार सहित विद्युत् द्वारा उठाए जाने के लिए डिजाइन किया गया है, उपरोक्त परीक्षण ( क ) के अतिरिक्त 

(निलंबित भार सहित ) क्षतिज उस अधिकतम कार्यकारी कोण तक दो बाहयतम स्थितियों तक उठाया जाएगा । 
( ग ) भारी उत्थापन डेरिक का परीक्षा भार जांचते समय , जंगम वजन प्रयोग करके परीक्षण करने के लिए उत्तरदायी सक्षम व्यक्ति मास्टर से यह 

सुनिश्चित कर लेगा कि ऐसे परीक्षण के लिए पोत पर्याप्त रूप से मजबूत है । 


3. खंड ( 2) के अधीन परीक्षण किए गए डेरिक का प्रयोग यूनियन परचेज रिंग में तब तक नहीं किया जाएगा जब तक कि --- 
( क ) युनियन परचेज में रिंग किए गए डेरिकों का परीक्षण ऐसे भार परीक्षण द्वारा नहीं कर लिया जाता जो युनियन परचेज (डिजाइन 

किए गए हेडवम पर और डेरिक वूमों के साथ उनकी अनुमोदित कार्यकारी स्थिति में ) सुवहनीय भार के लिए समुचित हो । 
( ख ) यूनियन परचेज रिग में उस डेरिक का सुवहनीय भार को भी प्ररूप 3 की रिपोर्ट में किसी सक्षम व्यक्ति द्वारा विनिर्दिष्ट नहीं कर दिया 

जाता ; 
( ग ) उक्त रिपोर्ट में विनिर्दिष्ट किन्हीं परिसीमाओं या शर्तों का पालन नहीं किया जाता ; और 
( घ ) समुचित स्विवेल एमेवली द्वारा दो उत्तोलक रस्सों को एक साथ मूंथ नहीं दिया जाता । 


टिप्पणी : डेरिकों के सुवहनीय भार ( रिग की प्रत्येक पद्धति के लिए जिसमें यूनियन परचेज भी सम्मिलित है ) परीक्षण प्रमाणपत्र पर दर्शाया जाएगा और डेरिक 

वूमों पर चिह्नित किया जाएगा । 


4. भार परीक्षण जांच के लिए स्प्रंग या द्रवचालित तुलाओं का प्रयोग : 

सभी परीक्षण कुछ भार की सहायता से पूरे किए जाएंगे । नए पोतों पर भार परीक्षण जांच हमेशा कुल भाप से की जाएगी । कालिक परीक्षण 
प्रतिस्थापन या नवीकरण की दशा में परीक्षण भार समुचित स्प्रंग या द्रवचालित तुलाओं के माध्यम से किए जाएंगे । ऐसी दशा में वूम पर दोनों दिशाओं में 
जहां तक दर व्यावहारिक हो , परीक्षण भार डाला जाएगा । परीक्षण को तब तक समाधानप्रद नहीं माना जाएगा अब तक कि यथार्थता के संबंध में सक्षम 
प्राधिकारी द्वारा तुलन + दो प्रतिशत के भीतर प्रमाणित नहीं किया गया हो और मशीन का संकेतक परीक्षण भार पर कम से कम 5 मिनट के लिए स्थिर 
न रहा हो । 
5 परीक्षण मशीन और कुल भार 

( क ) जंजीरों , तार-रस्सों, खुले गियर और अन्य स्थोरा गीयर के परीक्षण के लिए समुचित परीक्षण मशीन का प्रयोग किया जाएगा । 
( ख ) भार परीक्षण, परीक्षण और जांच करने में प्रयोग किए जाने वाली परीक्षण मशीनों और तुलनों का प्रयोग तब तक नहीं किया जाएगा जब तक 

पूर्वगामी 12 महीनों में कम से कम एक बार यथार्थता क लिए सक्षम प्राधिकारी द्वारा उन्हें प्रमाणित न किया गया हो । 
( ग ) उत्थापक साधित्र, खुले गियरों और उत्थापक युक्ति के परीक्षण भारण के लिए प्रयोग किए जाने वाले जंगम वजनों की , जिनमें सूवहनीय भार 

20 मीटरी टन से अधिक नहीं है । यथार्थता के लिए समुचित तोलन मशीन के माध्यम से जांच की जाएगी । 
6. परीक्षण या परीक्षण भारण के पश्चात् पूर्ण परीक्षा 

प्रत्येक उत्थापक साधिन की , परीक्षण या भारण परीक्षण किए जाने के पश्चात् उनके समनुषंगिक गियर के साथ पूर्ण परीक्षा यह देखने के लिए की 
जाएगी कि परीक्षण के दौरान किसी पुर्जे को नुकसान नहीं हुआ है या वह स्थायी रूप से विरूपित नहीं हुआ है । इस प्रयोजन के लिए उत्थापक साधिन मा 
गीयर को उस सीमा तक जिसे सक्षम व्यक्ति आवश्यक समझे, खोल दिया जाएगा । 


7. भारी डेरिकों की दशा में यह ध्यान रखा जाना चाहिए कि समुचित बरांडल और रोकथाम साधनों से उन्हें सुसज्जित कर दिया गया है । 


8. परीक्षण और परीक्षा किसी सक्षम व्यक्ति द्वारा की जानी चाहिए । 
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- - 


। 


प्ररूप 4 


डाक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) विनियम , 1989 


[विनियम 41 और 51 ( 2 ) देखिए ] 


केनों या उत्तोलकों और उनके उपसाधन गियर के आरंभिक और कालिक परीक्षण और परीक्षा का प्रमाणपत्र 


परीक्षण प्रमाणपत्र संख्यांक . . .. . . 
( 1 ) डाक घाट या पट्टी की दशा में , ऐसे डाक, घाट या पट्टी का नाम 

जहां उत्थापक साधित्रों को लगाया गया है । 


( 2 ) पोत की दशा में , -~ 
पोत का नाम . . . . . . . . . . . . 


शासकीय संख्या . . . . . . . . . . 


नाम संकेत . . . . . . . . . . 
रजिस्टरी पत्तन . . . . . . . . . . .. 


स्वामी का नाम . . . . . . 


स्थिति और वर्णन 


लागू परीक्षण भार 


जिव क्रेन व्यास जिस पर परीक्षण भार 

लागू किया गया 


सुवहनीय कार्य भार (स्तंभ 2 में 
दर्शित व्यास पर जिव क्रेनों के 

लिए ) 


( 2 ) 


( 3 ) 


( 4 ) 


मीटर 


टन 


5. परीक्षण और परीक्षा करने वाली लोक सेवा, संगम या फर्म या परीक्षण स्थापन का नाम और पता . . . . . . . . . . . . . . 
6. लोक सेवा , संगम, कंपनी या फर्म या परीक्षण स्थापन के सक्षम व्यक्ति का नाम और स्थिति -- 

मैं प्रमाणित करता हूं कि तारीख . . . . . . . . . . . . .. . के उपर्युक्त उत्थापक साधिन का उसके उपसाधन गियर सहित पिछले पृष्ठ पर उपणित 
रीति में परीक्षण किया गया था , यह कि परीक्षण के पश्चात् उक्त उत्थापक साधिन और गियर की सावधानीपूर्वक परीक्षा से यह प्रदर्शित हुआ कि उसने 
परीक्षण भार को , बिना किसी क्षति या स्थायी विरूपिता के , सह लिया था , और यह कि उक्त उत्थापक साधिन और गियर का सुवहनीय भार वह है जो स्तंभ 4 में वर्णित है । 


सक्षम व्यक्ति के हस्ताक्षर 


तारीख . . . . . . . . 


( टिप्पण 3 देखिए ) सक्षम व्यक्ति का रजिस्ट्रीकरण प्राधिकार संख्यांक 


टिप्पण 


1. स्तंभ ( 1) क्रेन या उत्तोलक की पहचान के : लए पर्याप्त विशिष्टियां अवश्य दी जानी चाहिए । 


2. स्तंभ ( 2 ) यदि जिव का परिवर्ती व्यास हो तो परीक्षण भार अधिकतम और न्यूनतम रेडि पर लागू किया जाना चाहिए । 


3. सक्षम व्यक्ति से अभिप्रेत है - - 
( 1 ) भारत में किसी परीक्षण स्थापन का ऐसा अधिकारी जिसे उत्थापक साधिन खुले गियर या तार रस्सों के परीक्षण , परीक्षा या तापानुशीतन और 

प्रमाणन के प्रयोजनों के लिए मुख्य निरीक्षक द्वारा अनुमोदित किया गया है । 
( 2 ) ऐसा कोई अन्य व्यक्ति जो अन्तर्राष्ट्रीय श्रम संगठन अंगीकृत द्वारा दुर्घटनामों के विरूद्ध संरक्षण ( डॉकर्स ) कन्वेंशन ( पुनरीक्षित ), 1932 ( 1932 का 

सं . 32 ) और डाक कार्य में उपजीविका जन्य सुरक्षा और स्वास्थ्य से संबंधित कन्वेंशन ( सं . 152 ) , 1979 के क्रियान्वयन के लिए उपखंड ( 1 ) 
में वर्णित किसी भी प्रयोजन के लिए अन्य देशों में लागू सुसंगत विनियमों के अधीन प्रमाणपत्र जारी करने के लिए सक्षम के रूप में मान्यताप्राप्त 


[ भाग II - खंड 3 (i )] 


भारत का राजमन्त्र असाधारण 


1. प्रत्येक क्रेन और अन्य उत्तोलक मशीन का , उसक पिसाधन गियर सहित , परीक्षण भार के साथ परीक्षण किया जाएगा जो सुवहनीय भार से निम्नलिखित 
रूप में अधिक होगा - --- 


सुवहनीय भार 


परीक्षण भार 


20 टन तक 


एस डब्ल्यू एल स 25 प्रतिशत अधिक 


20 टन से 50 टन तक 


एस डब्ल्यू एल से 5 टन अधिक 


50 टन से अधिक 


एस डब्ल्यू एल से 10 प्रतिशत अधिक 


- 


- - 


2. पोत डेरिकों और विचेज को छोड़कर उत्थापक साधित्र 


( क ) परीक्षण भार को उठाया जाएगा और दोनों दिशाओं में यथासंभव लटकाया जाएगा । यदि क्रेन के जिब और बूम का व्यास भिन्न भिन्न हो तो 

इसका अधिकतम और न्यूनतम रेडि पर परीक्षण भार के साथ परीक्षण किया जाएगा । हाइड्रालिक क्रेनों की दशा में , जब दाब की सीमा के 
कारण परीक्षण भार को परा 1 के नीचे की सारणी के अनुसार उठाना असंभव हो तो सबसे अधिक भार का उठाना पर्याप्त होगा । 


( ख ) परीक्षण अधिकतम , न्यूनतम और मध्यवर्ती ब्यास बिन्दुओं पर तथा घूर्णन पार्क में ऐसे बिन्दुओं पर किया जाएगा जसा कि सक्षम व्यक्ति विनश्चय 

करे । मभी स्थितियों तथा सामान्यत की जाने वाली संक्रियाओं में उत्तोलन निम्न ब्रेक और दोलायन भी परीक्षण में शामिल हैं । 


( T ) एक अतिरिक्त परीक्षण निलंबित एस डब्ल्यू एल के साथ, अधिकतम कार्य चालन गति पर क्रेन का परिचालन या उत्तोलन करके किया 


३. 


परीक्षण भार का परीक्षण करने के लिए स्प्रिंग या द्रवचालित तुलाओं का प्रयोग । 


सामान्यतः सभी परीक्षण कुल भार की सहायता से किए जाएंगे । नए पोत पर परीक्षण भार का परीक्षण सदैव कुल भार के साथ होगा । कालिक 
परीक्षण की दशा में , प्रतिस्थापना की नवीकरण, परीक्षण भार को आयुक्त स्प्रिंग या द्रवचालिन तुलाओं के माध्यम से लागू किया जा गकेगा । ऐसी दशा में , 
परीक्षण भार वम के साथ , दोनों दिशाओं में जितना बाहर संभव हो । 

राधिकारी द्वारा - - दो प्रतिशत के भीतर प्रमाणित नही कर दिया जाना और मशीन का बिन्दु पक्षिण भार पर कम से कम 5 मिनट की अवधि के 
लिए निरन्तर नहीं रहता । 


4. 


परीक्षण मशीन और कुल भार । 


( क ) जंजीरों, तार रस्सों , खुला गियर और अन्य स्थोरा गियर के प्रयोग के लिए उपयुक्त परीक्षण मशीनों का प्रयोग किया जाएगा । 


( ख ) परीक्षण लदान, परीक्षण और जांचों में उपयुक्त की जाने वाली परीक्षण मशीन और तुलाओं का तब बरु प्रयोग नहीं किया ? 

उनके सही होने के लिए उनको पूर्ववर्ती 12 मासों में सक्षम प्राधिकारी द्वारा कम से कम एक बार प्रमाणिन न कर दिया गया हो । 


( ग) उत्थापक साधित्रों के परीक्षण लदान के लिए प्रयुक्त जंगम वजन के जिसमें एस डब्ल्यू एल 20 टन से प्राधिक हा , नही होने की जांच अपना 

तोल मशीन द्वारा की जाएगी । 


5 . परीक्षण या परीक्षण भार के पश्चात् पूर्ण परीक्षा . 

- प्रत्येक उत्थापक साधिन और सहयुक्त गियर की , परीक्षण या परीक्षण लदान के पश्चात यह देखने के लिए संपूर्ण परीक्षा की जाएगी कि परीक्षण के 
दौरान कोई पूर्जा क्षतिग्रस्त या स्थायी रूप से विरूपित न हो । इस प्रोजन के लिए, उत्यापक गाधिन या उपशान बिर को उप सीमा तक अलग -अलग 
किया जाएगा जिस तक सक्षम व्यक्ति द्वारा प्रावश्यक समझा जाए । 
6 . परीक्षण और परीक्षा किसी मक्षम व्यक्ति द्वारा ही की जानी चाहिए । 
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प्ररूप 5 
डाक कर्मकार ( सुरक्षा , स्वास्थ्य और कल्याण ) विनियम , 1989 

( विनियम 47 और 51 ( 2 ) देखिए ) 

खुले गियरों के प्रारंभिक और कालिक परीक्षण और परीक्षा का प्रमाणपत्र 
( 1 ) डाक , घाट या घट्टी की दशा में , - - 

( 2 ) पोत की दशा में ,- - 
एसे डाक , घाट , या घटी का नाम , जहां उत्थापक माधिनों को फ़िट 

पौत का नाम -~-~~-~~ ~ - ~ 
किया गया है -~~~ ~ ~ ~ 

शासकीय संख्या-------- - -- 
नाम संकेत -~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ 
| रजिस्ट्री पत्तन - ~ ~ ~~~~ ~ ~ ~ ~~ ~ ~ ---- - - - - - - 
स्वामी का नाम -- - - - - - ---- - - - - - ~ ~ ~~ ~ ~ 


गियर याक्ति का वर्णन विभा और सामग्री 


परीक्षित सं 


सुभेदक सं 
और चिन्ह 


- 


परीक्षण की 
तारीख 


प्रयुक्त परीक्षण पर 
( टनों में ) 


सुरक्षित कार्यकारी 
भार ( टनों में ) 


- 


- 


- 


- 


(1) 


( 2) 


mammumnep 


an 


- 


- 


AR 


- 


- 


- 


- 


- 


- 


- - 


7. निर्माता या प्रदायकर्ता का नाम और पता----- - - -- - -- - -- -- -- 
8. प्रारभिक परीक्षण और परीक्षा प्रमाणपत्र संख्या और नारीख------ - 

(केवल कालिक परीक्षण और परीक्षा के मामले में ) . 
9. परीक्षण और परीक्षा करने वाली लोक सेवा , संगम , कंपनी या 

फ़र्म या परीक्षण स्थापन का नाम और पता -~- ~ ~ - ~ 
10. लोक सेवा संगम, कापनी या फ़र्म में या परीक्षण स्थापन में सक्षम 

ब्यक्ति का नाम और स्थिति -~-~~-~ ~ ~-~ ~ ~ ~ ~~ ~~~ ~ 

.. मैं यह प्रमाणित करता है कि तारीख - ~ ~ ~ ~ ~ को उपर्युक्त गियर का पिछले पृष्ठ पर उपवर्णित रीति में परीक्षण किया गया था । यह कि उक्त 
परीक्षा में यह दणित हुआ कि उक्त गियर. ( युक्ति ने परोक्षण भार को , बिना किसी अति या स्थायी. विरूपिता के सह लिया था , और यह कि उक्त गियर / 
युक्ति का मुवहनीय भार वह है जो स्तंभ 6 में दर्शित है । 

सक्षम व्यक्ति के हस्ताक्षर 
(टिप्पणी देखि ए ) 
सक्षम व्यक्ति का रजिस्ट्रीकरण प्राधिकार संख्यांक 

मुद्रा 

तारीख 


टिप्पण 


1. स्तंभ ( 2) : गियर युक्ति को विमाएं , सामग्री का प्रकार जिससे वह बनी है और जहां लागू है विनिर्माण में प्राप्त उच्या उधार का उल्लेख किया 
जाना चाहिए ( जब तक कि उक्त प्रयोजन के लिए प्ररूप सं . 7 का प्रयोग किया जाता है ) । 


2. 


सक्षम व्यक्ति से अभिप्रेत है - - 
( क ) भारत में किमो परोक्षण स्थापन का ऐसा अधिकारी जिस उत्यापक साधित्र, खुले गियर या तार रस्सो के परोक्षण, परीक्षा या तापनुशीतन और 

प्रमाणन के प्रयोजनों के लिए मुख्य निरीक्षक द्वारा ग्रामोदित किया गया है । 
( सु ) ऐमा कोई अन्य व्यक्ति जो अन्तर्राष्ट्रीय श्रम संगठन द्वारा अंगीकृत दुर्घटनामों के विरुद्ध संरक्षण ( डार्स ) कन्वेंशन ( पुनरीक्षित ) , 1932 ( सं . 

. 32 ) और डाक कार्य में उपजीविका जन्य सुरक्षा और स्वास्थ्य से संबंधित कन्वेंशन ( सं . 154) , 1979 के क्रियान्वयन के लिए उपखंड (i ) 
में वर्णिन किसी भी प्रयोजन के लिए अन्य देशों में लागू सुसंगत विनियमों के अधीन प्रमाणपत्र जारा करने के लिए सक्षम के रूप में मान्यता 


( ग ) किसी चरखी पालंब की दशा में , परीक्षण भार निम्नलिखित मे कम नहीं होगा : 
एस डब्ल्यू एल ( टनों में ) 

परीक्षण भार ( टनों में ) 
25 तक 

2X एस डब्लम एल 
25 से 160 तक 

( 0 . 939X एस डब्ल्यू एल ) + 27 
160 से अधिक 

1 . 1X एस डब्ल्यू एल 
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( घ ) हस्त - चालित घिनो सानंत्रों के सा प्रयकर पिवकी गई जंजीरों को गाने गौर के साथ गाणी लप से संग्ग रि , हु , शैाग निवेज 

सुवहनीय भार के प्राविर में काम गे कम 50 प्रतिशत परीक्षण भार लगाया जाएगा । 
( ड. ) किसी वकेट के साथ फिट किए गए घिरनो आलंब की दशा में पकेट का परीक्षण किया जाएगा और यकेट को परख परीक्षण करते समय 

वकेट का लागू भार वकेट के परख परीक्षण के रूप में स्वीकार किया जाएगा । 
( च ) किसी ऐसे स्प्रिंग की दशा में जिमकी दो टांगे हो, सुवहनीय भार की गणना नब की जाएगी जब टांगों के बीच का कोण 90 अंश हो । किसी 

स्लिंग को दो से अधिक टांगें हों तब मुवहनीय भार को गणना राष्ट्रीय मानक के अनुरूप की जाएगी । 
( छ ) प्रत्येक उत्थापक वीम उत्थापक फ्रेम, कंटेनर म्प्रेडर, वकेट , टब या अन्य ऐसा हो गियर ऐसे प्रमाणक भार के अध्यधीन होगी जो नीचे सारणी 

में दिए गए भार से कम न हो । 
सुवहनीय भार ( टनों में ) 

परीक्षण भार ( टनों में ) 
10 तक 

2X एस डब्ल्यू एल 
10 से ऊपर तक 

( 1 . 04X एस डब्ल्यू एल ) + 9 . 6 
160 से ऊपर 

1 . 1X एस डब्ल्यू एल 
( ज ) (i ) किसी परीक्षण के किए जाने से पूर्व अंतवलित उत्थापक साधित्र या ख ले गियर या उत्थापक अक्तियों का दृश्य निरीक्षण किया जाएगा 

और दिखाई देने वाले खराब गियर को बदला या नवीकृत किया जाएगा । 
( ii ) परीक्षण हो जाने के पश्चात् , सभी खुले गियरों और अन्य गियों की परीक्षा की जाएगी । पुली ब्लाक के सभी शोर्षों और विनों को 

यह देखने के लिए हटा दिया जाएगा कि क्या किनी पुर्ज को परोक्षण द्वारा कोई अति हुई है गा वह पापो कार मे विरूपित हुआ है । 
2. परीक्षण प्रौर परीक्षा किसी सक्षम व्यक्ति द्वारा की जानी चाहिए । 


प्ररूप 6 


परीक्षण प्रमाणपत्र संख्या - - - - - 


डाक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण) विनियम , 1989 

(विनियम 48 और 51 ( 2 ) देखिए ) 

नार रस्से के प्रयोग में लाए जाने से पूर्व परीक्षण और परीक्षा का प्रमाणपत्र 
( 1 ) रस्से के निर्माता या प्रदायकर्ता का नाम और पता - ~-~~-~~-~ 
( 2 ) ( क ) रस्से का घेराव्यास 

( ख ) लड़ियों की संख्या 
( ग ) प्रति लड़ी तारों की संख्या 
( घ ) बल ( ले ) 
( ड. ) बट ( कोर ) 
( 3 ) तार को किस्म (अर्थात सर्वोत्तम प्लौ स्टील ) 
( 4 ) ( क ) रस्से के नमूने का परीक्षण की तारीख 
( ख ) वह भार जिस पर नमूना टूटा टनों में ) 
( ग ) रस्से का सुवहनीय भार ( टनों में ) 

( कृपया अनुदेश -- - 1 देखिए ) 
( घ ) प्राशयित उपयोग । 


परीक्षण और परोक्षा करने वाली रोक सेवा , मंगम, कंपनी या फर्म या परीक्षण स्थापन का नाम और पता - - - --- ------ 


परीक्षण और परीक्षा करने वालो लोक सेवा , मंगम , कंपनो या फर्म , या परीक्षण स्थापन में सक्षम व्यक्ति का नाम और स्थिति ----- --- - 

मैं प्रमाणित करता हूं कि उपर्युक्त विशिष्टयां मही हैं और यह कि परोक्षण और परीक्षा मेरे द्वारा किए गए थे और सुवहनीय भार को प्रभावित करने 
वाली कोई त्रुटि नहीं पाई गई है । 

सक्षम व्यक्ति के हस्ताक्षर-- - 
( नीचे टिप्पण देखिए - - 
सक्षम व्यक्ति का रजिस्ट्रीकरण प्राधिकार मं . 

मुद्रा 

तारीख 


टिप्पणी 
सक्षम व्यक्ति से अभिप्रेत है - - 

( क ) भारत में किसी परोक्षण स्थापन का ऐमा अधिकारी जिसे उत्थापक साधित्र , खुले गियर या नार-रस्मों के परीक्षण, परीक्षा या तापान शीतन और 

प्रमाणन के प्रयोजनों के लिए मुख्य निरीक्षक द्वारा अनुमोदित किया गया है । 
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( च ) ऐसा कोई कि जो अस्ट्रिा था चंगठन द्वारा अंगीकृत दुर्घटनामों के विरुद्ध संरक्षण ( जास ) क्वेशन (पुनरीक्षित ), 1932 ( सं . 

32 ) और डाक कार्य में उपजीविका जन्य सुरक्षा और स्वास्थ्य से राबंधित कन्वोशन ( सं . 152), 1979 के क्रियान्वयन के लिए उपखंड ( 1 ) 
में वर्णित कियो भो प्रपोजन के लिए प्रयोगों में लाग सुमंगल विनियमों के अधीन प्रमाणपत्र जारी करने के लिए सक्षम के रूप में मान्यता 
प्राप्त है । 


अनुदेश 
1. तार रस्से की दशा में एक नमूने का विनाश होने तक परोक्षण विया जाएगा और रस का मुवहनीय भार किमी उपयोग गुणोक में उम भार के 
विभाजन द्वारा जिस पर नमूना टूर जाए , अवधारित किया जाएगा / अवधारण निम्न प्रकार किया जाएगा --- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


-- 


- 


- 


- 


- 


मद 


उपयोग गुणांक 


( क ) किसी स्लिंग का भाग रूप तार -रस्सा 
स्लिंग का सुवहनीय भार 
10टन और उसके बगबर तक सुवहनीय भार 
10 टनमे अधिक और 160 टन तक उनके बगबर तक मुवहनीय भार 
160 टन से अधिक सुवहनीय भार 


104 


( 8 . 85X 3 सु . भार ) + 1910 


( ख ) किसो उत्थापक साधित्र के अभिन्न भाग 
रूप तार रस्सा 
उत्थापक माधिन का सुवहनीय भार 
160 रन और उसके बरावर तक मुवहनीय भार 
160 टन से अधिक सुवहनीय भार 


104 


( 8 . 85X 3 सु . भा . ) + 1910 


परीक्षण प्रक्रिया मान्यताप्राप्त राष्ट्रीय मानकों के अनुरूप होगी । 
परीक्षणक्रिसो सक्षम व्यक्ति द्वारा ही किया जाना चाहिए । 


3. 


प्ररूप 7 


प्रमाणपत्र संख्या - --- - - 

डाक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) विनियम, 1989 

( विनियम 49 और 51 देखिए ) 

खुले गियरों के तापानुशोलन का प्रमाणपत्र 
( 1 ) डाक घाट या घट्टो की दशा में --- 

डाक, घाट या घट्टी का नाम जहां उत्थापक साधिन लगाया गया है----- -- - 
( 2 ) पोत को दशा में --- 

पोन का नाम --------- - - - 
शासकीय संख्या -- - --------- 
नाम संवत 
रजिस्ट्री पत्तन--- --- --- -- 
स्वामी का नाम - -- - - ---- -- 


सुवेदक संख्यांक गियर का वर्णन 
या चिह्न 


परीक्षण और जांच 
के प्रमाणपत्र का 


तापानुशीलन 
संख्यांक 


तापानशोलन को 

तारीख 


तापानुशोलन के पश्चात् सावधानीपूर्वक निरीक्षण 

पर पाई गई त्रुटियां 


संख्यांक 


( 1 ) 


( 2 ) 


( 3 ) 


7. तापान शीलन और निरीक्षण करने वाली लोक सेवा संगम, कम्पनी या फर्म या परीक्षण स्थापन का नाम और पता । 
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- 


- 


- 


- 


- eam 


- - 

- 


in 

- - 


- 


8 लोक सेवा , संगम, कम्पनी या फर्म या परीक्षण स्थापन में सक्षम व्यक्ति का नाम और हैसियत . . . . . . . . . . 


मैं प्रमाणित करता हूं कि स्तम्भ ( 5 ) में दर्शित तारीख को स्तम्भ ( 1 ) से स्तंभ ( 4 ) में वर्णित गियर मेरे पर्यवेक्षणीन प्रभावकारी रीति में तापानुशीपलित 
किया गया था , और इस प्रकार तापानुशीलन किए जाने के पश्चात् प्रत्येक वस्तु सावधानीपूर्वक निरीक्षित को गई थी और यह कि उसकी सुरक्षित कार्यकरण को 
दशा को स्तम्भ ( G ) में दर्शित से भिन्न प्रभावित करने वाली त्रुटियां नहीं पाई गई थीं । 
सक्षम व्यक्ति के हस्ताक्षर 

(टिप्पण 2 देखिए ) 
सक्षम व्यक्ति का रजिस्ट्रीकरण / प्राधिकार संख्यांक -- . . . . . . . . . . . . . 


मुद्रा 


टिप्पण 
( 1 ) स्तम्भ ( 2 ) : गियर को विमार , उप मामग्रो का प्रकार जिससे वह बना है और विनिर्माग में प्राप्त उज्मा उपचार का कथन किया जाना 

चाहिए । 
( 2 ) सक्षम व्यक्ति से अभिप्रेत है - - 
( 1 ) भारत में किसी परोक्षण स्थापन का ऐसा अधिकारी जिसे उत्थापक साधित्र, खले गियर या तार रस्सों के परीक्षण , परीक्षा या तापानुशीलन 

और प्रमाणन के प्रयोजनों के लिए मुख्य निरीक्षक द्वारा अनुमोदित किया गया है । 
( 2 ) ऐसा कोई अन्य व्यक्ति जो अन्तर्राष्ट्रीय श्रम संगठन द्वारा अंगीकृत दुर्घटनाओं के विरुद्ध संरक्षण (डास ) कन्वेशन ( पुनरीक्षित ) 1932 ( सं . 32 ) 

और डाक कार्य में उपजीविका जन्य सुरक्षा और स्वास्थ्य से संबंधित कन्वेशन ( सं० 152 ) 179 के क्रियान्वयन के लिए उपखंड ( 1 ) में 
वर्णित किसी भी प्रयोजन के लिए अन्य देशों में लाग सुसंगत विनियमों के अधीन प्रमाणपत्र जारी करने के लिए सक्षम के रूप में मान्यता 

प्राप्त है । 
( 3) तापानशीलन के बारे में अपेक्षाओं के लिए नीचे अनुदेश देखें । 
( 4 ) यह प्रमाणपत्र वैकल्पिक है । उपर्युक्त विशिष्टियां रजिस्टर प्ररूप 2 के भाग 4 में प्रविष्टि की जा सकेंगी । 

अनुदेश 
1. ऊपर उठाने या नीचे करने के साधारस उपयोग में जंजीरों ( डेरिकों या मस्तूल से संलग्न नियंत्रण जंजीरों से भिन्न, रिंग , हुक शैकल और स्विवैल 
निम्नलिखित अन्तरालों पर प्रभावी रूप में तापान शीलित किए जाने चाहिए :---- 
गियर का वर्ग 

यदि शक्ति द्वारा चालित उत्थापक साधित्रों पर प्रयुक्त यदि केवल हाथ द्वारा चलाए जाने वाले उत्थापक 

साधित्रों पर प्रयुक्त हो । 


1 


12. मि . मी . और उमसे लबुतर /गियार 

6 मास 

13 मास 
अन्य गियर 

12 मास 

2 वर्ष 
2. तापान शीलन किसी मक्षम व्यक्ति के पवेक्षणाधीन किया जाना चाहिए । 

3. ( क ) यद्यपि विनियमों द्वारा अपेक्षा नहीं की गई है तथापि यह सिफारिश की जाती है कि तापानुशील : उप तुक्त रूप से निर्मित भट्टी पर 30 और 
60 मिनट के बीच अवधि तक 600° और 700° सेन्टीग्रेड के बीच त.प तक गर्म करके किया जाना चाहिए । 

( ख ) यद्यपि विनियनों द्वारा प्रक्षित नहीं है तथापि यह सिफारिश की जाती है कि प्रशामान्यीकरण उपयुक्त रूप से निर्मित भट्टी पर 920° और 950° 
सेंटीग्रेड के बीच ताप तक गर्म करके किया जाना चाहिए । 

4. तामा नुशीलन को अपेक्षा है। रकों या आवरणों से संबोजित नियंत्रण जंजीरों को लागू नहीं होती और निम्नलिखित वर्गों के गियरों को नीचे वर्णित 
शर्तों के अधीन रहते हुए तापानुशीलन से छूट प्राप्त है -- 

( क ) प्राधा तपवर्धतीय ढलवां लोहे से बनी जंजीरे : 
( ख ) प्लेट लिंक जंजीरें , 
( ग ) इस्पात से बनी जंजीरें रिंग हुक , शैकल और स्विवेल , 
( उ ) पिच की गई जंजीरें , 
( ङ ) पिच की हुई जंजोरों, धिरनी आलंबन से स्थायी रूप में संयोजित रिंग, हुक , शैकल और स्विवेल , 
( च ) हुक और स्विवेल जिनमें बाल बियरिग के स्क्रू - सूत्रित भाग या अन्य दृढ़ीकृत भाग हैं , 
( झ ) वॉो अयोजन 

मियरों के इन वर्षों की तापेतुर्शीलन से इन शर्तों के अधीन छट दी गई है कि ऐसे गियर की प्रत्येक बारह मास में कम से कम एक बार किसी सक्षम व्यक्ति 
द्वारा पूर्णत: जांच को ज एगी और यह कि गियर को बाद में उपयोग में लाने के पूर्व ऐसी जांचों का विहित प्रमाणपत्र विहित रजिस्टर ( प्ररूप 2 ) से संलग्न 
किए जाएंगे या अनुकल्पतः अमेक्षित विशिष्ट्रियां रजिस्टर के भाग 3 में प्रविष्टि की जा सकेगी । 
458 GI/90 -- 7 
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प्ररूप 8 


परीक्षण प्रमाण पत्र सं . • • • • • 


डाक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) विनियम, 1989 

( विनियम 47 ( 2) और 51 ( 2 ) देखिए ) 

तापानुशीलन से छूट प्राप्त खुले गियरों की वार्षिक पूर्ण जांच का प्रमाणपत्र 
(1 ) डाक, घाट या घट्टी की दशा में 

डाक , घाट या घट्टी का नाम जहां उत्थापक साधित्र लगाया गया है . . . 
( 2 ) पोत की दशा में - - 
पोत का नाम . . . . . . . 
शासकीय संख्या . . . . 
नाम संकेत. . . . . . . . 
रजिस्ट्री पत्तन • • • • • • 
स्थामी का नाम : 


- 


- 


- 


- 


- 


- 


- 


सुभेदक संख्यांक या चिह्न 


गियर का वर्णन 


टिप्पणियां 


प्रारंभिक और कालिक परीक्षण और 
जांच के प्रमाणपत्र का संख्यांक 


- 


- 


+ 


--- 


- 


- 


- 


5 . परीक्षण और जांच करने वाली लोक, सेवा, संगम कंपनी या फर्म या परीक्षण स्थापन का नाम और पता . . . . 
8. लोक सेवा, गंगम, कंपनी या फर्म या परीक्षण स्थापन में सक्षम व्यक्ति का नाम और हैसियत . . . . . . . . . . . . . . . . . . . 
मैं प्रमाणित करता है कि तारीख . . . . . . . . . . . . . . . को 

· · · · · · को स्तंभ ( 2 ) में वर्णित उपयुक्त गियर की पूर्णत : जांच की गई थी और यह कि स्तंभ ( 4 ) 
में वर्णित से भिन्न , इसकी सुरक्षित कार्यकरण दशा को प्रभावित करने वाली कोई त्रुटियां नहीं पाई गई । 

(टिप्पण : देखें ) 
मक्षम व्यक्ति का रजिस्ट्रीकरण / प्राधिकारी संख्यांक मुद्रा तारीख . . . . . 


टिप्पण 


1. स्तंभ ( 2 ) : गियों की विमाएं उस मामग्री का प्रकार जिमसे वह बना है और विनिर्माग में लगा उष्मा उपचार का कथन किया जाना चाहिए । 
2. सक्षम व्यक्ति से अभिप्रेत है :- - 
( i ) भारत में किसी परीक्षण स्थापन का ऐसा अधिकारी जिसे उत्थापक साधिन, खुले गियर या तार रस्मों के परीक्षण , परीक्षा या तापानुशीलन और 

प्रमाणन के प्रयोजनों के लिए मुख्य निरीक्षक द्वारा अनुमोदित किया गया है । 
(ii ) ऐसा कोई अन्य व्यक्ति जो अन्तर्राष्ट्रीय श्रम मंगटन द्वारा अंगीकृत दुर्घटनाओं के विरुद्ध संरक्षण (डार्म ) कन्वेशन ( पुनरीक्षित ) 1932 (सं32 ) 

और डाक कार्य में उपजीविका जन्य सुरक्षा और स्वास्थ्य से संबंधित कन्वेशन ( मं . 152 ) , 1979 के क्रियान्वयन के लिए उपखंड ( 1 ) 
मं वर्णित किमी भी प्रयोजन के लिए अन्य देशों में लाग सुसंगत विनियमों के अधीन प्रमाणपत्र जारी करने के लिए सक्षम के रूप में मान्यता 

प्राप्त है । 
१. ऐसे गियरों की सूची के लिए जिनका तापानुशीलन अपेक्षित नहीं है, और " पूर्ण जांच " की परिभाण के लिए पृष्ट भाग पर देखें । 
4. यह प्रमाणपत्र वैकल्पिक है । उपर्युक्त विशिष्टियां रजिस्टर के प्ररूप में प्रविष्टि की जा सकेंगी । 


अनुदेश 


. 


1. गियरों के निम्नलिखित वर्षों को वापानशेलन मे छूट दी गई है किन्तु प्रत्येक बारह मास में कम से कम एक बार किमी सक्षम व्यक्ति द्वारा पुर्णतः 
पाच को जानी अपेक्षित है । 

( क ) आघातवर्धनीय ढलवां लोहे से बनी जंजीरें , 
( ख ) प्लेट लिंक जंजीरें , 


. 
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( ग ) इस्पात से बनी जजीरें, रिंग, हुक , शैकल और स्विवेल ; 
( घ ) पिच की हुई जंजीरें ; 


( ङ ) पिच की हुई जंजीरों, घिरनी , कंटेनर स्प्रेडर, ट्रे, स्लिंग , वास्केट आदि और कोई अन्य समान गियरों से स्थायी रूप में संयोजित रिंग , हुक , शैकल 

और स्विवैल ; 
( च ) हुक और स्विवैल जिनमें स्क्रू सूत्रित भाग या बाल वैयरिंग या अन्य पृष्ठ दृढ़ीकृत भाग हैं ; 
( छ ) र्वोदो अनुयोजन ; 


2. "पूर्ण जांच " से जांच किए गए भागों की सुरक्षा के बारे में विश्वसनीय निष्कर्ष पर पहुंचने के लिए उतनी सावधानीपूर्वक की गई चाक्षुष जांच , 
जितनी स्थितियां अनुज्ञात करें और याद आवश्यक हो तो अन्य साधनों द्वारा अनुपूरित जांच अभिप्रेत है ; और यदि इस प्रयोजन के लिए आवश्यक हो तो गियर 
के भागों को खोला जाना चाहिए । 


भाग - 1 


प्ररूप 9 

प्रतिषेध आदेश 
डाक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) विनियम , 1989 


डाक कर्मकार ( सुरक्षा , स्वास्थ्य और कल्याण ) अधिनियम, 1986 की धारा 5 ( 1 ) और विनियम 4 दखिए ] 

डाक , पोत, उत्थापक साधिन, खुले गियर और अन्य एसे ही गियर , उपस्कर, सीढ़ी और मंच के निरीक्षण पर निरीक्षकों की सूचना स्वामी, मास्टर , 
पोत का भारसाधक अधिकारी या अभिर्ता, पत्तन प्राधिकारी , उत्थापक साधिन , खुले गियर और उत्थापक युक्ति का स्वामी या यथास्थिति उस व्यक्ति को जो 
स्वयं , अपने अभिर्ता या अपने नियोजकों द्वारा डाक कार्य करते हैं , निरीक्षक की सूचना । 


पोत के रजिस्टर करने का पत्तन 


पोत की शासकीय सं . ( यदि कोई 


डाक पोत, उत्थापक साधिन, खुले गियर, उत्था- जहां स्थित है पड़ा/प्रयुक्त है 
पक युक्ति परिवहन उपस्कर, सीढ़ी और मंच 
का नाम 


हो ) 


- 


- 


- 


- 


- 


उपरनामित डाक , पोत , उत्थापक साधितों, खुले गियरों , उत्थापक युक्तियों, परिवहन उपस्कर, सीढ़ियों और मंचों का तारीख . . . . . . . . . . . . . को 
निरीक्षण किया गया था । 

डाक कार्य से संबंधित क्रियाकलाप में , जो आपके द्वारा चलाए जा रहे हैं । आपके द्वारा चलाए ही जाने वाले हैं । अापके नियंत्रणाधीन हैं , डाक 
कर्मकारों के जीवन सुरक्षा और स्वास्थ्य के लिए जोखिम या खतरा अन्तर्वलित है और उसमें निम्नलिखित उल्लंघन अन्तर्वलित हैं : 


उल्लंघन 
अतः मैं निदेश देता हूं कि उक्त क्रियाकलाप तब तक आपके द्वारा या आपके अधीन नहीं चलाए जाएंगे तब तक उक्त उल्लंघन और उल्लिखित मामलों 
का निरीक्षण के समाधानप्रद रूप में उपचार नहीं कर लिया जाता है । 

यह आदेश किसी विधिक कार्रवाई पर जो इन उल्लंघनों के लिए की जा सकेगी, प्रतिकूल प्रभाव डाले बिना जारी किया जा रहा है । 

आपसे यह सूचना प्राप्त होने पर कि अपेक्षाओं का अनुपालन किया जा चुका है, निरीक्षण पूरा किए जाने के उद्देश्य से / डाक/ पोत उत्यापक साधित्र, खुले 
यर या समान गियर / परिवहन / उपस्कर / सीढ़ी मंच का पुनः परिदर्शन किया जाएगा । 


डाक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) अधिनियम , 1986 के 
अधीन निरीक्षक 


संख्या . . . . . . . . . . . . . . . . . . 


तारीख . . . . . . . . . . . . . . 

सेवा में , 


52 


THE GAZETTE OF INDIA : EXTRAORDINARY 


[ PART II - SEC. 3(i) ] 


- 


- 


- 


अपेक्षाएं 


उपर्युक्त सभी उल्लघनो के या उनमें से किसी का अनुपालन करने के पश्चात् , निरीक्षक को , उस तारीख को और स्थान पर जिस पर डाक, पोत 
उत्थापक साधिन , खुले गियर या समान गियर, परिवहन उपस्कर, सीढ़ियां और मंच का पुनरीक्षण किया जा सके, सूचना दी जानी चाहिए । 


महोदय आपके द्वारा अधिसूचित उल्लंघन की ओर प्रभावी रूप से ध्यान किया गया है । डाक , पोत , उत्थापक साधित्र , खुले गियर या समान गियर 
परिवहन उपस्कर, सीढ़ियों और मंच नीचे दी गई तारीख और स्थान पर निरीक्षण के लिए तैयार रखे जाएंगे : 


- 


- 


- 


- 


- 


- 


- 
- 


- 


- 


- 
- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


निरीक्षण की तारीख 


- 


- 


- 


तारीख 


19 


पोत , पत्तन प्राधिकरण के स्वामी, मास्टर, भारसाधक अधिकारी या अभिकर्ता 

मशीनरी और गियर का स्वामी या ऐसा व्यक्ति जिसने स्वयं अपने अभि 
कर्ता या अपने नियोजकों द्वारा डाक कार्य किया है । 


सेवा में , 


डाक कर्मकार ( सुरक्षा , स्वास्थ्य और कल्याण ) अधिनियम , 1986 के अधीन निरीक्षक 


टिप्पणियां : 
( 1 ) किसी प्रतिषध आदेश का अनुपालन करने में असफल रहना, डाक कर्मकार ( सुरक्षा , स्वास्थ्य और कल्याण ) अधिनियम , 1986 की धारा 21 

( 4) द्वारा यथा उपबंधित के अनुसार अपराध है, और अधिनियम की धारा 18 के अनुसार अपराधी प्रत्येक दोषसिद्धि पर 5000 रु. से अनधिक 
किसी जुर्माने के लिए या किसी असीमित जुर्माने के लिए या ऐसे कारावास के लिए जिसकी अवधि 6 मास से अधिक नहीं होगी या जुर्माने 
और कारावास दोनों के लिए यथा यदि अधिनियम की धारा 16( 2) के अधीन दिए गए अनुसार अपराध जारी रहता है तो , प्रत्येक दोष सिद्धि 
के लिए 100 रु . प्रति दिन से अनधिक के और जुर्माने के लिए दायी होगा । 


( 2) अधिनियम की धारा 14 ( 4 ) के अनुसार ऐसे व्यक्ति जिसे अधिनियम के उपबंधों में से किसी के या उसके अधीन विरचित विनियमों के अधीन 

दंडनीय किसी अपराध के लिए दोषसिद्धि किया गया है, पूर्व दोषसिद्धि के दो वर्ष के भीतर किए गए किसी अपराध के लिए पुनः दोषसिद्ध किया 
जाता है और उसमें उन्हीं उपबंधों का उल्लंघन अंतर्वलित है , प्रत्येक पश्चात्वर्ती दोषसिद्धि के लिए ऐसे कारावास के दुगने कारावास से जिसके 
लिए वह ऐसे उपबंधों के पहले उल्लंघन के समय दायी होता, दंडनीय होगा । 


( 3 ) मख्य निरीक्षक को , संबंधित नियोजक या परिसरों के स्वामी / डाक कर्मकारों से किसी अपील की प्रतीक्षा किए बिना आदेश को , उसमें विनिर्दिष्ट अर्वाध 

की समाप्ति से पहले रद्द करने या उपांतरित करने या आदेश में विनिर्दिष्ट अवधि को बढ़ाने की शक्ति है । 
( 4 ) अधिनियम की धारा 5 के अधीन जारी किसी प्रतिषेध आदेश से व्यथित कोई व्यक्ति , उस तारीख से जिसको उसे आदेश संसूचित किया जाता 

है । 15 दिन के भीतर मुख्य निरीक्षक , महानिदेशालय कारखाना सलाह सेवा और श्रम संस्थान, सियान , मुम्बई 400022 को , अधिनियम की धारा 
8 के अधीन उपबंधित के अनुसार अपील कर सकेगा और जहां ऐसा आदेश मुख्य निरीक्षक का है अपील सचिव , श्रम मंत्रालय , नई दिल्ली को होगी । 


( 5 ) किसी व्यथित व्यक्ति द्वारा मुख्य निरीक्षक को कोई अपील मुख्य निरीक्षक को कोई लिखित सूचना मेजकर प्रारंभ की जानी चाहिए , जिसमें निम्न 

लिखित विशिष्टियां अंतर्विष्ट हों : 


( क ) अपीलार्थी का नाम और दस्तावजों की तामील के लिए उसका पता । 


( ख ) ऐसे प्रतिषेध आदेश या आदेशों की तारीख जिनके विरुद्ध अपील की गई है और परिसर या संबद्ध स्थान के पते । 


( ग ) प्रत्यर्थी का ( प्रतिषेध आदेश में यथाशित ) नाम और पता । 


( घ ) उन अपेक्षाओं और निदेशों की विशिष्टियां जिनके विरुद्ध अपील की गई है 


( ङ ) अपील के आधार । 


( 6 ) किसी अपील के हो जाने से प्रतिषेध आदेश निलंबित नहीं हो जाता / मुख्य निरीक्षक को प्रतिषेध मादेश के निलंबन के लिए आवेदन किया जा 

सकता है, किन्तु प्रतिषेध आदेश का प्रवर्तन तब तक जारी रहेगा जब तक कि मुख्य निरीक्षक अन्यथा निदेश नहीं दे देता । . 


( 1 ) इस प्रतिषेध आदेश को जारी होना, व्यथित व्यक्ति जो इसके जारी होने से पहले और पश्चात् इसके या किसी अन्य अधिनियमित के किसी 

उपबंध का अनुपालन न करने के लिए , उस पर आने वाली किसी विधिक दायित्ता से , मुक्त नहीं करता । 
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भाग 2 


सुधार सूचना 


डॉक कर्मकार सुरक्षा, स्वास्थ्य और कल्याण विनियम, 1989 
डाक , पोत , उत्थापक साधित्र, खुले गियर या समान अन्य गियर, उपस्कर , सीढ़ियां और मंच के निरीक्षण की निरीक्षक को सूचना स्वामी, मास्टर, 
पोत का भारसाधक अधिकारी या अभिकर्ता , पत्तन प्राधिकारी , उत्थापदक साधित , खुले गियर , और उत्थादक युक्ति का स्वामी यथास्थिति उस व्यक्ति 
को , जो स्वयं अपने, अभिकर्ता, या अपने नियोजकों द्वारा डाक कार्य करते हैं , निरीक्षक को सूचना । 


रजिस्ट्री का पतन 


पोत की शासकीय 


सं . ( यदि कोई हो ) 


डाक , पोत , उत्थापक, साधित्र , खुले गियर जहां स्थित है पड़ा प्रयुक्त है । 
उत्थापक , युक्ति , परिवहन सीढ़ियां उपस्कर और मंच 


2 


3 


. . • • • • •को 


ऊपर नामित डाक , पोत , उत्थापक स धिन , खुले गियर, उत्पाप क युक्तियां, परिवहन उपस्कर, सीढ़ियां और पंच को तारीख . . . . . . . 
निरीक्षण किया गया था । 

निम्नलिखित उल्लंघन पाए गए । आपसे यह अपेक्षा की जाती है कि आप उक्त उल्लंघन को समाप्त कर और . . . . . . . . . .दिन के 
भीतर लिखित अनुपालन रिपोर्ट भेजें । 

यह सूचना किसी विधिक कार्रवाई पर, जो उल्लंघनों के लिए की सकती है, प्रतिकूल प्रभाव डाले बिना जारी की जा रही है । 

आपसे यह सूचना प्राप्त होने पर कि डाक पोत उत्थापक साधिन / खुले गियर या समान अन्य गियर परिवहन उपस्कर सीढि यां /मंच की अपेक्षाओं 
का अनुपालन किया जा चुका है , निरीक्षण पूरा किए जाने के उद्देश्य से उनका पुनः परिदर्शन किया जाएगा । 


. 


सं• • • • • • • • • • • • • • . . . . . 


तारीख . . . . . 
सेवा में , 


डाक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) 

अधिनियम, 1986 के अधीन निरीक्षक 


अपक्षाएं 


उपर्यक्त अपेक्षाओं के या उनमें से किसो का अनुपालन करने के पश्चात , निरीक्षक को , उस तारीख को और उस स्थान पर जिस 
पर डाक पोत उत्थापक साधिन , खुले गियर, परिवहन उपस्कर, सीढ़ियां और मंच का पुननिरीक्षण किया जा सके , सूचना दी जानी चाहिए । 

आपके द्वारा अधिसूचित अपेक्षाएं प्रभावी रूप से पूरी की जा चुकी हैं । डाक, पोत , उत्थापक साधित्र, खुले गियर, परिवहन उपस्कर,, सीढ़ियां 
और मंच नीचे दो गई तारीख और स्थान पर निरीक्षण के लिए तैयार रखे जामेंगे । 


- 


- 


- 


- 


निरीक्षण की तारीख 


स्थान 


तारीख 
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पोत के स्वामी, मास्टर, भारसाधक , अधिकारी अमिक र्ता, पत्तन प्राधिकारी मशीनरी और 

गियर का स्वामी या ऐसा व्यक्ति जो स्वयं अपने अभिकर्ता या अपने नियोजकों 
द्वारा डाक कार्य किया है । 


सेवा में , 


डाक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) अधिनियम, 1986 के अधीन 

निरीक्षक 


प्रारूप 10 
डाक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) अधिनियम , 1986 की संक्षिप्तियां 

( विनियम 113 देखिए ) 
__ 3. ( 1 ) समुचित सरकार , राजपत्र में अधिसूनना द्वारा, इस अधिनियम के प्रयोजनों के लिए, ऐसे पत्तनों पर, जो अधिसूचना में विनिर्दिष्ट किए 
जाएं , ऐसे व्यक्ति को जिसे वह ठीक समझे , डाक सुरक्षा मुख्य निरीक्षक और ऐसे व्यक्तियों को , जिन्हें वह ठीक समझे, मख्य निरीक्षक 
. के अधीनस्थ निरीक्षक नियुक्त कर सकेगी । 

( 2 ) मुख्य निरीक्षक निरीक्षक की शक्तियों का भी प्रयोग करेगा । 
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( 3 ) मुख्य निरीक्षक और सभी निरीक्षक भारतीय दंड संहिता ( 1860 का 45 ) के अर्थ में लोक सेवक समझे जाएंगे । 
4. कोई निरीक्षक , उस पत्तन में जिसके लिए वह नियुक्त किया जाता है, 

( क ) ऐसी सहायता के साथ ( यदि कोई हो ), जो वह ठीक समझे किसी ऐसे पोत डाक, भाण्डागार या अन्य परिसर में , जहां कोई डाक कार्य किया 
जा रहा है, या जहां उसके पास यह विश्वास करने का कारण है कि कोई डाक कार्य किया जा रहा है, प्रवेश कर सकेगा ; 

( ख ) ऐसे पोत , डाक , उत्थापक मशीनरी, स्थांश गियर, मंच, परिवहन उपस्कर भाण्डागार या अन्य परिसरों की , जिसका किसी डाक कार्य के लिए 
उपयोग किया गया है या किया जाने वाला है, परीक्षा कर सकेगा ; 

(ग ) डाक कर्मकारों के नियोजन से संबंधित किसी रजिस्टर, मास्टर रोल या अन्य दस्तावेज के पेश किए जाने की अपेक्षा कर सकेगा और ऐसे 
दस्तावेज की परीक्षा कर सकेगा ; 

( घ ) स्थल पर ही या अन्यथा किसी व्यक्ति का ऐसा साक्ष्य ले सकेगा जो वह आवश्यक समझे ; 

परन्तु किसी भी व्यक्ति को इस धारा के अधीन अपने आपको अपराध में फंसाने वाले किसो प्रश्न का उत्तर देने या कोई साक्ष्य देने के लिए विवश. 
नहीं किया जाएगा ; 

( ङ ) ऐसे रजिस्टरों, अभिलेखों या अन्य दस्तावेजों या उनके भागों की प्रतिलिपियां ले सकेगा जिन्हें वह किसी ऐसे अपराध के संबंध में , जिसके बारे 
में उसके पास यह विश्वास करने का कारण है कि वह किया गया है या किसी जांच के प्रयोजन के लिए सुसंगत समझे; 

( च ) ऐसा फोटो , स्केच , नमूना , माप या अभिलेख ले सकेगा जो वह किसी परीक्षा या जांच के प्रयोजन के लिए आवश्यक समझे , 

( छ ) किसी ऐसी दुर्घटना के करणों । के बारे में जांच कर सकेगा जिसके बारे में उसके पास यह विश्वास करने का कारण है कि वह 
उत्थापक मशीनरी , परिवहन उपस्कर , मंच के एकाएक गिर जाने या खराब हो जाने के अथवा इस अधिनियम या विनियमों के किसी उपबंध के अनुपालन 
परिणामस्वरूप हुई थी ; 

( ज ) इस अधिनियम या विनियमों के अधीन उद्भूत होने वाले सुरक्षा, स्वास्थ्य और कल्याण उपबंधों से संबंधित हेतु क दर्शित करने के 
लिए सूचना जारी कर सकेगा ; 

( झ ) इस अधिनियम या विनियमों के अधीन उदभूत होने वाले किसी परिवाद या अन्य कार्यवाही के संबंध में किसी न्यायालय के समक्ष 
अभियोजन , संचालन या प्रतिरक्षा कर सकेगा ; 

( ञ ) ऐसी अन्य शक्तियों का प्रयोग कर सकेगा, उसको विनियमों द्वारा प्रदत्त की जाएं । 

5. ( 1 ) यदि निरीक्षक को यह प्रतीत हो कि कोई स्थान , जहां कोई डाक कार्य किया जा रहा है ऐसी दशा में है कि वह डाक कर्मकारों 
के जीवन सुरक्षा या स्वास्थ्य के लिए खतरनाक है, तो वह स्वामी पर या ऐसे स्थान के भारसाधक व्यक्ति पर ऐसे स्थान में किसी डाक 
कार्य का तब तक प्रतिपेध करने वाले लिखित रूप में आदेश की तामील कर सकेगा जब तक कि खतरे के कारण को समाप्त करने के लिए 
उसके समाधानप्रद रूप में उपाय नहीं किया जाता है ? 

6. उस स्थान का स्वामी या भार साधक व्यक्ति , जहां कोई डाक कार्य किया जा रहा है मुख्य निरीक्षक या निरीक्षक को इस अधिनियम या 
विनियमों के अर्ध.न कोई . प्रवेश, निरीक्षण सर्वोक्षण , माप, परीक्षा या जांच करने के लिए सभी उचित सुविधाएं देगा । 

13. किसी व्यक्ति के विरुद्ध किसी ऐसी बात के लिए कोई वाद, अभियोजन या अन्य विधिक कार्यवाही नहीं होगो जो . इस अधिनियम के अधीन 
सद्भावपूर्वक की गई है ना की जाने के लिए आशयित है । 


14. ( 1 ) जो कोई - - 

( क ) किसी निरीक्षक को इस अधिनियम द्वारा या इससे अमोन प्रदत्त किसो शक्ति के प्रयोग में जानबूझकर बाधा पहुंचायेगा या निरीक्षक द्वारा मांग किए जाने पर किसी 
डाक कार्य के संबंध में विनियमों के अनुसरण में या अन्वया रख रखे किसी रजिस्टर या अन्य दस्तावेज को पेश करने में असफल रहेगा या किसी व्यक्ति को किसी निरीक्षक के 
समक्ष उपसंजात होने से या निरीक्षक द्वारा उसको परीक्षा किए जाथे से छिपाएगा या रोकेगा या रोकने का प्रयास करेगा , अथवा 


( ख ) विनियमों द्वारा या उनके अधीन उपबंधित की जाने के लिए अपेक्षित किसी बाड़ , गंगवे , गियर, सीढी , प्राणरक्षक साधन या साधिन प्रकाश 
चिन्ह मंच या अन्य वस्तु को जब तक कि सम्यक रूप से प्राधिकृत नहीं ज्ञया गया हो या आवश्यकता को दशा के सिवाए हटाएगा ; 

- ( ग ) किसी ऐसी. बाड़ , गैगवे, गियर, सीड़ी , प्राणरक्षक साधन या साधित , प्रकाश चिन्ह, मंच या अन्य वस्तु को किसी आवश्यकता को दशा में 
हटाए जाने पर उस अवधि की समाधि पर जिसके लिए उसका हटाया जाना आवश्यक था , उसे प्रतिस्थापित करने में लोप करगा ; वह कारावास से जिसकी 
अवधि छह मास तक की हो सकेगी या जुर्माने से , जो पांच हजार रुपए तक का हो सकेगा, या दोनों से, द डनीय होगा । 

( 2 ) यदि कोई व्यक्ति, जो ऐसा व्यक्ति है जिसका कर्तव्य विनियमों में से किसी का अनुपालन करना है, ऐसे विनियमो का उल्लंघन करेगा और ऐसे उल्लंघन में परि . 
णामस्वरूप , 

( क ) किसी डाक कर्मकारण के साथ प्राणान्तक दुर्घटना हो सकती है । 
( ख ) कोई ऐसी, दुर्घटना , हो जाती है , जो किसी डाक कर्मकार को पन्द्रह दिन से अधिक , तक उसको : पूरी मजदूरी का उपार्जन करने से 

असमर्थ बनाती है, तो ऐसा व्यक्ति कासवास से, जिसकी अवधि छह मास.. तक की हो सकेगी , या जुर्माने से, जो खंड ( क ) के अधीन आने वाले । 
किसी मामले · में दो हजार रुपए से कम और खण्ड ( ख ) के अधीन आने वाले किसी मामले में पांच सौ रुपए से कम नहीं 
होगा किन्तु जो दोनों में से । किसी दशा में , पांच हजार रुपार . तक का हो सकेगा, या दोनों से , दण्डनीय होगा और न्यायालय 
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- - 


- 


- 


- 


- 


- 


- 


संपूर्ण जुर्माने या उसके किमी भाग को यथास्थिति, मृत डाक कर्मकार के आश्रित को या क्षतिग्रस्त डाक कर्मकार को संदत्त किए 

जाने का आदेश दे सकेगा । 
स्पष्ट करण - इस उपधारा के उपबंध किन्हीं ऐसे उपबंधों के अतिरिक्त होंगे , जो धारा 21 की उपधारा ( 4) के अधीन बनाए जा 
सकेंगे । 


प्रारूप - -- 11 


डाक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) विनियम, 1989 को संक्षिप्तियां (विनियम 113 देखिए ) 


भाग 1 


साधारण 


2. परिभासाएं : 


( 5 ) "निरीक्षक " से अधिनियम की धारा 3 के अधीन केन्द्रीय सरकार द्वारा नियुक्त कोई व्यक्ति अभिप्रेत है और इसके अंतर्गत मुख्य 
निरीक्षक भी आता है, 


- 3. निरीक्षकों की शक्तियां : 


( क ) निरीक्षक , ऐसे किसी पत्तन में जिसके लिए उसे नियुक्त किया गया है, -- 
(i ) ऐसी सहायता ( यदि कोई हो ) , जिसे वह व्यक्ति समझता है के साथ किसी पोत , डाक मंडागार या अन्य परिसर में प्रवेश 

कर सकेगा जहां कोई डाक कर्म किया जा रहा हो या जहां उसे ऐसा विश्वास करने का कारण है कि कोई डाक कर्म जारी 


(ii ) ऐसे पोत, डाक , उत्थापक साधिन, खुला गियर , उत्धापक युक्ति , मंच परिवहन, उपस्कर, भाणडागार या अन्य परिसरों की परीक्षा 

कर सकेगा जिनका किसी डाक कर्म के लिए उपयोग किया गया है या उपयोग किया जाने वाला है ; 


( iii ) डाक कर्मकारों के नियोजन से संबंधित किसी रजिस्टर , मस्टर रोल या अन्य दस्तावेज पेश किए जाने की अपेक्षा कर सकेगा और 

उस दस्तावेज की परीक्षा कर सकेगा । 


(iv ) किसी व्यक्ति का स्थल पर या अन्यथा ऐसा साक्ष्य ले सकेगा जिसे वह आवश्यक समझे ; 

परन्तु, किसी व्यक्ति को उपविनियम 3( क ) (iv ) के अधीन किसी प्रश्न का उत्तर या कोई ऐसा साक्ष्य देने के लिए , जो 
उसे अपराध में फंसाता हो , विवश नहीं किया जाएगा ; 


( v ) रजिस्टरों, अभिलेखों या अन्य दस्तावेजों या उसके किसी भाग की प्रतियां , जिन्हें वह किसी ऐसे अपराध के संबंध में जिसके 

बारे में उसे विश्वास करने का कारण है कि अपराध किया गया है या किसी जांच के प्रयोजन के लिए सुसंगत समझता है 
ले सकेगा ; 


( vi ) ऐसे फोटोग्राफर, स्कच , नमूना , वजन , माप या अभिलेख जिसे वह किसी परीक्षा या जांच के प्रयोजन / के लिए आवश्यक समझता 

है, ले सकेगा ; 
( vii ) किसी दुर्घटना या खतरनाक घटना के कारण को जांच कर सकेगा/जिसके बारे में उसे विश्वास करने के कारण हैं कि वह किसी 

उत्थापक साधिव , खुला गियर, परिवहन उपस्कर , मंच के ढह जाने या विफल होने का या अधिनियम या विनियमों के उपबंधों 

में से किसी के अननुपालन का परिणाम है ; 
( viii ) अधिनियम या विनियमों के अधीन उत्पन्न होने वाले सुरक्षा , स्वास्थ्य और कल्याण उपबंधों से संबंधी कारण बताओ सूचना जारी 

कर सकेगा । 


( ix ) किसी न्यायालय के समक्ष ऐसी शिकायत 

या विनियमों के अधीन उत्पन्न हों ; 


या अन्य कार्यवाहियों का अभियोजन , संचालन या प्रतिरक्षा कर सकेगा जो अधिनियम 


आवश्यक समझा जाए , डाक कर्मकारों का 


( x ) पत्तन प्राधिकारी , डाक श्रम बोर्ड और अन्य डाक कर्मकारों, के नियोजक को यदि 

स्वास्थ्य परीक्षण करवाने के निदेश दे सकेगा । 


( ख ) यथास्थिति , कोई व्यक्ति जिसके हाथ में परिमर का सामान्य प्रबन्ध और नियंत्रण है, या पोत का स्वामी , मास्टर , भारसाधक 

अधिकारी या अभिकर्ता निरीक्षक द्वारा प्रवेश , निरीक्षण , परीक्षा जांच के लिए या अन्यथा अधिनियम या विनियम के अधीन उस पोत 
या परिसर के संबंध में अपनी शक्ति का प्रयोग करने के लिए अपेक्षित माधनों को व्यवस्था करेगर जिसमें लांच या परिवहन के 
अन्य साधन को व्यवस्था भी सम्मिलित होगी । 
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4. निरीक्षण को सूचना : 
( 1 ) निरीक्षक ऐसे दोषों और कमियों को , जो निरीक्षण और परीक्षण के दौरान उसके ध्यान में पाए और जिन्हें यह बताना चाहे 

उक्त अधिनियम या विनियमों के अधीन उमके द्वारा पारित किमी आदेश के साथ निम्नलिखित को प्ररूप १ में अधिसूचित 
कर सकेगा । 
( i) पोत का स्वामी, मास्टर, भारसाधक अधिकारी या अभिकर्ता; या 
(ii) पत्तन प्राधिकारी ; या 
(iii) उत्थापक साधिन, खुले गियर , उत्थापक युक्ति और परिवहन उपस्कर के स्वामी ; या 

(iv ) डाक कर्मकारों के नियोजक । 
( 2 ) जब कोई निरीक्षक उपरोक्त उप विनियम ( क ) के अधीन , किसी डाक , उत्थापक साधित्र, खुला गियर, उत्थापक युक्तियां, परिवहन उपस्कर 
सीढ़ियां या बाड़ या मैच के संबंध में सूचना देता है तब वह उस सूचना में जहां डाक कर्मकार के जीवन, उसकी सुरक्षा या स्वास्थ्य के लिए 
परिस्थितयां खतरनाक हैं , डाक के प्रतिषिद्ध कर सकेगा ग्रोर ऐसे डाक , उत्पादक साधित, खुला गियर, उत्यापक युक्ति , परिवहन उपस्कर, सीढ़ियां 
या मंच का प्रयोग तब तक नहीं किया जाएगा जब तक सूचना में विनिर्दिष्ट दोष या दोषों को दूर नहीं कर दिया जाता और निरीक्षक 
प्रतिबंधात्मक आदेश वापिस नहीं ले लेता है । 


6. शास्तियां : 

इन विनियमों में स्पष्ट रूप से अन्यथा उपबंधित के सिवाए, कोई भी व्यक्ति जो इन विनियमों में से किसी विनियम के पालन के लिए 
जिम्मेदार है , ऐसे विनियमों का उल्लंघन करता है, अपराध का दोषी होगा और ऐसे कारावास से , जिसकी अवधि छह मास तक की हो 
सकेगी , या ऐसे जुर्माने से जो पांच हजार रुपए तक हो सकोगा , या दोनों से , दण्डनीय होगा और यदि उल्लंघन दोषसिद्धि के बाद भी 
जारी रहता है, के ऐसे अतिरिक्त जुर्माने से दण्डित होगा जो उक्त उल्लंघन के जारी रहने तक प्रति दिन के लिए 100 रुप या तक हो 
सकेगा । 


भाग 2 

जिम्मेदारियां 
7. जिम्मेदारियां : 

( 5 ) प्रत्येक डाक कर्मकार का यह कर्तव्य होगा कि वह इन विनियमों की ऐसी अपेक्षाओं का पालन करे जो उसके किमी कार्य के अनुपालन या उससे 
बिरत रहने से संबंधित हो और इन विनियमों की अपेक्षा को कार्यान्वित करने में सहयोग दे और यदि उसे इस बात का पता चले कि उत्पादक ताधित, खला 
गियर, उत्पादक, युक्ति, प्रवहन और परिवहन उपस्कर या अन्य उपस्कर में कोई दोष है तो वह ऐसे दोष के बारे में बिना अनुचित विलंब के अपने नियोजक 
या फोरमैन या प्राधिकार रखने वाले अन्य व्यक्ति को इसको रिपोर्ट करे । 

( 6 ) कोई भी व्यक्ति, जब तक वह सम्यक रूप से प्राधिकृत न किया गया हो या किसो आवश्यकता को दशा में अधिनियम या इन विनियमों के अधीन 
उपबंधित का ज. ने के लिए अमेक्षित किसी बाड़, गंगवे, गियर , सीढ़ो, हैच छादन, प्राणारक्षक साधित्र , प्रकाश या किसी अन्य वस्तु को न तो हटाएगा और न 
उसमें कोई हस्तक्षेप करेगा । यदि हटाया जाता है तो , ऐसी वस्तुओं को ऐसी अवधि के अन्त में पुनः स्थापित किया जाएगा जिसके दौराम उनका हटाया 
जामा आवश्यक था और ऐसा उन व्यक्तियों द्वारा किया जाएगा जो उम सनय कार्य के अन्त में लगे हुए थे जिस समय हटाए जाने की अवश्यकता पड़ी थी । 

9. प्रत्येक डाक कर्मकार, इन विनियमों में उपबंधित पहुंच के साधन का प्रयत्न करेगा और कोई भा व्यक्ति इसके प्रामार उपबंधित के सिवाय पहंच 
के साधन का प्रयोग करने के लिए किसी अन्य को न तो प्राधिकृत करेगा और न आदेश देगा । 

___ 10. कोई भी व्यक्ति गियर के समायोजन के प्रयोजन के लिए और उन्हें चालू या बंद करने के लिए न तो हैच बोम पर और न ही किसी व्यक्ति को 
ऐसा करने के लिए प्राधिकृत करेगा या आदेश देगा । 

11. डॉक श्रम बोर्ड और डॉक कर्मकारों के अन्य प्रत्येक नियोजक का कर्तव्य होगा कि वह विनियम 74, 89, 91 ( 3 ) , 92, 93 ( 1 ), ( 3 ) और ( 4 ) 
103, 107, 108 से 111 का पालन करें । 

12. सक्षम व्यक्ति का यह कर्तव्य होगा कि वह विनियम 41, 47, 48 और 50 का पालन करे । 


भाग 3 


सुरक्षा 
क - कार्य स्थल 


9. सतह 

( 1 ) किसो डॉक पर प्रत्येक नियमित पहुंच मार्ग नि: Thi डॉ कहार को कार्य-स्थान को जाने या वहां से जाने के लिए प्रयोग किया जाता है, और 
डॉक के भीतर ऐसा प्रत्येक स्थल -- 

( क ) ऐसो वस्तुओं से साफ और मुक्त रखा जाएगा जिससे फिसलन , लड़खड़ाहट या गिरना कारित हो ; 
( ख ) डॉक कर्मकारों की सुरक्षा का सम्यक रूप से ध्यान रखते हुए मरम्मत करके अच्छी हालत में रखा जाएगा । 
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( 2 ) डॉक में सपी क्षेत्रों में तालियों को उचित व्यवस्था होगी और शैडों , गाण्डागारों तया भण्डार स्थानों तक सुरक्षित रूप से पहुंचने को मोर स्थान 
तथा हर को गुरक्षित उठाई गई को कर लाने के उद्देश्य ये उन्हें ग्रेड संलि कि जाएगा । 

( 3) नालियों के पूल और कैच वेसिन को उचित रूप से ढका या बन्द किया जाएगा । 

( 4 ) डाक के मभी क्षेत्र और सभी पहुंच मार्ग जिन पर उत्यापक माधिन और अस्कर का प्रयोग किया जाता है, मजबूती से बनाए 
जायगे , उनकी सतह अच्छी सामग्री से बनाई जाएगी और पर्याप्त रूप से ममतल बनाया जाएगा और छिद्र तथा . दगर में मुक्त 
होगा जिससे कि स्थोरा का परिवहन सुरक्षित रूप से हो सके और उनका उचित र से अनुरक्षण किया जाएगा । 

( 5 ) डाक में कोई कार्य स्थल ‘ जो क्षतिग्रस्त है या मरम्मताधान है अन्य क्षेत्रों से प्रभावी रूप से निरुद्ध कर दिया जाएगा और 
जब आवश्यक हो रात्रि में चेतावनी प्रकाशन की व्यवस्था की जाएगी 

( 6 ) जल द्वारा परिवहन के लिए आशयित यानों में चढ़ने या उतरने के लिए डाक कर्मकारों द्वारा प्रयोग किए जाने वाले सभी उतरने 
के स्थानों को , उनको प्रयोग करने वा के व्यक्तियों का सुरक्षा के सम्यक रूप से पान में रखते हुए मरम्मत द्वारा प्रच्छी हालत में रख 
जाएग . । 


जब म 


10. खतरनाक स्थानों की बाढ़ लगाना : 

( 1 ) डाक के निम्नलिखित हिस्से और पहंच मार्ग यायान और काकरण को ध्यान में रखते हुए यवा सहज बाड़ से अनुरक्षित 
किया जाएगा । बाड़ की ऊंचाई किसी भी स्थान पर एक मोटर से कम नहीं होगी और वह अच्छी हालत में रखी जाएगी : 

( क ) किसी डाक के सभी कटाव, खतरनाक कोने और अन्य खतरनाक भाग या मिरे , 
( ख ) पुल , वलूने और डाक द्वार के ऊपर दोनों ऐसे पावं पैदल मार्ग जो डाक कर्मकारों के साधारण उपयोग में हैं और ऐसे पदल 

मार्ग क प्रवेश का प्रत्येक और, अंत में प्रत्येक और पर्याप्त दूरी के लिए जो 4 . 5 मीटर से अधिक नहीं होगी , 


परन्तु उन बाड़ों के मामलों में जो इन विनियमों के प्रवृत्त होने की तारीख से पहले विनिर्मित की गई थी , बाड़ की ऊंचाई का किमा 
भी व्या ; पर 75 सेंटीमीटर मे कम न होना पर्याप्त होगा । 

( 2 ) पाइपों और केविनोंके लिए नाली, मड्ढा खाई और परिमंकटमय विवर और उनन म क्षित रूप से दक दिए जाना या 
पर्याप्त रूप से बढ़यक्त होंगे । 


( 3 ) जहां · घाट या घट्टी पानी की ओर अत्यधिक ढलान बाली है वहां बाहरी किनारा यथा संभत्र संरक्षित किया ज एग । . 


11. गस्ते खाली रखे जायेंगे : 


( 1 ) जहां डॉक कर्मकार नियोजित किए गए है वहां डॉक के किनो क्षेत्र पर स्योर. इस पर भारिस नहीं किया जाएगा या 
परिवहन उपकर या उत्पादक साधित इस प्रकार नहीं रखे जायेगे जिमने कि पोन . के . प्रागरक्षक मादित, अग्निगामक अम्कर और इन विनियमों के 
अधीन उपबंधित कल्याणकारी सुविधाओं के लिए पहुंच में बाधा आती है । 


. : ( 2 ) जहां कोई जगह किमी घाट या धंद्री के किनारे के साथ छोड़ी जती है वहां वह कम से कम 90 से . मो .. चोड़ो होगा 
और उपयोग में स्थिर संरचनाओं, संयंत्र और साधित्रों से भिन्न मभी वधाओं से बाली रवी जाएगी । 

( 3 ) जहां किसी डॉक के कार्यक्षेत्र परिवेष्टित हैं और यातायात उचित ठहराता है वहां पैदल यकियों के लिT एक पृथक द्वार या 
राने की व्यवस्था की जाएगी । 
12 रैलिंग और बाड़ । 


( 1 ) पोत पर चढ़ने , उतरने के लिए हैचपथ , स्थल मीडी, गैंगवे, निर्मनी और किमी अन्य खतरनाक स्थान की प्राड के लिए सभी लिग 
ठोम मामग्री , अच्छी विनिर्माण और पर्याप्त शक्तिशाली होंगे और इन विनियमों में अन्यथा विनिर्दिष्ट न हो - - 

( क ) कम से कम एक मीटर ऊंची होगी , और 
( ख ) दो रेलों या दो खींच रस्सी या चन जो टेके और दो बोर्ड मे प्रलंबित होगी । 
( 2 ) मध्यवर्ती रेल , रस्सा या ( जंजीर ) 50 से . मी . ऊंची होगी 
( 3 ) टेके 2 मीटर पार्श्व मे अधिक दूरी पर नहीं होंगे और अनवधान । ये दर नि से . पुंरक्षित हों । 
( 1 ) • टो वोर्ड कम से कम 15 सेंमी . ऊंचा होगा । 
( 5 ) रेलिंग तीक्ष्ण धार रहित होंगे । 

( G ) हैवपथ ऊंचे प्लेट फार्म आदि की अस्थायी बाइ पवियत रूप में याताय, एक मीटर की ऊंचाई तक और निम्नलिखित 
में किभी वो होगी 

( क ) दो खींची रस्सी या जंनी र टेके महित, या 

( ख ) ठीक प्रकार पे विशिष्ट कोशी और सुरक्षित रूप में जकड़ा हुआ मुरक्षा गाल । 
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( 7 ) परिवहन जलयास पर पहुंचने को सोही काष्ठ या मा अपलान से उपस्कारिस होषी मिसले कि लोगान . प. और जलयात 
पार्च के बीच 30 से . मी . से अधिक दूरी असुरक्षित हो सके । 
15. प्राणरक्षित साधिव 
डाक कर्मियों के डूबने से बचाव की व्ययवस्था और अनुरक्षण किया जाएगा और जिसके अन्तर्गत होगा : -- 
( क ) जीवन -रक्षक साधित्रों का प्रदाय किया जाना, घाट या घड़ी पर चालू हालत में स्खना , जो सभी परस्थितियों को ध्यान में रखकर 

युक्तियुक्त रूप से पर्याप्त हों , ! और . 
( ख ) युक्तियुक्त अंतराल से जल सतह पर या नजदीक में वे उपाय जो व्यक्ति को स्वयं को संभालने य जल से बाहर पाने 

के लिए सभी परिस्थितियों को ध्यान में रखकर युक्तियुक्त रूप से पर्याप्त हों । . 


16. प्रदीपन : 

( 1 ) डाक में और पोत पर वेसमी क्षेत्र जहां गोदी कार्यकिया जाता है और ऐसे क्षेत्रों और स्थानों के सभी पहुंच मार्गों को , जिममें डाक कर्मकारों का अपने नियोजन के 
अनुक्रम में जाना अपेक्षित है, ममुचित रूप से सुरक्षापूर्वक और दक्षतापूर्वक प्रकाशयुक्त किया जाएगा । : 

( 2 ) डाक पर उन क्षेत्रों में साधारण प्रदीपन कम से कम 10 लख होगा जहां से डाक कर्मकारों को निकलना पड़ता है और स्थानों 
में , जहां तक डॉक कर्मकार नियोजित. हैं , प्रदीपन विशेष रूप से खतरनाक स्थानों पर किमी अतिरिक्त प्रदीपन की आवश्यकता के 
उपबंध पर प्रतिकूल प्रभाव डाले बिना कम से कम 25 लाख होगा । 

. ( 3 ) कृत्रिम प्रकाश के साधन , जहां तक साध्य हों ऐसे होंगे और ऐसे रखे जायेंगे जिससे कि उस विस्तार तक चकाचौंध या 
प्रतिबिम्ब के बनने का निवारण किया जा सके जिससे कि किसी डाक कर्मकार की दुर्घटना की जोखिम ‘ कारिता हो । 

( 4 ) पहनीय प्रकाश अच्छी दशा में बनाया रखा जाएगा और निम्नलिखित अपेक्षाओं की पूर्ति करेगा : 
( क ) वे पर्याप्त पराक्तकों और रोक से सुसज्जित किये जायेंगे . और 

( ख ) वे हैवी ड्यूटी विद्युत कार्ड से सुसज्जित होंगी और साथ ही संयोजन और विद्युत रोधन सुरक्षित दशा में बनाया रखा जाएगा । 
अत्यधिक शोर, प्रादि : 

कार्य स्थल पर अत्यधिक शोर, कंपन और वायु प्रदूषण के अहानिकर प्रभावों से डॉक कर्मकारों के बचाव के लिए पर्याप्त 
रूप से पूर्वावधानियां बरती जाएंगी । किसी भी स्थिति में शोर का प्रबलता र अनुसूची VII में अधिकथित सीमा से अधिक नहीं होगा । 

ख . भांडागार और भंडार स्थान 


27. उत्पादक साधित्रों तक पहुंच के साधन और बाड़ : 

( 1 ) किलो उत्थानक मात्रि के प्रत्येक भाग पर पहुंच के सुरक्षिा साधनों को व्यवस्था को जापगी । 

( 2 ) यांत्रिक शक्ति से चालित प्रत्येक कैन या टिप पर प्रवालक का प्लेटफार्म पहुंच के मुरक्षित माधनों के माय, सुरक्षित रूप से बाइयार होगा । 
विश्विटतया जहां पहुंच एक सीढ़ी द्वारा है : - - 

( क ) सीढ़ी के किनारे, प्लेटफार्म से पर युक्तियुक्त दुरो तक विस्तारित होंगे या अन्य कोई आयुक्त हैंण्डहोल्ड को अवस्था को जागो : 
( ख ) प्लेटफार्म पर उतराई स्थान बाधा रहित और फिसलन से युक्त रखा जाएगा और । । 
( ग ) जहां सोदो उर्धाकार है और छह मोटर से अधिक ऊंचा है, उस दगा में प्रये के छह मोटर और उसके भाग के पश्चात् एक क्विाम स्थान । 
- की व्यवस्था को जाएगी । 


घ -- डैक हैचपय आदि 
29. बलवर्क रेल : . 

( 1 ) सभी ऐसे जारी डैकों के जि में डॉक कर्षकार , डाक कार्य करने के प्रयोग के लिए पहुंच रखते हैं बाहरो किनारे पर ईक के ऊपर एक लीटर 
की ऊंचाई तक किसो बुलवर्क या गार्ड रेलों का व्यवस्था को जामो जो इस प्रकार डिजाइन किए हुए, मनिमि । प्रोरलो हुर होंगे कि किस डॉर काकार 
को घटनावश बाहर गिरने से रोक सके । 

( 2) बलवर्क या गार्ड रेलें निरंतर होंगी वहां के मिवाय जहां डॉक कार्य के प्रयोगों के लिए क्शनों को हटाना पड़े और ऐसे संक्शनों का प्रावश्यक 
न्यूनतम दूरी से परेविस्तार नहीं किया जाएगा । 


33. हैच के चारों और बाड़ लगाना : ! 

( 1 ) किसी पेटे के ऐसे प्रत्येक हैचवे , जो गहराई में 1 . 5 मोटर से अधिक है और 75 पटामोटर को किसी स्पष्ट ऊंचाई तक अड़वाल से संरक्षित 
नहीं है, जब वह उपयोग में नहीं है, तो पेटे में डॉक कर्मकारों को गिरने से रोकने के लिए उसे एक मोटर को ऊंचाई तक बाड़ लगाई जाएगो या सुरक्षित 
रूप सेडका जाएगा । 
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( 2 ) यदि किसो हैच में दो डेकों पर डॉक कर्म कार्य माथ-साथ किया जा रहा हो तो उच्चतर डेक के खुले सिरे को , फलफ या जाल या किसी अन्य 
उपयुका ढंग से डॉक कर्मकारों या स्यौरा को गिरने से रोकने के लिए, एक मोटर की ऊंचाई तक मंरक्षिामा जादा पोर . जानों को , जब रिग 
किया जाए , हैच आच्छादों से बांधा नहीं जाएगा । 

( 3 ) जब किसो हैच सेक्शन या 2 . 5 मीटर से अधिक की ऊंचाई के नौभरण स्यौरा के किसो किनारे को उस प्रकार खुला रखा जाता है कि इससे 
डॉक कर्मकारों के गिरने का खतरा पैदा होता है तो किनारे को कसे हुएं रस्से , सुरक्षा जाल या रेति द्वारा एक मीटर की ऊंचाई तक सुरक्षिा किया जाएगा । 

( 4 ) किसो भागतः पाच्छादित हैव मा कि पो स्टक पर किसी पेटो में नियोजिा डॉक ककारी को , जाल फैलाकर या कुछ अन्य उपपका तरीकों द्वारा 
गिरने से खतरे से सुरक्षा की जाएगो 
34. हैचछादन, हैच बीम आदि : 

( 1 ) हैचछादन के लिए समो प्रा और परच्य वोगों और आर- पार बोमों में उ .के फार नोचे उत्यापन के लिए ऐसे उपर्युक्त गियर होंगे 
कि किसी डॉक कर्भकार को यह ऐसे गियर के ममायोजन के लिए कार जाने को आवश्यकता नहीं होगी । 

( 2 ) सभी हैचछादन और बोम ऐमे डैक और हैच को जिनसे वे संबंधित हैं और उनमें उाको स्थिति को करने के लिए माद , हा से चिहित 
किए जाएंगे । 

( 3 ) सभी हैचछादान और बीम उनके चिहांकन के अनुसार बदले जाएंगे : 

परन्तु यह कि यह विनियम ऐसे मामलों में जहां पोत के समो हैचछादन और बोम अन्य परिवार हैं या फिर वहांकिता का बाबा 
जहां किसो हैच के सभी हैचछादन अन्तः परिवनिीय हैं लागू नहीं होंगे 

( 4 ) सभी अग्र और पश्च्य बीम तथा प्रार-पार बोम जिनके अन्तर्गत हैचछादन के लिए प्रयास सरकां बोम और पो हैं और समो हैचछादन 
अच्छी दशा में रखे जाएंगे । 

( 5 ) सभी हैचछादनों पर , उनके आकार और भार को ध्यान में रखते हुए, ना तक पर्यात हायों का व्यवस्था को जो जब तक कि हैव या 
हैचछादान का सत्रिमणि उसी प्रकार न हो कि हत्ये को व्यवस्था करना अनावश्यक हो । 
( 6 ) हैचछादन का उपयोग मंच के सन्निर्माण या किसी ऐसे अन्य प्रयोजन के लिए जो उनको नुक्सानी का प्राभास कराए नही किया जाएगा । 

( 7 ) हैचछादन और बोम तब नहीं हटाए और बदले जाएंगे जन हैच के अधीन पेटे में डॉक कार्य चल रहा है । लदाई या उतराई से पूर्व ऐसा 
हैचछादन या बोम को विस्थापन के विरुद्ध पर्याप्त रूप से सुरक्षित नहीं है , हटा दिया जाएगा । 

( 8 ) विद्युत चालित हैचछादनों को खोलने या बंद करने को अनुज्ञा केन किसो प्राधिकृत यक्ति को दो जाएगी । 
( 9 ) आच्छादनों को पीछे मुड़ने से रोकने के लिए ऐसे हैचछादन फिट किए जाएंगे जिनमें जाल लगाने की व्यवस्था हो । 

( 10 ) हैचछापदन ऐसो रीति से खोले या बंद नहीं किए जाएं में जिससे किसो डाक कर्मकार को क्षतिकारित होना संभाव्य हो । 
37. हैचछादन और हैच बोम को सुरक्षित करना : 

( 1 ) जहां कोई हैच बीम हैच में उसकी स्थिति को सुरक्षित करने के लिए किसो स्थानो युक्ति से फिट किया गया है उक्त युक्ति और कौमिंग में 
उसकी तत्स्थानो फिटिंग का प्रभावी और उचित रूप से अनुरक्षण किया जाएगा । 

( ) डॉक कार्य के उपयोग में किसी हैच बोम यदि उसको हटाया नहीं गया है उनकी विस्थापित होने से रोकने के लिए पर्याप्त रूप से सुरक्षित 
किए जाएंगे । 

( 3) हैचछादनों के वालंब कोई स्लाईडिंग या रौलिंग हैच बोम, जिन्हें अंशतः खुली हैच को स्थिति में छोड़ दिया गया है, हैच बोमों का क्षतिज संचलन 
रोकने के लिए पर्याप्त रूप से सुरक्षित किए जाएंगे । 

( 4 ) प्रत्येक स्लाइडिंग या रोलिंग हैच बोम और इसके गाइड इस प्रकार नाभि। अोर असुरक्षित किए जाएंगे कि घटनावश हैच बीम इसके गाइड से 
विस्थापित होने का दायी न हो । 

( 5 ) यांत्रिक प्रचालित हैचछादनों, जब उनको भराई को जाए. चला, रोकने के लिए पर्याप्त रूप से सुरक्षित किए जाएंगे । 
41. उत्यापक सापित्रों का परीक्षण और सामयिक परीक्षा : 

प्रथम बार प्रयोग के लिए जाने से पहले या कोई परिवर्तन किए जाने के पश्चात् उसको क्षमता या स्थायित्व को प्रभावित करने वालो मरम्मत के 
पश्चात और कम से कम प्रत्येक पांच वर्ष में एक बार सभी उत्पापफ साचित्रों को इसके अन्तर्गत समो पुर्जे और गियर भी आते हैं चाहे वे स्थिर हों या 
अस्थिर , जांच और परोक्षा अनुसूची-1 में दी गई रीति से, किसी सक्षम व्यक्ति द्वारा की जाएगी । 

( 2 ) प्रत्येक 12 मास में कम से कम एक बार सभी उत्थापक साधितों को पूरो परोक्षा किलो सक्षम व्यक्ति द्वारा का जाएगो । जहां ऐसी परोक्षा करने 
वाले सक्षम व्यक्ति को यह राय हो कि उत्यापक सात्रि सुरक्षापूर्वक आगे कार्य नहीं कर सकते वहां वह तुरन्त उत्यासक साधित्र के स्वामी को , या यदि 
उत्थासक साधिन ऐसे पोत पर ले जाया जा रहा है जो भारत में रजिस्ट्रोक नहीं है लोगो के मालिक या भारसाधक अधिकारो को अपनो राय की लिखित 
सूचना दे गा । 

( 3 ) इस विनियम के प्रयोजन के लिए पूरा परोक्षा से अभिप्रेत होगा ऐसो चर्धा परीक्षा जो यदि आवश्यक हो , अन्य उपायों जैसे हैमर परीक्षण द्वारा इतनी 
सावधानीपूर्वक पूरी की जाएगो जितनो परीक्षा को जाने वाले पुर्जे की सुरक्षा के संबंध में विश्वसनीय निष्कर्ष पर पहुंचने के लिए लिए स्थितियां अनुज्ञात करे 
और हम प्रयोजन के लिए यदि आवश्यक हो , उत्थापक साघिन और गियर के पुर्ण खोल दिए जाएंगे । 
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48. रस्से 

(1 ) डॉक कार्य में कोई रम्सा प्रयोग नहीं किया जाएगा जब तक-~ 
( क ) यह उपयुक्त किम्म का न हो और किसी पेटेंट दोष से मु खत न हो , और 
( ख) . तार रस्से की दशा में , इसकी अनुसूची 1 में निर्दिष्ट रीति से किसी सक्षम व्यक्ति द्वारा परीक्षण या परीक्षा न कर ली गई हो , 

( 2 ) डॉक कार्य में प्रयोग में आने वाने उत्यापक साधिन या खुब गिनर की प्रत्येक तार रस्सी का प्रत्येक तीन मास में कम से कम एक बारकिमी 
जिम्मेदार व्यक्ति द्वारा निरीक्षण किया जाएगा , परन्तु यह कि ऐसे रस्से में किसी तार के टूट जाने के पश्चात कम से कम एक महीने में एक बार निरीक्षण 
किया जाएगा । 

( 5 ) किसी तार रस्से में बना हुआ. अंगुलित्र या लुप स्प्लाइस निम्नलिखित मानकों के अनुरूप होगा :- - 

( क ) तार रस्सा या रस्सा स्लिग में रस्से के पूर्ण स्ट्राड . सहित कम से कम तीन टक होंगे और सभी दशाओं में प्रत्येक . स्ट्राड और स्ट्राडों में से प्राधी 
तारों सहित दो टक काटकर रस्से के बल के विरुद्ध टक किया जाएगा । 

( ख ) किसी एन्लाइस या तार रस्से और रस्सी स्लिगों में स्ट्राडों के बाहर निकले हुए सिरे टके या ऐसे अभिक्रियित होंगे जिससे कोई तीखे किनारे 

. छूट न जाएं 
( 1 ) तन्तु रम्मा या रस्सा स्विग में ऐसे टक के कम से कम चार टक टेल होंगे जिन्हें उपयुक्त रीति से विप किया गया हो , और 
( घ ) म. श्लष्ट तन्तु रस्मा या रस्ना स्लिग के पूर्ण स्ट्राड सहित कम से कन चार दक होगे जिसके पश्चात प्रत्येक और शेष तन्तुओं के प्राधे के साथ 

अन्तिम टक मे मे आधे तन्तु के माथ कटा होगा । कम की गई तन्तुओं की संख्या सहित टकों वाला स्पलाइसेज का भाग उपयुक्त टेप या अन्य 

सामग्री से मुक्षित कम से ढका हुअा होगा : 
परन्तु यह उपविनियम स्पलाइस के ऐसे अन्य रूप के प्रयोग का निवारण करने के लिए प्रवर्तित नहीं होगा जिसे उतना दक्ष दिखाया जा सके जितना 
इस विनियम में अधिकथित है । 
52. सुवहनीय पार का चिह्नांकन : 

( 1 ) प्रत्येक सम उत्थापक साधिन और खुले गियर का प्रत्येक अंग . उसका सुवहनीय भार और पहचान चिह्न,. स्दाप द्वारा या जहां यह असाध्य हो , 
अन्य उपयुक्त साधन द्वारा सुपाठ्य रूप में चिह्नित किए जाएंगे । 

( 21 ( क ) प्रत्येक पोत का डेरिक ( डेरिक केन से भिन्न ) उसके. सुवहनीय भार के साथ स्पष्ट रूप से चिह्नत किया जाएगा जब डरिक का -- - 
( i ) एक्स परचेज में , . . . . 
( j ) निम्न स्थोरा ब्लाक के साथ, और 
( ijj ) सभी संभव नाक स्थितियों में सम्मिलित परचेजों में , उपयोग किया जाता है । 
( ख ) क्षैतिज का निम्नतर कोण भी जिसमें डरिक उपयोग किया जा सके , सुपाठ्य रूप में चिह्नित किया जाएगा । 

( 3 ) प्रत्येक उत्यापक साधित्र ( पोत के डैरिक से भिन्न ) में , जिसका एक से अधिक सुवहनीय भार है, प्रभावी साधन लगाए जाएंगे जिससे कि प्रचालक 
उपयोग की प्रत्येक स्थिति में मुवहनीय भार अवधारित कर सके । 

( 4 ) खले गियरों का उपयोग करने वाले किसी डॉक कर्मकार को ऐसी स्थितियों में ऐसी खुले गियरों के लिए सुवहनीय भार अभिनिश्चित करने के 
लिए समर्थ बनाने के लिए साधनों की व्यवस्था की जाएगी जिसमें उनका उपयोग किया जा सके और ऐसे साधनों में , - - 
( क ) जंजीर स्लि के विषय में , स्लिग पर या उससे मजबूती से संलन्न टिकाऊ सामग्री की पट्टी या वलय पर साफ- साफ अंकों या अक्षरों में सुबहनीय 

भार का चिह्नांक , और . 
( ख ) तार रस्सी के स्निग के विषय में , या तो ऊपर खंड ( क ) में विनिर्दिष्ट साधन या ऐसी सूचना यः सूचन. एं व जो इस प्रकार संप्रदर्शित की जाएं 

कि उन्हें कोई भी संबंधित डॉक वार्मकार सुगमता से पढ़ सके और जिनमें उपयोग किए गए तार रस्सी के सिल ग के विभिन्न आकारी के लिए 

नुवहनीय भार का विवरण दिया या हो , सम्मिलित होगी । 
( १ ) कोई भी उत्पादक माधिन या खले गियर, तब तक उपयोग नहीं किए जाएंगे जब तक इस विनियम के उपबन्धों के अनुसार चिह्नित न हो । 
34. घिरनी प्रालंब.. 

कोई भी घिरनी बालबन तब तक डाक कार्य में उपयोग नहीं किया जाएगा जब तक सुवहनीय भार और उसकी पहचान चिन्ह उस पर स्पष्ट रूप से 
स्टापित न हो । 
56. अजार और तार रस्गो में गा० . 111: || 
__ . कोई भी गांड वाली जंजोर या नार र सी डॉक कार्य में उपयोग नहीं की जाएगी । 

. प. परिवहन उपस्कर और संक्रियाएं 
5 . पेटा में प्रांतरिक पहन इंजनों का उपयोग. 

( 1 ) पेटा या स्थोरा स्थलो में डॉक कार्य के संबंध में प्रांतारक दहन इंजनों का उपयोग नहीं किया जाएगा, जब तक - - 
( क ) संवातन के पर्याप्त साधनों , और जहां अावश्यक हो, यांत्रिक संवातन की व्यवस्था न हो , 


[ भाग 1 - खंड 3 ( 1)] 
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( ख ) पर्याप्त अग्निशमन उपस्कर सुगमता से उपलच न हो , 
( ग ) नितिक पाइपें , संयोजक और मफलरो को कसा हुआ न रखा हो , 
( घ ) नितिक को इस प्रकार न रखा हो जिसमें कि प्रचालक और डाक कर्मकारों को असुविधा न हो . 
( 3 ) कोई विस्फोटक , ज्वलनशील तरल पदार्थ स या वसी हो खतरनाक, स्थोरा वहां न होना गुनिश्चित न कर लिया हो , 
( च ) इंजन के निर्यातक पर कोई स्फुलिंग रोवक फिट न कर दिया गया हो और इंजन की बार नापिन सतह जो फैले हर इंधन को प्रज्वलित कर 

- सकती है उपयुक्त रूप से संरक्षित न कर दी गई हो । 
( छ ) डेक के ऊपर इंजन में पुन: इंधन भर लिया गया हो , और 
( ज ) नितिक में राष्ट्रीय मानकों में विहित टो ए बी से कार का नंन मोतोक्नाइड न हो । 
( 22 ) प्रांतरिक पहन इंजन को जब वह डॉक कार्य के संबंध में उपयोग में नहीं है, बंद कर दिया जाएगा । 
( 3 ) स्थोरा जगहों और स्थोरा पेटा में कार्य करने वाले ग्रान्तरिक दहनों इंजिनों के प्रचानक अकेने कार्य नहीं करेंगे । 

( 4 ) जब कभी डॉक कर्म में प्रयोग के लिए प्रान्तरिक अन्नदहन इंजिनों को कT पर लाया 57 का सुचना पोर के मा -डर या भारसाधक 
अधिकारी को दी जाएगी । 


छ. स्योरा की हैलिंग 
65. लदाई और उतराई संक्रिया : 

कोई भी स्थोरा किसी मध्यवर्ता डेक में अवपात या दोला द्वारा तब तक लादा या उतारा नहीं जाएगा । जब तक या तो उस डंक में बैंक द्वारा मरक्षित 

कर दिया गया हो या कम में कम हैच छादन की एक सैक्सन को चौड़ाई को निरापद उराई प्लेटफार्म उसके पार पार न रखा गया हो . 
विनियम उतराई लदाई के किसी कार्य को लागू नहीं होगा जो पूर्ण रूप से प्राधे घंटे की अवधि के भीतर पूरा किया जाएगा । 


( a ) पेंटा में या उसके बाहर कोई भी खुला गियर या . कोई अन्य वस्तु नहीं फैकी जाएगी । 

की लदाई और उतराई के दौरान पेंटा में नियोजित सूची डॉक कर्मकारों का अभिलेख रखा जाएगा और निरीक्षक द्वारा मांग करने . 
पर प्रस्तुत किया जाएगा । 

जहां आवश्यक हो वहां स्थोरा को उसके खिसकने या अवपात को रोकने ले लिए सुरक्षित या अवरुद्ध किया जाएगा । माल निकालते समय शेष स्थार 
को अवपात से रोकने के लिए जहां आवश्यक हो , पूर्वावधानियां बरती जाएंगी । 

की स्थौरा केवल पोत के विच के साथ तभी घसीटा जाएगा जब रूलर डेरिक हील ब्लाक से सीधे ले जाया जाता है ; और 

पिरती आलंब , रतर ( वानक ) की उचित अग्रता देने के लिए उपयोग की जाएगी जिससे कि उसे बाधाओं के विरुद्ध धमोटने से रोका जा सके । 
( 6) यदि चट्टा लगाने या चट्टा हटाने के प्रयोजन के लिए किसी पोत के पेटा में हैंड रूम 1 . 6 मीटर से कम है तो दुर्घटना से सुरक्षा के लिए 
उपयुक्त उपाय किए जाएंगे । 

( भार उत्तोलन किए जाने के पूर्व सुरक्षित रूप में खोले जाएंगे । खुला निभार या भार से लटका हुआ या बाहर निकला हुअा मलवा हटा दिया 
जाएगा और स्थोरा के बाहर गिरने को रोकने के लिए उपयुक्त उपाय किए जाएंगे । 


( 8 ) स्थोरा चढ़ाने उतारने के नियंत्रण जैसाकि प्रपट्टिका नियंत्रण, जो क्रमशः दोला भार का उत्तोलन करते समय उत्थापक साधिन से संलग्न रहेंगे . 
कली से जड़े रहेंगे या उत्थाक साधित्र के हुक से संयोग से अलग होने से उन्हें रोकने के लिए अन्य निश्चयात्मक उपाय किए जाएंगे । 

( 9 ) जब उत्थापक साधित दोलों पर किसी भार के बिना चल रहा हो तो , -- 
( क ) चालक को चलाने का संकेत देने के पूर्व दोले और जंजीरें साधिन से सही रूप में हुक की जाएंगी ; 
( ख ) नुकीले हुक , बहु प्रयोजन हुक और पंजे एक किनारे पर नहीं लटकाए जाएंगे किन्तु दोलों के माध्यम से गिरोए जाएंगे ; और 
( ग ) प्रचालक साधिन को डॉक कर्मकारों और वस्तुओं से दूर रखने के लिए पर्याप्त रूप से कार उठाएंगे । 


( 10) किसो रस्से या जंजीर के साथ जिससे रस्से या जंजीर छोला को कोई क्षति होने को संभावना है, किसो भार के किनारे के संपर्क में प्राने 
को रोकने के लिए उपयुक्त पंकिंग का उपयोग करेगा या अन्य प्रभावी उपाय किए जाएंगे । 


( 11 ) बाल्टियां , टब और ऐसे ही समरूप साधिन उनके रिमों के ऊपर भारित नहीं किए जाएंगे । 


( 12 ) कोई भी भार तव एक परिषट्टनों पर उत्थापित नहीं किया जाएगा जम तक ऐसे परिपट्टन उचिः। और सुरक्षित दोलन बिन्दु के रूप में 
अनुमोदित न हो । एमे भार का लाना ले जाना तभी अनुज्ञात किया जाएगा जब प्रत्येक व्यक्ति संकट क्षेत्र से हट गया हो । 


( 13 ) जब उत्थापक साधितों से कार्यरत हो , हाल अभिकर्षण , क्षेतिज अनुकर्षण और भार का प्राशयित दोलायन और उत्थापक युक्तियां प्रतिषिद्ध हैं । 


61 


THE GAZETTE OF INDIA : EXTRAORDINARY 


[ PART I - SEC : 3(i)]] 


- - 


Re 


- -- 


- 


- 


- - 


- 


- 


- 


- - 


Ans - one 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


66 बट्टा लाना और बट्टा उद्याना : 

( 1 ) जहां स्थोरा के चट्टा लगाने, चट्टा उठाने, भरने या निकालने, भराई या खाली करने या उससे संबंधित उठाई घराई महायत. रहिम सुरक्षित. 
रूप से न की जा सकती हो वहां दुर्घटनाओं से बचने के लिए हैकबन्दी बारा वा अन्यथा किसयुक्त उपाय किए जाएंगे । 

( 2 ) स्थोरा का चट्टासी मजबूत नींव पर लगाया जाएगा जो अपनो म्ह से हटे नहीं और स्वोरा का भार उपना होगा जिनो कलार पर प्रतिभरण 


( 3 ) स्योरा का चट्टा भांडागारण या भंडारापलों के विभाजनों या दीवारों के पाम तब तक नहीं लगाया जाएगा जब तक कि यह ज्ञान न हो कि माग या 

दोकारें बचाव को सहन करने के लिए पर्याप्त रूप से मजबूत है । 
( 4 ) स्योरा का ऐसी ऊंचाई पर और ऐमी रोति में चट्टा नहीं लगाया जाएगा जो ढेर को अस्थिर बनावे । 
( 5 ) जहां डाक कर्मकार 1 . 5 मोटर से अधिक ऊंचाई के चट्टों पर काम कर रहे हैं वहां चट्टों पर सुरक्षित पहुंचे मागों को व्यवस्था की जाएगी 

( 6 ) चट्टा लगाने और हटाने का कार्य प्राधिकृत व्यक्ति के पर्यवेक्षण में किया जाएगा । 
68, गांठों के लिए हुक आदि : 

जब पेटा में कार्य स्थल कवल डेक द्वार के चौक तक सोमित हो तब तक हुक न तो तेजो से पट्टी में ओर न हो कपास, ऊन , कार्क मनी बैग या अन्य 
बसे हो मान को कसो हुई गांठों में कसे जाएंगे और न ही किसी बैरल को पर ले जाने या नीचे लाने के लिए हुक का उपयोग किया जाएगा . जब मन्निर्माण 
या बैरल या हुक के कारण उनका उपयोग प्रामुरक्षित मंभाव्य है । 
70. लदाई और उतराई संक्रियाओं पर निर्बन्धनः 

( 1 ) कोई भी अन्य कार्य , उदाहरणार्थ, आरक्षण या मरम्मत कार्य , जैसे कि बाल क्षेपण या सलाई कार्य , ऐसे स्थान में नहीं किमा जाएगा जहां 
डॉक कार्य चल रहा हो यदि उससे डाक कार्य करने वाले को खतरा या बाधा होने की संभावना है । 

( 3) जब डॉक कर्मकारों के एक से अधिक बल किबो पेटा में एक साथ डॉक कार्य में नियोजित किए जाते हैं तो यह सुनिश्चित किया जाएगा कि 
( क ) कार्य कर रहे दलों को एक दूसरे से खतरे का परिहार करने के लिए लगई या उतराई संक्रियाओं का सामंजस्य कर लिया गया है । 
( ख ) एक दल का दोला स्थोर। दूसरे दल के डाक कर्मकारों को खारा पैदा नहीं करेगा । 
( ग ) जहां दल भिन्न भिन्न स्तरों पर कार्य कर रहे हैं वहां डॉक कर्मकारों को गिरने या म्योरा के नीचे डॉक कर्मकारों पर गिरने से रोकने के लिए 

जाल लगाया जाएगा और उसे सुरक्षित रूप से मजबूतो से वाया जाएगा । 
( घ ) पेटा के किसी सेक्शन में दलों की अति भोड़ का परिहार कर लिया गया है । 
71. मझधारा में आक कार्य : 

किसी भी डॉक कर्मकार को मझधारा में लंगर डाले किसी पोत पर स्वोश उबई पराई के लिए लियोजित नहीं किया जाएगा जब जब कार्य स्थितियों 
खतरनाक समझो जाती हैं । 
73. मोन को घाट पर लगाने और स्थानांतरण के दौरान कार्य : 

( 1 ) जब र घाट पर लगाए जा रहे हों या के स्थानांतरित किए जा रहे हो तो रेटा या डेकदार में या डेक पर डॉक कर्मकावं अस कोई कार्य 
नही किया जाएगा । 

( 2 ) जब पोन का लंगर डाला जा रहा हो तो डॉक कर्मकारों को लंगर डालने के रस्सी से दूर रखा जाएगा और विशिष्टयां उन्हें हवानों द्वारा साँचें 
जा रहे रस्सों के फंदों में खड़ा होने की अनुज्ञा नहीं होगी । 
73.. संरक्षात्मक उपस्कर : 

( 1 ) जहां हानिकारक कर्मक के लिए संरक्षण के प्रम आय अव्यवहार्य या प्राप्ति है. कहो डॉक करकारों को ऐसे कनैक के प्रभाव से अचाने के लिए 
पर्याप्त संरक्षात्मक कपड़ों और वैयक्तिक मंरक्षात्मक उपस्कर की व्यवस्था की जाएगी । 

( 2 ) संरक्षात्मक कपड़े और वैयक्तिक मरक्षात्मक उाकर उपयुक्त क्वालिटो के होगे और अच्छो हालत में अनुरक्षित होंगे तथा उपयुक्त अंतरालों पर 
माफ किए जाएंगें । 

( 3 ) जहां संरक्षात्मक उपस्कर और कपड़े विषैले या अन्य खतरनाक माल द्वारा संदूषित हो सकते हों वहां उनका किमो ऐसे पृथक स्थान में भंडारण 
किया जाएगा जहां वह डॉक कर्मकारों के कपड़ों और अन्य माल प्रभाव को संदूषित न करे । । 

( 4 ) प्रशीतन पटा या कोष्ट या मोतम प्राधानों में नियोजित डाक कर्मकारों के पूर्ण शारीरिक संरक्षण के लिए उसवत संक्षात्मक उपस्कर दिए जाएंगे 


ज - खतरनाक मान की उठाई -बराई 
77. साधारण पूर्वावधानियां : 

( 1 ) खतरनाक माल को ऐसे जिम्मेदार भक्ति के सलगाधीन . जी इसरों और बरती जामें सिौ पूर्वाधानियों से परिचित हो लदाई उतराई तथा 
उठाई धराई की जाएगी और भारत किया जाएगा । बतरों या को जाने केली विधानियों की प्रकृमि के वार में मंदेह की दशा में इन चिनियमों के अधीन 
नियुक्त सुरक्षा अधिकारी मे प्रावश्यक अनुदेश प्राप्त कर लिए जाएंगे । 
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( 2 ) खतरनाक माल तब तक लाक्षा , उतारा या भंडारित नहीं किया जाएगा जब तक वे समुचित ढंग से पंक तथा उससे होने वाले खसरे को दर्शन 
पारो लेबल से यवत नहीं कर दिया जाता । डॉक कर्मकारों को स्योरा की प्रकृति और उनकी उठाई पराई में की जाने वाली विशेष पूपिचानियों के संबंध में 
पप्ति जानकारी दी जाएगी । 

( 3 ) खतरनाक मालों के प्राधानों की टूट फट या न कमानी से प्रावाग्नि करने के लिए विशेष पूर्वावधानियां जमे चढाई. स्लिंग, नेट , पेटियों और उच्च 
किनारों वाली प्राट्रिकाओं की व्यवस्था की जानी चाहिए । 

( 4 ) खतरनाक मालों के लादने . उतारने या अन्यथा उसकी उठाई-धराई में नियोचित डाक कर्मकारों को समुचित संरक्षक उपस्कर प्रदान किए जाएंगे । 

( 5 ) खतरनाक माल को उठाई गई पाले डॉक कर्मकार खाने, पौने पान और सुपारी या नम्बाक लेने में पहच अपने हाथों और चेहरे को माबन से 
या किन्हीं अन्य सफाई कारकों द्वारा पूर्ण रूप से माफ करेंगे । 

( 6 ) केवल विगेष रूप से प्रशिक्षित डॉक कर्मकार को सफाई, झाइ देने या फहे हए माल की उठाई धराई करने या खतरनाक माल के झाड़न के लिए 
नियोजित किए जाएंगे । 


79. अन्य खतरनाक माल : 

( 1 ) धमित स्थोरा जैसे अन्न लादने या उतारने में पूर्व या सुनिश्चित करने के लिए कि स्थौरा उठाई धराई के लिए मुरक्षित है, पर्याप्त उपाय किए 
जाएंगे । 

( 2 ) जहां दाहक और संक्षारक पदार्थों की उठाई धराई की जा रही हो या भंडारित किया जा रहा हो वही प्राधानों को न कमानी से बचाने के लिए 
और किसी फैले हुए माल को अहानिकर बनाने के लिए विशेष पूर्वावधानियां वरती जाएगी । 

. 3 ) यदि चर्म ऊ बाल, हड़ियां या प्राणियों के अन्य अंग को सक्षम प्राधिकारी द्वाग विमेष रूप मे ऐकम के विरुद्ध विसंक्रमिन अधिप्रमाणित नही 
किया गया हो तो संबंधित डाक कर्मकारों को, - - 

( क ) संक्रमण की जोखिम और बरती जाने वाली पूर्वावधानियों के बारे में अनुदिष्ट किया जाएगा . 
( ख ) समुचित किस्म के वैयक्तिक मंरक्षण उपस्कर प्रक्षन किए जाएंगे, और 
( ग ) विशेष चिकित्सीय पर्यवेक्षण में रखा जाएगा । 


81. टुटे हुए या रिसने वाले प्राधान । 

( 1 ) जब खतरनाक माल के ट्टे हुए या रिमने व प्रधानों मे खतरा होको डाक कर्मकारों को अन्तर्वस्त क्षेत्र में इटा दिया जाएगा और कार्य प्रारंभ 
करने से पूर्व निम्नलिखित कदम उठाए जाएंगे : - - 

( क ) यदि स्थोरा खतरनाक गैसें या वाष्प उत्पन्न करता है तो :--- 
(i ) उन कर्मकारों के लिए, जो त्रुटिपूर्ण प्राधानों को हटाएं उपयुक्त श्वसन संरक्षात्मक उपरकर उपलब्ध कराया जाएगा 
( ii ) यदि आवश्यक हो तो उस क्षेत्र को संचालित किया जाएगा और यह सुनिश्चित करने के लिए परीक्षण किया जाएगा कि वातावरण में गैसों और 

वाष्प का सांद्रण डॉक कार्य के लिए सुरक्षित है 
( a ) यदि स्थोरा संक्षारक पदार्थ है तो : --- 
(1 ) अतिग्रस्त प्राधानों को हटाने में लगे हुए डॉक कर्मकारों को उपयुक्त निजी संभारत्मक उपकर उपलब्ध कराया जाएगा और 
( i ) गिरे हए पदार्थ को साफ करने में उक्त अवशीक्क या निष्प्रभावी सामग्री का उपयोग किया जाएगा । 


82. विषेश विलायक : 

किन्हीं विलायकों के उपयोग के पूर्व ऐसे विलायकों के विषले गप अभिनिश्चित किए जाएंगे और विषले बिलापको से प्रच्छन्न डॉक कर्मकारों के स्वास्थ्य की 
सुरक्षा के लिए पर्याप्त माधनों की व्यवस्था की जाएगी । 


87. मोटर प्रादि को बाड़ लगाना : - -- 

( 1 ) सभी मोटरें , दांतेदार, जंजीरों और घर्षण गियर, गतिच , लक चक्र धुरा संत्र , मशीनरी के सतरनाक और माग ( यांत्रिक शक्ति से चालित 
हो या न हो ) और वाप्प नली को सुरक्षित रूप से बाड़ लगाई जाएगी या असंवाहक हुक्कन लगाया जाएगा । 

( 2 ) मशीनरी के खतरनाक भागों की बाड़ को उस समय नहीं हटाया जाएगा जब मशीनरी चालू हालत का प्रयोग में हो । यदि हटाया जाता है तो 
उस मशीनरी के पुन: सामान्य प्रयोग में लाने से पर्व पुनः स्थापित किया जाएगा । 

( 3 ) किसी मशीनरी के किसी भाम को , जो चालू हो और जिममें सुरक्षित रूप से बाऊ न लगाई गई हो , परीक्षा, स्नेहन ममायोजन या मरम्मत, सम्यक 
रूप से प्राधिकृत व्यक्तियों के सिवाय, नहीं की जाएगी । 

( 4 ) मशीन के पुजों को तमी साफ किया जाना चाहिए जब मशीन बन्द कर दी गई हो । 

( 5 ) जब मशीनरी सफाई या मरम्मत के लिए बंद की गई हो , तव यह सुनिश्चित करने के लिए पर्याप्त साधन अपनाए जाने चाहिए कि यह प्रसाब 
बानी से पन : शालू न हो जाए । 
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a . बेशुत उपस्कर : 

. : ( 1.) वैधत उपस्कर या सकिट को लगाने , सयानोनित करने . . प्रोमण , परम्पल या विस्तावित करने या हटाने के लिए वन सम्या ५ से प्राधिकृत . 
भ्यक्तियों को ही अनजात किया जाएगा । 

.. . ( 2 ) प्रणाली के प्रत्येक भाग से सभी दाग काटने के लिए बन और उयक्त रूप स्पिन माधनों की ‘ यवस्था की जाएगी, जैसा कि खतरे के 
निवार के लिए आवश्यक हो । 

. ( 3 ) सभी सुवाहय वैद्युत उपस्करों को ठीक चाल हानन में रखा जाएगा और इसका प्रयोग में लाने से पूर्व प्रतिदिन कम से कम एक वार किनी 
जिम्मेदार व्यक्ति द्वारा निरीक्षण किया जाएगा । 

( 4 ) वन्द स्थान में प्रसक्न सुवाह्य विद्यत काण या उपकर चौत्रीय वोल्ट या उससे कम का होना चाहिए । 

( 5 ) किमी ऐसे बन्द स्थान में जहां ज्वलनीय गैस, वां या गर्द के होने की संभावना को , केवत्र ज्वलनरोत्री विद्युत उपस्कर का प्रयोग करना 
चाहिए । 

( 6 ) वैद्युत उपस्कर सभी नान-करंट वाले धातु के पुजों को सुनियोजित किया जाएगा या उन्हें सक्रिय होने से रोकने के लिए अन्य उपयुक्त 
उपाय किए जाने चाहिए । 

( 7 ) सुसाह्य या नान विद्युत कंडक्टर हैवी ड्यूटी टाइप के . होंगे और मारीच , भालू गियर और चालू उपस्कर से मुक्त रखे जाएंगे । 

( 8 ) डॉक कर्मकारों या उत्पादक साधिन , कन्वेयर, परिवहन उपस्कर और मशीनरी के नान-करंट वाले पुर्जी के आकस्मिक संपर्क में आने से उत्पन्न 
खतरे का निवारण करने के लिए सभी चल-कंडक्टरों को पर्याप्त रूप से विद्युतरोधी बनाया जाएगा या वाड़ लगाई जाएगी । . 
. 89. भूमि पर डॉक कर्मकारों के लिए परिवहन । 

डॉक कर्मकारों को , उनके हुक किए जाने के स्थान से कार्य क्षेत्र तक या दो कार्यक्षेत्रों के बीच जब इन स्थानों के विदओं के बीच की दूरी दो किलो . 
मीटर से अधिक. हो , में लाने ले जाने के लिए उपयुक्त सुरक्षित परिवहन साधनों की व्यवस्था की जाएगी । 
90. डॉक कर्मकारों का जलमार्ग द्वारा परिवहन : 

( 1 ) जव किसी डॉक कर्मकार को किसी पोत से या किमी पोत तक किसी डाक कार्य को करने के प्रयोजन के लिए जल मार्ग द्वारा जाना पडे तो 
उसके ससंक्षित परिवहन की व्यवस्था करने के लिए सम चित उपाय किए जाएंगे । इस प्रयोजन के लिए प्रयुक्त जलयान किमो जिम्मेदार व्यक्ति के भार माधन 
में होंगे, और सुरक्षित नौवहन के लिए समुचित रुप से मुमति होंगे नया अच्छी हालत में अनारक्षित होंगे : - - 

( 2 ) उपनियम ( 2 ) में निर्दिष्ट परिबिहन के साधन निम्नलिखित के अनुरुष होंगे : -- 
( क ) डॉक कर्मकारों को प्रतिकूल मौसम से पर्याप्त संरक्षक का उपवन्ध किया जाएगा 
( ख ) जलयान पर मक्षम प्राहिकारी द्वारा सम्यक् रुप से प्राधिकृत पर्याप्त और अनुभवी कर्मोदल काम करेंगे ; 
( ग ) यदि लयान के बलवा 60 सेंटीमीटर से कम है तो डक के ऊपर कम से कम एक मीटर की ऊंचाई पर उपयुक्त बाड़ सहित किनाराबन्दी की 

जाएगी । बाड़ में प्रयुक्त स्तंभ, टैक और वैसे ही भागों की अन्तर दो मीटर से अधिक नहीं होगी । 
( घ ) डक पर रक्षा बोया की संख्या कम से कम कमी दल के सदस्यों की संख्या के वरावर होगी और दो से कम नहीं होगी 
( छ ) मभी रक्षा बोयों को अच्छी स्थिति में रखा जाएगा और इस प्रकार रखे जाएंगे कि यदि जलयान डूबता है तो वे तैरते रहे, उक्न बोया में 

मे एक अनचालक की तुरन्त पहुंच के भीतर होगा और अन्य यथासंभव पीछे की ओर दूर स्थित होंगे, और . 
( च ) जनयन के प्राचालक की स्थिति सी होगी कि वह युक्तियुक्त रुप मे जारों ओर देख सके । - 

( 3 ) मेकितनों को पंचमा जो आपके जनपन में ने जाए जा सके मंझन प्राधिकारी द्वारा प्रमाश्रित की जाएगी और स्पष्टतः नथा सहज दृश्य 
रूप से जलयान पर चिन्हिा को जागी नया गेली संस्था से अधिक नहीं होगी । 


भाग - 4 


स्वास्थ्य 


95 . सफाई : 

( 1 ) पोत , डाक में सभी स्थान और वे सभी क्षेत्र , जो डाक में उस स्थान के निकट हैं जहां डॉक कर्मकार नियोजित किए जाते हैं साफ और कड़ा 
कचरा या दुर्गन्ध से, जो किमी नाली, शौचालय या अन्य न्यूसेन्स से उत्पन्न हो , म. क्त रख जाएंगे । . 

( 2 ) पोतों और डॉक क्षत्र से कूड़े के मभी ढेरों का किसी ईपीनेरेटर ( भस्मकारी यंत्र ) में जलाकर या अन्य उपयुक्त साधन द्वारा निपटान किया जाएगा । 

( 3 ) सुरक्षा या स्वास्थ्य को परिसंकट या न्यूसेन्स पैदा करने वाला सभी क्षतिग्रस्त या क्षयग्रस्त स्थोरा उस कार्य स्थान से हटा दिया जाएगा या उसका 
निपटान कर दिया जाएगा, जहां डाक कर्मकार नियोजित किए जाते हैं । . 
96. पेयजल : 

( 1 ) ( क ) प्रत्येक पोत के फ़लक पर और प्रत्येक डॉक में वहां नियोजित सभी डाक कर्मकारों के लिए स्वास्थ्यप्रद पेय जल की प्रभावपूर्ण अवस्था 
सुविधाजनक रूप से अवस्थित मम चित स्थलों पर पर्या-न प्रदाय बनाए रखने के लिए ही की जाएगी : - -- 


[ भाग II -- खंड 3(i)] 


भारत का राजपन्न : अमाधारण 


परन्तु पेयजल का स्थल उस स्थान से जहां डॉक कर्मकार नियोजित है 100 मीटर के भीतर उपलब्ध हो । 


( ख ) मध्यधार स्थित प्रत्येक पोत के फ़लक पर उसमें नियोजित सभी डॉक कर्मकारों के लिए स्वास्थ्यकर पेयजल का पर्याप्त प्रदाय करने और बनाए 
रखने की प्रभावी व्यवस्था की जाएगी । 


( ग ) पीने के लिए दिये जाने वाले जल की पूर्ति लोक जल प्रदाय प्रणाली से की जाएगी या अन्यथा किसी अन्य स्रोत से की जाएगी जिसे पत्तन के 
स्वास्थ्य अधिकारी द्वारा लिखित रूप से स्वीकृत कर दिया गया हो । 


( 2 ) ऐसे सभी स्थलों पर ऐसी भाषा में जो बहुसंख्यांक डॉक कर्मकारों द्वारा समझी जाती हो सुपाठ्य अक्षरों में "पेयजल " अंकित किया जाएगा औ 
कोई ऐमा स्थल किसी प्रक्षालय स्थल , मत्रालय या शौचालय से , छ: मोटर के भीतर अबस्थित नहीं होगा जब तक कि कोई भ्यन तर दूर, द्वारा लिखित रूप में स्वीकृतर 
न की जाए । 


( 3 ) प्रत्येक डॉक में डॉक कर्मकारों को प्रदाय किया जाने वाला पेयजल गर्म मौसम के दौरान बर्फ या अन्य प्रभावशाली उपाय से शीतल किया 
हुआ होगा । 


परन्तु यदि बर्फ पेयजल में डाला जाता है तो वह स्वच्छ और स्वास्थ्यप्रद होगा और पत्तन के स्वास्थ्य अधिकारी द्वारा लिखित रूप में स्वीकृत स्तरों 
मे प्राप्त किया जाएगा । 


( 4 ) प्रत्येक पेय जल केन्द्र को स्वच्छ और सुव्यवस्थित हालत में रखा जाएगा और यदि आवश्यक हो तो किसी सुयोग्य व्यक्ति के प्रभार के अधीन 
रखा जाएगा , जो पानी का वितरण करेगा । ऐस व्यक्ति को कर्तव्यरुढ़ होने पर साफ़ कपड़े दिए जाएंगे । 


( 5 ) पेय जल केन्द्र मौसम में सुरक्षित तथा पर्याप्त रूप से नाली युक्त रहेंगे । 


( 6 ) पानी के भण्डारण को टंकी या आधान को हमेशा स्वच्छ और स्वास्थ्यकर हालत में रखा जाएगा । 


( 7 ) निरीक्षक लिखित आदेश द्वारा ऐसे किसी समय या ऐसे किसी अन्तराल से जसा वह निदेश करे पत्तन प्राधिकारी को यह निदेश दे सकेगा कि 
वह पत्तन के स्वास्थ्य अधिकारी से डॉक कर्मकारों को प्रदान किए गए जल की मानवीय उपयोग के लिए उपयुक्तता के संबंध में रिपोर्ट अभिप्राप्त करे और 
प्रत्येक दशा में स्वास्थ्य अधिकारी से ऐसी रिपोर्ट प्राप्त होते ही , उसकी एक प्रति निरीक्षक को प्रस्तुत करे । 


97. शौचालय और. मूत्रालय । 


(1 ) प्रत्येक डॉक में अनुसूची 3 में दिए पैमाने पर शौचालय और सूत्रालय स्थान की व्यवस्था की जाएगी, जो सुविधाजनक रूप से अवस्थित होगी और 
सभी समय डाक कर्मकारों की , जब वे कार्य कर रहे हो , सहज पहुं के भीतर होगी । ऐसे सुविधा समान स्थान और वहां तक पहुंचने का मार्ग पर्याप्त रूप 
से प्रकाशयुक्त और संवातित होगा । 

( 2 ) जहां महिला कर्मकार नियोजित हों वहां पृथक शौचालय की व्यवस्था की जाएगी । 

( 3 ) शौचालय और मूत्रालयों के फ़र्श और दीवार तथा स्वाच्छता खंडों में कांचित टाइल्स बिछायी जाएंगी या अन्यथा ऐसे परिसज्जित किया जाएगा कि 
कम से कम 90 से मी की ऊंचाई तक सतहें चिकनी परिष्कृत अभेद्य हों । 


( 4 ) ऐसे सभी सुविधा स्यानों को सभी समय स्वच्छ और साफ़ हालत में रखा जाएगा । शौचालयों और मूत्रालयों के फ़र्श, पाववर्ती दीवारें और 
सफ़ाई पैन दिन में कम से कम एक बार सम,चित अपमार्जकों और विसंक्रामकों या दोनों से पूर्ण रूप से धोया और साफ किया जाएगा । 


( 5 ) प्रत्येक शौचालय प्राच्छादित और इस प्रकार विभाजित किया गया होगा कि एकान्त सुनिश्चित करे और उसमें समुचित दरवाजा अलियुक्त हो । 


( 6 ) प्रत्येक शौचालय और मूत्रालय की दीवारों छतों और विभाजन पर सफ़ेदी या रंग पुताई की गई हो तथा कम से कम चार मास में एक बार 
सफ़ेद पताई या रंग पुताई की जाएगी तथा इसका अभिलेख रखा जाएगा । 


( 7) जहां नल का जल प्रदाय उपलब्ध हो , वहां जिससे शौचालय स्थानों में या उनके आसपास पर्याप्त संख्या में नलों की व्यवस्था की जाएगी जहां 
सुविधापूर्वक पहुंचा जा सके । 


( 8 ) जहां नल का जल प्रदाय उपलब्ध नहीं है वहां शौचालय के निकट पर्याप्त मात्रा में जल भंडारण की व्यवस्था की जाएगी । 


99. पोतों पर डॉक क्षेत्र में इसमें प्रशीतन पैटा सम्मिलित है संवातन और तापमान । 

प्रत्येक डॉक पर प्रत्येक बन या कोई अहाता या कोई प्रशीतन पैटा पैया चैम्बर या प्रशीतन प्राधान में जहां डॉक कर्मकार नियोजित हैं , ताजा वाय 
के परिचालन द्वारा पर्यात संवा और ऐसा तापमान और वायु संचालन द्वारा सुनिश्चित करने और बनाए रखने के लिए नया नममें डॉक कर्मकारों के 
पाराम के लिए समुचित सुविधा सुनिश्चित करने और स्वास्थ्य को क्षति प्रबारित करने के लिए प्रभावी और उपयुक्त व्यवस्था की जाएगी । 
458 GI / 90 - 9 . 


66 


THE GAZETTE OF INDIA : EXTRAORDINARY 


[ PART I - SEC. 3(1) ] 


- 


- 


- 


- 


- 


- 


- 


- 


भाग - 5 


कल्याण 


100. धावन सुविधाए 

( 1 ) प्रत्येक डॉक , विश्रामशाला, पुकार स्टैण्ड और जलपान गृह में धावन के लिए पर्या-त और समुचित सुविधाओं की व्यवस्था की जाएगी और नन्हें 
डॉक कर्मकारों के प्रयोग के लिए रखा जाएगा तथा ऐसी सुविधाएं आसानी से पहुंच के भीतर होंगी । और उन्हें स्वच्छ और सुव्यवस्थित स्थिति में रखा 
जाएगा । धावन सुविधा में ऐसे कांचित वाश बेसिन ( धावन मात्र ) सम्मिलित है जिनसे टोटी लगी होगी । 

( 2 ) जहां डॉक कर्मकार विषला, संक्रामक या क्षोभण पदार्थो या तेल प्रीज या धूल द्वारा स्वचा संदूषण के लिए उच्छन्न हों वहां अलग अलग कमरों 
में परिबेष्टित शावर खाद्य को जिनके प्रवेश द्वार समुचित रुप से आवत्त हों पर्याप्त संख्या में व्यवस्था की जाएगी । 

( 3 ) प्रत्येक डॉक में अन सूच 8 में अधिकथित पैमाने पर इन सुविधाओं की व्यवस्था की जाएगी । 


( 4 ) प्रत्येक धाकन पात्र , स्टैण्ड पाइप और शवर के नीचे और निकट फर्श या सतह पर इस प्रकार विछाई या परिष्कृत की जाएगी कि वह चिकनी 
दुर्भध्य समतल बन सके और यह पर्याप्त रूप से नालीयुक्त होगी । 


( 5 ) धावन सुविधाओं की जलपूर्ति डॉक में नियोजित डॉक कर्मकारों की संख्या को ध्यान में रखते हुए पर्या-त होगी और ऐसे स्रोत से होगी जो 
पत्तन के स्वास्थ्य अधिकारी द्वारा लिखित रूप में स्वीकृत हो । 


( 1 ) प्रत्येक डॉक में और प्रत्येक पोत फलक पर पर्या-त संख्या में प्राथमिक उपचार पेटिकाएं या कपवोडों की व्यवस्था की जाएगी और उनका अन 
रक्षण किया जाएगा ताकि सभी कार्य समय के दौरान और सुगमता से पहुंच के भीतर हों । 

परन्तु निकटतम प्राथमिक उपचार पेटिका या कमबोर्ड की दूरी किसी भी कार्य स्थल से 200 मीटर से अधिक नहीं होगी । 
( 2) पेटियों और कमबोडा में साधित्रों और प्राथमिक उपचार के लिए अपेक्षित वस्तुओं के सिवाय कुछ भी नहीं रखा जाएगा । ऐसी सभी पेटियां और 
कमबोर्ड इस प्रकार रखे जाएंगे कि वे धूल या अन्य बाह्म वस्तु के विरुद्ध और आर्द्रता के भी घुसने के विरुद्ध रहे । वे ऐसे जिम्मेदार व्यक्ति के भारसाधन 
में रखे जायगे जो प्राथमिक उपचार चिकित्सा में प्रशिक्षित हो और कार्य समय के दौरान हमेशा तुरन्त उपलब्ध रहें । 


( 3 ) प्रत्येक प्राथमिक उपाचर पेटी और कपबोर्ड पर स्पष्ट रुप "प्राथमिक उपचार " चिह्नित होगा और अनुसूची 6 विनिर्दिष्ट सामग्रियों से सुस होगा । 
103. एम्बुलेंस वाहन । 

प्रत्येक डॉक पर उपयोग के लिए उपयुक्त रूप से सन्निमित मोटर एम्बुलेंस वाहन और लांच की व्यवस्था की जाएगी जिसे दुर्घटना और रुग्णता के गंभीर 
रोगियों के ल ले जाने के लिए अच्छी हालत में रखा जाएगा । 


104. स्ट्रेचर 

उपयुक्त स्ट्रेचर की जिसके अन्तर्गत कोई मील राह्मर्टसन स्ट्रेचर या कोई अन्य उपयुक्त स्लिंग स्ट्रेचर भी है, प्रत्येक डॉक पर. सुविधाजनक स्थानों में पर्यान 
संख्या में व्यवस्था की जाएगी । ताकि वे किसी प्रापातकाल में सुगमता से उपलब्ध हो सके । 
10 5. प्राश्रय सा विश्राम शंड और भोजन कक्ष । 

( 1 ) उस प्रत्येक डॉक में जिसमें सामान्यतः 10 से अधिक डॉक कर्मकार नियोजित किए जाते हैं , पेय जल और धुलाई की सुविधाओं की व्यवस्था 
सहित पर्याप्त और उपयुक्त प्राश्रय या विश्राम शंडों और उपयुक्त भोजन कक्षों की जहां डॉक कर्मचार अपने द्वारा लाए गए भोजन को खा सके , सुविधाजनक 
स्थानों में न की जाएगी और उनके उपयोग के लिए अनुरक्षित किया जाएमा : 

परन्तु विनियम 106 के अन सार अनुरक्षित कोई भी केण्ट इस विनियम की अपेक्षा का भाग रूप मानी जाएगी : 
परन्तु यह और भी कि जहां भोजन कक्ष को व्यवस्था है वहां कोई डाक कर्मकार ऐसे भोजन कक्ष की छोड़कर डाक को प्रसीमा में कोइ भोजन नहीं खाएगा । 

( 2 ) प्रत्तक विश्राम शुनड में भोजन और कूड़ा कचरे के लिए प्राच्छादित खिों की व्यवस्था और उनका उ मोग किया जाएगा । इन लो को प्रत्येक परी में कम से कम 
एक बार खाली किया जाएगा । 

( 3 ) 3 विनियम ( 1 ) के अधीन उ बंधित किए जाने वाल आश्रय या विश्राम कक्ष और भोजन कक्ष प्रया-त रू मे काशयुक्त और संचालित होंगे और साफ सुथरी 
दशा में अनुरक्षित रखे जाएग । 
106 . कृण्टीन ( जल न गृह ) : 

( 1 ) किमी डाक से या डाक के किसी भाग मे जहां साधारणतः 250 से अधि डाक कर्मकार नियोजित हैं या नियोजितकिए जाने की प्रतीक्षा में है, कार्य क्षेत्र में या उसके 
उसके समी र्या -त जल न गृह सुविधाओं की व्यवस्था को जाएगी और उसे सभी डॉक कर्मकारों के उपयोग के लिए तन प्राधिकारियों और डाक श्रम बोर्डो द्वारा बना रखा 
जाएगा । जलान गृह ऐसे सभी समय कार्य करेगा जब एक बार में च्चीस या उससे अधिक डाक कर्मकार नियोजित हों । 
( 2 ) जल नि गृह अनुसूची 9 मे अधिकाधिक अपेक्षाओं को पूरा करेगा । 
( 3 ) प्रत्येक डाक में प्रर्या-त संख्या में चली कण्टसनों की व्यवस्था की जाएगी जिसमे चाय और हल्के -फुल्के जलन को व्यवस्था होगी । 


[ भाग I - - खंड 3( i)1 


भारत का राजपन्न : असाधारण, 


भाग - - 6 


विशेष उपबंध 


111. डॉक कर्मकार, उत्तरदयी व्यक्तियों आदि का प्रशिक्षण : 


( 1 ) डॉक कर्मकारों के सभी प्रवर्गो, उत्तरदायी और प्राधिकृत व्यक्तियों को , उनके कार्य की प्रवृत्ति और कर्तव्यों का पालन करने के लिये 
अपेक्षिन कुशलता पर निर्भर रहते हुए प्रारंभिक और अधिक प्रशिक्षण देना होगा । अधिनियम और विनियमों के अधीन उपबंधों के अनुसरण में ली 
जाने वाली पूर्वावधानियों और सुरक्षा संबंध पहलू प्रशिक्षण के अन्तर्गत आएंगे । 


( 2 ) सभी प्राथमिक उपचार कार्मिकों को इस प्रयोजन के लिये किसी अहित चिकित्सा अधिकारी द्वारा प्रशिक्षण दिया जाएगा , जिसके अन्तर्गत 
पुनश्चर्या पाठ्यक्रम भी है । 


112. आपात कार्य योजना :, 


सभी प्रश्नों में ऐसी अनुमोदित आपात कार्य योजना होगी जो निम्नलिखित प्रकार से प्रापात के निपटने के लिये मुख्य निरीक्षक की स्वीकार्य हो : 


( क ) अग्नि 
( ख ) उत्पादक 


और विस्फोटक ; 
साधित्रों का काम न करना और भवनों, शैडों आदि का ढह जाना ; 


( ग ) गैस रिसन और परिसंकटमय माल का छलकना ; 


( घ ) डॉक कर्मकारों का डूबना, यानों का डूबना, डॉक बैसिन से परिवहन उपस्कर निकालना ; और 


( ङ ) बाढ़ तूफान और अन्य प्राकृतिक विपत्ति । 


प्ररूप 12 


निरीक्षक , डाक सुरक्षा को भेजे जाने के लिये 


- पता 


दुर्घटना यां खतरनाक घटना की रिपोर्ट 


डाक कर्मकार, ( सुरक्षा, स्वास्थ्य और कल्याण ) अधिनियम , 1986 की धारा 22 के अनुसरण में डाक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) 
विनियम , 1989 के विनियम 90 द्वारा अपेक्षित । 


( अनुदेश पृष्ठ भाग पर देखें ) 


1. नियोजक का नाम - - -- 


2. नियोजक का पता - -- --- 


3. पोत या अन्य ठीक-ठीक स्थान जहां दुर्घटना या खतरनाक घटना हुई । 


4. दुर्घटना या खतरनाक घटना की तारीख, पारी और समय तारीख --- -- ---- -पारी -- - ---- -- -- समय 


5. ( 1 ) क्षतिग्रस्त व्यक्ति का नाम और पता 


लिंग 


आयु 


उपजीविका 


व्यक्साय में अनुभव 


( 2 ) क्षतियों की प्रकृति और परिमाप 


( उदाहरणार्य घातक , उंगली की हानि , टांग का भंग होना ) 
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( 3) किस के द्वारा उपचार किया गया - - 
( 4 ) क्या क्षतिग्रस्त व्यक्ति अड़तालीस घंटे से अधिक के लिये निःशक्त हो गया था ? 
( 5 ) उस स्थोरा की किस्म और नाम 
जिसकी उठाई-धराई की गई । 
6. वह समय जब क्षतिग्रस्त व्यक्ति ने कार्य प्रारंभ किया ---- - - - - -- ---- 
7. दुर्घटना या खतरनाक घटना का कारण -- - -- - 
8. दुर्घटना : 
( क ) बताएं यदि मशीनरी द्वारा हुई :: 
( 1 ) दुर्घटना कारित करने वाली मशीन और भाग का नाम---- - - - - - - - -- 
( 2 ) क्या उसे उस समय यांत्रिक शक्ति द्वारा चलाया गया था --- ---- 
( ख ) ठीक ठीक बताएं कि क्षतिग्रस्त व्यक्ति क्या कर रहा था - - --- - - 
9. खतरनाक घटना : 
( क ) उत्थापक साधिन के ढहने या काम न करने की प्रकृति 
( ख ) रस्से , जंजीर या अन्य साधित्रों के टूटने की प्रकृति 
( ग ) पोत को या उससे पहुंच के साधनों का ढहने या काम न करने की प्रकृति - - - -- 
( घ ) उपर्युक्त 9 ( क ), ( ख ) और (ग ) से भिन्न , विनियम 90 के अन्तर्गत आने वाली किसी अन्य खतरनाक घटना की प्रकृति ---- ------ 

हस्ताक्षर 

तारीख 
(निरीक्षक द्वारा भरी जाए ) 
पत्तन 
प्राप्ति की तारीख 
दुर्घटना, खतरनाक घटना सं . 
कारणत्व - 

लिंग -- - -- - -- -- - 
टिप्पणियां 

अनुदेश 

दुर्घटनाओं और खतरनाक घटनाओं की रिपोर्ट करना 
दुर्घटनामों की रिपोर्ट करना : 
( 1 ) डाक में किसी ऐसी दुर्घटना की सूचना : 
( क ) जिससे या तो किसी डाक कर्मकार की जीवन हानि हो गई हो ; या 

( ख ) डाक कर्मकार उस कार्य के लिए जिस पर वह उस शेष दिन या पारी के लिये नियोजित था जिसमें दुर्घटना हुई है, निःशक्त हो 
गया हो घटना घटित होने के चार घंटे के भीतर तुरन्त तार , दूरभाष या विशेष संदेशवाहक द्वारा निम्नलिखित को भेजी जाएगी । 

( i) निरीक्षक 

( ii ) कर्मकार के संबंधियों को , जब दुर्घटना के डॉक कर्मकार की जीवन हानि हो गई हो या डॉक कर्मकार कार्य के लिये दस दिन से अधिक 
के लिए निश्चित होना संभाव्य हो , और 

(ii ) केवल घातक दुर्घटना की दशा में निकटतम पुलिस याने के बारसाधक अधिकारी को और जिला मजिस्ट्रेट या उपखंड मजिस्ट्रेट को , यदि जिला मजिस्ट्रेट ने आदेश 
द्वारा इश प्रकार निदेश दिया हो : 

( 2 ) उपविनियम ( 1 ) के खंड ( ख ) के अन्तर्गत आने वाली दुर्घटनाओं की दशा में, क्षतिग्रस्त व्यक्ति का प्राथमिक उपचार किया जाएगा और तत्पश्चात तुरन्त ही उसे 
किसी अस्पताल या उपचार के लिए अन्य स्थान में पहुंचाया जाएगा । 

( 3 ) जहां निःशक्तता कारित करने वाली किसी दुर्घटना के परिणामस्वरू निःशक्त डाक कर्मकार की मृत्यु हो जाती है वहां मृत्यु को सूचना लिखित में , उपविनियम ( 1 ) 
में वणित प्राधिकारियों की मृत्यु हाने के पश्वा त 7 घंटे के भीतर प्रस्तुत की जाएगी और रसीद अभिप्रप्त की जाएगी । 
( 4 ) खतरनाक घटनाओं के निम्नलिखित वर्गों को रिपोर्ट निरोक्षक को को जाएगो, चाहे मृत्यु या निःशक्तता उपविनियम ( 1 ) में विहित ढंग में हुई हो या नहीं । 
(क ) उत्थापक साधिखों का ढह जाना या काम न करना यारस्सों या जंजारों या अन्य खुले गियरों जिसमें स्लिंग उत्थापक बीम, कंटेनर 

स्प्रेडर आदि शामिल हैं का टूटना या काम न करना या डाक कार्य में प्रयुक्त क्रेनों का उलट पलट या विस्थापन , स्लिंग से फलकाबोर्ड 

या बीम या स्थोरा का गिरना , हब वीम के विस्थापन के परिणामस्वरूप हैयबी : या आच्छादग का गिरना , 
( ख ) किसी दीवार, फर्स, गैलरी, छत, चबुतरे, मंच या हुंच मार्ग के साधनान का ढह जाना या नीचे बठना , 
( ग ) किसी गैस य. गैसों (जिसके अन्तर्गत वायु भी है ) या गैसें के सपीड़ित से परिणामी किसो द्रव या ठोस के वातावरणिक दाब से अधिक 

किसी दाबवर भंडारण के लिए प्रयुक्त किसी रिसीवर या जलयान का विस्फोट , 
( घ ) उस डॉक के किसी स्थान को , जिसमें डाक कर्मकार नियोजित है विस्फोटक या आग लगने से नुकसान होगा । 
( अ ) परिवहन उपस्कर का काम न करना, उलटना, गिर पड़ना या टकरा जाना , 
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भारत का राजपत्र असाधारण 
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( च ) खतरनाक स्त्रारा का वहना वा रिसाव या उनके प्राधानों को नुकसाम , 
( छ ) माल प्राधानों का टूट - फूट, आकुंचन या नुकसानी , 


( 5 ) यदि इत्यापक माधिन. खुले गियर या अन्य समान गियर वा पारवहन उपस्वार काम न पारं ना, उन्हें याशक्य साया 
कोई छेड़छाड़े नहीं की जाए जब तक कि उसका किसी निरीक्षक द्वारा निरीक्षण नहीं कर लिया जाता । 


तक 


( 6 ) इसके अतिरिक्त विनियम । । उपविनिम ( 1 के अधीन दी गई सूचना के , पुष्टि घटनः घटिन होने के घंटे के भीतर 
निरीक्षक को प्ररूप 1 : में लिखित पिोर्ट प्रस्तुत क के को नाम पन, पविनिम 11123 ( ख ) के प्रधान दुर्घटना का दग . में , ऐमी 
लिखित रिपोर्ट भेजने की केवल भी आवश्यकता होगी जब डाक कर्मकार उस कार्य के लिए जिस पर वह नियाजन था . दुर्घटन . के समय से घटे 
से अधिक के लिये निकन हो गया हो । 


प्ररूर 1 


डाक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) विनियम , 1989 


(विनियम 108 देखिए ) 


- ~ -मास का दुर्घटनाग्री का विवरण 


1. नियोजक का नाम और पता-- ~-- ~ -- 


2. माम के दौरान रिपोर्ट की जाने वालो दुर्घटनाओं की संख्या 


घातक -- - - - - - - 


अघातक - - - - 


3. मास के दौरान श्रम पारियों की संख्या टिप्पण 1 देखिए ) 


4. उन व्यक्तियों को दशा में जो कार्य पर वापस आ गए हैं रिपोर्ट की जाने वाली अवाना दुर्घटनाओं से अनस्थिति के कारण हानि हर 
श्रम दिनों को संख्या (टिप्पण 2 देखिए ) 


5 . स्थायी निःशलताओं के कारण हानि हुए श्रम दिनों को संख्या (टिप्पण 3 देखिए ) 
तारीख - - - - - - - 


सबा मा 


निरीक्षक , 


हस्ताखर - - - -- - - - - - 


पदनाम -- - -- - 


टिप्पण 


1 . मद ( 3 ) : मास के दौरान श्रम पारियों की कुल स . भाम के दौरान अधेका पारा में कार्य कर रहे मालायां 


संगाका गोकन है 


2. मद ( 4 ) : हानि हुए श्रम दिनों की संख्या में पूर्वमास में क्षनि के कारण हानि हुर श्रम दिन भो पम्मिलित होने चाहिए , अर्थात् : 

यदि कोई ऐमी दुर्घटना जो पूर्वमास में घटित हुई है सभी प्राधान माम में अभो भो मना को हानि कारित कर रही है तो, समय 
को ऐमो हानि का ऐषा हानि मा यमोक्षामान मास में सम्मिलित की जाए । 


3. मद ( 5 ) : श्रम दिनों की संगणना निम्नलिश्रित पर आधारित होती चाहिए : 


मार हानि हुए 


( * ) भारतीय मानक 3250 - 35 कामगारेशिष्ट ख में विर अलमार ल्याई तिलोताना तिना पाचो 

श्रम दिन बहुल क्षति की दशा में , अनुसूची प्रभारों का योगफल 6000 श्रम दिनों से अधिक नहीं लिया जाएगा । 
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( ख ) यदि किसी एक मान के किसी अति को समय हानि क्षत्ति के रूप में समझा जाना है और नाश्चात् वह किया स्थाई निःशक्तता 
के रूप में परिवर्तित हो जाता है तो , क्षति के कारण प्रभारित श्रम दिनों को जत्र स्थाई नि : 

शन का ज्ञान हो जाए , क्षांत के लिये 
अनुसूची प्रभार से घटा देना चाहिए । 


डाक कर्मकार ( मुरक्षा, स्वास्थ्य और कल्याण ) विनियम , 1989 
विनियम 191) द ]ि 

निरीक्षक द्वारा भरा जाए 
मामले की सं . .. .- ~ ~ 
टिप्पणियां------ - 


विषाक्तता या रोग की सूचना 


1 . नियोजक का नाम और पता ------- 


2. रोगी का नाम और उसको कार्य सं . यदि कोई हो - - - - - - - - - - - -- 


3 रोगों 


का पता ~ ~ - ~ - ~ 


4 . सगो का लिग और आयु...... 
5. रोगी की सहा वृद्धि - -- -- - - ------- 


6. ठीकठाक बताएं कि रोगी रोग लगते समय क्या कार्य कर रहा था - ~ ~ - ~ ~ ~ - 


~ ~ - ~ ~ ~ - ~ ~~ 


- 


- 


7. उग विषाक्तता या रोग की प्रवृति 


जिमसे 


रोगी 


ग्रस्त है -- ~-~~- 


(नियोजक के हस्ताक्षर 
नारीख - ---- - - 


( प्ररूप 14 का पृष्ठ भाग ) 
कतिपय रोगी की सूचना 


डाक कर्मकार ( सुरक्षा, स्वास्थ्य और कल्याण ) विनियम , 1989 के विनियम 91 से उद्धरण ) 


1. जब किसी डाक कामकार को अनुसूची 4 में विनिदिष्ट कोई रोग लग जाता है नत्र प्रहन 14 में निरीक्षक को 1 - मचना भेजा जापनी ) 


अनुसूची - 4 

अधिसुचनीय रोगों की सूची 
1. लड विषाक्ता जिमके अन्तर्गत लड का रिमा विनिर्मित का योनि या उ . प्रनमा हार, त्रियाता भी है । 
२. लेड टेट्रा---एथिल विषाक्तता । 
3. मंगनीज विषाक्तता या उसके अनुगम । 
4. कार्बन वायसत्फाइड विपाक्तता । 


6 . बेनजान विषाक्तता जिसके अन्तर्गत उसके किसी समजात उनके शोरा या ऐमाइड रूप यो अनगम भी है । 


6. एथिक्स 
7. न्यूनोकोनिप्रोसेस 
8. एलिफेटिकः सीरोज के हाइड्रोकार्बन के हैलोजन या हेलोजन व्युत्पन्नों द्वारा विषाक्तता । 
9. चर्म का प्राथमिक ऐपाथेलियायेट्स कसर । 
10. हाजांवकाजन्य त्वक्शोध । 
11. सोर से श्रवण हानि ( उच्च और सार के लिये उच्छन्नता ) ! 


[ 
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गम निलका पाण्डेय , उप मचित्र 
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G .S . R . 80 (E ),... Whereas the draft of the Deck 
Workers ( Safety . Health and Welfare ) Regulations , 
1987 , was published as required by sub - section ( 1) of 
section 22 of the Dock Workers (Safety, Health and 
Welfare ) Act, 1986 ( 54 of 1986 ), in the Gazette of 
India , Extra -ordinary Part II , Section 3 (i), dated the 
27th November 1987, under the notification of the 
Government of India in the Ministry of Labour No . 
G .S .R . 939 ( E ) , dated the 27th November, 1987, in 
viting objections and suggestions from all persons 
likely to be affected thereby , before the expiry of a 
period of forty -five days from the date of publication 
of the said notification in the Official Gazette ; 


32 ) and the Convention Mining Oc 
cupational Safety and Health in Dock 
Work (No. 152), 1979 , adopted by In 

ternational Labour Conference ; 
( e ) " container * means an article of transport 

equipment of a permanent character and ac 
cordingly strong enough to be suitable for 
repeated use and as specified under natio 
nal or international standards ; 


And whereas the said Gazette was made available 
to the public on the 6th January , 1988 . 


(f) “ container terminal” means the area where 

the operations of receiving , storage, des patch 
and interchange of containers, between tran 
sport made is carried out primarily with the 
help of lifting appliances and transport eq 
uipment, and includes associated road vehic 
les , waiting places, control inter- change 
grid , stacking areas and associated road vehi 
cle , departure , hut shall not include . 


And whereas the objections and suggestions receiv 
ed from the public on the said draft have been con 
sidered by the Central Government ; 


Now , therefore , in exercise of the powers conferred 
by section 21 of the said Act, the Central Govern 
ment hereby makes the following regulations, name 
Iv : 


(i) terminals which handle sigsificant volumes 

of containerised cargo and break - bulk 

cargo together 12g the same operatio 
nal areas : 
(ii) all railway terininals wid al in - land de 

1 


PART I 
GENERAL 


( iii ) te stuifling and stripping of the contents 

of containers ; ind 


( iv ) shig board and ship -sid : opera ions LO ! 

10 and RORO vessels : 


1 . Short Title, application and commencement. 
( 1) These regulations may be called the Dock Wor 
kers (Safety , Health and Welfare ) Regulations, 1990 . 

(2 ) They shall apply to all major ports in India as 
defined in the Major Ports Act 1963 ( 38 of 1963) . 

( 3 ) They shall come into force after the expiry of 
30 days of their publication in the Official Gazette . 


( g ) " conveyor" means a mechanical device used 

in dock work for the tran port of single 
packages or solid hulk carcn . in c.ne 

point to ancthar pint: 
( h ) “Dangerous goods" means anv cargo wilich 

due to its explosivenes: , inflammability , 
radioactivity , toxic or corrosive propetties, 
or other similar characteristics, may cause 
iniury , adversely affect the human system , 
inss of life or property ivhile handling, 
trar:quortint, shipping or storing and which 

: Tassified as such bv amv international or 
national standards : 


(i ) 


2 . Definitions. In these regulations, unless the 
context otherwise requires - 
( a ) “ Act” means the Dock Workers ( Safety , 

Health and Welfare ) Act, 1986 (54 of 1986 ); 
(b ) " access" includes egress ; 
( c) " authorised person " means a person autho 

rised by the employer, the master of the 
ship or a responsible person to undertake a 
specific task or tasks and possessing neces 
sary technical knowledge and experience for 

undertaking the task or tasks ; 
(d ) " competent person " means — , 
(i) a person belonging to a testing establish 

ment in India who is approved by the 
Chief Inspector for the purposes of test 
ing, examination or annealing and certifi 
cation of lifting appliances , loose gears or 

wire rones : 
( ii ) any other person who is recognised under 

the relevant regulations in force in other 
countries as cornetent for issuing certifi 
cates for any of the purposes mentioned 
in sub - clause (i) for the implementati , 1 
of the Protection against Accidents (Doc 
kers) Convention (Revised ), 1932 (No . 


" dock " me: ips any dock . wharf . quav or 
shore and small include any warehouse or 
store place belancing to owners . frustees 
or conservators of, and ituatril in or in 
the vicir: ity of the dock . wharf, Cuyor 
shere and ans railway line or sidinn on or 
used in cornectinn with the deck , vihart 
quay or shore hut no forming nart of 
Intian railways : 


(i ) “ Form ” means a Form 

regidorinns : 


annender! to the e 


( k ) " hatch " means an opening in a derk used 

for purno es of dork work or for trimminen 
ir prie vintilton 0 : from chinning : 


(1 ) Watchwuns minn bc whole space vihing 

tha smiala cif the hatces from th : tos neck 
to ihe hot on of the fold ; 


72 


THE GAZETTE OF INDIA : EXTRAORDNAR ! 


[ PART II - Ser : 301)] 


- 


- 


- 


(m ) " Tassostn " means a person appointed by 

the Central Governron : under section 3 
of he Act and includes the Chicf Inspec 


(n ) 


liiting appliance " means alſ stationery or 
mooie cargo landlin :: appliances including 
their permanent attachments , such as cranes , 
derricks shore based pi wer nofra cd ru .lps 
used on hore or on hrard ship for uspen 
ding , raising or lowering, cargo or moving 
them from one position to ancoher while 
suspended or supported . in connection with 
the cück work and includes lifting macli 
nary ; 


(y ) Testing establisher : 11" means an establist) 

ment with ſering and examination facili 
ties, as approved by the Chief Inspector , 
for carrying out testing , cxamination , an . 
nealing or certifica ion , etc . of lifting appli 
anie or loose gear or wire rope as riquir 

ed under the regulations : 
(z ) " transport equipment" means all powered 

and hand truck , for lift truck , tracktor , trai 
Ter, locomotive , p oppo nover and any 

other such equipment used in dock work ; 
(22 ) Words and expressions not defined in those 

regulations but defined or used in the Act 
shall have the same meaning as assigrcd 
to them in the Act. 


( o ) 


" loose gear" means hook , shackle , : wivel. 
chain , Sling . lif ing beam , container Spra 
dor , tray and any other such gear , by means 
of which , the load can be attached to a lif 
tin anpliance an ! 111: 111: : 3 lifting device : 


3 . Powers of Inspectors : 


( p ) " Port" means a port as defined under the 

Inilian Ports Act, 1908 ( 15 of 1998 ) . 


( 9 ) " port authority " means the person having 

the general management and coin ın ! of 
dock . 


Provided that if any othe : person has. by erclusive 
right to occupation of any part of the dock acquired 
the general management and control of such part, 
he shall be deemed to be the " Port Anh ly in 
respect of that part : 


( r ) " premises nieans any dock, whari, quay . 

warehouse , siore place or landing place 
where the dock work is carried in : 


( a ) An Inspecior may. at any port for which he 
is appointed , - 
( i) enter , with such assistance . (if any ) , as he 

thinks fit , any chip , dock , warehouse or 
other premises , wliere any dock work , is 
being carried on , or where he has reason in 
believe that any dock work is being carried 
on ; 
make examination of the ship , dock . liſting 
appliance . lorise gear . liſting (levice , stag 
ing, transport cquiprncnt. warchoure or 
other premises. used or to be used for any 

dock work : 
( iii ) require the production of any register , 

muster roll or other dacument relating to 
the employment of dock workers and exa 

mine such document ; 
( iv ) take on the spot or otherwise such evidence 

of any person which he may deem ncces 
sary : 

Provded that no rirson shall ha coin 
pelled under sub -regulation 3 (a ) (iv ) to 
answer any questioj. cit sive anv evidence 
tending to incriminate himself ; 
take copies of registers, records or other 
documenti or portion thereof as he may 
consider rclevant in respect of any offence 
which he has reacon 10 helieve has heen 
committed or for the purpose of any inquiry ; 


(s ) " prescribed " means prescribed hv the Crn 

tral Government ; 
(t) " pulley block ” means pulley block , gin and 

similar gear , other than a crane Flock spe 
cially constructed for use with a crane to 
which it is permanertly attached : 


( v ) fala 


(u ) " responsible person " mcans a person ap 

pointed by the emplover, the mas er of the 
ship , the owner of the gear or port autho 
rities , as the case may be , to be responsi 
ble for "he performance of a specific duty 
or duties and who has suflicient know 
ledge and experience and the requisite au 
thority for the proper performance of the 

duty or rutie : 
( v ) “ safe working load ” in relation to an article 

of louse gear or lifting appliance means the 
Woad which is the maximum load that niav 
he imposed with « fety in the normal wor 
king conditions and as assessed and certi 

fied hy the competent person ; 
(w ) " Schedule ” means a schedule appended to 

these regulations ; 
(x ) " Ship ” means any kind of ship , vessel 

barge , lighior or hover-craft excluding ships 
of var and couritry craft ; 


( vi) take photogrwh, sketch , sainple weight, 

measure or record as he may consider 
nece sary for the purpose of any cxamira 

tion or inquiry : 
( vii) hold an inquiry into the cause of any accia 

dent o : dangerous recurrencu which he has 
reason to believe was the rec:ijn of the 
collapse or failure of any lifting annliance , 
loose gear. transport cauipmeni, staging ng 
non -compliance with any of the provisions 
of the Ac fir the regulation : 


( viii) issue sacw cause notice relating to the 

safety , health and welfare provisions arising 
under the Act or the regulations ; 
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( ix ) prosecule , conduct or defend before any 

court any complaint or other proceedin ! 

arising under the Act or the regulations ; 
(x ) direct the port authority , dock labour board 

and other employers of dock workers for 
getting the dock workers medically exa 

mined in considered necessary . 
(b ) A person having general management and 
control of the premises or the owner , master , ( fficer 
incharge or agents of the ship , as the case may be, 
shall provide such means as may be required by the 
Inspector for entry , inspection , examination , inquiry , 
or otherwise for the exercise of his powers under the 
Act and the regulations in rela : ion to that ship or 
premises which shali also include the provision of 
launch , or other means of transport . 


4 . Notice of Inspecaion : 

( 1 ) An Inspector may notify any defects or desi 
ciencies which may come to his notice during his 
inspec -ion and examination which he wishes to potnt 
out together vith any orders passed by him under the 
Act or the regulaiic : 1 in Form IX to 
( i) the owner, master, officer incharge for 

agents of the ship ; or 
(ü ) the port authority ; or 
(iii ) the owner of lifting appliances, loo e gears, 

lifting devices and transport equipment; or 
( iv ) the employer of dock workers. 
( 2 ) When an Inspector serves notice , under sub 
regulation ( 1 ) above , in relation to any dock , lifting 
appliance , lcrose gear, lifting device , transport equip 
ment, ladder or staging, he may , in the notice prohi 
bit the dock work where condi ions are dangerous 
to life , safety or healt , of dock workers and the use 
of the same in connection with the dock work , and 
such dock , lif ing appliances , loose gears, lifting 
devices, transport equipinent, ladders or stagings 
shall not be insed until the defect or dufects specified 
in the notice have heen remedied and the Inspector 
has withdrawn the prohibitory order . 


PART II 

RESPONSIBILITIES 
7 . Responsibilities : 
(1 ) It shall be the duty of the Port authority 

to comply with regulations 9 to 12 , 15 to 
23 , 61 . 1 & 8 ), 8012 & 3 ) , 81, 85 ( 12 ) , 
89 , 41 (2 to 6 ) , 92 ( 2 ), 9311 , 3 & 4 ) , and 

94 to 115 . 
( 2 ) It shall be the duty of the owner , or mas cr , 

or officer -in - charge and the agents of a 
ship to comply with regulations 12 , 16 ( 1 ) 
to (3 ) , 17 ( 1 ) ( a ) , 24 io 37 , 76 , 80 ( 1 ) , 

99 ( 1 ) and 101 ( 1 & 3 ) . 
(3 ) (a ) It shall be the duty of the owner of the 

lifting appliance , loose gear , and trans 
port equipment or any oiher equipment 
used in dock work on shore or on board 
the ship to comply with the regulations 
17 ! 4 ) , 27 , 41 tc 49 , 51, 52 ( 1 to 4 ), 
54 , 57 ( 1 to 4 , 6 & 7 ) , 59 ( 1 *o 3 ) , 60 , 

62 , 63, 64 , 84 ( 1 ), 85 ( 5 ), 87 and 88 . 
(b ) In case of lifting appliance , loose gear , 

or any other equipment used in dock work 
on board a Ship not registered in India , 
it shall be the duty of the mas er or 
Chief Officer of such Ship and agent of 
such ship : to comply with the regulationis 
27, 40 to 19 , 51, 52( 1 to 4 ), 54 , 87 

and 88. 
(4 ) (a ) It shall be the duty of every employer 

and of all agents c .piovees and dock 
workers cinploved by him . to comply 
with reguations 11 ( 1 & 2 ) , 17 ( 5 ) , 

77 ( 5 ), 85781 and 86 (8 ) . 
B ) It shall be the du v of every cmployer to 

comply with regulati ns 13, 14 , 16 ( 4 ) , 
1764 & 5 ) 13 20 ( 2 ) , 2407 & 8 ) , 25 , 
28 . 29 ( 2 ) , 31 , 32 ( 3 , 6 , 8 & 9 ), 33 to 39 , 
45 ( 1 ) , ( 2 ) & ( 3 ) , 5215 ) , 53 to 56 , 
57(4 ) (e ), (57%, ( 6 ) & ( 8 ) , 58 , 59 ( 4 ) , 
61 ( 9 ) and (101, 62 ( 13 ), ( 17) , 64 to 75 , 
77 to 82, 84 ( 2 ) , 85 except 85 ( 12 ), 86 , 
87 / 2 ), 88 ( 4 08) , 89 to 93. 95, 98 , 
107, 1092) , 110 , 114 (4 ) , 116 :ind 117 : 


5 . Appeal : 


Any person aggrieved by an order of the Chief 
Inspector passed under Section 5 of the Act may, 
within 15 days from the date on which the order is 
communica ed to him . prefer an appeal to the Secre 
tary in the Government of India , Ministry of Labour, 
New Delhi and the provision of Section 8 of the 
Act shall apply accordingly . 


6 . Penalties : 


Save as is otherwise expresly provided in these 
Regulations, hoever being a person responsible to 
comply with any of the regulations commits a treach 
of such Regulations shall be guilty of an cffence and 
punishable with imprisonment for a term which may 
extend to six months, or with fin s which may extend 
to five thousand rinees, or with both , and , if he 
breach is continued after conviction , with a further 
fine which inay extend 10 one hundred rupees for 
cach day on v hich the breach is so continued . 
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Provided that where the dock work is carried on 
bv a stevedore p oker person other tlian the cwner 
of a ship . it shall be the duty of the currer. ica: ter 
or officer -in -charge of the ship , to comply with regu . 
la ion 33 ( 1 ) co far it it concerns : 
(i) Apy hatch no : taken ( ver ty thi said 

Stevedo:re or cthir person for the run 
of the dock work and 
any hatch which , after havij .g heen taken 
over by the said Stevedore cr cthus person 

for the purpose of the dock work 
(a ) has been reported hy written no ‘ice in 

Form - I to the owner , master or officer 
in - charge of shin , or hy on behalf of thie 
said person , as being hatch at which he 
dock work has been completed for the 
time being , 
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( 12 ) It shall be the duty of the competent person 

to comply with The regulations 41, 47, 48 

and 50 . 
Regulation 8 - Fxcmption 

The Chief Inspect ir may, subject to such condi 
tions, if any, as inay be specified therein , by order 
in writing (which may in its discrc ion be revoked 
at any time), exempt from all or any of the require 
ments of these regulations, 
( a ) any dock or par: of a dock , if he is satisfied 

that dock work is cnly occasionally carried 
on vr trajfic is sipall and confined to small 
ships and fishing vessels at such dock , 
any appliance , gear, equipn .ent, or device 
or any class or description of appliances , 
gear, equipment or device, if he is satisfied 
that the requirement in respect of which 
the cxcinption is granted are not necessary 
or equally effective ineasures are taken . 

Provided that he shall not grant exep 
tion under this regulation unless he is satis 
fied that such exemp ion will nor adversely 
affect the heaith , safety and welfare of dock 
workers. 


PART III 

SAFETY 
A . WOKING PLACES 


( b ) either has been left by the perrns fenced 

or covered as required by regulation 
3311 ) or has been taken into use hy or 
on behalf of the owner of the ship , and 
in either case has hcen a reported by 
such writien norica as aforesaid . It 
shall be the du y of the owner , master or 
officer- in - charge of the ship to give im 
inediately written acknowledgement of 

such wriiten no ice as aforesaid . 
( 5 ) It shall be the duty of every dock worker 

to comply with the requirement of such of 
these reg ilations as relate to the perfor 
mance , of or refraining from , an act by 
him and to co - opera : in carrying out 
requirements of these regulati(: 1 s and if he 
js : vers any defects in the lif ing aprliance , 
Icose gear , lifting device , conveying any 
transport equipment or other cquirment to 
repor: such defects without unreasonable 
delay to his employe ; or foreman or other 

person in authority 
(6 ) No person , shall unless duly authorised or 

in case of necessity , rem . V or interfere 
with apy fencing, gangway , gear , ladder , 
hatch covering, life saving appliance , 
ligh ‘ ing, or other thing what revet required 
by the dit and there rrgulations to be aro 
vided . li removed , such things shall he 
restrired at the end of "he period during 
which the renvoi was mirrocary , hy the 
persons last engaged in that work necesita 

* ed such removal . 
( 7) (a ) No employer shall allow lifting appliance , 

loose gear, lifting Cevice . or conveving 
and transport caruinment to be used by 
dock workers which does not comply 
with regulation 17: 4 ) , 27, 40 to 49 , 51 , 
52 ( 1 tn 4 ) , 54 , 57 / 1 to & 6 to 7 ) , 

5971 to 3 ) , 60 . 62 , 87 & 88 
(b ) It ihe person whose duty is to comply 

with regulations mentioned in sub - regula 
tion ( 2 ) ahora fail to do so , then it shall 
also be the duty of the emplover of the 
dock workers in cominly with such regu 
lations within the shortest time reasonably 

nracicable after such failure . 
(8 ) It shall be the duty of the person for the 

time being in charge of any ship to produce 
for inspection and examination certificates 
required under regulacion 51 . 
Everv dock worker shall use the means of 
acces provided in accordance with three 
remilation , and no person shall auttorise 
or order another to prop means rp acress 
other than those provided in accordance 
therewith . 
No norson stall go ponon any intch heam 
for the purrcse of adju ting the gear for 
Jifting them on or off nor shall any person 

auterine os corchor another in do so . 
( 11) It shall ha the duty of the Dirnir Lahour 

Board and every other emnlnvap of Hinck 
workers in coinly with reoulairns 74 . 89 . 
91/ 3 ) , 92 , 93 / 1. 3 & 4 ) , 103, 107 109 
to 111 . 


9 . Surfaces 

(11 Every regular approach over a dock which the 
working place and every such working place inside the 
dock workers have to use for going to or from a 
dock shall be , 
(a ) kept clean and free from objects that can 

cause slipping , stumbling or falling . 
(b ) maintained in good repair with due regard to 

the safety of the dock workers. 
(2 ) All areas of a dock shall be kept properly drain 
ed and graded in order to facilitate safe access to 
sheds, warehouses and store places and safe handling 
of cargo and equipment. 

( 3 ) Drain pools and catch basing shall be properly 
covered or enclosed . 

(4 ) All areas of a dock and all approaches on which 
lifting appliances and transport equipment are used 
shall be soundly constructed , surfaced with good wear 
ing material and sufficiently even and free from 
holes and cracks to afford safe transport of cargo 
and shall be property mantained . 

(5 ) Any working area in a dock which is damaged 
or under repair shall be effectively blocked off from 
other areas and when necessary, warning lights shall 
be provided at night. 

(6 ) All landing places used by dock workers for 
embarking or disembarking from crafts meant for 
transport hy water, shall be maintained in good repair 
with due regard to the safety of the persons using 
them . : 
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10 . Fencing of dangerous places 

( 1) The following parts of a dock and approaches 
shall , as far as practicable having regard to the traffic 
and working be securely fanced so that the height of 
the fence shall be in no place less than one metre and 
the fencing shall be maintained in good condition : 
(a ) all breaks , dangerous corners, and other dan 

gerous parts or edges of a dock ; 
(b ) both sides of such foot ways over bridges, 

caissons, and dock gates as are in general . 
use by dock workers and each side of the 
entrance at each and of such foot way for 
sufficient distance not exceeding , 4 .5 metres: 


Provided that in case of fences which were const 
ructed before the date of commencement of this Re 
gulation , it shall be sufficient if the height of the fence 
is in no place less than 75 coi. 

(2 ) The ditches, pits , trenches for pipes and cables 
and other hazardous openings and excavations shall 
be securely covered or adequately fenced . 

( 3 ) Where wharves or quays slope steeply towards 
the water , the outer edge shall be protected as far as 
practicable . 


11. Passages to be kept clear : 

( 1) Cargo shall not be so stored or transport equip 
ment or lifting appliances so placed on any areas of a 
dock where dock workers are employed so as to 
obstructure access to ships, cranes, life saving ap 
pliances, fire fighting equipment and welfare faci 
lities provided under these regulations. 

(2 ) Where any place is left along the edge of any 
wharf or quay, it shall be at least 90 cms, wide and 
shall be kept clear of all obstructions other than fixed , 
structures, plant and appliances in use . 

(3 ) Where working areas of a dock are enclosed 
and the traffic warrants , a separate gate or pssage 
shall be provided for pedestrains. 


(6 ) Temporary fencing of hatchways elevated plat 
forms, etc . shall be as far as reasonably practical, ex 
lend to a height of one metre and consist of either: 

(a ) two taut ropes or chains with stanchions; or 
(b ) a properly rigged and securely fastened 

safety net. 
(7 ) Stairs giving access to transport vessel shall be 
equipped with wooden or rubber fenders so that the 
gap of more than 30 centimetre is maintained bet 
ween the side of the steps and side of the vessel. 

13 . Staging construction and maintenance : 

(1 ) Sufficient supply of sound end substantial mate 
rial shall be available at convenient place or places for 
the construction of staging . 
(2 ) All staging shall be : 
( a ) securely constructed of sound and substan 

tial material and shall be maintained in such 
condition so as to ensure the safety of all 

dock workers ; and 
(b ) inspected at regular and frequent intervals by 

a responsible person . 
(3 ) All planks and ropes intended to be used for a 
staging shall be : 
(a ) carefully examined before being taken into 

use ; and 
(b ) re-examined by a responsible person before 

they are used again after the stages have 

been dismantled . 
(4 ) All planks forming stages shall be securely fast 
ened to prevent slipping . 

( 5 ) Ali stages shall be of sufficient width to secure 
the safety of the dock workers working therein . In 
particular, on stage at a height of two meters or more 
above the ground level deck bottom , deck or tank top . 
shall be less than 30 centimetre wide . 

(6 ) Planks supported Os the rungs of ladders shall 
not be used to support stages. 
( 7) (a ) Stage suspended by ropes or chains shall be 

secured as far as possible so as to prevent 

their swinging; and 
(b ) no rope or chain shall be used in suspending 

stages unless it is of suitable quality , ade 
quate strength and free from patent defects . 

Fibre rope shall not pass over sharp edges. 
(8 ) Safe means of access shall be provided for the 
use of dock workers to and from stages and ropes 
used for suspending stages shall not be used as means 
of access . 
14 . Work on staging : 

(1) More than two men shall not be allowed to 
work at any one time on a staging plank . 

(2 ) When dock workers are employed on staging 
more than 2 .5 matres high , they shall be protected by 
safety belts equipped with lifelines which shall be 
secured with a minimum of flask to a fixed structures 


12 . Railings and fencings : 

(1 ) All railings for the fencing of Hatchways, ac 
commodation ladders, grangways, stainway for em 
braking, disembarking, and any other dangerous 
place shall be of sound material, good construction 
and possess adequate streng th and unless specified in 
these regulations : 

(a ) be atleast one metre in height; and 
(b ) consist of two rails or two taut ropes or 

chains supporting stanchions and toe boards. 
- (2 ) Intermediate rails, ropes or chain shall be 50 
certimetre high . 

(3 ) Stanchions shall not be more than two metre 
apart and shall be secured against inadvertant lifting 
out. 

(4 ) The toe board shall be atleast 15 centimetre 
high . 

(5) Railings shall be free from sharp edges, 
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(4 ) A portable fire-extinguishing equipment of 
suitable type shall be provided in every launch or boat 
or other craft used for transport of dock workers and 
also in the crane cabine including mobile cranes. 

(5 ) Smoking shall not be allowed in the hold of a 
ship , on wharf, in warehouses and transir sheds and 
" No Smoking" or other cautionary notices shall be 
displayed at such places . 
18 . Excessive noise , etc .: 

Adequate precautions shall be taken to protect dock 
workers against the harmful effects of excessive noise , 
vibrations and air pollution at the work place . In no 
case the noise levels shall exceed the limits laid down 
la Schedule VII. 


(1) Abrk is carried to which dofkiheir employmrop 


( 3 ) Prior to each use , belts and lifelines shall be 
inspected for dry rot, chemical damege or other de 
fects which may affect their strength . Defective belts 
shall not be used . 

(4 ) Work on a staging shall not be carried on when 
loaded slings have to pass over the stagings and there 
is danger from falling objects. 
15. Life -saving appliances : 

Provision for the rescue from drowning of dock 
workers shall be made and maintained , and shall in 
clude : 
(a ) a supply of life-saving appliances , kept in 

readiness on the wharf or quay , which shall 
be reasonably adequete having regard to all 

the circumstances ; and 
(b ) means at or near the surface of the water at 

reasonable intervals for enabling a person 
in water to support himself or escape from 
the water which shall be reasonably ade 
quate having regard to all the circums 

tances. 
16 . Illumination : 

(1 ) All areas in a dock and on a ship where the 
dock work is carried on and all approaches to such 
areas and to places to which dock workers may be 
required to go in the course of their employment , 
shall be safely and efficiently lighted in an approp 
riate way. 

( 2 ) The general illumination , in areas on the dock 
where dock workers have to pass, shall be at least 10 
lux and at places where dock workers are employed 
the ilumination shall be at least 25 lux without pre 
judice to the provision of any additional illumination 
needed at particularly dangerous places. 

( 3 ) The means of artificial lighting shall, so far as 
is practicable , be such and so placed as to prevent 
glare or formation of shadows to such an extent as to 
cause iisk of accident to any dock worker. 

(4 ) The portable lights shall be maintained in good 
condition and shall : 
(a ) be equipped with substantial reflectors and 

guards; and 
(b ) be equipped with heavy duty electric cords 

with connection and insulation maintained 

in safe condition . 
17 . Fire protection : 

( 1 ) Please where doek workers are employed shall , 
be provided with 
(a ) sufficient and suitable fire-extinguishing 

equipment; and 
1b ) an adequate water supply at ample pressure 

as per national standards . 
12 ) Persons trained to use the fire -extinguishing 
cyuinment shall be readily available during all work 
ing hours . 

( 3 ) Fire -extinguishing equipment shall be property 
maintained and inspected at regular intervals and a 
record maintained to that effect. 


B . WARE HOUSES AND STORE PLACES 
19 . Construction : 

( 1) All floors, walls, steps, stairs , passages; chutes 
and gangways of warehouses and storeplaces shall be 
oi sound construction and properly mairtained . 

( 2 ) The slope of ramps shall be such that the sta 
bility of transport equipment or vehicles using them is 
not endangered . 
20 . Floor loading : 

( 1 ) The maximum load per square metre to be 
carried by any floor of a warehouse or store place and 
maximum load of any lifting appliance and transport 
equipment used on such floor shall be Gisnlayed at 
conspicuous places. 

( 2 ) The maximum loads referred to in sub -regula 
tion (1 ) shall not be exceeded . 


21 . Stairs : 

( 1 ) For every stair case in a warehouse or store 
place , a substantial handrail of a height of at least one 
mitre shall be provided and maintained , which iſ the 
staircase has an open side shall be on that side, and , 
in the case of a staircase having two open sides, such 
a andrail shall be provided and maintained on both 
sides . 

(2 ) Any open side of staircase shall also be guard 
ed by the provision and maintenance of lower rail or 
other effective means. 


22 . Openings : 

All openings in floors and walls shall in so far as 
they present danger, be effectively protected . 


23 . Means of escape in case of fire : 

(1 ) All warehcuses and store piaces saall be pro 
vided with sufficient means of escape in case of fire 
for the dock workers employed therein and all the 
means of escape , other than the means cxit in ordinary 
use , shall be distincitively marked in a language 
understood by the majority of the dock workers. 

(2 ) A free passageway giving access to each means 
of escape in case of fire shall be maintained for the 
use of all dock workers. 
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substantial steps properly secured and equipped with 
atleast one substantial handrail one metre in height 
shall be provided between the top of the bulwark 
and the deck and the steps provided shall be, as far 
as practicable , in line with the gangway . 

(8 ) The use of swinging derricks or rope ladders 
for the access shall be prohibited . 
25. Access between ship and another vessel : 

( 1 ) When a ship is alongside another ship , and 
dock workers have to pass from one to the other, 
adequate and safe means of access shall be provided 
for their use , unless the conditions are such that it 
is possible to pass from one to the other without 
undue risk and without the aid of any special 
appliance. 

( 2 ) If the other ship is sailing barge , flat , keel, 
lighter or other similar vessel of relatively low free 
board , the means of access shall be provided by the 
ship which has the higher free board . 

(3 ) Rope ladders used as a means of access bet 
wcen ship and another vessel shall, 
(a ) be of good construction , made up of suit 

able and sound material with adequate 
strength and properly maintained for the 
purpose for which it is used ; 
be adequately secured at its upper and in 
such a manner that it is firmly and safely 
held in order to prevent any possible ship 
down of its spare rolled up portion when 
the ladder is used ; 
have treads which are flat and of a width 
and depth of not less than 30 centimetres 
and 15 centimetres respectively and so 
constructed as to prevent slipping ; 
have suitable provisions as far as practi 
cable , for preventing the ladder from 
twisting ; and 


(3 ) In every dock there shall be provided effective 
and clearly audible means of giving warning in case of 
fire to every dock worker employed therein . 

C . MEANS OF ACCESS 
24 . Access between shore and słup : 

(1) When a ship is lying at a wharf or quay for the 
purpose of dock work , adequate and safe ineans of 
access to the ship , properly insalled and secured , 
shali be provided . 

(2 : Safe means, required by sub -regulation (1 ) shall 
be as follows : 

Where practicable , the ships accommodation lad 
der. or a gangway or a similar construction , shall 
be, 
(1) not less than 55 cms.W e al tlic steps ard 

of adequate depth with steps liaving per 

manent non -skid surface ; 
(ii) properly secured and securely fenced through 

out its length on each side to a ciear height 
of one metre by means of upper and lower 
rails , taut ropes or chains or by other equal 
ly safe means except that in the case of 
ship s accommodation ladder such fencing 
shall be necessary one side only provided 
that the other side is properly protect : d by 

the ship s side; 
(iii ) constructed of suitable mate : 1:1! and main 

tained in good condition and suitable for the 

purpose ; 
( iv ) maintained in a condition as to prevent slip 

ping; 
(v ) fitted with a platform at either end of the 

ladder and the lower piatform or he treads 

resting on the dock ; 
( vi) an angle maintained not exceeding 40 degrees 

to the horizontal irrespective of resting on 

the dock . 
( 3 ) When a fixed tread ladder is used and the angle 
is low enough to require dock workers to walk on the 
cdge of the treads, cleated duck bcards shall be laid 
over and secured to the ladder. 

(4 ) Whenever there is danger of ciock workers fail 
ing between the ship and the shore , a safety not or 
other suitable protection shall be rigged below the 
accommodation ladder in such a manner as to pre 
vent dock workers from falling . 


nut itse metre by or chainshat in the fencing 


(e ) have bottom tread within the safe distance 

of the lower landing place . 


26 . Access between deck and hold : 


( 1 ) If the depth from the level of the deck to the 
bottom of the hold exceed 1. 5 metres there shall be 
maintained safe means of access from the deck to 
the hold in which work is being carried on . 

( 2 ) Where practicable , access to the hold shall be 
by separate man - hatches 60 centimetre by 60 centi 
metre clear in size, with a sloping ladder and hand 
rail through each deck to the lower hold and hinged 
cover for a man - hatch shall, while in the open posi 
tion , be effectively secured . 


( 5 ) If it is not possible to rest the accommodation 
ladder or gangway and the foot of the same is more 
than 30 cms. away from the edge of the wharf or 
quay , the space between them shall be bridged by 
a firm walkway equipped with railing on both the 
sides with a minimum height of one metre with the 
mid - rails . 


( 6 ) Access to the ship shall not be within the 
swinging radius of the load . 

( 7 ) When the upper end of the means of access 
rests on or is in flush with the top of the bulwark 


( 3 ) When the length of the hatchway exceeds 
7 metres, a fixed hold ladder shall be fitted both on 
or near the fore and aft side of the hatchway . 

( 4 ) Fixed holl ladders shall be maintained in good 
repair and shall comply with the following provi 
sions : 
( a ) the ladders shall be atleast 30 centimetres 

between their up - rights and leave free foot 
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room of atleast 12 centimetres behind the 
ladder ; 


(c ) in case where the ladder is vertical and 

exceeds six metres in height, a resting place 
shall be provided , after every six metres and 
part thereof. 


( b ) the rungs shall be so fastened that they 

cannot tilt , and the intervals between rungs 
shall not exceed 30 centimetres ; 


( c ) the rungs shall afford an adequate hand 

hold ; 
( d ) the ladders shall be sufficiently long ; and 
(e ) a suitable landing platform shall be pro 

vided for every six metres length or fraction 
thereof. 


(5 ) Fixed hold ladders connecting decks shall lie 
in the same straight line, unless measures are taken 
at each tween deck for safe ascent and descent 
from the ladders. 
(6 ) (a ) If the fixed holds ladders cannot extend 

upwards on to the coamings, strong cleats 
shall be fitted to the coamings in the same 
line as the ladders at intervals not exceeding 
30 centimetres having a clear internal width 
of atleast 30 centimetres while affording 
free footroom of atleast 12 centimetres and 
so constructed as to prevent the foot from 
slipping sideways : 
coamings which are higher than 90 centi , 
metres above the deck shall also be pro 
vided with the necessary cleats referred to 

in this sub - regulation on the outside . 
( 7 ) Shaft tunnels shall be provided with adequate 
hand -hold and foot-hold on each side. 


28 . Ladders : 

(1) All metal, wooden , rope or other ladders, that 
are used by dock workers shall be of sound material, 
good construction and adequate strength for the pur 
pose for which they are “ intended and shall be pro 
perly maintained and kept free from oil or other 
slippery material. 

( 2 ) Wooden ladders shall not be painted , but 
covered with clear varnish or other transparent pre 
servative . 
( 3 ) No ladder shall be used which has 

(a ) a missing or defective rung ; or 
(b ) any rung which depends for its support on 

nails, spikes or other similar fixings. 
( 4 ) Every ladder shall be inspected at suitable 
intervals by a responsible person, and if any defects 
pre found in any ladder , the ladder shall be imine 
diately taken out of service . 


( 6 ) 


( 8 ) The approaches to hold ladders and stairs shall 
be atleast 40 centimetres wide and shall not be 
obstructed , and if on one or both sides there are 
dangerous moving parts it shall be atleast 50 centi 
metres wide . 


D . DECKS, HATCHWAYS, ETC . 
29 . Bulwarks or Rails : 

(1 ) All upper decks to which dock workers may 
have access for the purpose of carrying on dock work 
shall be provided on the outer edge upto a height 
of one metre above the deck with a bulwark or guard 
rails so designed , constructed and placed , as to pre 
vent any dock worker from accidentally falling 
overboard . 

( 2 ) The bulwark or guard rails shall be continuous 
except where sections have to be removed for the 
purpose of dock work and such sections shall not 
extend beyond the minimum distance necessary. 
30 . Deck ladders : 


(9 ) Cargo shall be stacked sufficiently far from 
the ladder to leave at each rung of the ladder foot 
hold of a depth including any space behind the ladder 
of not less than 12 cms. for a width of 25 centimetres . 


27. Fencing of and means of access to lifting appli 

ances : 

( 1 ) Safe means of access to every part of a lifting 
appliance shall be provided . 


Ladders leading from upper deck or bridge deck 
or which deck to main deck shall be so situated as 
to reduce , as far as practicable , the risk of dock 
workers , 
( a ) being struck by cargo during loading or 

unloading ; and 
(b ) falling direct into an open hold if they fall 

from the ladder . 


( 2 ) The operator s platform on every crane or tip 
driven by mechanical power shall be securely fenced 
and shall be provided with safe means of access . In 
particular, where access is by a ladder, 


ided wither shall every ca 


(a ) the sides of the ladder shall extend to a 

reasonable distance beyond the platform or 
some other suitable handhold shall be pro 
vided , 


31. Skeleton Decks : 

( 1) When dock work is proceeding at any skeleton 
deck , adequate staging with suitable railings shall 
be provided to ensure a safe working surface unless 
the space beneath the deck is filled with cargo to 
within a distance of 60 centimetres of such deck . 


(b ) the landing place on the platform shall be 

maintained free from obstruction and slip 
ping ; and 


( 2 ) When skeleton decks are not accessible from 
hold ladders, safe means of access such as portable 
ladders shall be provided . 


[Ayrt II - 
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32 . Working Spaces : 

(1 ) Deck cargoes shall be stowed , or effective 
measures taken , so that. 
( a ) safe access is provided to the winches , hold 

ladders and to the signaller s stand ; and 
(b ) winches and cranes used during loading or 

unloading can be safely operated . 
(2 ) Safe access to the deck cargo , hold ladders 
and winches shall be ensured by securely installed 
steps or ladders. 

( 3 ) When a signaller has to inove from the square 
of the hatch to the ship s side , a space atleast 90 centi 
metres wide shall be kept clear . . 

(4 ) If the surface of the deck cargo is uneven , 
suitable measures shall be provided for the sale 
movement of dock workers . 

(5 ) When deck cargo is stoved against ship s hul 
wark or hatch coamings and at such a height that 
there is a danger to the dock worker from falling 
overboard or into the open hold , suitable fencirg 
shall be provided to prevent such fall. 

( 6 ) When there is a cargo on dock , it shall be 
ensured that the visibility between the signaller and 
crane or winch operator is not obstructed by making 
suitable arrangements. 

(7 ) All places, such as decks, stages, etc . shall be 
properly cleaned and kept free from objects which 
can cause slipping , stumbling and falling. 

( 8 ) When the coaming is so high that signaller can 
not see properly in the hold , a suitable step or plat 
form shall be provided in such a manner that the 
distance between the top of the platform and the 
upper edge of the coaming is not less than one metre . 

( 9 ) A clear and unobstructed space atleast 90 centi. 
metres wide and where this is not practicable , as 
wide as is reasonably practicable . shall he provided 
around every hatch . 

( 10 ) Any part of the ship used in connection with 
the dock work shall be free from patent defect and 
maintained in good working order. 
33. Fencing around hatchways : 

(1 ) Every hatchway of a hold exceeding 1 . 5 metres 
in depth , which i ; not proteted by coaming to a clear 
height of 75 centimetres shall , when not in use , 
either he effectively fenced to a height of one 
metre or he securely covered to prevent dock wor 
kers from falling into the hold . 

( 2 ) If in any hatch dock work is carried on simul 
taneouslv at two decks, the open end of the hatch in 
the higher deck shall be protected to a height of one 
metre by means of nlanks or nets or in some other 
suitable manner to prevent fall of dock workers nr 
cargo and the safetv nets when rigged shall not be 
secured to the hatch covers . 

( 3 ) When an edge of a hatch section or of stowed 
cargo more than 2 . 5 metre high is so exposed that it 
presents a danger to dock workers falling, the edge 


chall be guarded by a taut rope , safcty net or railing 
to ü height of onc inctrc . 

( 4 ) Dock workers employed in a hold on a partly 
covered hatch or on a stack shall be protected by 
spreading a net or in some other suitable way , against 
the danger of falling down. 
34. Hatch coverings, hatch beams, etc . . 

( 1) All fore and aft beams and thwartship beams 
used for hatch covering shall have suitable guar for 
lifting them on and off without it being necessary for 
any dock worker to go upon them to adjust such 
gear. 

(2 ) All hatch coverings and beams shall be kept 
plainly marked to indicate the deck and hatch to 
which they belong and their position therein . 

(3) All hatch coverings and beams shall be replac 
ed according to their markings : 

Provided that this regulation shall not apply in 
cases where all the hatch covering and beams of a 
ship are interchangeable or, in respect of marking of 
position , where all hatch coverings of a hatch are 
interchangeable. 

(4 ) All fore and aft beans and thwartship beams 
including sliding beams and the tracks used for hatch 
coverings and all hatch coverings shall be maintained 
in good condition . 

(5 ) Adeuate handgrips shall be provided on all hatch 
coverings, having regard to their size and weight, un 
less construction of the hatch or the hatch covering 
is of a character rendering the provision of handgrips 
unnecessary . 

(6 ) Hatch coverings shall not be used in the const 
ruction of stages or for any other purpose which may 
expose them to damage . 

(7 ) Hatch covers and beams shall not be removed 
and replaced while dock work is in progress in the 
hold under the hatchway . Before loading or un 
loading take place, any hatch cover or beam that is 
not adequately secured against displacement shall be 
removed . 

(8 ) Only an authorised person shall be permitted to 
open or close power operated hatch covers. 

( 9 ) Folding hatch covers shall be fitted with lock 
ing devices to prevent covers from folding back . 

(10 ) Hatch covers shall not be opened or closed 
in such manner as is likely to cause injury to any dock 
worker. 


loaded under while dord bear 


( 20ustu at two shallbe proto nets 


35 . Opening and closing of hatches : 

( 1 ) Hatchways shall be opened sufficiently to allow 
loads to be safely hoisted or lowered . 

( 2 ) No hatch cover or hatch beam shall be remov 
ed from or replaced on any hatch unless there is 
around the hatch coaming an unobstructed working 
space at least 60 centimetre wide or where this is 
not reasonably practicable , as wide as is reasonably 
practicable . 
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( 3) Before covering hatch with tarpaulin , it shali he 
ensured that there is no opening left uncovered by 
hatch covers and that all the batch covers are resting 
securely . 


36 . Handling of hatch coverings and beams : 

( 1) Any hatch cover exceeding 55 kilogram i 
weight and all beams of any hatch shall be removed 
or replaced only with a winch or other suitable me 
chanical means. 

(2 ) When being replaced , hatch covers and beams 
shall be placed on the hatches in the position indi 
cated by the markings thereon and shall be adeqja 
tely secured . 

( 3 ) Hatch covers and beams shall not be removed 
or replaced while dock worker is below the level of 
the hatch in a position in which he is liable to be 
struck by a falling hatch covering or hach beam . 


(4 ) Hatch covers, tarpaulins, fore -and -aft beams 
and thwart hip beams which have been romoved shall 
be so laid down , stacked or secured that they cannot 
fall into the hold or otherwise cause danger. 

( 5 ) Hatch covers and beams shall be so placed as 
to leave a safe walkway from bulwark to hatchcoaming 
or fore -and -aft. 


39 . Dangerous and harmful environment : 

( 1) When internal combustion engines exhaust 
into a hold or intermediate deck or any other working 
place where neither natural ventilation nor the ship s 
ventilation system is adequate to keep the carbon 
monoxide content of the atmosphere , below 50 parts 
per million , adequate and suitable measures shall be 
taken at such places in order to avoid exposure of 
dock workers to health hazards. 

( 2 ) No dock worker shall be allowed to enter any 
hold or tank of a vessel wherein there is given off 
any dust , fumes or other impurities of such a nature 
and to such an extent as is likely to be injurious or 
offensive to the dock workers or in which explosives, 
poisonous, noxious or gaseus cargoes have been car 
ried or stored or in which dry ice has been used as a 
refrigerent , or which has been fumigated , or in which 
there is possibility of oxygen deficiency , unless all 
practical steps have been taken to remove the dust, 
fumes or other impurities and dangers which may 
be present and to prevent any further ingress thereof, 
and such holds or tanks are certified to be safe and 
fit for dock workers to enter the same by the compe 
tent authority . 

(3 ) When dock workers are exposed to any dust 
in substantial quantities as if , handling bulk grains 
fortilizers , cements and other similar cargoes , they 
shall be protected by suitable respiratory protective 
equipment. 
E . LIFTING APPLIANCES AND GEAR 
40. 39 Construction and Maintenance of Lifting 
Appliances 

( 1) General : 

All lifting appliance, including all parts and work 
ing gear thereof, whether fixed or moveable , and any 
plant or gear used in anchoring of fixing such appli 
ance, shall be : 
(a ) of good construction , sound material, ade 

quate strength for the purpose , for which it 

is used and free from patent defects; and 
(b ) maintained in good repair and working order . 
( 2 ) Drums. 


(6 ) Hatch covers shall be either arranged in neat 
piles not higher than the coaming and away from it or 
spread one high between coaming and rail with no 
space between them . The height of the stack shall 
be regulated so that, if accidentally struck by a sling. 
they will not endanger a dock worker below or over 
side. 


• 37.Securing of hatch covering and hatch beams: 

( 1 ) Where any hatch beam is fitted with a perma 
nent device for securing it in position in the hatch , 
that device and its corresponding fitting in the coam 
ing sho l be effectively and properly maintained . 

(2 ) The beams of any hatch in use for the dock 
work shall, if not removed be adequately secured to 
prevent their displacement. 

( 3 ) Any sliding or rolling hatch beams supporting 
hatch coverings which are left in position in a partly 
opened hatch shall be adequately secured to prevent 
any horizontal movement of the hatch beams. 

(4 ) Every sliding or rolling hatch beams and its 
guides shall be so constructed and maintained that the 
hatch beam is not liable to be accidentally displaced 
from its guides. 

(5 ) Mechanically operated hatch coverings shall , 
when stowed , be adequately secured to prevent move 
ment. 


(a ) Every drum or pulley round which the rope 

of any lifting appliances is carried , shall be 
of adequate diameter and construction in 

relation to the rope used . 
(b ) Any rope which terminates at the winding 

drum of a lifting appliances shall be secu 
rely attached to the drum and at least three 
dead turns of the rope shall remain on the 
drum in every operating position of the lift 

ing appliance . 
(c ) The flange of the drum should project twice 

the rope diameter beyond the last layer and 
if this height is not available, other measu 
res such as anti -slackness guards shall be 
provided to prevent the rope from coming 
off the drum , 


38 . Escape from holds : 

Precautions shall be taken to facilitate the escape 
of dock workers when handling coal or other bulk 
cargo in a hold or in tween decks or bin or hopper. 


providech as antinot availa the last 
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(3 ) Brakes ; 

Every lifting appliances shall be provided wiin an 
efficient brake or brakes which shall, 
(a ) be capable of preventing fall of a suspended 

It iucl (including any test load applied in ac 
crdance with these regulation ) and of 
effectively controlling a load while it is 

bo ng lowered; 
(b ) act without shock ; 
( c ) liar : shoes that can be easily removed for 

relning ; and 
(d ) be provided with simple and easily accessible 

means of adjustment 


of the lifting appliance or in case of lifting appli 
ance carried on board a ship not registered in 
India , to the Master or Officer - in - charge of the 
ship . 

( 3 ) Thorough examination for the purpose of this 
regulation shall mean a visual examination , supple 
mented if necescary by other means such as hammer 
test , carried out as carefully as the conditions permit, 
in order to arrive at a reliable conclusion as to the 
safety of the parts examined ; and if necessary for this 
purpose , parts of the lifting appliance and gear , shall 
be dismantled . 


42 . Automatic 


safe load indicators : 


Provided at this regulation shall not apply to steam 
winch which can be so operated that the winch is as 
safe as it would he iſ a brake or brakes were provided 
in accordance with this regulation . 


( 1 ) Every crane , if so constructed that the safe 
working load may be varied by raising or lowering 
of the jib or otherwise , shall have attached to it an 
automatic indicator of safe working loads which shall 
also give a warning to the operator wherever the safe 
working load is exceeded . 

( 2 ) Cut - out shall be provided which automatically 
arrests the movement of the lifting parts of the crane 
in the event of the load exceeding the safe working 
load wherever possible . 

(3 ) The provisions of sub -regulation (1 ) shall not 
apply where it is not possible to instal an automatic 
safe load indicator, in which case , provision on the 
crane of a table showing the safe working loads at 
the corresponding inclinations or radii of the jib shall 
he considered sufficient compliance . 


(4 ) Controls : 
Controls of lifting appliance shall, 
(a ) be so situated that the driver at his stand or 

sent has ample room for operating and has 
an unrestricted view of dock work , as far 
as practicable , and remains clear of the 
load and ropes, and that ito load passes 

over him ; 
(b ) be positioned with due regard to crgonomet 

ric considerations for easy operation ; 
(c ) be o located that the driver does not have 

to remain in the hight of the heel block ; 
(d ) have upon them or adjacent to them clear 

markings to indicate their purpose and mode 

of operation ; 
(e ) he provided , where necessary , with a suitable 

locking device to prevent accidental move 

mont or displacement; 
(f) as far as practicable, move in the direction of 

the resultant load movement; and 
(g ) autin atically come to a neutral position in 

care of power failure wherever automatic 
brakes are provided . 


43 . Rigging of ship s derricks : 

( 1 ) Every ship shall carry the current and relevant 
rigging plans and any other relevant information ne 
cessary for the safe rigging of its derricks and neces 
sary gear. 
. ( 2 ) All such rigging plans shall be certfied by a 
competent person . 
44 . Securing of derrick foot : 

Appropriate measures shall be taken to prevent the 
foot of a derrick being lifted out of its socket or sup 
ports . 


41. Test and periodical examination of lifting appli 

ances : 
( 1) Before being taken into use for the first time 
or after it las undergone any alterations or repairs 
liable to affect its strength or stability and also once 
at least in every five years, all lifting appliances in 
cluding all parts and gears thereof , whether fixed or 
movable, shall be tested and examined by a Compe 
tent person in the manner set out in Schedule - I. 


45 . Winches : 
( 1 ) General 
(a ) Winches shall not be used if control levers 

to operate with excessive friction or exces 

sive play . 
(b ) Double gear winches shall not be used unless 

a positive means of locking the gear shift is 
provided . 


( 2 ) All litig appliances shall be thoroughly examin 
ed by a Competent person once at least in every 12 
months. Where the Competent person making this 
examination forms the opinion that the lifting appli 
ance cannot continue to function safely , he shall forth 
with give ni tice in writing of his opinion to the owner 
458 GI/90 - 11 


(c ) When changing gears on a two gear winch , 

there shall be no load other than the fall 

and the cargo hock assembly on the winch . 
(d ) Adequate protection shall be porvided to 

winch operator against the weather, where 
necessary . 
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( e ) Temporary seats and shelters for winch ope 

(4 ) The voltage of electric supply to any magnetic 
rators which create a dazard to the winch liftig device shall not fucłuate by more than 
operator or other dock workers shall not per cent. 
be allowed to be used . 

47 . Test and periodical examination of loos 
(f) When winchs are left unattended , control 

gears : 
levers shall be secured in the neutral posi 
tion and whenever possible , the power shall 

ri) All loose gears shall be initially tested for th 
be shut off. 

manufacturer by a competent person , in a manne 

set -out in Schedule - I before taking into use or atte 
( 2 ) Steam winches 

undergoing any substantial alterations or lenders t 

any part liable to affect its safety and shall subseqı 
In every steam winch used in dock wurk , - 

ently be retested , for the owner of the year , at lea : 
(a ) measures shall be taken to prevent escaping 

in every five years . 
steam , from obscuring any part of the decks 

( 2 ) All loose gears shall be throughly examine 
or other work places or from otherwise 

once atleast in every twelve months by a Competer 
hindering or injuring any dock worker ; 

Person . In addition chains shall be thurougiily exam 
( b ) exiension control ievers which tend to fall 

ined once atleast every month by a responsible persor 
of their own weight shall be counter 
balanced ; 

48 . Ropes : 
( c ) except for short handles on wheel type ( 1 ) No rope shall be used for dock work unless : 
controls , winch operations shall not be 

(a ) it is of suitable quality and free from patei 
premitted to use the winch control exteria 
sion levers unless they are provided by 

defect, and 
cither the ship or the employer and such 

(b ) in the case of wire rope , it has been teste 
levers shall be of adequate strength and 

and examined by a competent person in th 
secure anal fastened with metal connes 

manncr set out in Schedule - 1 . 
tions at the fulcrum and at the permanent 
control lever. 

( 2 ) Every wire rope of lifting appliance or loo : 

gear used in dock work shall be inspected by a re: 
(3 ) Electric winches 

ponsible person once atleast in every three month . 

provided that after any wire has broken in such ropi 
(a ) In case of any defect, dock workers shall not 

it shall be inspected once atleast in every month . 
he permitted to transfer with or adjust elect 
ric control circuits . 

( 3 ) No wire rope shall be used in dock work if i 

any length of eight diameters the total number 1 
(h ) Flactric wireless shall not he used for dock 

visible broken wires exceed 10 per cent of the tota 
work in cases where . 

number of wires or the rope shows sign of excessiv 
(i) the electro -magnetic brake is unable to hold wear , corrosion or other defects which in the op 
the load; and 

nion of the person who inspects it or Inspecto 

renders it as unfit for use . 
( ii) one or more control points, either hoisting 
or lowering , is not operating properly , 

(4 ) Eye splices and loops for the attachment 

hooks, rings and other such parts to wire ropes sha 
46 . Cnstruction and maintenance of loose years : be made with suitable thimble . 
( 1) Every loose gear shall he : 

( 5 ) A thimble or loop splice made in any wir 
( a ) of good design and constriction , sound mate rope shall conform to the following standard -- - 
rial and adequate strength for the purpose 

(a ) Wire rope or rope sling shall have atlea 
for which it is used and free from patent 

three tucks with full strand of rope an 
defects , and 

two tucks with one-half of the wires cut ou 
(b ) properly maintained in good repair and work 

of each stra : d and strands in all cases sha 
ing order. 

he tucked against the lay of the rope 
(2 ) Components of the loose gear shall be renewed 

(b ) protruding ends of strands in any salice 
if one of the dimensions at any point has decreased 

wire rope and rope slings shall be covero 
by 10 per cent or more by user . 

or treated so as to leave no sharp point 
( 3 ) ( a ) Chaing shall he withdrawn from use when 

( c ) fibre rope or rope sling shall have atlea 
stretched and increased in length exceeds five ner 

four tucks tail of such tuck being whippe 
cent or when a link of the chain deformed or other 

in a suitable manner: and 
wise damaged or raised scrafs of defective velds ap 
peared . 

(d ) synthetic Sbre rone or rope sling shall have a 

least four tucks with full strand followed 1 
(b ) Rings hooks, swivels and end links attached 

further tuck with one -half filaments cut o 
to chins shall be of the same material as that of the 

of each strard and final tuck with on 
chairs . 

half of the remaining filaments, cut-out fro 
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trands. The portion of the splices containing 50 . Certificate to be issued after actual testing , ex 
the tucks with the reduced number of fila amination , etc . 
maits shall be securely covered with suit 
abli tapo or other materials. 

A competent person shall issue a certificate for the 

purpose of regulation 11, 47 , 48 or 49 only after ac 
Provided fiat this sub - regulation shall not operato tual testing or, as the case inay bc , examination of 

prevent the use of another form of splice which the apparatus specified in the said regulation . 
in be shonil to be as efficient as that laid down 
this reguły ion . 

51 . Register of periodical test and cxamination 

and certificates thereof : 
49. Heat treatment of loose gears : 

( 1 ) A register in Form - - II shall be maintained and 
( 1 ) All chins other than briddle clains attached particulars of test and cxamination of lifting appli 
derricks Oy masts and all rings, hooks, shackles and ances and loose gears and heat treatment, as required 
vivels used hoisting or lowering shall , unless they 

by regulations 41 , 47 and 49 shall be entered in it . 
ave been sivjected to such treatment as an inspec 

(2 ) Certificates shall bc obtained from Competent 
Or may, submct to confirmation by the Chief Inspcc 

Person and attached to the register in Form II, in 
or approve , be effectively annealed under supervi 

respect of the following , in the forms shown against 
on of a competent person and at the following in 

each ; 
rvals : 

(a ) initial and periodical test and examination 
(a ) 12 .5 milimetre and smaller chains, rings , 

under regulations 41 and 47 , for - - 
houls , shackles and swivels in general use , 
onci atleast in every six months ; and 

(i) winches , derricks and their accessory 
(b ) all other chains, rings, hooks, shackles and 

gear in Form III. 
swivels in general use , once atleast in every 

(ii ) crancs or hoists and their accessory gear 
twelve months . 

in Form IV ; 
Provided it in the case of such gear used solely 

(b ) test, examination and re - examination of 
n cranes and other hoisting appliances worked by 

loosc gears under regulation 47 in Form 
and twelve months shall be substituted for six months 

V . 
1 sub - clause ( a ) and two years for twelve months in 
ub - clause (by : 

(c ) test and examination of wire ropes unacr 

regulation 48 in Form VI. 
Provided further that where an Inspector is of 
he opinion that owing , to the size , design material or 

(d ) heat treatment and examination of loose 
requency of use of any such gear or class of such 

gears under sub -regulation ( 1 ) of regula 
year , the requirement of this regulation as to anntal 

tion 49 , in Form VII. 
ng is not necessary for the protection of dock wor 
ors , hc may by certificate in writing (which he may 

(e ) annual thorough examiantion of the loose 
at his discretion revoke) and subject to confirmation 

gears under sub - regulation ( 2 ) of regula 
by the Chief Inspector exempt such gear or class of 

tion 47 in Form VIII, unless required 
rear from such requirement subjcct to such condi 

particulars have been entered in the regis 
ions as may be specified in such certificate . 

ter in Form II . 
( 2 ) Sub -regulation ( 1) shall not apply to ; 

( 3 ) The register and the certificates attached to the 

register shall be 
(i) pitched chains , working on sprocket or spro . 
cketed wheels ; 

(a ) kept on board the ship in case of ship s 

lifting appliances, loose gears and wire 
( ii ) rings, hooks and swivels permanently attach 

ropes ; 
ed to pirched chain , pulley blocks or weigh 
ing machines ; and 

(b ) kept at premises of the owner in respect of 

other lifting appliances, loose gear and 
( iii) hooks and swivels having ball bearings or 

wire ropes; 
other casc ardened parts . 

(c ) produced on demand before an Inspector; 
( 3 ) All chains and loose gears made from high 

and 
ensile steel or alloy steel b : plainly marked with an 
ipproved mark indicating that they are so made. No 

(d ) retained for atleast five years after the date 
:hain or loose gear made from high tensile steel or 

of the last entry . 
illoy steel shall be subject to any form of heat treat 
nent except where necessary for the purpose of repair 

(4 ) No lifting appliance and loose gear in respect 
ind under the direction of a competent person . 

of which an entry is required to be made and certi 

ficates of test and examination are required to be at 
( 4 ) If the past history of wrought iron gear is not tached in the register in Form II , shall be used for 
inown or if it is suspected that the gear has been dock work unless and until the required entry has 
neat treated at incorrect temperature , it shall be nor been made in the register and the required certificates 
nalised before using the same for dock work . 

have been so attached . 
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54 . Pulley blocks : 

No pulley blocks shall be used in dock work unless 
the safe working load and its identification marks are 
clearly stamped upon it. 


52 . Marking of safe working load : 

(1 ) Every lifting appliance and every item of loose 
gear shall be clearly marked with its safe working 
load and identification mark by stamping or where 
this is. impracticable, by other suitable means . 

( 2 ) (a ) Every ship s derrick (other than derrick 
crane) shall be clearly marked with its safe working 
load when the derrick is used , 

(i) in single purchase, 
( ii ) with a lower cargo block , and 
( iii) in union purchases in all possible block posi 

tions; 
(b ) The lowest angle to the horizontal, that the 
derrick may be used , shall also be legibly marked . 

( 3 ) Every lifting appliance (other than ship s der 
rick ) having more than one safe working load shall 
be fitted with effective means enabling the operator 
to determine the safe working load under each con 
dition of use . 


55 . Vacuum and Magnetic Lifting device ; 

(1 ) No vacuum litfing device or magnetic lifting 
device or any other lifting device where the load i. 
held by adhesive power only , be used while worker. 
are performing operations in the holds. 

( 2 ) Any magnetic lifting device used in connectioi 
with dock work shall be provided with an alternativi 
supply of power, such as batteries , that come into 
operation immediately in the event of failure of th 
main power supply . 

Provided that the provisions under this sub -regula 
tion shall not apply to magnetic lifting device that i 
being used to load or unload scrap metal or to othe 
cargo handling operations of such a nature that ther 
is no dock worker within the swinging zone of th 
load . 


ifargo handling load or Umagnetic"Differ this sub 


56 . Knotting of chains and wire ropes : 

No chain or wire rope shall be used in Jock wor 
with a knot in it . 


(4 ) Means shall be provided to enable any dock 
worker using loose gears to ascertain the safe work 
ing load for such loose gears urder such conditions 
as it may be used and such means shall consists - -- 
( a ) as regards chain slings, of marking the safe 

working load in plain figures or letters 
upon the sling or upon a tablet or ring of 
durable material attaci.ed securely thereto ; 
and 


(b ) as repeated in clahibited 
as carorker 


(b ) as regards wire rope slinge, either the means 

specified in clause ( a ) above or a notice or 
notices so exhibited as can be casily read 
by any concerned , dock worker stating the 
safe working load for the various sizes of 

the wire rope slings used . 
(5 ) No lifting appliance or loose gear shall be 
used unless marked in accordance with the provisions 
of this regulation . 


53. Loading of lifting appliances and loose gears : 

(1 ) No lifting appliance, lousy gear and wire rope 
shall be used in an unsafe way and in such a manner 
as to involve risk to life of lock workers, and , in 
particular . shall be loaded beyond its safe working 
load or loads, except for testing purposes as given in 
Schedule and under the direction of a competent 
person . 

( 2 ) No lifting appliance and loose gcars or any 
other cargo handling appliances shall be used , it 
( a ) the Inspector is not satisfied by reference to 

a certificate of test or exanination or to an 
authenticated record maintained as provid 

ed under the regulations ; and 
(b ) in the view of the Inspector, the lifting ap 

pliance , loose gear or any other cargo hand 
ling appliance is not safe for use in dock 
work . 


TRANSPORT EQUIPMENT AND OPERATIONS 
57. Power trucks and hand trucks : 

(1 ) All trucksſtrailers and tractor equipments sha 
be of good matcrial, sound construction , sufficientl 
strong for the purpose for which it is used and mair 
tained in good state of repair : 

Provided that trucks and trailer employed for tranh 
porting freight containers shall be of the size to carr 
the containers without overhanging and provide 
with twist locks conforming to national standards 
all the four corners and these shali be : 

(i) approved by a competent person ; and 
(ii ) inspected , by a responsible person once . a 

Icast in every month and record maintained 
( 2 ) All trucks and other Equipments shall be in . 
pected atleast once a week by a responsible persc 
and when any dangerous defect is noticed in a 
equipment it shall be immediately taken out of us 

( 3 ) Power trucks and tractors shall bc equippe 
with effective brakes, head lights and tail lamps ar 
maintained in good repairs and working order. 

(4 ) Side stanchions on power trucks and traile 
for carrying heavy and long obiect s shall be , 
(a ) of substantial construction and free fro 

defects ; 
(b ) provided with tie chains attached to the to 

across the loads for preventing the stan 

hions from spreading out; and 
( c ) wherever necess-iry the stanchions shall 

in position while loading and unloading . 


{ fit ? Tyria 


Trom 


(5 ) Safe gangways shall be provided for to and for 
movement of dock workers engaged in loading and 
unloading in lorries, trucks, trailers and wagons. 

(6 ) Trucks and other equipment; shall not be load . 
cd beyond their safc carrying capacity which shall be 
clearly and plainly marked on them . 

( 7 ) Handles of hand trucks shall be so designed 
as to protect the hands of the deck werkers or else 
be provided with knuckle guards. 

( 8 ) ( a ) Unauthorised persons shall not ride on 
transport equipment employed in connection with the 
dock work . 


( 2 ) Fork - lift trucks shall be fitted with overhead 
guard to protect the operator from failing objects. 

( 3 ) Fork - lift trucks or Sectriz cars shall have 
their gross weight conspicuously marked upon them . 

(4 ) When a fork - lift truck or electric Car is operat 
cd in intermecliate deck , steps shall be taken to en 
sure that the working surface can support the load 
and the hatch covers cannot be dislodged by the 
movement of the truck . 


60 . Stability test : 

All fork - lift trucks and electric cars shall have 
been tested for stability as per national standards. 


( b ) Driver of the transport equipment shall mal 
Oeuvre the cquipment under the direction of a signal 
lor only : 

Provided that this sub -rcgulaiion shall not apply in 
case vision of the driver is not obstructed . 
58 . Use of internal combustion engines in the holds : 

(1 ) Internal combustion engines shall nut be used 
in connection with the dock work in the holds or 
cargo spaces unless 
(a ) adequate means of ventilation and, where 

necessary mechanical ventilation is provided ; 
(b ) suitable fire fighting equipment is readily 

available ; 
(c ) exhaust pipes, connections and mufflers are 

kept tight; 
( d ) exhaust is so directed as not to cause in 

convenience to the operatol and dock 

workers ; 
(e ) it is ensured that no explosives, inflammable 

liquids , gases or similar dangerous cargo are 

present; 
( f ) a spark arrestor is fitie :I on the exhaust ol 

the engine and the bare heated surfaces of 
the engine, that are liable to ignite spilled 

fuel, are suitably protecteit ; 
(g ) the engine is rcfuelled above dock ; and 
(h ) the exhaust does not contain the carbon 

mouoxidc above TI Y prescribed in the 
national standards. 


61 . Dock railways : 

( 1 ) Sufficient clearance to ensura safety shall be 
allowed between structures or piles of cargo and rail 
way track 

(2 ) Locomotive drivers shall act only on signals 
given by an authorised person : 

Provided that stop signals shall always be acted 
tipon , irrespective of their source. 

(3 ) Locomotives pulling or pushing wagons shall 
move dead slow and shall be preceded by a man on 
foot when passing through an area where dock wor 
kers are employed . 

(4 ) No locomotive or wagon shall be moved on a 
railway line until and efficient sound signal as a warn 
ing has been given by the man preceding it on foot 
where dock workers are working and whose safety 
is likely to be endangered , or on approaching any 
curve where sight is intercepted , or any other point 
of danger to dock workers . 

(5 ) When a railway wagon or a group of wagons 
not directly connected to a locomotive is being mov 
ed , a person shall be appointed to control each wagon 
or a group of wagons. 

(6 ) Cranes, ship s winches and derricks shall not 
be used to move railway wigons. 

( 7 ) Hy shunting in premises where dock workers 
are engaged in dock work shall be prohibited and all 
trains shall be brought to a full stop before any 
Wagons are cut loose . 

( 8 ) As far as practicable , idle wagons shall not be 
left standing on quays with short distances between 
them . 

( 9 ) When dock workers are required to work bet 
ween or beneath railway wagons, they shall be pro 
vided wiih a lookout man responsible for giving then 
necessary warning . 

(10 ) Dock workers shall not be employed inside 
open wagon when - - 
(a ) hulk cargo is being handled by means 

grabs ; or 
(b ) steel cargo is being handled by me 

electro -magnets . 


( 2 ) The internal combustion engine shall be swit 
ched off when not in use in connection with the dock 
work . 


( 3 ) Operators of internal comlustion cngines in 
cargo spaccs or cargo holds shall not work alone. 


( 4 ) Whenever internal combustion engines for use 
in dock work are to be brought on boord , the Master 
or the Officer-in -charge of the shup shall be notified . 
59. Use of fork -lifts , electric trucks or cors : 

( 1 ) Electrically driven trucks or cars , fork -lifts , 
etc . shall be fitted with atleast onc effective mechani 
cal braking device and mech .mically operated current 
cut-off that comes into operation automatically when 
the operator leavcs the vehicle . 
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( 12 ) Conveyers shall be thoroughly inspected once 
in cvery three months by a responsible person . 

(13 ) Dock workers shall not ride on conveyers. 

( 14 ) Belt conveyers shall be provided with guards 
at the nips of the belts and drums. 

( 15 ) Intake openings of blower or exhaust fans for 
pneumatic conveyers shall be protected with substan 
tial metal screens or gratings. 

( 16 ) Frames of gravity rollers and chutes shall be 
kept free of splinters, sharp edges and rough surfaces . 

( 17 ) Gravity rollers and chuies shall not be used 
for the passage of dock workers. 

( 18 ) Sideboards of chutes shall be of sufficient 
height to prevent cargo from falling off . 

( 19 ) Suitable provision shall be made for thic clean 
ing of conveyers and for clearing obstructions in a 
safe way . 


(11) Locomotive used for pulling or pushing wa 
gons shall be maintained in good repairs and working 
order . 

( 12 ) Before moving railway wagons, train crews 
shall make sure that all dock workers are out of the 
wagons and the danger zone. 
62. Conveyers : 

( 1) Conveyers shall be of sound material, good 
construction and sufficient strengti to support safely 
the loads for which they are intended , and shall be 
kept in good repair . 

( 2 ) ( a ) Conveying machinery shall be so construc 
ted and installed as to avoid hazardous pirts bet 
ween moving and stationary parts or objects . 

(b ) When a passage way is adjacent to an open 
conveyer, a clearance of atleast 90 centimetre shall 
be provided betwecn the inner edge of thc walkway 
and the conveyer. 

( 3 ) When dock workers have to cross over con 
veyers, regular crossing facilities affording safe and 
adequately lighted passage shall be provided . 

(4 ) When conveyers that are not entirely enclosed 
cross over places where dock workers are employed 
or might pass beneath them , sheet or sereen guards 
shall be provided to catch any material which might 
fall from the conveyers. 

(5 ) Power driven conveyers shall be provided at 
loading and unloading stations, at drive and take -up 
ends, and at other convenient places , with devices 
for stopping the conveyer machinery in an emergency . 

(6 ) Adequate fencing shall he provided ai transfer 
point. 

( 7 ) Convoyers which carry loads up - inclines shall 
be provided with mechanical devices that will pre 
vent machinery from reversing and carrying the 
loads back towards the loading point in the event of 
the power being cut off. 

(8 ) Where two or more conveyers are operated 
togсther, the controlling devices shall be so arranged 
that no conveyer can feed on to a stopped conveyer . 

(9 ) Where the tops of noppers for feeding con 
veyers are less than 90 centimetres above the floors 
the openings shall be adequately guarded . 

( 10 ) ( a ) Where conveyers extend to points not 
visible from the control stations, they shall be equip 
ped with gongs , whistles or signal lights , to be used 
by the operators before starting the machinery so as 
to warn dock workers who might be in positions of 
daniger ; 

(b ) Similar provisions shall be made where neces 
sary to cnable the dock workers to communicate 
with the operator . 

( 11 ) Conveyers shall be provided with automatic 
and continuous lubrication systems, or with lubricat 
ig facilities so arranged that oiling and greasing can 
· performed without the oilers coming within dan 
ous proximity to moving parts. 


63. Transport equipment operators : 

No person shall be employed to operate transport 
equipment unless he is above 18 years of age and is 
sufficiently competent and reliable. 
64 . Qualification for mobile crane drivers, signallers , 

etc . 
No person shall be employed to dirve or operate 
lifting appliances whether drive by mechanical power 
or otherwise or to give signals to driver or operator 
of such lifting appliances or to work as rigger for 
ship s derricks unless he is above 18 years of age 
and is sufficiently competent and reliable . 


G . HANDLING OF CARGO 
65 . Loading and unloading operations : 

( 1 ) No cargo shall be loaded or unloaded by a fall 
or sling at any intermediate deck unless either the 
hatch at that deck is securely covered or a secure 
landing platform of a width not less than that of one 
section of hatch coverings has been placed across it; 

Provided that this regulation shall not apply to any 
loading or unloading work ihe whole of which may 
be completed within a period of half an hour. 

( 2 ) No loose gear or any other object shall be 
thrown in or out of the holds . 

(3 ) During the loading and unloading of bulk cargo 
a record of all dock workers employed in the hold 
shall be maintained and produced on demand to the 
Inspector. 

( 4 ) Where necessary cargo shall be secured or 
blocked to prevent its shifting or falling . In breaking 
down , precautions shall be taken where necessary to 
prevent the remaining cargo from falling . 

(5 ) (a ) Dragging of cargo shall be done with the 
ship s winches only when the runner is led directly 
from the derrick heel block ; and 

(b ) Pulley blocks shall be used to provide a fair 
lead for the runner so as to prevent it from dragging 
against obstructions . 
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(6 ) Stacking and unstacking work shall be 
formed under the supervision of an authorised person . 

67. Handling objects having sharp and projecting 
parts : 

Dock workers handling objects with sharp edges, 
fins, slivers , splinters or similar dangerous projecting 
parts shall be provided with suitable protective 
equipment . 


(6 ) If the head room in the hold of a ship for the 
uprpose of sianking and unstacking is ess than 1. 5 
metres , suitable measures shall be taken to guard 
against accident. 

(7 ) Loads shall be safely slung before being hoisted . 
Loose dunnage or debris hanging or protruding from 
loads shall be removed and suitable means shall be 
adopted to prevent cargo from falling out. 

(8 ) Cargo handling bridles, such as pallet bridles, 
which are to remain attached to the lifting appliance 
while hoisting successive sling loads, shall be attached 
by shackles , of jther positive means shall be taken i 
priveni them from huco ning accidentally sal gayed 
from the hook of the lifting appliance . 

(9 ) When lifting appliance is operating without a 
load on the slings : 
(a ) slings or chains shall be hooked securely 

to the applianced before the operators are 

given signal to move ; 
(b ) sharp hooks, multiple hooks and claws 

shall not hang at one end but shall be 

reeved through slings ; and 
( c ) the operators shall raise the appliance suffi 

ciently to keep clear off dock workers and 

objects . 
(10 ) Effective measures shall be taken , by the use 
of suitable packing or otherwise , to prevent edges of 
any load from coming in contact with any rope or 
chain sling which is likely to cause any damage to 
the rope or chain sling . 

( 11 ) Buckets , tubs and similar appliances shall not 
be loaded above their rims. 

(12 ) No loads shall be lifted at strappings unless 
such strappings are approved as proper and safe 
slinging ponts . Movement of such loads is allowed 
only if everybody has left the danger zone . 

( 13 ) When working with lifting appliances, slope 
pulling , horizontal dragging and intentional swing of 
loads and lifting devices are prohibited . 


(b ) 


68 . Hooks for bales . Patti 

Wiren the working space in a hold is confined to 
the square of the hatch , books shall not be made fast 
in the bands or fastenings of bales of cotton , wool, 
cork , gunny bags, or other similar goods, nor shall 
can hooks be used for raising or lowering a barrel 
when , owing to the construction or condition of the 
barrel or of the looks, their use is likely to be unsafe . 

69 . Cargo platforms : 

( 1) Cargo platforms ( except those formed by cargo 
itself) shall be made of sound material, substantially 
and firmly constructed , adequately supported and 
maintianed in good repair . 
(2 ) Cargo platforms shall, 
(a ) be of sufficient size to receive cargo and to 

ensure the safety of dock workers working 
on then ; 
if of a height exceeding 1.5 metres, in addi 
tion to the requirements of (a ) above , be 
protected on any side , which is not being 
used for receiving or delivering cargo , by 
substantial fencing to a height of one metre ; 

and 
(c ) be provided with safe means of access, 

such as ladders or stairs . 
(3 ) Cargo platforms shall not be overloaded . 

(4 ) Portable trestles shall be so placed as to be 
steady . 

70 . Restrictions on loading and unloading opera 
tions : 

( 1 ) No other work , for example , maintenance or 
repair work such as sand blasting or welding shall 
be performed at places where dock work is in pro 
gress if it is likely to endanger or obstruct the person 
carrying out dock work . 

( 2 ) When more than one gang of dock workers are 
employed in dock work simultaneously in a bold , it 
shall be ensured that, 
(a ) the operation of loading or unloading is 

harmonised to avoid dangers to the working 
gangs from one another; 
the slung cargo of one gang will not en 
danger the dock workers of the other gang; 
where gangs are working at different levels. 
a net shall be rigged and securely fastened 
to prevent dock workers from falling down 
or cargo falling on to dock workers below ; 
over crowding of gangs in a section of the 
hold is avoided . 


66 . Stacking and unstacking : 

(1 ) Where stacking, unstacking , stowing or un 
stowing , stuffing or destuffing of cargo or handling 
in connection therewith cannot be safely carried out 
unaided , reasonable measures to guard against acci 
dents shall be takci by shoring or otherwise . 

( 2 ) Stacking of cargo shall be made on firm found 
ation not liable to settle and the weight of the cargo 
shall be such as not over- load the floors . 


( 3 ) Cargo shall not be stacked against partition or 
walls of warehouses or storeplaces unless it is known 
that the partition or the wil! is vſ subivient strengti 
to withstand the pressure . 

(4 ) Cargo shall not be stacked to such a height and 
in such a manner as would render the pile unstable . 


(5 ) Where the dock workers are working on stacks 
exceeding 1. 5 metres in height, safe means of access 
to the stack shall be provided . 
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71 . Dock woik at midstream : 

-- 

(b ) where the Inspector is of the opinion that 
No dock workcr shall be employed to handle cargo 

owing to the nature of ihe crane or winch 
on any ship anchoied in midstream whenever, the 

or other appliance in use or by reasou 
working conditions are cunsidered to be dingerous , 

of any special arrangements, the re 

quire nents of this regulation are not neces 
72 . Work during berthing and shifting of ships : 

sary for the safety of dock workers , he 

may by certidice in writing (which he inay 
( 1 ) While ships are being berthed or shifted , no 

at his discretion revoke) suspend such re 
dock work shall be carried out by dock workers in 

quirements subject to such conditions as 
the holds or hatches and on decks . 

may be specified in such certificate . 
(2 ) When ships are being moored , dock workers ( 2 ) More than one signaller shali be employed 
shall be kept clear of the mooring ropes and , in parti when in the opinion of the Inspecior it is necessary 
cular , shall not be allowed to stand in the bigat vi to do so in the interest of the safety of workers . 
ropes being hauled by capstans . 
73 . Protective equipment : 

H . HANDLING OF DANGEROUS GOODS 
( 1 ) Where other incans i protection against harm 76 . Notification : 
ful agents are impracticable or insufficient, dock 
workers shall be provided with adeguate protective 

(1 ) Before unloading of any dangerous goods, as 

categorised in Schedule - II , 
clothing and personal protective equipment to shield 

from any ship is comi 
them from the effects of such agents. 

menced , the master or officer - in -charge and the agent 

of the ship shall furnish the employer of the dock 
(2 ) Protective clothing and personal protective workers , Port Authority and the Inspector with a 
equipment shall be of suitable quality and maintained statement in writing identifying the goods and speci 
in good condition and shall be cleaned and disinfect fying the nature of the danger which they can give 
ed at suitable intervals. 

rise to and specifying the categories and obtain an 

acknowledgement of the receipt of the same. 
(3 ) Where protective equipment and clothing may 
be contaminated by poisonous or other dangerous ( 2) Before any dangerous goods are received for 
goods, it shall be stored in a separate accommodation shipment, the shipper or his agent shall furnish with 
where it will not contaminate the dock workers the information as required by sub -regulation (1 ) 
clothing and other belongings . 

above to the Port Authority , the Inspector and the 

employer of the dock workers handling the dange 
( 4 ) Suitable protection equipment shall be issued to 

l ous goods. 
the dock workers employed in the reefer holds or 
chambers or reefer containers for aitording complete 

77 . General precautions : 
body protection . 

( 1 ) Dangerous goods shall be loaded , unloadea 
74 . Winch and crane operators : 

handled and stored under the supervision of a res 
There shall be one winch or crane operator for ponsible person who is familiar with the risks and 
each single or pair of loading winches or cranes which the precautions to be taken . In case of doubt as to 
can be operated ficm the same point and he shall, the nature of the risk or the precuutions to be taken , 

necessary instructions shall be obtained from the 
(a ) be not less than 18 years of age ; 

Safety Officer appointed under these regulations . 
(b ) be competent and reliable ; 

(2 ) Dangerous goods shall not be loaded , un 

loaded or stored unless they are suitably packed and 
(c) possess the knowledge of the inherent risks 

labelled showing the danger therefrom . The dock 
of the richicrane oper: : ion ; and 

workers shall be given adequate information con 
(d ) be medically examined periodically as per cerning the nature of the cargo and special precau 
the Schedule XI. 

tions to be observed in handling them . 

( 3 ) Special precautions, such as provision of mats , 
75 . Signaller : 

sling nets , boxes and high sided pallets shall be taken 
(1) When cargo is being loaded or unloaded by a to prevent breakage or damage to containers of the 
fall at a hatchway , a signaller shall be employed , and dangerous goods. 
where inore than one fall is being worked at a match 

(4 ) Dock workers employed in loading or unloading 
way , a separate signaller shall be employed to attend 

or otherwise handling dangerous goods shall be pro 
to cach fall : 

vided with suitable protective equipments . 
Provided that :-- 

( 5 ) Dock workers handling dangerous goods sha !) 
(a ) this regulation shall not apply , in cases thoroughly wash their hands and faces with soap or 

where a barge , lighter or other similar ves some other cleaning agent before taking any fced , 
sel is being loaded or unloaded , if the ope drink , pan and supari or tobacco , 
rator of the crane or winch , working the 
fall has a clear and unrestricted view of (6 ) Only specially trained dock workers shall be 
those parts of the hold where dock work employed for cleaning , sweeping or handling spillages 
is being carried on ; and 

or sweeping of dangerous goods . 


Tator of the loadershter 
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78 . Explosive and inflammable cargo : 

(1) Where there is a risk of explosion from electri 
cal equipment, the circuit shall be made dead and 
kept dead as long as the risk lasts unless such equip 
ment and circuirs are safe for use in the explosive 
atmosphere and non -sparking tools shall be provided 
and used in such atmosphere. 

(2 ) When inflammable cargo is being loaded or 
unloaded , special measures shall be taken to ensure 
that an incipient fire can be controlled immediately . 


(b ) before commencement of the unloading 

operations , the consignment of tetraethyl 
lead compound shall be inspected on board 
the vessel by a responsible person . No tetra 
ethyl lead compound drums showing any 
sign of leakage shall be unloaded until 
suitably repaired or placed in a larger re 
ceptacle oi container offering sufficient pre 

cautions from leakage ; 
(c) drums containing tetraethyl lead compound 

shall be discharged under the supervision 
of a responsible person ; 
drums containing tetraethyl lead compound 
shall be loaded and discharged in rope 
slings viith a maximum of two drums at a 
separate sling for each drum . Hooks shall 

on no account be used ; 
(e ) dock workers handling drums containing 

tetraethyl lead compound shall be provided 
with heavy gloves of canvas or leather and 
shall use such gloves ; and 
adequate quantities of non - inflammable 
solvent or kerosene and soap and water to 
deal with any leakages of tetraethyl lead 
compound shall be kept readily available 
where the work of handling of the tetra 
ethyl lead compound is carried ou . 


79 . Other dangerous goods : 

(1 ) Before furnigated cargo such as grain is loaded 
or unloaded , adequate measures shall be taken to 
. ensure that the cargo is safe to handle . 

(2 ) Where caustic and corrosive substances are 
handled or stored , special precautions shall be taken 
to prevent damage to the containers and to render 
any spillage harniless. 

(3) If skins, wool, hair , bones, or other animal 
parts have not been certified by competent authority 
as having been disinfected , especially against anthrax , 
the dock workers concerned shall be ; 
(a ) instructed about the risk of infection and 

the precautions to be taken ; 
(b ) provided with suitable type of personal pro 

tective equipment; and 
(c ) subjected to special medical supervision . 
80 . Handling of tetraethyl lead compound : 

( 1) Tetraethyl lead compound shall not be un 
loaded from a ship unless : 
(a ) it is packed in specially constructed steel 

drums of substantial construction , sealed 
with an inner and outer bung, and fitted 
with rolling roops on to the shell as an 
added precaution ; 
all receptacles containing tetraethyl lead 
compound are distinctively and durably 
marked with the words " Tetraethyl Lead 
Compound - Poison " ; and 
two sets of protective equipment comprising 
the following are provided and kept readily 
available for use in the event of any leak 
age of tetraethyl lead compound : 
(i) rubber gloves. 
( ii) rubber boots, 
( iii) rubber apron or oilskin suit, and 
(iv ) suitable respirator , which should be 

either of cannister type containing 
minimum of 50 cc. of activated char 
coal or an airline respirator with an 

independent fresh air supply . 
(2 ) Following measures shall be taken while un 
loading tetraethyl lead compound : 
( a ) no receptacle containing tetraethyl lead 

compund shall be opened within the limits 

of the port ; 
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(3 ) Following measures shall be taken in the event 
of leakage of tetraethyl lead compound : 
(a ) the area i! which th : leakage of tetraethyl 

lead compound has occurred (including the 
outside of a drum ) shall be treated as 
follows : 
(i) Aush with kerosene or some other light 

oil solvent followed by water. If the 
surface permits, wash thoroughly with 
soap working -up as much lather as 
possible , and again flush with water ; 
if it is possible to obtain quickly a 
supply of common bleaching lime 
(Ca O C12 ) the area should first be 
treated generously with a mixture of 
bleaching lime and water in the form 
of thin slurry (NEVER use the dry 
powder) alternatively a five per cent 
solution of sulphuryl chloride (S02 C 

12 ) in kerosene may be used ; 
(b ) if contamination of absorbent material such 

as wooden flooring, dunhage , or other pac 
king material has taken place , then such 
material shall , after treatment as above, be 
removed from the place where tetraethyl 

lead compound is being handled ; 
(c ) any clothing which becomes contaminated 

by tetraethyl lead compound shall be re 
moved immediately and cleaned by repeat 
ed rinsing in a non - inflammable dry clean 

ing fluid ; 
( 1 ) if tetraethyl lead compond can be smel 

led , dock workers not assigned to deal with 
the jeakage of tetraethyl lead compound 
shall be removed from that place ; and 
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(7 ) All operational areas and access to them shall 
he provided with sufficient and suitable lighting as 
specified under regulation 16 . 


84 . Lifting appliances and other equipment : 

(1 ) Container terminals shall be equipped with 
suitable lifting appliances and transport equipment 
which shall be maintained in good repair and work 
ing order. 

(2 ) (a ) In the case of fork lift trucks employed for 
handling empty containers, the length of the forks 
shall be equal to the full width of the container and 
the capacity of the fork lift shall be matching with 
the weight of the container . 

(b ) No fork - lift trucks shall be employed for 
handling container which do not have fork pockets. 


(e ) dock workers assigned to deal with leak 

age of tetraethyl lead compound shall wear 
the protective equipment described under 

sub -regulation 1 (c ). 
( 4 ) Suitable piotective clothing shall be provided 
for handling of tetrathyl lead compound in referige 
rated spaces. 

81. Broken or leaking containers : 

(1 ) When there is danger from broken or leaking 
containers of dangerous goods clock workers shall be 
evacuated from the area involved and the following 
steps taken before dock work is resumed : 
(a) if the cargo producers dangerous gases or 

vapour : 
(i) suitable respiratory protective equip 

ment shall be made available for dock 
workers who are to remove the defec 
tive containers ; 
the area shall be ventilated if neces 
sary and tested to ensure that the con 
centration of gases , or vapours in the 

atmosphere is safe for dock work ; 
(b ) if the cargo is a corrosive substance 
(i) suitable personal protective equipment 

shall be made available to the dock 
workers engaged in the removal of 

damaged container3; and 
(ii) suitable absorbent or neutralising 

materials shall be used in cleaning the 

spillage . 
82 . Toxic solvents : 

Before any solvents are used , the toxic properties 
of such solvents shall be ascertained and adequate 
means to safeguard the health of the dock workers 
exposed to toxic solvents shall be provided . 

I. FREIGHT CONTAINER TERMINALS 
83 . Fencing of terminals : 

( 1) Except on water side , the perimeter of the 
container terminal shall be fenced , by wire mesh or 
some other suitable material of substantial construc 
tion , and of adequate strength and permanency , which 
shall be atleast 1.5 metre high . 

(2 ) There shall be separate entry and exist points 
to the container terminal and shall be clearly marked . 

(3 ) Wherever the containers are stocked , the load 
bearing capacity of the floor shall be adequate . 

(4 ) Suitable signs or signals indicating terminal 
road and pedestrian traffic sliall be exected and matti 
tained at suitable points . 

(5 ) A special area or road -way or part thereof 
shall be provided for waiting of the vehicles. No 
private vehicle other than the container handling 
equipment and vehicles for transporting containers 
shall be allowed inside the container terminals. 

(6 ) All areas where mechanical handling appliances 
and transport equipment operate , shall be kept free 
of pot holes, unnecessary equipment and obstructions, 


85 . Container operation : 

( 1) Prior to the use of container spreader, the work 
supervisor , foreman or any authorised person shall 
ensure that it is in good working order and has been 
tested as per the provisions under regulation 47 ( 1). 

(2 ) Single or multi -legged slings shall not be used 
for lifting of containers. 

( 3) The weight of the container and the spreader 
used shall be noted in relation to the safe working 
load of the lifting appliance or transport equipment 
used . 

(4 ) When loading or discharging, the container 
shall be hoisted squarely under the plumb to avoid 
swinging of the container . 

(5 ) The special lifting appliances employed in con 
tainer handling shall be operated only by the ope 
rators possessing adequate knowledge and skill for 
these operations. 

(6 ) Lifting appliances employed in container handl 
ing shall be operated under the guidance of a signal 
ler who shall be properly trained . When the signaller 
is not in a position to communicate effectively with 
the operator of the crane, other effective means of 
signalling like walkie -talkie , short wave radio , etc . 
shall be employed 

(7) When a container is being lowered or hoisted 
from a chassis , no person shall remain in the cabin 
of its prime mover . 

(a ) No person shall be standing on a container 
while, 

(a ) it is being lifted or lowered ; and 
(b ) another container is being lifted or lowered 

adjacent to it. 


(9 ) No person shall be lifted to the top of a 
container by a container Spreader which is being 
lifted by a crane or any other appliance . 

( 10 ) When a ladder is used to climb to the top 
of a container , the ladder shall be of sound construc 
tion , provided with anti-skid devices or suitable 
securing arrangements and there shall be comeone 
to hold the bottom of the ladder wherever neces 
sary . 
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(11) When workers have to work on top of the 
containers . 
( a ) it shall be ensured that the surface is dry 

and clean to avoid slipping ; and 
(b ) iuitable and sale means shall be provided 

to the workers for guing on top of con 
tainers and attending to lashing and 

unlashing of containers . 
( 12 ) Pedestrians shall not be allowed in any part 
of the container terminal 0 :her than the passages 
marked for their use . 

( 13 ) The container shall be firmly secured to the 
chassis or truck by means of twist locks before it is 
transported . 

( 14) All containers employed in dock work shall 
be tested , maintained, inspected and approved by a 
competent authority . 

86 . Stuffing and destuffing : 

(1 ) The containers used for stuffing shall be clean , 
dry and free from odour . 

( 2 ) Proper lighting ariangements shall be provided 
for the stuffing of the containers and light fittings 
shall be safely located . 

( 3 ) Containers mounted on chassis shall be pro 
perly secured and supported and proper bridge plates 
shall be used while the stuffing or destuffing opera 
tion is on . 

( 4 ) Dangerous goods which are not recommen 
ded for grouping together shall not be stuffed in the 
same container. 

( 5 ) Coniainers stuffed with dangerous goods shall 
be labelled with internationally approved labels. 

(6 ) When fork lift is employed for stuffing or de 
stuffing no other person shall be inside the con 
tainer. 

( 7 ) No container shall be stuffed beyond its capa 
city which is marked on it and containers shall be 
stuffed in such a manner that weight distribution is 
uniform as far as possible , throughout the floor area 
of containers . 

(8 ) No smoking shall be permitted during stuffing 
or destuffing operations inside the container. 

(9 ) Upon completion of the stuffing , the container 
door shall be properly secured with a lock or con 
tainer seals . 

( 10 ) When a container is to be destuffed , only 
one door shall be opened carefully at a timc to pre 
vent possibility of any cargo collapsing . 

( 11) Dock workers employed in stuffing and 
des uffing of reefer containers shall be provided with 
proper protective clothing . 

J. MISCELLANEOUS 
87 . Fencing of motors , etc . : 

( 1) All motors , cogwheels, chains and friction 
gearing, flywheels , shaftinge every dangerous and 
moving parts of machinery (whether or not drive :1 


by mechanical power ) and steam pipes shall be 
securely fenced or lagged . 

( 2 ) The fencing of dangerous parts of machinery 
shall not be removed while the machinery is in motion 
or in use, but if removed , shall be replaced before 
the machinery is taken into normal use again . 

( 3 ) No part of any machinery which is in motion 
and which is not securely fenced shall be examined , 
lubricated , adjusted or repaired except by persons 
duly auihorised . 

( 4 ) Machine parts shall only be cleaned when the 
machine is stopped . 

(5 ) When machinery is stopped for servicing or 
repairs, adequate means shall be taken to ensure that 
it cannot inadvertently be restarted . 

88 . Electrical equipment : 

( 1 ) Only duly authorised person shall be per 
mitted to install , adjust, examine, repair, displace 
or remove electrical equipment or circuits. 

(2 ) Efficient and suitably located means shall be 
provided for cutting off all pressure from every part 
of the system , as may be necessary to prevent danger. 

( 3 ) All portable electrical equipment shall be 
maintained in good working order and inspected by 
a responsible person atleast once in every day before 
it is taken into use . 

( 4 ) Portable electric light or equipment used in a 
confined space shall be of twenty -four volts or less. 

( 5 ) Only flame proof electrical equipment shall be 
u ed in a confined space where inflammable gas , fume 
or dust is likely to be present. 

(6 ) All non - current carrying metal parts of electri 
cal equipment shall be eathed or other suitable mea 
sures shall be taken to prevent them from becoming 
live . 

( 7 ) Portable or Mexible electric conductors shall 
be of heavy duty type and shall be kept clear of 
loads, running gear and moving equipment. 

(8 ) All live conductors shall be adequately insula 
tcd or fenced to prevent danger by accidental con 
tact of dock workers or non - current carrying parts of 
lifting appliances, conveyors , transport equipment and 
machinery 


89. Transport of dock workers on land : 

Suitable means of safe transport shall be provided 
for the dock workers for their movement from their 
place of booking to the working area or between the 
two working areas when the distance between the 
points exceeds two kilometre . 


90 . Transport of dock workers by water . 

( 1 ) When any dock worker has to proceed to 
or from a ship by water for the purposes of carrying 
on a dock work , proper ireasures shall be taken to 
provide for his safe transportation . Vessels used for 
this purpose shall be in charge of a responsible person , 
and shall be properly equipped for safe navigation 
and maintained in good condition . 


92 


THE GAZETTE OF INDIA : EXTRAORDINARY 


[PART 1I - SFC . 30 ) 


( 2 ) The means of transport referred to in sub 
regulation ( 1 ) shall conform to the following : 
(a ) adequate protec ion is provided to the dock 

workers from inclement weather ; 
(b ) the vessel shall be manned by adequaie and 

experienced crew , duly authorised by a 

competent authority ; 
(c) if the bulwarks of the vessel are lower than 

60 centimetres, tie open edges shall be 
fitted with suitable fencing to a height of 
atleast one me. re above the deck . The 
posts , stanchions and similar paris used in 
the fencing shall not be spaced inore than 

two metres apart ; 
( d ) The number of life buoys on deck shall be 

atleast equal to the number of persons in the 

crew and shall not be less than two ; 
( e ) all life buoys shall be kept in good state of 

main enance and be so placed that if the 
vessel inks they remain a float, one of the 
said buoys shall be within the immediate 
reach of the Steerman and another shall be 

situated af.er part ; and 
(f) the position of the steerman of the vessel 

sliall be such that he has a reasonably free 

view of all sides . 
( 3 ) Maximum number of person that can be safely 
carried in he vessel shall be certified by a compe 
tent authority and marked plainly and conspicuously 
on the vessel and such number shall not be excecded . 

91. Reporing of accidents : 
( 1 ) Notice of any accident in a dock which either , 

(a ) causes loss of life ; or 
(b ) di ables a person from work on which he 

was employed for the rest of the day or 

shift in which the accident occurred ; 
shall forthwith be sent by telegram , telephone or 
special messenger within four hours of the occurrence 
to , 

(i) the Inspector ; 
( ii ) the relatives of the workers when the acci 

den causes loss of life to the dock worker 
or is likely to disable the dock worker from 

work for more than ten days ; and 
(iii) in the case of fatal accidents also to : 
(a ) the officer- in -charge of the nearest Police 

Sta ’ion , and , 
(b ) the District Magistrate or if he District 

Magistrate by ordci so directs, the Sub 

Divisional Vagi trate . 
( 2 ) In the case of accidents falling under clause 
(b ) of sub - regulation ( 1 ) the injured person shall 
be given first- aid and thereafter immediately trans 
ferred to a hospital or other place of trea ‘ment. 

(3 ) Where any accident causing disablement sub 
sequently results in the death of dock worker, actice 
in writing of he death shall be submitted to the 
authorities mentioned in sub - regulation ( 1 ) within 


72 hours after the death occurs . 

(4 ) lue following classes of dangerous occurrences 
shall be reported to the In -pec .or, whether dea. h or 
disablement is caused or not, in the manner pres 
ciloed in sub - rulation ( 1 ) : 
(a ) collapse or lailure or lifting appiiances or 

Collveyors or breakuge or lailure of rope : , 
chains or viner loose gcars and lifting devin 
ces or overiuinmy of cranes, used in dock 
work , falling of hatchboards or cargo from 
slings, displacemen ; of hatch beam resulting 

in the fall of hatch beams or covering ; 
( b ) collapse or subsidence of any wall , floor , 

gallery , Ijuí, platform , staging or means of 

access ; 
(c ) explosion of a recener or vessel used for 

the storage , at a pressure greater than 
atmospheric pre. sure , of any gas or gases 
(including air ; or any liquid or solid result 

ing from the coinpression of gas ; 
(d ) explosion or fire causing damage to any 

place in the dock in which dock workers 

are employed ; 
( e ) Collap . e , copsizing, toppling or collision of 

the transport equipment ; 
(1 ) spillage or leakage of dangerous goods and 

damage to their containers ; and 
(g ) breakage, buckling or damage or freight 

containers. 
(5 ) If a failure of lifting appliance , loose gear and 
transport equipment has occurred , the concerned 
appliance , gear or equipment and the site stall, as far 
as practicable, be kept undisturbed until inspected by 


of all that heteermanos 
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Die Inspector: be kept undirt and the site 


( 6 ) Every notice given under sub - regulation ( 1 ) 
and sub -regulacion (4 ) . shall be confirmed within 
seventy -two hours or the occurrence by submitting a 
written report to the inspector in Form - X ] I and a 
proper acknowledgement ob ained provided that in 
case of an accident under clause (b ) of sub - regula 
tion ( 1 ) , such writton itpurt need be subinitied only 
when the dock worker is disabled from work on 
which he was employed for more than forty - eight 
hours from the time of accident, 


92 . Notification of certain diseases : 

( 1 ) When a dock worker contracts any disease 
specified in Schedule - IV , a notice in Form XIV shall 
be sent by the employer fortnwith to the Inspecior. 

(2 ) If any medical practitioner attends on a dock 
worker suffering from any disease specified in the 
aforesaid Schedule , the medical practitioner shall 
without delay send , addressed to the Director General, 
Directorate General Factory Advice Service and . 
Labour Institutes , Central Labour Insitute Building, 
Sion , Bombay -400022 . a notice stating the name and 
full particulars of the patient and the disea e . 


93 . Safety Officers : 

( 1 ) Every Port Authority and dock labour board 
shall employ safety others as per the scale laid down 
in Schedule - III . 


- 
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( 2 ) Every other employer of dock worker shall 
employ at least one safety officer , provided that the 
employers may form a group and appoint Satcty 
officers for the group as per the scale laid down in 
Schedule - I with the written permission of the Chief 
Inspector . 


or latrine unless a shorter diviance is approved in 
writing by the Chief Inspector. 

( 3 ) in every dock , the drinkmg iva cr supplied to 
AC QUCK workers Snail , uurig toi moatcr, be covica 
his ce or other electie nieans ; 


( 3 ) The duties, qualificati , os and conditions of 
service of the saiiy officer siialt be as provided in 
Schedule - III. 

(4 ) The safety officer shall be assi .ted by suitable 
a sistants and stall wilich shall be gut approved from 
the Chief Inspector , 


94 . Renewal of Licences : 

The Port authorilies before issue of renewal of 
the licences of employers of dock workers shall obtain 
a report from the Chief in pector or the inspector , 
regarding the sa uly performance and compliance of 
the regulations and take into consideration the report 
while granting the renewal of the licence . 


PART- IV 
HEALTH 


95 . Cleanliness : 

( 1 ) Every plac , is the ship , dock , and all areas 
which are in prodimity to the place in the dock , 
where dock workers are employed , shall be kept clean 
and free from rubbish or effiuvia arising from any 
drain , privy or other nuisance . 

( 2 ) All the accumulated garbages from the ships 
and the dock area shall be disposed off by burning 
in an incenerator or by other suitable ineans. 

(3 ) All the damaged or deteriorated cargo posing 
hazards to safety or health or nuisance shall be 
removed or disposed off from the work place where 
the dock workers are emioyed . 


Fiovided that I ice is piacta , 11 tale doring Water, 
ile ice shall be clean and wholesome and shall be 
Ob dined only from a source approved in writing by 
ne tieaith Oficer of the Pori. 

( 4 ) Every ddinding Wäier ceatre shail be nianiainca 
Da ciean and orderly conction and il nucessary siiall 
be in charge of a suiiable per:0l who shall di tribute 
the water. Such a person shall be provided with 
cican ciothes while on duty . 

(5 ) The drinking water centres shall be sheltered 
from the weather and adequately drained . 

(6 ) Storage tanks or coatainers for drinking water 
shall always be kept in clean and hygienic condition . 

( 7 ) The Inspector way , by order in writing, direct 
the Port Authority to obtain , at suct: time or at such 
interval, as he may direct, a report from the Health 
Olficer of the Port as to ihc fitness for hunian con 
sumption of the water supplied to the dock workers , 
and in every case to subnuit to the in : pector a copy 
of such report as soon as it is received from the 
Health Officer. 

97 . Latrines and urinais : 

( 1 ) In every deck , latrine and urinal accommoda 
tion shall be provided on the scale given in Schedule 
VIII and shall be conveniently situated and acces 
sible to dock workers at all times while they are at 
work . Such accomruudation and acce : s to it shall be 
adequately lighted and ventilated . 

( 2 ) Separate latriuds siiall be provided wlicre 
female dock workers are employed . 

( 3 ) The floors and internal walls of the latrines 
and urinals and the sanitary blocks shall be laid in 
glazed tiles or otherwise finished to provide a smooth 
polished impervio :is surface upto a height of at least 
90 centimetre. 

( 4 ) All such accommodation shall be maintained 
in a clean and sanitary conditions at all times . The 
floors, side walls and the sanitary pans of Jatrines 
and urinals shall be thoroughly swept and cleaned at 
least once in a day with suitable detergents or disin 
fectants or with both . 

( 5 ) Every latrine shall be under cover and so 
partitioned off as to secure privacy and shall have a 
proper door ad fastenings. 

(6 ) The walls, ceilings and par itions of every 
latrine and urinal shall be white -washed or colour 
washed and the white- washing or colour-washing shall 
be repeated atleast onci in four months and record 
maintained . 

(7 ) Where piped water supply is available suffi 
clen number of water taps, conveniently accessible 
shall be provided in or near such latrine accommnda 
tion . 

( 8 ) Where piped water toplyi notitila : 1.1 , Wi 
sion shall he made to torc adequate quantity of 
water near the latrine , 


96 . Drinking water : 
( 1 ) (a ) On board every ship and in every dock , . 

effective arrangement shall be made to pro 
vide in mainiain at suitable points con 
veniently situated for all dock workers 
employed therein , sufficient supply of 
wholesome drinking water : 


Provided that the drinking water point is available 
within 100 metres of die place where dock workers 
are employed . 
(b ) . Effective acrangement shall be made tu pro 

vide and maintain adequate supply of whole 
some drinking water on board every paip 
in mid -stream for all dock workers employed 

thereon . 
(c) The water provided for drinking shall be 

supplied from the public water : l pply systein 
or otherwise from any other source applı , 
ved in writing by the Health Officer of the 
Port. 


I 


( 2 ) All such points shall be legibly marked " Drink 
ing Waeti" in i language understood bv ) acrity 
of the dock workers, and no suci: point shall be 
situated within is metres of any washing place, urinal 
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98 . Spittons : 

( 1) In every portion of a dock including ware 
houses and store places , sufficient number of; spittons 
shall be provided in convenient places and they shall 
be main ained in a clean and hygienic condition . 

( 2 ) No person shall spit in the dock area except 
in the spittons provided for the purpose and a notice 
containing this provision shall be prominently dis 
played at suitable places . 

(3 ) Whoever spits contravention of sub -regula 
tion ( 2 ) shall be punisilable with a fiile not exceeding 
one hundied rupees . 

(4 ) The spiłtons shall be of an approved type . 

( 5 ) The pittons shall be emptred , cleaned and 
disinfected atleast once in every day . 

99 . Ventilation ind temperatury in dock area 
including reefer hoids on ships : 

Effec .ive and suitable provision shali be made in 
every dock for securing and maintaining in every 
building or an enclosure or a reefer hold or chamber 
or reter container where dock workers are emplo 
yed , adequated ventilation by the circulation of fresh 
air and such temperature and air movement as will 
secure to dock workers therein reasonable conditions 
of comfort and prevent injury to health . 

PART V 

WELFARE 
100 . Washing facilities : 

( 1 ) In every dock , rest shed , call stand and can 
teen , adequate and suitable facilities for washing shall 
be provided and maintained for the use of the dock 
workers and such facilities shall be conveniently 
accessible and shall be kept in clean and orderly 
condition . Washing facilities shall include glazed 
wash basins with taps attached thereto . 

( 2 ) Where dock workers are exposed to skin con 
tamination by poisonous , infection or irritation sub 
stances or oil , grease or cust, adequate number of 
shower -baths enclosed in individual compartments , 
with entrances suitably screened shall be provided . 

(3 ) These facilities shall be provided in every dock 
on the scale laid down in Schedule . VII, -. 

( 4 ) The floor or ground under and in the immediate 
vicinity of every wash , basin , stand pipe and shower 
shall be so laid or finished as to provide a smooth 
impervious surface and shall be adequately drained . 

(5 ) The water supply to the washing facilities shall 
be adequate having regard to the number of dock 
workers employed in the dock ,, and shall be from a 
source approved in writing by the Health Officer of 
the Port . 


(2 ) Nothing except appliances or requisites for 
first- aid shall be kept in the boxes and cupboards . 
All such boxes and cupboards shall be so kept that 
they are protected against contamination by dust or 
other foreign matters and against penetration of 
moisture . They shall be kept in the charge of a 
responsible person who is trained in first- aid treatment 
and who shall always be readily available during 
working hours. 

(3 ) Each first-aid box or cupboard shall be dis 
tinctly marked " First - Aid " and shall be equipped 
with the articles specified in Schedule VI . 
102 . Ambulance room : 

( 1 ) in every dock or in any part ot a dock where 
dock workers are ordinarily employed , there, shall 
be provided and maintained an ambũlance room with 
effective communication system and shall be in the 
charge of a qualified nurse who shall always be 
readily available during all working hours and the 
ambulance room shall be in overall charge of a qualı 
fied medical practitioner. I 

( 2 ) The ambulance room shall be a separate room 
used only for the purpose of first-aid treatment and 
rest . It shall have a floor area of atleast ten square 
metre and smooth , hard and impervious walls and 
flooring and shall be adequately ventilated and lighted 
by both natural and artificial means. An adequate 
supply of wholesome drinking water shall be provided 
and the room shall be equipped with the articles 
specified in Schedule V . 

(3 ) A record of all cases of accidents and sickness 
treated at the ambulance room shall be kept and 
produced to the Inspector on demand . 
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103. Ambulance carriage : 

There shall be provided for use at every dock a 
suitably constructed motor ambulance carriage and 
launch which shall be maintained in good condition 
for the purpose of removal of serious cases of accident 
and sickness . 
104 . Stretchers : 

A sufficient number of suitable stretchers including 
a Neil Robertson Stretcher or any other suitable sling 
stretcher , shall be provided at every dock at conve 
nient places so as to be readily available in an 
emergency . 
105. Shelters or rest sheds and lunch rooms : 

( 1) In every dock wherein more than 150 dock 
workers are ordinarily employed , adequate and suit 
able shelters or rest sheds and suitable Junch rooms 
with provision for drinking water and washing faci 
lities, where dock workers can eat meals brought by 
them , shall be provided at convenient places and 
maintained for their use : 
Provided that any canteen maintained in accor 

dance with regulation 106 shall be regarded 

as part of the requirement of this regulation : 
Provided further that, where a lunch room is 

provided no dock worker shall eat any food 
in the precincts of the dock except in such 
lunch rooms. 


101. First -aid boxes : 

(1 ) In every dock and on board every ship there 
shall be provided and maintained so as to be readily 
accessible during all working hours, sufficient number 
of first-aid boxes or cupboard s : 
Provided that the distance of the nearest first 

aid box or cupboard shall not be more than 
200 metres from any working place . 
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(2 ) Covered receptacles shall be provided and 
used for disposal of food and litter in eVary Test shid . 
These receptacles shall be emptied at least once in 
every shift . 

( 3 ) The shelters or rest rooms and lunch moms 
to be provided under sub -regulation ( 1 ) shall he 
sufficiently lig ited and ventilated and shall be pain 
tained in a cool and clean condition . 


108 . Notices : 

Notices shall be exhibited in prominent positions 
at every dock stating - - 
( a ) the position of nearest Arst- aid Sux or cup 

board and the place where the prison -in 

charge thereof can be found . 
(b ) the position of the ambulance room , the 

stretchers or other appliances ; and 
the position of the ambulance corriage and 
launch , the location of the nearest telephone 
and the name and telephone number of ind 
hospital or other place fro72 where such 
carriage lip launch can be obtainned 


( c ) 


169 . Welfare Offic . rs : 

( 1 ) Every port qu hority and dock labour board 
shall employ a number of welfare officers with 
duties, qualifications and conditions of service as 
laid down in Schedule -X . 

( 2 ) Every other employer of dock wurker shall 
employ at least one welfare officer, provided that the 
employers may form a group and appoint welfare 
officer for the group ar specified in Schedule X with 
the written permission of the Chief Inspector . 


PART VI 


106 . Canteens : 

( 1 ) In any dock or in any part of a dock wherein 
more than 250 dock workers are ordinarily employed , 
or are waiting to be employed , adequate canteen 
facilities in or near the work area shall be provided 
and maintained by the sort authorities and dock 
labour boards for the use of all dock workers. The 
canteen shall function at all times when twenty - five 
or more dock workers are employed at a time. 

( 2 ) The canteens shall conform to the require 
ments laid down in Schedule IX . 

( 3 ) An adequate numbre of mobile canteens shall 
be provided at every dock with provision for serving 
tea and light refreshments. 
107 . Medical examination of dock workers : 

1) It shall be ensured that all dock workers 
undergo medical examination 
( a ) before he is employed for the first time ; or 

is being selected or trained for the operation 
of lifting appliances and transport equip 

ment ; 
(b ) periodically , at such intervals as may be 

considered necessary by the Chief Inspector 
in view of the risks inherent in the dock 
work and the conditions under which the 

dock work is performed . 
( 2 ) (a ) wherever considered necessary , the medical 

examination shall also , include X -ray and 
pathological laboratory examination and 
the medical examinations prescribed under 
sub - regulation 1 ( a ) , (b ) and 2a ) shall he 
in accordance with Schedule XI and no 

dock worker shall be charged for the same. 
( 3 ) In the case of dock workers exposed to special 
occupational, health hazards, the periodical medical 
examination shall include any special investigation 
deemed necessary for the diagnosis of accurational, 
diseases . 


SPECIAL PROVISIONS 
110 . Statement of accidents etc. : : 

The Port Authorities, the dock labour boards and 
other employers of dock workers shall furnish to the 
Inspector the monthly statement of reportable acci 
dents under these regulations in Form - XIII. 


111 . Training of dock workers, responsible persons, 

etc . : 
(1) Initial and periodic training shall be imparted 
to all categories of dock workers, responsible and 
authorised persons depending upon their nature of 
work and skill required for performing their duties. 
Safety aspects and precautions to be taken in pur 
suance of the provisions under the Act and the regu 
lations shall he covered in the training . 

(2 ) All first-aid personnel shall be imparted train 
ing including refresher courses by a qualified medical 
officer authorised for the purpose . 


( 4 ) The details of the medical examination shall 
be suitably recorde 1 and shall be made available to 
the Inspector on demand . 


(5 ) If the medical officer is of the opinion that the 
dock workers so examined is required to be taken 
away from the dock work for health protection , le 
may direct the not authorities or Dock Lahour Board 
or the other emplovers of dock workers accordingly , 
as the case mav be. However. the dock wurker so 
taken away shall he nrovided with alternate rince 
ment unless he is in the opinion of the medical 
officer . fully incapacitated, in which case the worker 
affected may he cuitably rehabilitated . - 


112 . Emergency action plans : 

All the ports shall have an approved emergency 
action plan acceptable to the Chief Inspector to 
handle the emergencies like , 

( a ) fires and explosions : 
( h ) collapse of lifting appliances, huillings, 

sheds etc. ; 
(c) gas leakages and spillage of dangerous 

goods ; 
(d ) drowning of dock workers, sinking of 

vessels , retrieval of transport equipment 
from dock basins ; and 
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(e ) floods, storms and other natural calarities. 


( c ) periodical training of first- aid personnel ; 
(d ) surveillance and rendering advice on condi 

tions at work -places and facilities that can 

affect the health of dock workers ; 
( e ) promotion of health education including fami 

ly welfare among dock workers ; and 


113 . Display of abstracts : 

The abstracts of the Act and of the regulation " 
made thereunder in Form X and XI shall be displaye 
in every dock . 

114 . Safety Committee : 

( 1) At every port there shall be constituted a safety 
committee which shall be headed by an officer not 
below the rank of deputy chairman of the Port. The 
main functions of the safety committee shall be 
(a ) to investigate into the causes of accidents 

and unsafe practices in Dock Work and to 

suggest remedial measures ; 
( b ) to stimulate interest of employers and wor 

kers in safety hy organising safety weeks , 
safety competitions, talks and film shows on 
safety, preparing posters or taking similar 

other measures ; 
(c ) to go round the dock with a view to check 

unsafe practices and detect unsafe condi 
tions and to recommend remedial measures 

for their rectification : 
(d ) to organise training programmes for the sup 

ervisory staff and workers ; 
(e) to look into the health hazards associated 

with handling different types of cargoes and 
to suggest remedial measures including use 
of proper personal potective equipment ; 

and 
(f) to suggest measures for improving welfare 

amenities inside the docks and other mis 
cellaneous aspects of safety , health and wel 
fare in dock work . 


(f) co -operation with the competent authority or 

Inspector in the detection , measurement 
and evaluation of chemical, physical or 
biological factors suspected of being harm 

ful to the dock workers . 
( 2 ) The medical service shall collahorate with the 
labour department or any other concerned depart 
ment or service of the port in matters of treatment , 
job placement, accident prevention and welfare of 
dock workers. 

(3 ) The medical service shall be headed by a doc 
tor specialised in occupational health and shall be pro 
vided with adequate staff , laboratory and other person 
nel. 

(4 ) The medical services shall be located at ground 
level , be conveniently accessible from all workplaces 
of the port or dock, be so designed as to allow strec 
cher cases to be handled easily and so far as practi 
cable , shall not be exposed to excessive noise , dust nr 
other nuisance. 

(5 ) The premises of the medical service shall com 
prise at least a waiting room , a consulting room , a 
treatment room and laboratory , apart from suitable 
accommodation for nurses and other personnel. 

(6 ) Rooms for waiting, consultation and treatment 
shall: 
(a ) be spacious, suitably lighted and ventilated , 

and wherever necessary heated or air cool 

ed ; and 
(h ) have washable walls, floor and fixtures, 
( 7) The medical service shall be provided with ap 
propriate medical and laboratory facilities and such 
documentation as it may require for its work . 

(8 ) The medical service shali keep and maintain 
records pertaining to medical examination of dock 
workers and other activities and shall provide ade 
quate information on , 

(a ) the dock workers state of health ; and 
(b ) the nature , circumstances and outcome of 

occupational injuries . 


( 2 ) The safety committee shall be constituted by 
the Chairman of the port and shall include besides 
port officials, representatives of port users, the recog 
nised labour unions and the Chief Inspector. 

(3 ) The safety committee shall meet at regular in 
tervals, at least once in every quarter, and minutes of 
the meetings shall be circulated to the concerned de 
partments of the Port, agencies and organisations. 

(4 ) The decisions and recommendations of the 
safety committee shall be complied with by the port 
authorities , port users and the employers of dock 
workers. 


115. Occupational health services for dock wor 
kers : 

( 1 ) In every Port there shall be either a special 
medical service or an occupational health service 
available at all times, and it shall have the following 
functions, 
(a ) provision of first-aid and emergency treat 

ment ; 
(b ) conducting pre -employment, periodical and 

special medical examinations of dock WOL 
kers ; 


116 . The employer s general obligations : 

(1 ) The employer shall take all necessady steps, 
which , considering the kind of work , working condi 
tions and the worker s age, sex, professional skill 
and other qualifications, are reasonably necessary for 
protecting the worker from being exposed to risks of 
accidents or injury to health at work . 

(2 ) The employer shall make sure that the work 
place , its approaches and means of access conform 
to these regulations and are also otherwise in a safe 
condition . 
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( 3 ) The employer shall take into account the wor 
kers training, skill and experience when workers are 
set to work . A worker shall not be assigned a work 
for which he has not received sufficient instructions 
regarding possible dangers and precautions in the 
work , taking into account his training , skill and ex 
perience . 


(b ) In the case of a single sheave block , tfic 

SWL shall be the maximum load which can 
safely be lifted by the block when suspend 
ed by its head fitting and the load is atta 
ched to a rope which passes around the 
sheave of the block and a test load not less 
than four times the proposed safe working 
load shall be applied to the head of the 
block . 


117 . General Safety:- - 

No employer or cock worker shall negligently no 
wilfully do anything likely to endanger life , safety and 
health of dock workers , or negligently or wilfully 
omit to do anything necessary for the safety and 
health for the dock worker employed in dock work . 


(C) In the case of a multi sheave block , the test 
load shall not be less than the following : 


118 . Repeal and Saving :--- 


SWL (In tonnes) 


Test load ( In tonnes ) 


Upto 25 
25 to 160 
Above 160 


2 SWL 
(0 . 9933 x SWL ) - 27 
1 . 1 x SWL 


The Indian Dock Labourers Regulations, 1948 
and the Dock Workers ( Safety , Health and welfare ) 
Scheme, 1961 ire lere y repealed . 

Provided that any action taken or order issued 
under the said Regulations or the Scheme, shall as 
the case may be in so far as it is not inconsistent with 
these regulations, be deemed to have heen taken or 
issued under the corresponeling provisions of these re 
gulations. 


(d ) In the case of hand- operated pulley blocks 
used with pitched chains and rings, hooks, shackles 
Or swivels permanently attached thereto , a test load 
not less than 50 per cent in excess of the safe work 
ing load shall be applied . 


SCHEDULE I 


(See regulations 41 (1), 47 (1 ) and 48( 1) ) 
Manner of test and examination before taking lifting 
appliance , loose gear and wire rope into use for the 
first time. 


(e ) In the case of a pulley block fitted with a buc 
ket, the bucket shall be tested and the load applicd 

to the bucket when testing that block will be accep 
ted as test loading of the bucket, 


Test loads : 


( 1) Lifting Appliance : 


(f) In the case of a sling having two legs, the safe 
working load shall be calculated when the angle bet 
ween the legs is 90° In case of multi-legged slings 
the safe working load shall be calculated as per 
national standards. 


Every lifting appliance with its accessory gear, shall 
be subjected to a test load which shall exceed the . 
safe working load (SWS) as follows ::. 


(g ) Every lifting beam , lifting frame, container 
spreader, bucket , tub , or other similar devices shall 
be subjected to a test load which shall not be less 
than that given in table below : - . 


Safe working load 


Test load 


- 


T 


Upto 20 nnes 
20 to 50 tonnes 
Over 50 bonnes 


25 per cent in excess of SUL 

5 tonnes in excess of SWL 
lu per cent in excess oi SWL 


Proposed safe working 
load ( in tonnes) 


Test load 

( in tonner ) 


Upto 10 
10 to 160 
Above 160 


2 x SWL 
( 1 . 04 x SWL) + 9 . 6 
1 . 1 X SWL 


(2 ) Loose gear : 
(a ) Every ring , hock , chain , shackle , swivel, eye 

bolt, plate clamp, triangular plate or pulley 
block (except single sheave block ) shall be 
subjected to a test load which shall not be 
less than the following : 


(i) Wire ropes : 


SWL ( in tonnas ) 


Test load ( In tonnes ) 


In the case of wirs ropes a sample shall be 

· tested to destruction . The test procedure 
shall be in accordance with an inter 
national or recognised national standards. 
The safe working load of the rope is to 
be determined by dividing the load at 


Upto 25 
Above 25 


2 x safe working lead 
(1 . 22 x SWL) + 20 
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(c ) any limitations or conditions specified in the 

said report are complied with ; and 


( d ) the two hoist ropes are coupled together by 

a suitable swivel assembly . 


which the sample broke by a co - efficient 

of utilisation , determinel as follows. 
Ttem 

Co -efficient of 

utilisation 
(a ) Wire Rope Forming part of Sling . 

SWL of the Sling : 
SWL upto and equal to 10 tonnes. . . . 
SWL above to tonnes and up 

10 + 
and equal to 160 tonnes 

(8 . 85 x SWL ) + 1910 
SWL agove 160 tonnes . . . . . . . . 
(b ) Wire Rope as Integral part of a 

Lifting Appliance : 
SWL or the lifting appliance : 
SWL upto and equal to 160 

104 
tonnes 

(8 . 85 x SWL) _ 1910 
SWL above 160 tonnes . . . . . . . 3 
(1) Before any test is carried cut, a visual ins 

pection of the lifting appliance , or loose 
gear involved shall be conducted and any 
visible defective gear shall be replaced or 
renewed . 
After being tested all the loose gears shall 
be examined to see whether any part have 
been injured or permanently deformed by 
the test. 


(k ) 


PROCEDURE FOR TESTING : 
( 3 ) Ship s derricks : 
(a ) A derrick shall be tested with its boom at 

the minimum angle to the horizontal for 
which the derrick is designed (generally 15 
degrees ) , or at such greater angle as may 
be agreed . The angle at which the test has 
been carried ouš shall be mentioned in the 
test certificate . The test load shall be ap 
plieď by hoisting , moveable weights. During 
the test , the boom shall be swung with the 
test load as far as practicable in both 

directions. 
(b ) A derrick boom designed to be raised with 

power with the load suspended shall in ad 
dition to the above tests at ( a ) , be raised 
(with the load suspended ) to its maximum 
working angle to the liorizontal and the two 

outermost positions, 
(c ) While test loading of a heavy lift derrick , 

the competent persun responsible for test 
using moveable weights shall ascertain from 
the Master that the ship s stability will be 

adequate for the test. 
(4 ) The derricks tested under clause (3 ) shall not 
be used in union purchase rig unless : 
(a ) the derricks rigged in union purchase are 

tested with the test load appropriate to the 
SWL in union purchase at the designed 
headroom and with the derrick booms in 

.their approved working positions ) ; 
(b ) the safe working load of that derrick in union 

purchase rig has also been specified by a 
comipetent person in a report in Form - III; 


Note :- - The safe working loads of derricks ( for each 

method of rig including union purchase ) 
shall be shown on the Certificate of test and 

marked on the derrick booms. 
(5 ) Lifting appliance other than ship s derricks and 
winches : 
(a ) The test load shall be lifted and swung as 

far as posssible in both directions. If the 
jib or boom of the crane has a variable 
radius, it shall be tested with test loads at 
the maximum and minimum radii . In case 
of hydraulic cranes, when owing to the 
limitation of pressure it is impossible to 
lift a test load in accordance with table 
under paragraph ( 1 ) it will be sufficient to 
lift the greatest possible load which shall be 

more than safe working load . 
(b ) The test shall be performed at maximum 

minimum and intermcdiate radius points as 
well as such points in the arc of rotation as 
the competent person may decide . The test 
shall consist of hoisting , lowering, breaking 
and swinging through all positions and ope 
rations normally performed . An additional 
test shall be made bv operating the machi 
nery at maximum working speed with the 

SWL suspended . 
(6 ) Use of spring or hydraulic balances, etc., for 
test loading : 

All tests normally shall be carried on with the help 
of dead weights. Test loading of gear on new ships 
shall always be with dead weights. In case of periodi 

cal test, replacements or renewals, test load may be 
• applied by means of a suitable springs or hydraulic 

balances. In such case , test load shall be applied with 
the boom as far out as practicable in both directions. 
The test shall not be take as satisfactory unless the 
balance has been certified for accuracy by the com 
petent authority within 2 .0 per cent and the pointer 
of the machine has remained constant at the test loac 
for a period of at least 5 minutes. 
( 7 ) Testing machines and dead weights : 
(a ) A suitable testing machine shall be used for 

testing of chains , wire ropes and other cargr 

gear ; 
(b ) Testing machines and balances to be used 

in test loading, testing and checking shal 
not be used unless they have been certifiec 
for accuracy at least once in the preced 

ing 12 months by the competent authority 
(c ) Moveable weights used for the test loading of 
the lifting appliances having a safe working load not 
exceeding 20 tonnes shall be checked for accurac 
by means of suitable weighing machine of certifie 
accuracy . 
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(8 ) Thorough examination after testing or test load 
ing : 


For every 
worker or 
Officer. 


additional five thousand dock 
part thereof.-- - One Safety 


After being tested or test loaded , every lifting 
appliance and associated gear shall be thoroughly 
examined to see that no part has been damaged or 
permanently deformed during the test. For this pur 
pose , the lifting appliance or gear shall be dismantled 
to the extent considered necessary try to cope 
tent person . 


Any appointment, when made shall be notified to 
the Inspector giving full details of the qualifications 
and terms and conditions of service . 


SCHEDULE II 


(2 ) Qualifications : 
(a ) A person shall not be eligible for appoint 

ment as a Safety Officer unless he : 
(i) possesses a recognised degree in any 

branch of engineering or technology and 
had practical experience of working in a 
port of similar place in a supervisory 
capacity for a period of not less than two 
years; or possesses a recognised degree 
in physics or chemistry and has had prac 
tical experience of working in a port or 
similar place in a supervisory capacity 
for a period of not less than five years ; 
or possesses a recognised diploma in any 
branch of engineering or technology and 
has had practical experience of working 
in a port or similar place in a supervi 
sory capacity for a geriod of not less 
than five years ; and 


Classification of Dangerous Goods 

( See regulation 76 ) 
Class 1 . Explosives, 
Class 2 . Gases : compressed , liquefied and dis 

solved under pressure . 
Class 3 . Inflammable liquids. 
Class 4 . 1 Inflammable solids. 
Class 4 . 2 Inflammable solids, or substances, liable 

to spontaneous combustion . 
Class 4 . 3 Inflammable solids, or substances, which 

in contact with water eirit flammable 

gases . 
Class 5 . 1 Oxidizing substances . 
Class 5 .2 Organic peroxides. 
Class 6 . 1 Poisonous (toxic ) substances . 
Class 6 .2 Infectious substances. 
Class 7 . Radioactive substances . 
Class 8 Corrosives 
Class 9 Miscellaneous dangerous substances. 

Dangerous substances belonging to class 9 above 
include any such substance which cannot be referred 
to any other class but which experience has shown 
to be so dangerous that these regulations shall apply 
to it . 


( ii) possesses a degre : or diploma in indust 

rial safety recognised by the Central 
Government in this behalf ; and 


( iii) has adequate knowledge of the language 
. spoken by majority or the workers in 

the Port in which he is to be appointed . 


contained in 


(b ) Notwithstanding the provisions 
clause (a ), any person who : 


(i) possesses a recognised degree or diploma in 
engineering or technology and has had experience of 
not less than five years in a department of the Cen 
tral Government which deals with the administration 
of the Indian Dock Labourers Act, 1934 and or the 
Dock Workers (Safety , Health and Welfare ) Act, 
1986 ; 


( ii ) possesses a recognised degree or diploma in 
engineering or technology and has had experience 
of not less than five years, full time, or training, edu 
cation , consultancy , or research in the field of acci 
dent prevention in industry or in any port or any 
institution ; 


SCHEDULE - - III 
Rules relating to the appointment of Safety Officers 

( See Regulation 93) 
( 1 ) Number of Safety Officers : 

Within six nionths of coming into operation of 
these Regulations every Port Authority , Dock La 
Lour Board and every other employer shall appoini 
Safety Officers , as laid down in the scale given 
below : 
1. Upto 2000 dock workers.-- One Safety 

Officer . 
Upto 5000 dock workers.- Two Safety 
Officers. 
Upto 10000 jock workers. - Three Safety 
Officers. 


shall also be eligible for appointrent as a 
Officer : 


Safety 


Provided that, in the case of a person who has 

been working as a Safety Officer in indus 
try or any , institution for a period of not 
less than three years on the date of com 
mencement of these regulations, the Chief 
Inspector may , subject to such conditions 
as he may specify , relax all or any of the 
above said qualifications. 
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(x ) to organise in association with the concer 

ned departments , compaigns , competitions, 

contests and other activities which will 
develop and maintain the interest of the 
workers in establishing and maintaining 

safe conditions of work and procedures; 
(xi) to design and conduct either indepen 

dently or in collaboration with the train 

ing department, suitable training and 
educational programmes for the preven 

tion of accidents to dock workers ; 
(xii ) frame departmental safety rules and safe 

working practices in consultation with 
the various departments or authorities ; 


and 


( 3) Conditions of service : 

" (a ) Where the number of Safety Officers appointed 
exceeds one, one of them shall be designatd as the 
Chief Safety Officer and shall have a status higher 
than that of the others. The Chief Safety Officer 
shall be in overall charge of the safety functions as 
envisaged in sub -clause (4 ) as also the other Safety 
Officers working under his control. 

(b ) The Chief Safety Officer or the Safety Officer 
where only one Safety Officer is appointed , shall be 
given the status of a senior executive and he shall 
work directly under the control of his chief executive , 
All other Safety Officers shall be given appropriate 
status to enable them to discharge their functions 
effectively . 

(c) The scale of pay and the allowances to be 
granted to the Safety Officers including the Chief 
Safety Officer , and the other conditions of their ser 
vice shall be the same as those of the other officers 
of corresponding status in the Port, Dock Labour 
Board or fiſm as the case may be. 
(4) Duties of Safety Officers : 

(a ) The duties of a Safety Officer shall be to ad 
vise and assist thte management in the fulfilment of 
its obligations , statutory or otherwise , concerning 
prevention of personal injuries and maintaining a 
safe working environment. These duties shall in 
clude the following, namely 
(i) to advise the concerned departments in plan 

ning and organising measures necessary 

for the effective control of personal injuries ; 
(ii ) to advise on safety aspects in all dock work , 

and to carry out detailed job safety studies 

of selected dock work ; 
( iii ) to check and evaluate the effectiveness of 

the action taken or proposed to be taken to 

prevent personal injuries; 
(iv ) to advise the purchasing and stores depart 

ments in ensuring high quality and avail 

ability of personal protective equipment; 
. (v ) to carry out safety inspections of dock work 

in order to observe the physical conditions 
of work and the work practices and proce 
dures followed by workers and to render 
advice on measures to be adopted for re 
moving the unsafe physical conditions and 

preventing unsafe actions by workers ; 
(vi) to investigate all fatal and other selected 

accidents ; 
( vii ) to investigate the cases of occupational 

diseases contracted and reportable dange 

rous occurrences; 
( viii) to advise on the maintenance of such re 

cords as are necessary . relating to acci 
dents , dangerous occurrences and occupa 

tional diseases ; 
fix ) to promote setting up of safety committees and 

act is adviser and catalyst of such com 
mittees ; 


(xiii ) supervise and guide in respect of safety 

precautions to be taken while handling 

dangerous cargo . 
(5) Facilities to be provided to Safety Officers : 

The Management shall provide each Safety Officer 
with such facilities, equipment and information as are 
necessary to enable him to discharge his duties effec 
tively . 

(6 ) Prohibition of performance of other duties : 

No Safety Officer shall be required or permitted 
to do any work which is inconsistent with or detri 
mental to the performance of the duties prescribed in 
sub - clause ( 4 ). 

( 7 ) Exemptions : 

The Chief Inspector may in writing exempt any 
Port Authority , Dock Labour Board or any other em 
ployer or a group of employers from any or all provi 
sions of this regulation subject to compliance with 
such alternative arrangements as may be approved 
by him . 

SCHEDULE IV 


List of Notifiable Diseases 

[See regulation 92 ( 1) 
( 1 ) Lead poisoning , including poisoning by 

any preparation or compound of lead or 

their sequelae . 
( 2) Lead tetra -ethyl poisoning. 
( 3 ) Manganese poisoning or its sequelae . 
(4 ) Carbon bisulphide poisoning . 
( 5 ) Benzene poisoning, including poisoning by 

any of its homclogus, their nitre or amide 

derivatives or its sequelae . 
(6 ) Anthrax . 
(7 ) Pneumoconosis. 
(8 ) Poisoning by halogens or halogen derivatives 

of the hydrocarbons of the aliphatic series. 
(9 ). Primary epitheliomatous cancer of the skin . 
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( 10 ) Occupational dermatitis . 
(11) Noise induced hearing loss 

high noise levets ) . 


(exposure to 


( XXX ) Four first -aid boxes or cupboards stock 

ed to the standards prescribed in the 

Schedule . 
(xxxi) An adequate supply of anti -tetanus 

toxied . 
(xxxii ) Injections-- morphia , pethidine, atro 

phine , adrenaline , coramine, novocan (6 

each ) . . 
( xxxiii ) Coramine liquid (60 ml). 
( xxxiv ) Tablets- antibistamhnie antispasmodic 

(25 each ) . 
(xxxV ) Syringes with needles - 2 . cc, 5 cc , 10 cc 

and 50 cc . 
( XXXV ) Three surgical scissors . 
( xxxvii ) Two needle holders, big and small . 
( xxxviii) Suturing needles and materials. 
(xxxix ) Three dissecting forceps. 

( xl ) Three dressing forceps . 
(xli ) Three scapels . 
(xlii ) One stethoscope . 
( xliii ) Rubber bandage - - pressure bandage . 
( xliv ) Oxygen cylinder with necessary attach 

ments , 


SCHEDULE V 
Articles required for an Ambulance Room 

[See Regulation 102( 2) ] 
(1) A glazed sink with hot and cold water al 

ways available . 
(ii) A table with a smooth top at least 180 cm x 

105 cm . 
( iii) means for sterilizing instruments , 
(iv ) A cquch . 
( v ) Two strctchers . 
(vi ) Two buckets or containers with close fitting 

lids, 
(vii ) Two rubber hot water bags . 
( viii) A Kettle and spirit stove or other suitable 

means of boiling water. 
( ix ) Twelve plain wooden splints 900 cm . x 100 

cm . x 6 cm . 
(x ) Twelve plain wooden splints 350 cm . x 75 

cm . x 6 cm . 
(xi) Six plain wooden splints 250 cm . x 50 cm . 

x 12 cm . 
(xii ) Six woollen blankets. 
( xiii) Three pairs artery forcéps. 
(xiv ) One bottle of spiritus annemiac aremations 

( 120 ml.) 
(xv ) Smeeling sale (60 gm ). 
(xvi) Two medium size sponges. 
(xvii ) Six hand towels. 
(xviii) Four " Kidney " trays. 
(xix ) Four cakes of toilet, preferably antiseptic 

soap 
(xx) Two glass tumblers and two wine glasses. 

(xxi) Two clinical thermometers. 
(xxii) Two tea spoons. 
( xii) Two graduated ( 120 ml.) measuring 

glasses. 
( xxiv) Two minimum measuring glasses . 
(XXV ) One wash bottle ( 1000 cc ) for washing 

eyes. 
( xxvi ) One bottle ( one litre) carbolic lotion 1 

in 20 . 
(xxvii) Three chairs . 
(xxvii) One screen . 
(txix ) One electric hand corch . 


SCHEDULE VI 
Equipment required for .: First- Aid box 

or cupboard 

(Sec Regulation 101(3 ) ] 
(i) Twenty- four small sterilized dressings . 
( ii) Twelve medium size sterilized dressings. 
. füi) Twelve large size sterilized dressings. 
( iv ) Twelve large size sterilized burn dressings. 
(v ) Twelve (15 gm ) packets of sterilized cotton 

wool. 
vi) One (200 ml) bottle of cetrimide solution ( 1 

per cent) or a suitable antiseptic solution . 
(vii ) One ( 200 ml) bottle of mercurochrome ( 2 

, per cent). solution in water , 
(viii ) One ( 120 ml) botile of sal- volatile having 

the dose and mode of administration indi 

cated on the lahel. 
( ix ) One pair of scissors. 

(x ) One roll of adhesive plaster (6cm x 1 m ). 
(xi) Two rolls vi achesiva plaster (2 cm x 1 m ). 
(xii ) Twelve pieces of sterilized eye pads in sepa 

rate sealed paskets. 
( xiii ) A bottle containing 160 tablets (cach of 325 . 

mng ) of : spirin o : any other analgesic ). 
( xiv ) One polythene wash bottle (500 cc ) for 

washing eyes. 
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(xv) Twelve roller, bandagės 10 cm . wide. 
( xvi) Twelve roller bandages 5 cm wide. 
( vii ) Six triangular bandages 
(xviii) One tourniquet. 
( xix ) A supply of suitable splints. 

(xx) Two packets of safety pins. 
(xxi) Kidney tray . . 
( xxii) A snake-bite lancut. 
(xxiii ) One (30 mi) bottle containing potassium per 

mangenate crystals. 


Urinals : 
One for every 100 dock workers and minimum 4 
urinais in each block . 
Washing facilities : 
Washing taps : 
C pto 200 dock workers 4 taps 
Over 200 dock worke: s 1 taps plus 1 tap for every 
110 workers or par herejf . 
Shower baths : 
Upto 200 dock workers --- 2 shower baths. 
Above 200 - - upto 500 dock workers -- 4 shower 
baths. 
Over 500 dock workers 4 plus one shower bath for 
cvery 200 workers or part thereoi 
with minimum of 2 só er taths in a block . 


(xxiv ) One copy of first-aid leaflet issued by the 

Directorate General of Factory Advice 
Service and Labour Institutes, Govern 
ment of India , Bombay . 


SCHEDULL -- VII 
(Ses Regulatioa 18 ) 


SCHEDLE - IX 


Permissible exposure in cases of continuous noise 


Share 


Total time of waposure (continuous 
or a number of short-term exposurus ) 

per day in hours. 


Sound pressure level 
in dBA 


www 


www . me 


100 


11,2 


102 


105 


107 


1, 2 


110 
115 


Requirements for Canteens 

(See Regulation 106 ) 
( 1 ) Plans and site plans of the building to be 
constructed or adopted for use as a canteen shall 
be submitted and got approved from the Chief 
Inspector. 

(2 ) The canteen building shall be constructed 
according to the approved plans and shall provide 
accommodation for a dinning hall, kitchen , store 
rooms, pantry and washing places separately for 
workers and for utensils. The minimum height of 
the building shall not be less than 4 metres and all 
the walls and roofs shall be of suitable heat resisting 
material and shall be water proof. 

( 3 ) The canteen buiding shall be situated not 
less than 15 metres from any latrine, urinal or any 
other source of dust, smoke or obnoxious fumes . 
Provided that the Chief Inspector may in any 
particular case relax the provisions of this rule to 
such an extent as may be reasonable in the cir 
cumstances and may require meausres to be ad 
opted to secure the essential purpose of this pro 
vision . 

(4 ) In a canteen , the foor and the inside walls 
upto a height of 1. 25 metres from the floor shall 
be made of smooth and impervious material, the 
remaining portion of inside walls shall be made 
smooth by cement plaster or in any other suitable 
manner. 

(5 ) The doors, windows and ventilators of a 
canteen building shall be of fly - proof construction 
and shall allow adequate ventilation . 

(6 ) The canteen shall be adequately , lighted at 
all times when any person has access to it. 

(7 ) In every canteen - - 
(a ) ( ) all inside walls of rooms and all ceil 

ings and passages and staircases shall be 


Notes : 1. No exposure in excess of 115 dBA is to 

be permitted . 
2 . For any period of exposure falling in bet 

ween any figure and the next higher or 
lower figure as indicated in column 1, the 
permissible sound pressure level is to he 
determine:1 by extrapolation on a propor 
tionate basis. 


College 
is proba 


SCHEDULE VIII 


Scale for providing latrines, urinals, washing and 
bathing facilities in a Dock . 


( See Regulations 97 and 100 ) 


1. atrines : 
one for every 50 dock workers and minimum of 3 in 
each block . 
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accommodated as prescribed in 


sub -rulo 


limewashed or colour washed atleast oncs 
in cach , year or painted once , in thre: 
years dating from the period when last 
lime washed or painted , as the case may 


( a ) . 


be; 


( e ) Soaps and towels shall be provided at the 

washing places in the conteon for the lot 

of the workeä . 
( 10 ) Equipment : 
(a ) There shall be provided and maintained 

sufficient utensils, crockery, cutlery , furni 
ture and any other equipment necessary 
for the efficient running of the canteen . 
Suitable uniforms for the employees ser 
ving in the canteen shall be providcal und 
maintained in clean candition . 


Food and food material: shall be stored 
in flyproof cupboards and handled with 
the help of wodden ladles or suitable 
metal forceps whichever is convenient. 
Vessels use once shall be cleaned before 
being used again . 


(ii ) all wood work shall be varnished or 
painted out in 
painted once in three years dating from 
the period when last 

causaha 

varnished or 
painted ; 
( iii) all internal structural iron or steel 
work be varnished or painted once in 
three years dating from the period when 

last varnished or painted : 
provided that inside walls of the kitchen shall be 
lime-washed once in every four months. 
(b ) Records of dates on which lime-washing, 

colour-washing, varnishing or painting is 
carried out shall be maintained in a 

register in a form approved by the Inspector . 
(c) The fioor of all rooms shall be kept clean 

at all times by sweeping and mopping. 
(8 ) The precincts of the canteen shall be maintain 
ed in a clean and sanitary condition . Waste water 
shall be carried away in a suitable covered drain and 
shall not be allowed to accumulate so as to cause a 
nuisance . Covered receptacles shall he provided and 
used for the disposal of garbage and the receptacles 
shall be fully cleaned and disinfected once atleast 
in every shift. 
(9 ) Dining Hall : 
(a ) The dining häll shall accommodate at a 

time atleast 10 per cent of the dock 
workers at any time in any dock or any 
part of dock for which the canteen is pro 
vided ; 

Provided that in any particular dock , 
the Chief Inspector may , alter the percent 
age of workers to be accommodated in a 
canteen . 


(c ) The furniture , utensiis and other equir 

ment shall be maintained in a clean and 
hygenic condition . The service counter 
and all the dining tables shall have a top 
of smooth and impervious materials . Sui 
table facilities including an adequate sup 
plp of hot water shall be provided for 
cleaning of the utensils and equipment. 


(b ) The fioor area of the dinning hall , exclud 

ing the area occupied by the service counter 
and any furniture except tables and chairs , 
shall be not less than one square metre per 
dinner to be accommodated as prescribed 
in sub - rule ( a .) . 


SCHEDULE X 

( See Regulation 109 ) 
Rules relating to the appointment of Welfare Offi 
cer prescribed under regulation 109 of the Dock 
Workers (Safety, Health and Welfare ) Regulations, 
1989 . 
( 1 ) Number of Welfare Officers : 
(a ) The Port Authority , Dock Labour Board 

and every other employer shall appoint at 
least one Welfare Officer in every port 
where 500 or more dock workers are ordi 
narily employed . Provided that, where the 
number of dock worker exceeds 2000 there 
shall be additional Welfare Officer , as indi 
cated in the scale given below : 
(i) 2000 to 5000 dock workers- 2 Wel 

fare Officers . 
( ii ) for every additional 5000 dock 

workers or fraction thereof over 500. 

1 Welfare Officer. 
(b ) Where there are more than one Welfare 

Officer appointed , one of them shall be 
called the Chief Welfare Officer and the 

others as Welfare Officers. 
( 2 ) Qualifications : 


Provided that where it is impractic 
able, owing to the lack of space to provide 
one square metre of fioor area for each 
person , such reduced floor area may be 
provided as approved in writing by the 

Chief Inspector, 
( c ) A portion of the dinning hall and service 

counter shall be partitioned off and resery 
ed for women workers in proportion to 
their numbers . Washing places for women 
shall be separate and screened to secure 

privacy . 
(d ) Sufficient tables, chairs or benches shall be 

available for the number of dinners to be 


No person shall be appointed as a Welfare Officer 
unless he or she : 

( a ) is a graduate from a recognised üniversity, 
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(1 ) Authoritick 
worties 
asanditi 


( b ) has either a degree or diploma in social 

science from a recognised university or any 
other institution recognised by Central 

Government in this behalt , and 
( c ) has adequate knowledge of the language 

spoken by the majority of dock workers in 

the port to which he she is attached . 
Provided that in the case of a person who has been 
employed as a Welfare Officer for one year or more 
before the day of commencement of these regulations, 
the Chief Inspector may on request from the Port 
Authority , Dock Laour Board or any other employer, 
may in writing relax all or any of the aforesaid quali 
fications, subject to such conditions as he may speci 
fy in the order . 
( 3 ) Conditions of Service : 
( a ) A Welfare Officer shall be given approa 

priate status as a member of the executive 
staff of the Port Authority, Dock Labour 

Board or firm as the case may be. 
(b ) The conditions of service of a Welfare Offi 

cer shall be the same as those of other 
members of the staff or equivalent status 
under the Port Authority ; Dock Labour 

Board or firm , as the case may be : 
Provided that in the case of discharge or dismissal, 
the Welfare Officer shall have a right of appeal to the 
Chief Inspector whose decision thereon shall be final 
and binding on the Port Authority , Dock Labour 
Board or firm , as the case may be . This appeal shall 
preferred within thirty days from the date of receipt 
by the Welfare Officer of the order of discharge or 
dismissal. 


suggesti Safety Wenisa 


28 may awards, els 


( s ) to assist in the organisation of recreational 

facilities and educational courses and ad 
vise on individual personnel problems and 

education of children ; 
(h ) to promote relations between the Port 

Authority , Dock Labour Board or a firm 
and duck workers which will ensure pro 
ductive efficiency as well as amelioration 
in the working conditiuns and to help 
dock workers to adjust and adapt them 

selves to their working environments ; 
(i) to take interest in the working of Safety 

Committee of the Port; and 
( j) to encourage and assist in the organisa 

tion of Safety propagation , Safety Weeks . 
training courses, suggestion schemes. 
safety awards, etc . and such other duties 
39 may be assigned by the Port Autho 
rity , Dock Labour Board or a firm which 
have a hearing on the welfare of the 

Dock workers . 
(5 ) No Welfare Officer shall deal with any disci . 
plinary cases against workers or appear before a 
conciliation officer in a court or tribunal on behalf 
of the managemnt against a worker or workers. 
(6 ) Exemption : 

The Chief Inspector may in writing 
exempt any Port Authority , Deck Lab 
our Board or any other employer or a 
group of employers from any or all pro 
visions of his regulation subject to com 
pliance with such alternative arrange 
ments as may be approved by him . 

SCHEDULE No. XI 
Schedule for Medical Examination of dock wor 
kers. 

[ See Regulations 74 (d) and 107 (2) (b )| 
1 . The employer shall arange a medical exa 
mination of all the dock workers employed as dri 
versjoperators of lifting appliances and transport 
euipment before employing, after illness or injury 
if it appears that the illnass or injury may affect 
his fitness and thereafter once in every 2 years 
upto the age of 40 and once in a year, thereafter. 

2. Complete and confidential records of medical 
examination shall be maintained by the employer 
or the physician authorised by him . 
3 . The medial èxåmination shall include : 

(a ) full medical and cccupational history , 
(b ) clinical examination with particuar refer 

ence to . . . 
(i) General Physique : 
(ii Sight : 
(1 ) Distant vision , either eye should not be 

les than Snellen 6112 corrected or uncor 
· rected and not less than 6 !36 uncorreced 

in the worse eye . 


( 4 ) Duties of Welfare Officers : 
The duties of the Welfare Officer shall be 
(a ) to ensure fulfilment on the part of the Port 

Authority , Dock Labour Board or firm of 
obligations under the provisions of these 
Relations and maininining a liaison with 
the Inspector; 

to ascertain what further welfare facilities 
are needed , how best they can be provided 
and make suggestions for their establish 
ment; 
to make sure that the available welfare faci 
lities provided under the Regulation or 
otherwise are being properly maintained 

and utilized ; 
( d ) to ensure adequate supervision of the 

amenities provided , cspecially as regards 
canteens, rest rooms, washing and toilet 

facilities and drinking water ; 
( e ) to examinc grievances voiced by the dock 

workers in respect of welfare facilities and 
other amenities ; 
to ensure first aid , medical treatment and 
other assistance for dock workers who are 
injured in the course of their employment 
in dock work and are in need of vocational 
rehabilitation due to disablement caused 
due to injury; 
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(2 ( Near vision ; not less Ns corrected or un 

corrected ( In either eye ) 
(3 ) Binocular vision . 
(4 ) No diplopia . 
(5 ) No limitation of visual fields 
(6 ) Stercopsis must be column 4 ,5 , or 6 in 

key- stone vision screening test. 
(7) Testing of colour vision (especially the 

ability to distinguish between red and 

green ) by a suitable test. 
(ii) Hearing : 

Persons with normal hearing must be 
able to hear a forced whisper at 24 feet . 


Persons using hearing aids must be able 
to hear a warning shout under noisy 

working conditions. 
(iv ) Upper limbs. Adequate arm function and 

grip (both arms) 
(v ) Lower limbs. Adequate leg and foot 

function . 
(vi) Spine. Adequate flexible for the job con 

cerned . 
(vii ) General. Mental alertness and stability 

with good eye, hand and foot co -ordina 

tion . 
( c ) Any other tests which the examining 

doctor considers necessary . 


FORM 


1 


DOCK WORKERS (SAFETY , HEALTH AND WELFARE ) REGULATIONS 1989 

Notice to the owner, master or officer -in - charge (name of ship ). 


[ See Regulation 7 (4 ) & 33 )] 


( . . . . .. . . . . . .. . . . . ..... . . . . . ) 
I hereby give notice that the dock work involving loading or unloading or coaling have been completed 
(* for the time being ) at the hatches cames below , and that the hatches in question have been 


£left fenced or covered as required by Regulation 


taken into use by your or on your behalf. 


Hatchway 


Dock 


Signature 


Time . . . . . . . . . . 


Date . 


£ Delete whichever is required 


* Delete if not required . 


- 


- 


- 


- 


-- 


- 


458 GT 2014 
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FORM II 
PART- I 
Initial and periodical load test of lifting appliances and their annual therough examination . 

[See Regulations 41 and 51] 

" Thorough examination " means a detailed visual examination 

by a competent person ; supplemented if necessary by other 
means such as a hammer test , carried out as carefully as the 
conditions permit , in order to arrive at a reliable conclusion 
as to the safety of the parts examined end if necessary for 
this purpose parts of themachines and gearmust be dismant 
led . 


- 


(A ) 

Initial and periodical load tests of lifting appliances 
Situation and des No. of certificate of I certify that on the date on which I have Remarks ( To 
cription of lifting test and examination appended by signature the lifting appliance be signed an 
appliances tested with of Competent person shown in Col. ( 1) was tested and no defects dated ). 
distinguishing num 

affecting its safe working condition were 
ber or marks if any) . 

found other than those shown in Col. (5) 


Date and Signature 
with seal 


Date and signature 
with seal 


5 


-- - - - - - - 


-- -- - -- 


( B ) 


Annual thorough examination 


I certify that on the date to which I have appended my signature , the lifting appliance shown Remarks to 
in col. (1 ) was thoroughly examined and no defects affecting its safe working conditions were be signed 
found other than those shwon in Col. (12 ) 

and dated 
Date and Date and Date and Date and Date and Date and 
signature signature signature signature signature signature 
with seal with seal with seal with seal with seal with seal 
(7) (8) (9) (10 ) 

( 12 ) 
( 1) 
(2 ) 
Note :- If all the lifting appliances are thoroughly examined on the same date it will be sufficient to enter in 

Column ( 1) “ All lifting appliances” . If not, the parts which have been thoroughly examined on the 

dates stated must be clearly indicated . 
PART - II 

Initial and Periodical load test of Loose gears and Annual thorough Examination 

[ See Regulations 47 and 51] 
List of Loose gear : 
The following classes of loose gears namely 

1 . Chains made of malleable cast iron ; 
2 . Plate link chains; 
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WAHANA 


- 


- 


- 


- 


- 


3. Chains, rings, hooks, shackles and swivels made of steel; 
4 . Pitched chains; 
5 . rings, hooks , shackles and swivels permanently attached to pitched chains, pulley blocks, container 

spreaders ; trays , slings ; baskets ; etc . and any other similar gear. 
6 . hooks and swivels having screw - threaded parts or ball bearings or other case-heardened parts ; and 
7 . Bordeaux connections 


Initial Test and periodical load test of loose gears 


Distinguishing No. 
or märks. 


Description of loose No. of certificates of I certify that on the date to which I 
gear tested and Test and examination have appended my signature the loose 
examined of Competent Person gears shown in Col. (1) & (2 ) were 

tested and no delicts affecting the saf 
working condition were found othere 
than those shown in Col. (6 ) 


Date and signature Date and signa 
with seal 

ture with seal 


(1) 


(2) 


(2) 


(4) 


(5) 


MOVIE 


Enes 


WWW 


- LV MAAF 


KARNA 


LEV 


RA 


Annual thorough exainination of loose gears 


U 


. 


Remarks ( To be 
signed and dated ) 


I cortify that on the date to which I have appended my signatare the loose gears 
shown in Col. ( 1) & (2 ) were thoroughly examined by me and no defects affecting 
thcir safe working condition were found other than those shown in Col. ( 10 ). 


Date and signature 
with seal 


Date and signature 
with seal 


Date and signature Remarks ( To be 
with seal 

signed and dated ) 


10 


. 


. 


- 
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PART- III 

Annealing of Chains, Rings , Hooks, Shackles and Swivels ( other than those exampted 
(See Part - IT ) 

[ See regulation 49 and 51] 


12 . 5 mm and smaller chains rings, hooks, shackles 

and swivels in general use 


If used with lifting appliance driven by power, must 

be annealed once atleast in every 6 months. If 
used solely with lifting appliance worked by hand , 
must be annealed once atleast in every 12 inonths. 


Other chains, rings, hooks, shackles and swivels in 

general use 


If used with lifting appliance driven by power, must 

be annealed once atleast in every 12 months. 
If used solely with lifting appliance worked by 
hand , must be annealed once atleast in every 
two years . 


Note :- 


It is recommended though not required by the Regulations-- that annealing should be carried out 
in a suitably constructed furnace heated to temperature between 1100° and 1300° Fahrenheit or 
6000 and 700° Centigrade , for a period between 30 and 60 minutes. 


Distinguishing Description 
No. or.mark of gear 

annealed 


No . of the 
certificate or 
test and exa - 
mination 


I certify that on the date to which have Remarks (to 
appended my signature , the gear described be signed 
in Cols. ( 1) and (2 ) was effectually annealed and dated ) 
under my supervision , that after being so 
annealed every article was carefully inspect 
ed and thatno defects affecting its safe work 
ing condition were found other than those 
shown in column (7 ) 


Date and 
signature 
with seal 


Date and 
signature 
with seal 


Date and 
signature 
with seal 


- (1) 


(2) 


(3) 


(4) 


(3) 


( ) 


FORM - III 
DOCK WORKERS (SAFETY , HEALTH AND WELFARE ), REGULATIONS, 1989 

[ See Regulations 41 and 51(2 ) 


CERTIFICATE OF INITIAL AND PERIODICAL TEST AND EXAMINATION OF WINCHES , 

DERRICKS AND THEIR ACCESSORY GEAR 


RNODIGRALER TESTLANDREKALAINATIC 


Test Certificate No. . . . . . 
(a ) In case of Dock , Wharf or Quay 


Name of the Dock , Wharf or Quay 
where lifting appliances are fitted . . 
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(b ) In case of Ship 


Name of the Ship . 
Official Number. . 
Call Sign . . . . . . . . . . . 
Port of Registry . . . . . . . 

Name of owner 
Situation and Description of lifting 
appliances and Gear with distinguish - 
ing number or marks ( if any ), which 
have been tested , thoroughly examin 


Angle to the horizontal Test load 
of derrick boom at which applied 
test load applied . 


Safe working load at the 
angle shown in Col. (2 ) 


ed . 


PLUS 


( 2 ) 


(Degrees) 


( Tonnes) 


(Tonnes ) 


ONLAR 


5 . Name & address of public service , association , company or 

firm or testing establishment making the test and exani 

nation 
6 . Name and position of the Competent person of public 

service , association , company or firm or testing establish 
ment 


I certify that on the . . . . . . . 

. . . day of 19 . . . . . . the lifting appliance shown in Col.(1 ) 
together with its necessary gear was tested in the manner set forth overleaf in niy presence that a careful 
examination of the said lifting appliances after the test showed that it had withstood the test luad without 
injury or permanent deforination and that the safe working load of the said lifting applianc , and accessory 
gear is as shown in Column (4 ). 


usis necessary gear was tested in the manner 


Dale 


. . . . . 


Signature of the Competent Person 

(See Note 3 ) 
* Seal 
Registration /Authority number of the Competent person . 

NOTES 
1. Column ( 1 ) - Sufficient particulars must be given to identify the gear, for exemple, in the case of a 
winch or derrick , the number of the hold , etc ., should be shown . 

2 . Column ( 2 ) -- As a rule , a derrick , should be tested with its boom at the minium angic to the hori : 
zontal for which the derrick system is designed (generally 15°), or at such greater angle as may be agreed . 

" competent person " means : 
(i) a person belonging to a testing establishment in India who is approved by the Chief Inspector 

for the purposes of testing , examination or annealing and certification of lifting appliances, loose 

loose gears or wire ropes ; 
(ii) any other person who is recognised under the relevant regulations in force in other countries as 

competent for issuing certificities for yny of the purposes mentioned in sub - chiuse (i ) for unple 
imentation of the Protection against Accidents (Dockers) Convention (Revised ), 1932 (No . 32 ) 
and the Convention concerning the Occupational Safety od Health in Dock work (No . 152 ), 
1979 , adopted by International Labour Conference . 
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1. Lift appliances : 


INSTRUCTIONS 
Every lifting appliance with its accessory gear, shall be subjected to a test load which 
shall exceed the safe working load (SWL ) as follows : 


Safe Working Load 


Test Load 


Upto 20 tonnes 

20 to 50 tonnes 
Over 50 tonnes 


25 per cent in excess 

5 tonnes in excess 
10 per cent in excess 


2 . Ship ’s derricks : 
(a ) In the case of derrick system the test load shall be lifted with the ship s normal tackle with the 

derrick at the minimum angle to the horizontal for which the derrick system is designed generally 
15 degrees ), or at such greater angle as may be agreed . The angle at which the test was made 
should be stated in the certificate of test. After the test load has been lifted , it should be swung 
as far as possible in both the directions . 
A derrick boom designed to be raised with power with the load suspended shall in addition to 
the above tests at (a ) , be raised (with the load suspended ) to its maximum working angle to the 
horizontalat the two out most positions. 
While test load testing of a heavy lift derrick, the competent person responsible for test using 
movable weights shall ascertain from thc Master that the ship s stability will be adequate for the 

test . 
3. The derrick tested under clause (2 ) shall not be used in union purchaserig unless - - 
(a ) the derricks rigged in union purchase a re tested with the test load appropriate to the SWL in union 

purchase (at the designed head room and with the derrick boomsin their approved working posi 

tions) , 
( b ) the afe working load of that derrick in union purchase rig ha salso been specified by a Competent 

Person in a report in Form - III 
(c ) any limitations or conditions specified in the said report are complied with , and 
d ) the two hoist ropes are coupled together by a suitable swivel assebly . 


Note ... 


The safe working loads ofderricks ( for each method of rig including union purchase ) 
shall be shown on the Certificate of test and marked on the derrick booms. 


4 . Use of spring or hydraulic balances, etc . for test load testing : 


All tests normally shall be carried on with the help of dead weights. Test load testing on 1cw ships 
holla lways be with dead weights . In case ofperiodical tests, replacements or renewals , test load may 
be applied by means of a suitable spring or hydraulic balances . In suchcase , test load shall be applied with 
the hoom as far out as practicable in both directions. The test shal not be taken as satisfactory unless the 
balance has been certified for accuracy by competent authority , within + two per cent and the pointer of the 
machine has remained constant as the test load for a period of atleast 5 minuics . 
5 . Testing machines and dead weights : 
(a ) A suitable testing machine shall be used for testing of chains, wire ropes, loose gears and other 

cargo gear. 
( b ) Testing machines and balances to be used in test loading , testing and checking shall not be used 

unless they have been certified for accuracy atleast once in the preceding 12 months by competent 
authority . 
Movable weights used for the test loading of the lifting appliance , loosc gears and lifting device 
having a safe working load not etceeding 20 tonnes shall be checked for accuracy by meins of 
suitable weighing machine . 
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6 . Thorough examination after testing or test loa ling : 

After being tested or tested loaded , every lifting applianco , with their accessory scarshall be thoroughly 
examined to see that no part has been damagedor permanently deformed during the test. For this purpose , 
the lifting appliance or gear shall be dismentled to the extentconsidered necessary by the Competent Person 
7 . In the case of heavy derricks , care should be taken to ensure that the appropria te shroude and stays are 
rigged . 
S . The tost and examination must bemade by a Competent Person . 


FORM -IV 
DOCK WORKERS (SAFETY, HEALTH AND WELFARE ) REGULATIONS 1989 

[ See Regulation 41 and 51 ( 2 )] 


CERTIFICATE OF INITIAL AND PERIODICAL TEST AND EXAMINATION OF CRANES OR 

HOISTS AND THEIR ACCESSORY GEAR 


Test Certificate No. . . . . . . . . . . . 
( a ) In case of dock , wharf or quay.. . 

Name of dock , Wharf or quay 
where lifting appliances are 

fitted . 
(b ) In case of Ship - - 

Name of Ship 
Official number--- 
Call Sign . . . . . . . . . . . . . . 
Port of registry . 
Namc of Owner . . . 


Situation & descrip - 
tion 


For jib crances radius at 
the test load was applied 


Test load applied 


Safe working load for jih 
cranes at radius shown in 
Col. (2 ) 


(2 ) 


( 3 ) 


( 4 ) 


Witch 


(Metres ) 


( Tonnes ) 


( Tonnes) 


5 . Name and address of public service . association orfirin or test in establishmentmaking the test and . . 

examination . 
6 . Name and position of Competent person of pubic service . association . company orfirin or testing esta - 

blishment. . 


I certify that on the . . . . . . . . . . . . . . . day of . . . . . . . . the above liſting appliarce t . gether with its 
uccessory giar. was tested in theminner set forth overleaf thata carefulexamination of the said lifting app 
lianssand goarafter the test showed thatithdwithstood the test load without injury or permanent deforma 
tion : and the safe working load of the said lifting appliancc and gear is as shown in column ( 4 ). 


in colhermenentating ap 


* Seal 


Dato . . . 


Signature of the Competent Person 

(See note 3 ) 


Registration Authority number of the Competent Person 
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NOTES 
1. Column (1 ) : Sufficicnt particulars must be given to identify the crane or hoist. 
2 . Column ( 2 ) : If the jib has a yariable radius , test loads must be applied at the maximum and minimum 

radii . 
" Competent person " means: 
(i ) a person belonging to a testing establishment in India who is approved by the Chief Inspector 

for the purposes of testing , examination or annealing and certification of lifting appliances, loose 

gears or wire ropes ; 
(ii) any other person who is recognised under the relevant regulations in force in other countries as 

competent for issuing certificates for any of the purposes mentioned in sub -clause (i) for imple 
mentation of the Protection against Accidents (Dockers) Convention (Revised ), 1932 (No. 32 ) 
and the Convention concerning the Occupational Safety and Health in Dock Work (No . 152 ), 
1979 , adopted by International Labour Conference . 


INSTRUCTIONS 
1 . Every crane and other hoisting machine with its accessory gear shall be tested with a test load which shall 

exceed the safe working load ( SWL ) as follows: 


- 


- 


Safe Working Load 


Test Load 


Upto 20 tonnes . . . . . . . . . . . 

20 to 50 tonnes , . . . . . 
Over 50 tonnes . . . . . . 


2 per cent in excess of SWL 

5 tonnes in excess of SWL 
10 per cent in excess of SWL 


2 . Lifting appliance other than ship s derricks and winches : 
(a ) The test load shall be lifted and swungas far as possible in both directions. If the jib or boom of 

the crane has a variable radius, it shall be tested with test loads at the maximum and ininimum 
radii . In case of hydraulic cranes, when owing to the limitation of pressure it is impossible to 
lift a test load in accordancc with table under paragraph 1 , it will be sufficient to liſt the greatest 
possible load. 


( b ) The test shall be performed atmaximum , ininimum and intermediate radius points as wellas such 

points in the arc of rotation as the Competent Person may decide. The test shall consist of hoist 

ing, lowering , braking and swinging through all positions and opcrationsnormally performed . 
(c ) An additional test shall be made by operating the crane or hoist atma viinum working speed with 

tht SWL suspended . 
3 . Use of spring or hydraulic balances ; etc. for test load testing : 


All tests normally shall be carried on with the help of dead weights . Tast load testing on new ship 
shall always be with dead weights . In case of periodical tests, replecenients or renawals, tost load may be 
applicd by means of a suitable spring orhydraulic balances . In such case , test locd shall be applicd with 
thc boom as faroutas practicablc in both directions. The test sl ; ll not be taken as satisfactory unless the 
balance has been cortified foraccuracy by Conpetent authority within two percentand the pointer of the 
machine has remained constant at the test load for a period of ticast 5 minutes. 
4 . Westing machines and weights : 
(a ) A suitable testing machine shall be used for testing of chains, wire ropes, loose gears and other 

cargo gear . 
(b ) Testing machines and balances to be used in test loading , testing and checking shall not be used 

unless they have been certified for accuracy atleast once in the preceding 12 months by Competent 
Authority . 
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(c ) Movable weights used for the test loading of the lifting appliances having a SWL not excce ding 20 

tonnes shall be checked foraccuracy by means of suitable weighingmachine . 
5 . Thomugh examination after testing of test londing: 


After being tested or test loaded , every liſting appliance and associated gears shall be thoroughly exa 
inined to see thitilo piirt luas beenl danged or pernianenty deſormed during the test. For this purpose , 
the lifting appliance or accessory gear shall be dismantled to the extent considered necessary by the Compe 
tent Person . 
6 . Ths test and thorough examination must be inade by a Competent Person . 


FORM - V 
DOCK WORKERS (SAFETY , HEALTH AND WELFARE) REGULATION , 1989 

[See Regulations 47 and 51 (2 )] 


CERTIFICATE OF INITIAL AND PERIODICAL TEST AND EXAMINATION OF LOOSE GEARS 
Test Certificate No .. 
(1) In case of dock , Wharf or quay-- 


Name of the dock , Wharf or quay 

where lifting appliances are fitted . . . . . . . 
(2) In caselof Ship 


Name of the Ship . 

Official Number . . . . . . 
Call Sign . . . . . . . . . . 
Port of Registry . . . . . 
Name of owner 


Numbor tested 


Date of test 


Distinguishing 
Number or 
Mark 


Discreption , 
diamenson and 
material of 
gear /device 


Test load applied Safe working 
( tonnes) 

load (SWL ) 
(tonnes) 


(2) 


(5 ) 


(6 ) 


7. Name and address of manufacturer or suppliers . . . . . . . 
8 . Initial testand examination certificate No . and date . 

(only in case of periodical test and examination .) 
9 . Name and address of public service ,association , company . 

or firm or testing establishment making the test and exa 

mination . . . . . . . . . . . . . . . . . . . . 
10 . Name and position of Competent person in public service , 

association , conipany or firm or testing establishment. . . . . 
458 GT/90 — [5 
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I certify that on the . . . . . . . . . . . . . . . . day of . . . . . . . . . . . . . . . 19 . . . . . . . . the above gear was tested 
and examined in the manner set forth overleaf; that the examination showed tha saill gear /devic , withstood 
the test load without injury or ccforniatior ; and that the ref . Working lood of the said ocorrevics ;:. 9 ? ON 
in column 6 . 


Seal 


1 


. 


Sinature of the Ciriipetent Person 
(See Note 2 ) 


Registration Authority number of the Competent Person 


NOTES 


1. Column (2 ) : The dimensions of the loose gear the typa of material of which it is made and where 
applicable , the heat treatment received in inanufacture should be stated ( unless Forn N .). VII is use:1 for 
the purpose ) . 


" Competent person " means: 


(i) a person belonging to a testing establishment in India who is approval by the chief Inspector , 
for the purposus of testing , examination or annealing and certification of lifting appliances, loose gears or 
wire ropes ; 


( ii ) any other peson who is recognised under the relevant regulations in force in other countries as com 
petent for issuing certificates for any of the purposes mentioned in sub -clause (i) for implementation of 
the Protection against Accidents (Dockers) Convention (Revised ), 1932 (No. 32 ) and the Convention 2003r 
ning the Occupational Safety and Health in Dock Work (No. 152), 1979 , alooted by International Labour 
Conference . 


INSTRUCTIONS 


Loose gear 


1. (a ) Every ring , hook , chain , shackele , swivel, eya bult, platz clamps, traingular plate or pully block 
(except single sheave block ) shall be subjected to a test load which shall not b : less t?u? n th : fwiwing : 
S . W .L . (in tonnes) 

Text Load (in tonnes ? 
Upto 25 

2 x Safe working load (SWL ) 
Above 25 

( 1 . 22 x SWL ) x 20 


(b ) In the case of a single sheave block , the SWL shall be the maximum load which can safety bo lifted 
by the Block when suspended by its head fitting and the load is attached to a rope which passes around the 
sheave of the block and test load not less than four times the proposed safe working load shall be applied 
to the head of the block . 


(c ) In the case of a multi-sheave block , the test load shall not be less than the following : - 
SWL ( in tonn : s) 

Test Load in tones 


Upto 25 
Above 25 to 160 
Above 160 


2 * SWL 
(0 . 933 SWL) + 27 
1 . 1 x SWL 


(d ) In case of hand -operated pulley blocks used with pitched chains 2nd rings , hojky, shackless or 

swivels permanently attached thereto , a test load not loss than 50 percent in excess of the safe work 
ing load shall be applied . 
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( e ) In the case of a pulley block fitted with a bucket, the bucket shall be tested and the test load applied 

to the bucket while testing that block will be accepted as test loading of the bucket. 
i ) In the case ofå sling having two legs, the safe working load shall be calculated when the angle bet 

ween the lays is 90 %. In case ofMulti - lugged slings, the safe working load shall be calculated as per 

this national standards . 
(g ) Every lifting beam , lifting frame, container spreader, bucket, tub and other such gears shall be 
subject to a tust load which shall notbe less than that given in table below : 
Safe working load (in tonnes ) 

Test load ( in tonnes ) 
Upto 10 

2 * SWI, 
Above 10 to 160 

( 1 . 04 ~ SWL ) + 9 .6 
Abrve 160 

1 . 1xSWL 
(b ) (i) Before any text is carried out, a visual inspection of the lifting appliances or loose gear or 

lifting devices involved shall be conducted and any vitiable defective gear shall be replaced 

or renewed . 
( ii ) Aflar being tasted , all the loose gear and other such gears shall be examined . All the 

shtaves and the pins of the pulley blocks shall be removed to see whether any part has been 

injured or permanently deformed by the test. 
2 . The test ind examination must be made by a Competent Person . 


FORM VI 
Dock Workers ( Safety , Health and Welfare ) Regulations, 1989 

[See Regulations 48 and 51 ( 2 )] 
Certificate of test and Examination of wire rope before being taken into use. 
Test Certificate No. . . . . . . . . . . 
(1) Name and address of maker or supplier 
(2 ) (a ) Circumference /diameter of rope 

(b ) Number of strands 
(c ) Number of wires per strand 
( d ) Lay 

(e ) Core 
( 3) Quality of wire (e .g . Best Plough steel) 
( 4 ) (a ) Date of test of sample of rope 

(b ) Lood atwhich sample broke (tonnes) 
(c ) Safe working load of rope (tonnes ) 

(Plca o ste Instruction - i ) 
( d ) lutanded use 
(5 ) Name and address of public service , association , company or firia or testing establishmentmaking the 

test and examination . 


(6 ) Name and position of Competent Person in public servicc , association , company or firm or testing 

establishment making the test and examination . 


I certify that the above particulars are correct, and that the test and examination were carried out by 
ine and no defects affecting its safe working load (SWL ) were found . 
Signature of the Comp- tent Person 

Seal 

Date . . . . . . . . . . 
(See Note below ) 
Regisration Authority number of the Competent Person , 
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NOTES 


" competent peson " means - 


(i) a person belonging to a testing establishment in India 

who is approved by the Chief Inspector for the pur 
poses of testing , examination or annealing and certi 
fication of lifting appliances, loose gears or wire ropes ; 


(ii) any other person who is recognised under the relevant 

regulations in force in other countries as competent for 
issuing certificates for any of the purposes mentioned 
in sub - clause (i) for implementation of the Protection 
against Accidents (Dockers) Convention (Revised ), 
1932 (No . 32 ) and the Convention concerning Occupa 
tional Safety and Health in Dock Work (No . 152 ), 1979 , 
adopted by International Labour Conference . 


INSTRUCTIONS 


1. Wire rope shall be tested by sample , a piece being tested to destruction , and the safe working load of 

rope is to be determined by dividing the load at which the sample broke by a co - efficient of utilisation 
determined as follows : 


Item 


Co-efficient of Utilisation 


eu 


(a ) Wire Rope forming part of a Sling : 

SWL of the Sling : 


SWL upto and equal to 10 tonnes. . . . . . . 
SWL above 10 tonnes and upto 
and equal to 160 tonnes . . . 


104 


(8 . 85 SWL ) + 1910 


SWL above 160 tonnes 


(b ) Wire rope as integral part of a Lifting Appliance 

SWL of the lifting appliance 


SWL upto and equal to 160 tonnes . . . . . . . . . . . . . . . . . . 


104 


(3. 85 SWL) + 1910 


SWL above 160 tonnes 


. . . . . . . 


3 


2 . The test procedure shall be in accordance with recognised national standards. 


3 . The test must be made by a Competent Person . 
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FORM VII 


Certificate No .. . . . 
DOCK WORKERS (SAFETY , HEALTH AND WELFARE)REGULATIONS. 1989 

[ See Regulations 49 and 51(2)] 

Certificate of Annealing of Loose Gears 
( 1) In case ofdock . wharf or quay 

Name of the dock , wharf or quay 

Where lifting appliance is fitted . . . . . . . . . . . . . . . . . . . . . 
(2 ) In cate of ship 

Name of the Ship . . . . . . . . . . , 


Official Number . . . . . . . . . . . . . . . . . . . . . . . . . 


Call Sign . . . . . . . . . . . . . . . . . . . . . . . . 
Port of Registry . . . . . . . . . . . . . . . . . . . . . . . . . . 
Name of owner . . .. . . .. . . .. . . .. . .. . . . 


Distinguishing Description 
number ormark . of gear 


Date of 


Number of the 
certificate of test 
and examination 


Number 
annealed 


an 


Defects found at 
careful inspection 
after annealing 


- 


2 


5 


7 . Name and address of public service association , company or firm or testing establishment carrying out 

the annealing and inspection . . 
8 . Name and position of Competent person in public service association . company or firm or testing 

establishment . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 


Seal 


I certify that on the date shown in column ( 5 ) the gear described in columns (1 ) to (4 ) was effectually 
annealed under my supervision that after being so annealed every article was carefully inspected ; and that 
no defects affecting its safe working condition were found other than those indicated in column (6 ). 
Signature of the Competent Person 
(See Note 2) 

Date . . . . . . . . . . . na 
Registration /Authority of the Compctcnt person . 

NOTES 
1. Column (2) : The dimensions of the gear, the type ofmaterial of which it is made and the heat treatment 
received in manufacture should be stated 
2 . “ Competent person " means : 
(i) a person belonging to a testing establishment in India who is approved by the Chief Inspector for 

the purposes of testing , examination or annealing and certification of lifting appliances, loose gears 

or wire ropes ; 
(11) any other person who is recognised under the relevant regulations in force in other countries as 

competent for issuing certificates for any of the purposesmentioed in sub - clause (i) for implementation 
of the Protection against Accidents (Dockers) Convention (Revised ). 1932 (No . 32 ) and the Con 
vention cocerning Occupational Safety and Health in Dock Work (No . 152 ). 1979, adopted by 

International Labour Conference . 
3. For requirenients as to anncaling sce instructions below : 
4 . This certificate is optional. The above particulars may be entered in Part- IV of the Register (Form II) . 
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INSTRUCTIONS 
1 . Chains ( other than bridle chains attached to derricks or masks), rings, hooks, shackles and swivels in 

genealuse of hoisting or lowering must be effectively annealed at the following intervals : 


Class of Gear 


If used on lifting appliance 
driven by power 


If used solely on lifting 
appliances worked by land 


Wm 


wwwx 


(12 . 5 inm ) and smaller gear 


6 months 


12 months 


Others gear 


12 months 


2 years 


2. The annealing must be carried out under the supervision of a Competent Person . 


3 . (a ) It is recommended though not required by the Regulations, that annealing should be carried out in 

a suitably constructed furnace , heated to a temperature between 6000 and 700° centigrade, for 
a period between 30 and 60 minutes. 


(b ) It is recommended though not required by Regulations that normalising shouid be carried out 

in suitably constructed furnace, heated to a temperature between 920° and 950° centigrade. 


4 . The requirements of annealing does not apply to bridle chains attached to derricks or masks , and the 

following classes of gears have been exempted from annealing subject to the conditions stated below : 
(a ) Chains made of malleable cast iron ; 
(b ) Plate Link Chains; 


(c ) Chains, rings, hooks, shackles and swivels made of steel; 
( d ) Pitched chains; 
(e ) Rings , hooks, shackles and swivels permanently attached to pitched chains, pulley blocks ; 
(f) Hooks and swivels having screw - threaded parts of bli bearings or other case hardened parts ; 
( g ) Bordeaux connections. 


These classes of gears have been exempted from alinealing subject to the conditions that such gear shall 
be thoroughly examined by a Competent Person once atleast in cv. Ty jwelve jontlis and that bofore the 
gear is subsequently taken into lise , the p eribel certificate of jush os, animation shall be attached 
to the prescriindregistei (Fomin) or alt.. alivoy de rou pa iicular , 2 be onierc :1 in Part- III of 
the register . 
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Certilice ie No. . . . . . . . . . . . . . . . . . 
DOCK WORKERSSAFETY . UCALTH ! WELFART) REGULATIONS. 1989 

Son repilations 47 ( 2 ) : 51 (2 ) 1 
Certificate of Annual Thorough Examination of loose Gcars Exempted from Annealing 
( 1) In case of dock , wharf or quay 

Name of the dock , wharf or quay 

where lifting appliances if fitted . . . . . .. 
( 2) In case of ship 

Name of the Ship . . . . . . 
Official Number . . . . . . .. 
Call Sign . . . . . . . . . . .. 
Port of Registry 
Name of owner 


Distinguishing number or mark 


Description of Gear 


Remarks 


Number of certificate of 
initial and periodical test 
and examination 


3 


* 


* 


5 . Name and address of public service , association , company or 

firm or testing establishment making the test and examination 
6 . Name and position of Competent Person in public service , association . company or firm or testing 
establishment . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

I certify that on the . . . . . . . . . . . . day of . . . . . ... . . . . . 19 . . . . . . . . the above gear described in column 
(2 ) was thoroughly examined and that no defects affecting its safe working condition were found other 
than those indicated in column (4 ) . 
Signature of the Competent Person 
(See Note 2 ) 

Seal 
Registration /Authroity number of the Competent Person . 

NOTES 
1. Col (2 ) : The dimensions of the gear, the type OS material of which it is made and the heat treatment rece 

ived in manufacture should be stated . 
2 . " Competent person " means - 

(i) a person belonging to a testing establishment in India who is approved by the Chief Inspector for 

the purposes of testing , examination or annealing and cortification of lifting appliances, loose 

gears or wire ropes ; 
(ii) any other person who is recognised under the relevant regulations in force in other countries as 

competent for issuing certificates for any of the purposes mentioned in sub - clause (i) for imple 
mentation of the Protection against Accidents (Dockers) Convention (Revised ), 1932 (No . 32 ) 
and the Convention concerning Occupational Safety and Health in Dock Work (No . 152), 1979 , 

adopted by International Labour Conference . 
3 . For list of gear not required to be annealed and definition of " thorough examination " see overleaf. 
4 . This certificate is optional. The above particulars may be entered in Form - II of the Register. 
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INSTRUCTIONS 
1 . The following ch . 21 of eau har been cirunptrd from annealing but require to be thoroughly examined 

by a competent person oncc atleast in every twelve months: 
(a ) Chains made of malleable cast iron ; 
(l ) Plate link chains ; 
(c) Chains, rings. hooks, shackles and swivels made of steel: 
(d ) Pitched chains ; 
( e) Rings, hooks, shackles and swivels permanently attached to pitched chains, pulley blocks, conta 

iner spreaders , trays , slings , baskets , etc , and any other similar gear . 
(f) Hooks and swivels having screws-threaded parts or hall bearings or other case -nareened parts ; 

(g ) Bordeaux connections. 
2 . “ Through examination " means a visual examination supplemented if necessary by other nieans, carried 

outas carefully as the conditions permit , in order to arrive at afreliable conclusion as to the safety of the 
parts examined , and if necessary for the purpose , parts of the gear must be dismantled . 


FORM - IX 


PROHIBITION ORDER . 
DOCK WORKERS (SAFETY , HEALTH AND WELFARE) REGULATIONS, 1989 
PART - I 

[ See Section 5 (1 ) of the Dock Workers ( Safety , Health and Welfare ) Act, 1986 & Regulation 47 
Inspectors Notice on Inspection of Dock . Ship , Lifting Appliance , Loose Gears and other such gears , Equip 
ment, Ladders and Staggings. Inspector s notice to the owner, Master, Office- in -charge, or Agents of the 
ship , Port Authority , owner of lifting appliances, locse gears and lifting devices or the person who , by himself , 
his agents, or his employers, carried on the dock work ; as the case -may be . 


Name of the dock , ship , lifting app . 
liance , loose gear, lifting device , trans- 
port equipment, ladders and stagings 


Where situated 
lying / used 


Port of registry 
of ship 


Official No . (if an ) 
of ship 


(2 ) 


( 3 ) 


( 4 ) 


- 


An inspection of the above named dock , ship , lifting appliances, loose gears, lifting devices , transport 
equipment, ladders and stagings was made on . . . . . . . . 

The activities connected with dock work which are being carried on by you /about to be carried on 
by you /under your control involve a risk or danger to the life , safety & health of dock workers & invo lve the 
following contraventions : 


CONTRAVENTIONS 
Therefore, I hereby direct that the said activities shall not be carried on by you or under your control 
unless the said contraventions and matters mentioned have been remedied the satisfaction of the Inspector 

This order is being issued without prejudice or any legal action which may be taken for these contra 
ventions. 

On hearing from you that the requirements have been complied with the dock /ship /lifting appliance , 
loose gcar or similar gear/transport equipment/ ladders / staging shall again be visited with a view to the inspec 
tion being completed . 
No . . . . . . . . . . . . . . . . . . 


ea al. . . . . . . . . . . . this . . . . . . . . . . . . day of. . . . . . . . . . 19 . . . . . . 


Inspector under the Dock Workers (Safety , Health and 

Welfare ) Act, 1986 
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- - 


- 


- 


IFQLST EMENTS 
On compliance with all or any of the above contraventions, the Inspector shall be informed in the 
manner prescribed overleaf, of the date and place at which the dock , ship , lifting appliance. loose gears or 
similar gear transport equip :nent, ladders and stagings can be re -inspacted . 


Sir. 


The contravention notified by you have been electively attended to . The dock , ship , liſting appliance , 
loose gears or similar gear, transport equipment, ladders and stagings shall be ready for inspection on the 
date and place named below : 

-- - -- - - - - - -- - - -- - - - - ------ - -- - ----- 
Date of Inspection 

Place 
Dated at. .. ..... .. . this . .. .. .. .. ... day of.. .. 19 .. 

Owner . Master, Officer - in - charge or Agents of the 

ship . port authority , owner ofmachinery and gear 
or the person , who by himself, his agents or his 
employers. carried on the dock work . 
-- - - - - - - . . - - - - - 

- --- - -- - ----- - - 


To 


The Inspector under the Dock Workers (Safety , Health and Welfare) Act, 1986 . 

NOTES 
1. Failure to comply with a prohibition order is an offenc : as providd by Section 21 (4 ) of the Dock 

Workers (Safety , Health and Welfare ) Act, 1986 and renders the offender liable to a fine not exceeding 
Rs. 5 , 000 / - on each conviction or to an unlimited fine as por Section 18 cíthe Autor to an imprisonment 
for a term not exceeding 6 months or both fine and imprisonment, and a further fine of not exceeding 
Rs. 100 /- per day , per conviction if the offence is continued as given under Section 16 (2 ) of the Act. 


2. As per Section 14 (4 ) of the Act, a person who has been convicted for an offence punishable under any 

of the provisions of the Act or the Regulations framed thereunder, is again convicted for an offence 
canimitted within two years of the previous conviction and involving the contravention of the same pro 
visions. he shall be punishable for each subsequent conviction with double imprisonment to which he 
would have been liable of the first contravention of such provision . 


3. The Chief Inspector has the power to cancel or modify the order or to extend the period specified in the 

order before the end of the period specified in it without waiting foran appeal from the concerned emplo 
yer or woner of premises /dock worker. 


4 . Any persen aggrieved by a prohibition order issued under Section 5 of the Act may, within 15 days froin 

the date on which the order is communicated to him preferan appeal to th : Chief Inspector. Directorate 
General, Factory Advice Service and Labour Institutes. Sion , Bombay -400022 . as provided under 
Section 8 of the Actional where such order isby the Chief Inspector. an appeal shall be to the Secretary 
in the Ministry ofLabour, New Delhi. 


5 . An appoil to the Chief Inspector hy any aggrieved person must be commenced by sending in writing 

to the Chief Inspector a notice , containing the following particulars ; 
(a ) the name of the appellant and his address for service of documents . 
(1)) date of a prohibition order or orders appealca against and the addressees of the premises or plac 

concerned . 
(c ) the name and addruss (as shown in a prohibition order ) of the respondent . 
(d ) particulars of the requirements or directionsappealed against. 
(? ) the grounds of an appa ? !. 
The entering of an appearl does not have the effect to suspend this prohibition order. The application 

can be made for the suspension of the prohibition order to the Chief Insp . ctor. but the prohibition 
order continues in force until the Chief Inspector otherwise direct. 


7 . The issue of this prohibitical order does not relieve the aggrieved person of any legal resting upon him 

for failure to6 ply with any provision of this or any other enactment. before order the issue of this 

order. 
158 GIGO - -} 6 
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PART- II 

IMPORVEMENT NOTICE 
DOCK WORKERS (SAFETY ,HEALTH AND WELFARE )REGULATIONS , 1989 

(See Regulation 4 ) 
Inspectors Notice on Inspection of Dock , Ship , Lifting Appliance , Loose Gcar or similar other gear, 
Equipment, Ladders and Stagings. 

Inspectors notice to the Owner,Master, Office - in -Charge or Agents of the Ship , Port Authority , Owner 
of lifting appliances , loose gearsand lifting devicesorthc person , who ,by bimself ,his agents or his employers , 
carrics on the dock work , as the case may be . . . . . . . . . . 


Official No . ( if any) 
of ship 


Name of the dock , ship , lifting app - Where situated Port of Registry 
liances, looso gear, lifting device , trans- laying /used 
port , equipment, laddros and stagings 

(2) - --- -- - - (3) - - 


- - EW 


( 1 ) 


- - - -- 


(4) 


An inspection of the above named dock , ship , lifting applianacs, loose gears, lifting devices, transport 
equipinont, ladders and stagings was made on . . . . . . . . 

Th , following contraventions were observed . You are 1 quired to remedy the said contraventions 
and send the compliance report in writing within . . . . . . 

This notice is being issued without prejudice to any legalaction which may be taken for these contra 
ventions . 

On hearing from you that the requirements have been complied with the dock /ship / lifting appliance / 
loose gearor similar other gear/ transport equipment/ ladders/ sta ging will again be visited with a view to the 
inspection being completed . 

CONTRAVENTIONS 
No. . . . . . . . 
Dated .. . . .. . . .. this. .. . .. . . .. . .. .day of. .. . . .. . . .. . 19 .. 

Inspector under the Dock Workers, 

( Safety , Health and Welfare ) Act, 1986 . 

REQUIREMENTS 
On compliance with all or any of the requirements , the Inspector should be informed in the manner 
prescribed overlead , of the date and place at which the dock , ship , lifting appliance , loose gear, transport 
equipment, ladders and stagings can be re- inspected . 
Sir, 

The requirements noted by you have been effectively fulfilled . The dock , ship , lifting appliance , loose 
gear, lifting devices transport equipment, ladders and stagings will be ready for inspection on the 
date and place named below :- . 
Date of Inspection 

Place 


TA 


Dated at. . . . . . . . . . . . . . . . . . this . . . . . . . . . . . . . . day of . . . . . . . . . . . . . . 19 . . . . . . . 

Owner , Master , Officer - in - charge or Agents of the 

ship , port authority , owner of machinery and gear 
or the person , who , by himself , his agents or his 

employers, carried on the dock work . 
To 

The Inspector under the dock Workers (Safety , Health and Wolfare) Act, 1986 . 
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(i) prosecute conduct or defend before any 
court aliy complaint or other proceeding arising 
under tis Act or the regulations : 

lil eierCISK Ich other powers is may be con 
ferred upon him by the regulations. 


suit thinks fit to be 


5 . ( 1) If it appears to an Inspector that any 
place at which any dock work is being carried on 
is in such a condition that it is dangerous to life , 
safety or health of dock workers, hc may , in wri 
ting, serve on the owner or on the person in charge 
of such place an order prohibiting any dock work 
in such place until measures have been taken to 
remove the cause of the danger to his satisfaction . 


he purposeubordinate to the 


6 . The owner or the person in charge of the 
place at which any dock work is being carried on , 
shall afford the Chief Inspector of the Inspector all 
reasonable facilities for making any entry , inspec 
tion , survey, measurement exainination or inquiry 
under this Act or regulations. 

13. No Suit, prosecution or other legal proceed 
ing shall lie against any person for anything which 
is in good faith done or intended to be done under 
this Act. 


14 . ( 1 ) Whoever , 


FORM - X 
ABSTRACTS O DOCK WORKER S (SAFETY 
HEALTH AND WELFARE ) ACT, 1986 . 

( Sec Regulation 113 ) 
3 . ( 1) The appropriate Government may, by 
notification in the Official Gazette , against such 
person as it thinks fit to be the Chici Inspector of 
Dock Safety and such persons as it thinks fit to be 
Inspectors subordinate to the Chief Inspector for 
the purposes of this Act at such ports as may be 
specified in the notification , 

(2 ) The Chicf Inpector shall also exercise the 
powers of an Inspector . 

( 3 ) The Chief Inspector and all Inspector siall 
be deemed to be public servants within the mean 
ing of the Indian Penal ( odc . 

4 . An Inspector may , at any port for which he 
is appointed ,- 
(a ) enter , with such a sistance (it any ) , is he 

thinkis, fit, any ship , dock , warehouse or 
other premises , where any dock ivork is 
being carried on , or where he has reason 
to believe that any dock work is being 

carried on ; 
(b ) make examination vi the ship , dock , 

lifting machinery , cargo gear, stagins, 
transport equipment, warehouses or other 
premises, uscd or to be used , for any dock 

work ; 
( c ) require the production of any register . 

muster roll or other document relating 
to the employment ci dock workers and 

examine such document; 
(d ) take on the spot or otherwise such evid 

ence of any person which he may deem 
necessary : 

Provided tha : 10 person shall be com 
pelled under this section to answer any 
question or give any evidence tending to 

interininate himself ; 
( e ) take copies of registers , records or other 
docunients or portions thereof as he may consider 
relevant in respect of any offence which he has 
reason to believe has been committed or for the 
purpose of any inquiry ; 

(f) take photograph , sketch , sample , measure or 
record as he may consider necesary for the purpose 
of any examination or inquiry ; 

(g ) hold an inquiry into the cause of any acci 
dent which he has reason to believe was the result 
of the collapse or failure of lifting machinery , 
transport equipment, staging or non -compliance 
with any of the provisions of this Act or the regu 
lations; 

( h ) issue show cause notice relating to the safety 
hcalih and welfare provisions arising under this 
Act or the regulations ; 


( a ) wilffully obstracts an Inspector in exercise 

of any power conferred by or under this 
Act or fails to produce on demand by an 
Inspector any register or other documents 
hept in pursuance of the regulations or 
otherwise in connection with any dock work 
or conceals or prevents or attempts to pre 
vent any person from appearing before , of 

being examined by, an Inspector ; or 
(b ) unless duly authorised or in case of neces 

sity , removes any fencing, yangway, gear 
ladder , life - saving , means or appliance, 
lirght, mark , stage or other thing required 
to be provided by, or under , the regula 
tions; or 


( c ) having in case of necessity removed any 

such fencing, gangway, gear , ladder , life 
saving means or appliance , light, mark , 
stage or other things , omits to restore it 
at tic end of the period for which its re 
novel was necessary , 


shall be punishable with imprisonment for a terni 
which may extend to six months, or with fine 
which may extend to five thousand rupees , or with 
both . 


od to five inmonths, or for a terni 


(2 ) If any person , being a persoil whose duły is 
to comply with any of the regulations, contravencs 
such regulations and such contravention results 

(a ) in any fatal accident to a dock worker, or 
(b ) an accident which incapacitates a dock 

woiker from earning his full wagas for 
more than a fortnight. 
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(vi) 


take photograph , sketch , sample , weighi, 
measure or record as he may consider 
necessary for the purpose of any Clu 
mination or inquiry ; 


such person shall be punishable with imprisonment 
for a term which may extend to six months or with 
fine which shall not be less than two thousand 
rupees in i Caiu laliing under clause ( a ) anrj five 
hundred rupees in a case faliing under clause (6 ) 
but which may extend , in either case , to five thou 
sand rupees, or with both , and the court may order . 
the whole or part of the fine to be paid to the dep 
endent of the deceased dock worker or, as the 
case may be , to the injured dock worker. 

Explanation : - - The rovisions of this sub -sec : ion 
shall be in addition to any provisions which may 
be made under sub - section ( 4 ) of section 21. 


(vii ) hold an inquiry into the cause of any ac 

cident or dangerous occurrence which he 
has reason to believe was the result of 
the collapse or failace of any lifting ap 
pliance , loose gear, transport equipnieni, 
staging or non -compliance with any of the 
provisions of the Act or the regulations; 


( viii ) 


issue show cause notice relating to the 
safety, health and welfare provisions aris 
ing under the Act or the regulations; 


( ix ) 


prosecute , conduct or defend before any 
court any complaint or other proceedings 
arising under the Act or the regulations ; 
and 


FOILM XI 

ABSTRACTS OF 
THE DOCK WORKERS (SAFETY , HEALTH 
AND WELFARE ) REGULATIONS , 1989. 

(See Regulation 113 ) 

PART I 

GENERAL 
2 . Definitions : 
( 1 ) " Inspector nius a person appoinki u by 

the Central Government under section 3 
of the Act and includes the Chief Ins 
pector; 


direct the port authority , dock labour 
board and other employers of dock wor 
kers for getting the dock workers medic 
ally examined if considered necessary ; 


(b ) A person having general management and 

control of the premise or the owner, mas 
ter, officer incharge or agents of the ship . 
as the case may be , shali provide such 
means as may be required by the Inspec 
tor for entry , inspection , examination , in 
quiry , or otherwise for the exerise of his 
powers under the Act and the regulations 
in relation to that ship or premises which 
shall also include the provision of launch , 
or other means of transport , 


4 . Notice of Inspection : 


( 1) An Inspector may notify any defects or defi 
ciencies which may come to his notice during his ins 
pection and examination which he wishes to point out 
together with any orders passed by him under the Act 
or the regulations in Form IX to : 


(i) the owner, master, officer incharge or agents 

of the ship , or 
( ii ) the port authority, or 


3 . Powers of Inspector : 
(a ) An Inspector may , at any port for which 

he is appointed , - 
enter , with such assistance , ( if any ) , as 
he thinks fit, any ship , dock varchouse or 
other premises, where any dock work is 
being caried on , or where he has reason 
to believe that any dock work is being 
carried on ; 
make examination of the ship , dock , lift 
ing appliance , loose gear, lifting device , 
staging, transport equipment, warehouse 
or other premises , used or to be used , for 
any dock work ; 
require the production of any register, 
muster roll or other document relating to 
the employment of duck workers and 

examine such document; 
(iv ) take , on the spot or otherwise such evid 

ence of any person which he may deem 
necessary : 

Provided that no person shall be com 
pelled under sub - regulation 3 (a ) ( iv ) to 
answer any question or give any evidence 
tending to incriminate himself ; 
take copies of registers, records or cther 
documents or portions thereof as he may 
consider relevant in respect of any offence 
which he has reason lu . believe has been 
committed or for the purpose of any in 
quiry ; 


( iii ) 


( iii) the owner of lifting appliances , loose gears . 

lifting devices and transport equipment, or 
(iv ) the employer of dock workers 


(2 ) When an Taspector serves notice , under sub 
regulation 4 ( 1 ) above in relation to any dock , lifting 
appliance, loose gear, lifting device , transport equip 
ment, ladder or stagging, he may , in the notice pro 
hibit the dock work where conditions are dangerous 
to life , safety or health of dock workers and the use 
of the same in connection with the dock work , and 
such dock , lifting appliances, loose gears , lifting devi 
ces , transport equip .vent, ladders or stagings shall not 
be used until the defect or defects specified in the 
notice have been remedied and the Inspector has 
withdrawn the prohibitory order. 
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. ( 4 ) All areas of a dock and all approaches on 
which lifting appliances and transport equipment art 
Vad hall be soundly constructed, surfaced with good 
Warning muterial and sulficiently even and free from 
holes and cracks iu affordi sate transport of cargo 
shall be properly maulaincd . 


( Any working area in a dock which is uchraged 
or under repair hall be effectively blocked off from 
olher areas and when necessary. waining lights shall 
be provided at night. 


6 . Penalties : 

Save as is otherwiso expressly provided in these 
Regulations, whoever being il person responsible to 
comply with any of the regulations commits a breach 
of such Regulations shall be guilty of an offence and 
punishable with imprisonment for a term which may 
extend to six months or with fine which may exteni: 
to five thousand rupees or with both , and, if the 
breach is continued after conviction , with a further 
fine which may extend to One Hundred Rupees for 
each day on which the branch is so continued . 

PART II 

RESPONSIBILITIES 
7. Responsibilities. 

( 5 ) It shall be the duty of every dock worker to 
comply with the requirements of such of these regu 
lations as relate to the performance , of or refraining 
from , an act by him and to co -operate in carrying out 
requirements of these regulations and if he discovers 
any defects in the lifting appliance , loose gear , lifting 
device, conveying and transport equipment or other 
equipment to report such defects without vnreason 
able delay to his employer or foreman or other per 
son in authority . 

(6 ) No person , shall , unless duly authorised or in 
case of necessity , remove or interfere with any fepc 
ing , gangway , gear, ladder, batch covering , life saving 
appliance , lighting, or other thing whatsoever re 
quired by the Act and these regulations to be provi 
ded of the period during which their removal was ne 
ded . If removed , such things shall be restored at the 
cessary , by the persons last engaged in that work was 
necessitated such removal 

( 9 ) Every dock worker shall use the means of ac 
cess provided in accordance with these regulationis , 
and no person shall authorise or order another to 
or off nor shall any person authorise or order an 
cordance therewith . 

( 10 ) No person shall go upon any hatch beam for 
the purpose of adjusting the gear for lifting them on 
on or off nor shall any person authorise or order an 
other to do so . 

PART III 

SAFETY 
A . WORKING PLACES 
9 . Surfaces : 

( 1 ) Every regular apprcach over a cock which 
the dock workers have to o for going to or from a 
working place and every such working place inside 
the dock shall be, - 
(a ) kept ciean and free from objects that can 

cause slipping, stumbling or falling . 
(b ) maintained in good repair with due regard 

to the safety of he dock workers. 
( 2 ) All areas of a dock shall be kept properly 
drained and graded in order o facilitate safe acces 
to sheds , warehouses and store places and are 
handling of cargo and cipuipner11 

(3 ) Drain pools and catch basins shall be properly 
covered or enclosed . 


16 ). All landing placc : used by dock workers for 
embarking or disembarking from crafts incant for 
trunspor, by water , shall be maintained in good repair 
with due regard to thiw Safety of the persons using 
them . 
10 . Fencing of dangerous places : 

( 1 ) The followius par . of a dock and approaches 
shall, as far as practicabi2 having regard to the 
traffic and working te securely fenced that the 
height of the t ence shall be in no place less than 
one metre and the fencing shall be main ained in 
guod condition : 
( a ) all breaks dangerous cuiners , and other 

dangerous parts or edges of a dock ; 
( b ) both sides of such foot ways over bridges, 

caissons and dock gates as are in general 
use by dock workers and cach side of the 
entrance at Cach end of such foot way 
for su :licier distanca not exceeding 4. 5 

metres ; 
Provided that in case of fences which were con 
structed before he date of commencement of this 
regulation , it shall be sufficic it if the height of the 
fence is in no place less than 75 cm . 

(2 ) The ditchius, pits, trenches for pipes and cab 
les and other hazardous openings and excavations 
shall be securely covered or adequately fenced . 

(3 ) Where wharves of quays slope steeply towards 
the water, the outer edge shall be protected as far as 
practicable. 
11. Passages to be kept clear : 

( 1 ) Cargo shall not be so stored or transport equipo 
ment or lifting appliances so placed on any areas of 
a dock where dock workers are employed so as to 
obstruct access to ships, cranes, life saving applian 
ces, fire fighting equipment and welfare facilities pro 
vided under these regulations, 

( 2 ) Where any space is left along the edge of any 
wharf or quay, it shall be atleast 90 cms. wide and 
shall be kept c ear of all obstructions other than fixed 
structures , plant and appliances in use . 

(3 ) Where working areas of a dock are enclosed 
and the traffic warrants, a separate gate or passage 
shall be provided for pedestrians. 
12 . Railings and fencings : 

( 1 ) All railjags for the fencing vf Hatchways ac 
commodation ladder . gang vays, stairway for em 
barking, disembarking, and any other dangerous place 
shall be of sound material, good construction and pos 
sed adequate strength and unless specified in these 
regulations : 

( a ) he atleast one metre in height; and 
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18 . Excessive ņoise, etc . : 


(b ) consist of two rails or two taut ropes of 

chains supporting stenchions, and toe boards. 
(2 ) Intermediate rails, ropes or chain shail be 50 
centimetre irigh . 

(3 ) Stanchions shall not be more than two metre 
apart and shall be secured against inadvertant lifting 
OUL. 

(4 ) The toe board shall be atleast 15 centimetre 


Adequate precautions shall be taken to protect 
dock workers against the harmful effects of exces 
sive noise , vibracions and air pollution at the work 
place . In no case the noise levels shall be exceed 
the limits laid down in Schedule VII . 


B . WARE HOUSES AND STORE PLACES 


high . 


27 . Fencing of and 

appliances : 


picans of 


access to 


lifting 


( 1 ) Safe means or access to every part of a lifting 
appliance shall be provided . 


(5 ) Railings shall be free from sharp edges. 

(6 ) Temporary fencing of hatchways, elevated plat 
forms, etc . snail be as far as reasonably practical ex 
tend to a height of one metre and consist of either: 
(a ) two taut ropes or chains with stanchions; 

or 
( b ) à proporiy rigged and sccurly fastened 

satety niet . 
( 7 ) Stair , giving access to transport vessel snäll 
be equipped with wooden or rubber lepders so tint 
thc gap of more than 0 centipetrs is maintained 
between the side of the steps and side of the vessi, 


(2 ) The operator s platform ou cvery crane or 
tip driven by mechanical power shall be securely 
fenced and shall be piovided with safe means of 
access. In particular , where access is by a ladder, 
( a ) the sides of the ladder shall extend to a 

reasonable distance beyond the platform or 
some other suitable handhold shall be provi 

ded ; 
( b ) the landing place on the piatform shall be 

maintained free from obstruction and 
slipping ; and 
in case where the ladder is vertical and 
exceeds six metres in height, a resting place 
shall be provided , after every six metres and 
part thereof. 


( c ) 


D . DECKS, HATCHWAYS , ETC . 
29 . Bulwarks or Rails • 


( 1 ) All upper decks to which dock workers nay 
have access for the purpose of carrying on dock 
work shall be provided on the cuter edge upto a 
weight of one metre above the deck with a bulwair. 
or guard rails so designed , con tructed and placed , 
as to prevent any dock worker from accidentally 
falling overboard . 


15 . Life -saving appliances : 

Provision for the re- cue from drowning of dock 
workers shall be made and maintained , and shall 
include : 
( a ) a supply of life -saving appliances , kept in 

readiness on the whart or quay, which shall 
be reasonably adequate having regard to 
all the circumstance> ; and 
means at or near the surface of the water 
at reasonable intervals for enabling a person 
in water to support himself or escape from 
the water which shall be reasonably ade 

quate having regard to all the circumstances . 
16 . Illumination : 

( 1 ) All areas all it dock and chi a ship where the 
dock work is carried on and all approaches to such 
areas and to places to which dock workers may be 
required to go in the course of their employment, 
shall be safely and efficienily lighted in an appropriate 
way . 

( 2 ) The general illumination in arcaj on the clock 
where dock workers have to pass, shall be at least 
10 lux and at places where dock workers are 
employed , the illumination shall be at least 25 lux 
without prejudice to the provision of any additional 
illumination needed ai particularly dange 10us places. 

( 3 ) The means of artificial lighting shall , so far 
as is practicable , be such aid o placed as to pre 
vent glare or or formation of shadows to such an 
extent as to cause risk of accident to any dock 
worker . 

( 4 ) The portabic lights shall be maintained in good 
condition and shall- -- 
(a ) be equipped with substantial reflectors and 

guards ; and 
( b ) le equipped with heavy duty leviric cuid : 

with connection and insulation maintained 
in safe condition . 


( 2) The bulwark cr guard rails shall be continu 
ous except where sections have to be removed for 
the purpose of dock work and such sections shall 
not extend beyond the inininum disiance necessary . 


33. Fencing around hatchways : 


(1 ) Every hatchway of a hold exceeding 1. 5 metres 
in depth , which is not protected by coming to a 
clear height of 75 centimetres shall, when not in use , 
either be effectively fenced to a height of one metre 
or to be securely covered to prevent dock workers 
from falling into the hold . 


. 


(2 ) If in any hatch , dock work is carried on simul 
taneously at two docks, the open end of the hatch 
in the higher deck shall be protected to a height of 
one metre by means of planks or nets or in some 
Ollicr suitable mianner to prevent fall of dock WOI 
kers or cargo , and the safety pets when ligged shall 
not be secoured to the hatch covers . 
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( 3 ) Any sliding or r011.11 : nuton beams supporting 
haich coverings which are Icft in position in a partly 
opened hatch shall be adecuately secured to prevent 
any horizontal movement of the liatch beams. 

( H ) Every liding or rollin : batch beam and its 
guides shall be so constructed and maintained tha : 
the hatch beam is no liable to be accidentally dis 
placed from its guides. 

(5 ) Mechanically operated hatch coverings shall. 
when stowed , be adequat:ly secured to prevent 
movement. 


( 3 ) When an edge of a hatch section or of stowed 
cargo more than 2 . 5 metre high is so exposed that 
it presents a danger to dock workers falling , the edge 
shall be guarded by a taut rope, safety net or railing 
to a height of one metra . 

(4 ) Dock workers employed in a hold on a partly 
covered hatch or on a stack shall be protected by 
spreading a net or in some other suitable way, aga 
inst the danger of falling down . 
34 . Hatch coverings, hatch beams, etc . : 

( 1 ) All fore and aft beams and thwartship beams 
used for hatch covering shall have suitable gear for 
liſting them on and off without it being necessary for 
any dock worker to go upon them to adjust such 
gear. 

(2 ) All hatch coverings and beams shall be kept 
plainly marked to indicate the deck and hatch to 
which they belong and their position therein . 

( 3) All hatch coverings and beams shall be replac 
ed according to their markings. 

Provided that this regulation shall not apply in 
cases where all the hatch coverings and beams of a 
ship are interchangeable or , in respect of marking of 
position , where all hatch coverings of a hatch are in 
terchangeable . 

(4 ) All fore and aft beams and thwartship beams 
including sliding beains and the tracks used for hatch 
coverings and all hatch coverings shall be maintained 
in good condition . 


E . LIFTING APPLIANCES AND GEAR . 
41 . Test and periodical examination of lifting ap 

pliances : 
( 1 ) Before being taken into use for ihe first time 
or after it has undergone any alterations or repairs 
liable to affect its strength or stability and also once 
atleast in every five years, all lifting appliances in 
cluding all parts and gears thereof, whether fixed or 
movabe , shall be tested and examined by a Competent 
Person in the manner set out in Schedule-I. 

(2 ) All lifting appliances shall be thoroughly ex 
amined by a Competent Person once atleast in every 
12 months. Where the Comperent Person making this 
examination forms the opinion that the lifting appli 
ance cannot continue to function safely , he shall for 
thwith give notice in writing of his opinion to the ow 
ner of the lifting appliance or in case of lifting appli 
ance carried on board a ship not registered in India 
to the Master or Officer-in - charge of the ship . 


( 3 ) Thorough examination for the purpose of this 
regulation shall mean a visual examination , supple 
mented if necessary by other nieans such as hammer 
test, carriel out as carefully as the conditions permit , 
in order to arrive at a reliable conclusion as to the 
safety of the parts examined and if necesary for this 
purpose , parts of the liſting applianc ; and gear, shall 
he dismantled . 


( 5 ) Adequate handgrips shall be provided on all 
hatch coverings , having regard to their size and 
weight, unless construction of the hatch or the hatch 
covering is of a character rendering the provision 
of handgrips unnecessary . 

(6 ) Hatch coverings shall not be used in the 
construction of stages or for any other purpose which 
may expose them 0 damage . 

( 7 ) Hatch covers and beams shall not be removed 
and replaced while dock work is in progress in the 
hold under the hatchwav . Before loading or un 
loading take place , anv hatch cover or hean that is 
not adequately secured agains , displacement shall be 
removed . 

( 8 ) Only an authorised person shall be rerniitteu! 
to open or close power operated batch covers . 

( 9 ) Folding hatch covers shall hc lifted with lock 
ing devices to preven cover ; from folding back . 


48 . Ropes : 


( 1) No rope shall he used for dock work unless 
(a ) it is of suitaore quality and free from patent 

defects and 
(h ) is regards wire rope slings, either the 

and examined by a competent person in the 
manner set out in Schedule - I. 


( 10 ) Hatch covers shall not be opened or closed 
in such manger as is likely to cause injury to any 
dock worker. 


37 . Securing of hatch covering and hatch heams : 

( 1) Where an hatch beam is fitted with a perina 
pent device for securing it in nosition in the hatch , 
that device and it corresponding fisting in the 
coaning shall be effectively and properly mamtaiced . 


(2 ) Every wire rope of lifting appliance or loose 
gear used in dock work shall be inspected by a res 
ponsible person once atleast in every three months, 
provided that after any wire has broken in such rope , 
it shall be inspected once atleast in every month . 

( 5 ) A thimble or loop splice made in any wire rope 
shall conform in the following standard , 
(2 ) wire rope or rone sling shall have atleast 

three tucks with full strand of rope and 
two tucks with one-half of the wires cut 
out of each strand and strands in all cases 
shall be fucked against we lay of the rope ; 


( 2 ) The heams of any hutch in ure for this points 
worl: shall. if not removed be adequa cly resured to 
prevent their displacement. 
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(b ) trotruding ends of strands in any splics on 

wire fope and rope slings shall be covered 
or treated so as to leave no sharp points ; 


( c ) fibre rope or rope sling shall have atleast 

four tucks tail of such tuck being whipped 
in a suitable manner ; and 


14 Fullsy blocks : 

No pulley blocks shall be used in dock work un . 
less the safe working load and its identification marks 
are clearly stamped upon it. 
56 . Knotting of chains and wire ropes : 

No chain or wire shall be used in dock work with 
a knot in it . 


F . TR . İNSPORT EQUIPMENT AND OPERA 
TIONS 


(d ) synthetic fibre rope or rope sling shall have 

atleast four tucks with full strand followed 
by further tuck with one - half filaments 
cut out of each strand and final tuck with 
one -half of the remaining filaments , cut-out 
from strand . The portion of the splices con 
taining the tucks with the reduced number 
of filaments sha l be securely covered with 
suitable tape or other material : 


- 58 . Use of internal combustion 
holds : 


engines in 


the 


Provided that this sub - regulation shall not operate 
to provent the use oí another form of splice which 
can be shown to be is efficient as that laid down in 
this regulation . 


52 . Marking of safe working load : 

( 1) Every lifting appliance and every item of loose 
gear shall be clearly marked with its safe working 
load and identification mark by stamping or where 
this is impracticable , by other suitable means. 

(2 ) (a ) Every ship s derrick (other than derrick 
crane ) shall be clearly marked with its safe working 
load when the decrick is used ; 

(i) in single purchase ; 
( ii ) with a lower cargo block , and 


( 1) Internal combustion cngines shall not be 
used in connection with the clock work in the holds 
or cargo spaces unless, – 
(a ) adequate means of ventilation and , where 

necessary mechanical ventilation is provided ; 
(b ) suitable fire fighting equiment is readily 

available ; 
( C) exhaust pipes , connections and mufflers are 

kept tight ; 
(«!) exhau : t is so directed : 5 1: )t to cause in 

convenience to the onerators and dock 

workers ; 
( e ) it is ensured that no explosives inflamma 

ble liquids, gases or similar dangerous 

cargo are present ; 
(1) a spark arrestor is fitted on the exhaust of 

the engine and the bare heated surfaces 
of the engine , that are liable to ignite spil 

led fuel, are suitably protectel ; 
(g ) the engine is refuelled above deck : ani! 
(h ) the exhaust does not coniain the carbon 

monoxide above TLV preinribal in the 
national standards. 


(iii) in union purchases in all possible block posi 

tions ; 


(b ) The lowest angle to the horizontal, that the 
derrick may be used shall also be legibly marked . 


(3 ) Every lifting appliance (other than ship s der 
rick ) having more than one safe working load shall 
be fitted with effcctive means enabling the operator 
to determine the safe working load under each con 
dition of use . 


(2 ) The internal combustion engine shall be 
switched off when not in use in connection with the 
clock work . 


(8 ) Operators of internal combustion engines in 
cargo sparos or cargo holds shall not work alone. 


( 4 ) Means shall be provided to enable any dock 
worker using loose years to ascertain the safe work 
ing load for such loose gears under such conditions 
as it may be used and suci means shall consists : 


( 1 ) Whenever internal combustion engines for 
use in dock work are to be brought on board , the 
Naster or the Officer -in -chirge of the hip shall be 
notified . 
G . HANDLING OF CARGO 


(a ) as regards chain siings, of marking the safe 

working load in plain figures or letters upon 
the sling or upon a tablet or ring of durable 
material attached securely thereto ; and 


(b ) as regards wire rone slings, either the 
means specified in clause (a ) above or a 
notice or notices so exhibited as can be 
easily read by any concerned , dock worker 
stating the side working load for the various 

sizes of the wire rone slings used. 
( 5 ) No lifting appliance or loose gears 
shall be used unless marked in accordance with me 
provisions of this regulation . 


63. Loading and unloading operations : 

(1) No cargo shall be loaded or unloued by it 
fall or sling at illiy intermediate clerk unless cither 
the hath it that clerk is securely correl or a secure 
landing perform of a width not less than that of 
one section of latch corerings has bein placed across 


Provided that this regislation shall not apply to 
any loading or unloailing work the whole of which 
may be completed within a period of half an hour , 
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(2 ) No loose gear or any other object shall be 
thrown in or out of the holds. 

(3 ) During the loading and unloading of bulk 
cargo a record of all dock workers employed in 
the hold shall be maintained and prorluced on de 
mand to the Inspector. 

( 1) Where necessary cargo shall be secured or 
blocked to prevent its shifting or falling. In breaking 
down , precuations shall be taken where necessary to 
prevent the remaining cargo from falling . 

(5 ) (a ) Dragging of cargo shall he done with the 
ship s winches only when the runner is led directly 
from the derrick heel block ; and 

(b ) pulley blocks shall be used to provide a fair 
lead for the runner so as to prevent it from dragging 
against obstructions. 

(0 ) If the head room in the hold of a ship for 
the purpose of stacking and unstacking is less than 
1. 5 metres , suitable measures shall be taken to guard 
against a cident. 

(7 ) Loads shall be safely slung before being 
hoisted . Loose dunnage or debris hanging or pro 
truding from loads shall be removed and suitable 
means shall be adopted to prevent cargo from falling 
out. 

(8 ) Cargo handling bridles, such as pallet bridles, 
which are to remain attached to the lifting appliance 
while hoisting successive sling loads, shall be attach 
ed by shackles, or other positive means shall be taken 
to prevent them from becoming accidentally disengag 
ecl from the hook of the liſting appliance . 

(9 ) When lifting appliance is operating without 
a load on the slings : 
(a ) slings or chains shall be hooked securely to 

the appliances before the operators are 

given signal to move ; 
b ) sharp hooks, multiple hooks and claws 

shall not hang at one end but shall be 

reeved through slings ; and 
o the operators shall raise the appliance suffi 

ciently to keep clear off dock workers and 

objects. 
(10) Effective measures shall be taken , by the use 
of suitable packing or otherwise, to prevent edges of 
any load from coming in contact with any rope or 
chain sling which is likely to cause any damage to 
the rope or chain sling. 

( 11) Buckets, tubs and similar appliances shall 
not be loaded above their rims. 

(12 ) No loads shall be lifted at strappings unless 
such strappings are approved as proper and safe 
slinging points. Movements of such loads is allowed 
only if everybody has left the danger zone . 

( 13) When working with liſting appliances, slope 
pulling, horizontal dragging and intentional swing 
of loads and lifting devices are prohibited . 

66 . Stacking and unstacking : 

(1 ) Where stacking , unstacking, stowing or un 
stowing , stuffing or destuffin of cargo or handling 

458 GI90 - 17 . 


in connection therewith cannot be safely carried out 
unaided , reasonable measures to guard against acci 
dents shall be taken by shoring or otherwise . 

(2 ) Stacking of cargo shall be made on firm foun 
dation not liable to settle and the weight of the cargo 
shall be such as not to over -load the doors . 

(3) Cargo shall not be stacked against partition 
or walls of warehouses or storeplaces unless it is 
known that the partition or the wail is of sufficient 
strength to withstand the pressure. 

(4 ) Cargo shall not be stacked to such a height 
and in such a manner as would render the pile un 
stable . 

(5) Where the dock workers are working on 
stacks exceeding 1 . 5 metres in height, safe means of 
access to the stack shall be provideil. 

(6 ) Stacking and unstacking work shall be per 
formed under the supervision of authorised person . 

68. Hooks for bales, etc. : 

When the working space in a hold is confined to 
the square of the hatch , hooks shall not be made 
fast in the bands or fastenings of bales of cotton , 
wool, cork , gunny bags or other similar goods, nor 
shall can hooks be used for raising or lowering a 
barrel when , owing to the construction or condition 
of the barrel or of the hooks, their use is likely to 
be unsafe . 

70 . Restrictions on loading and unloading opera 
tions : 

(1) No other work , for example, maintenance or 
repair work such as sand -blasting or welding shall 
be performed at places where dock work is in pro . 
gress if it is likely to endanger or obstruct the person 
carrying out dock work . 

( 2) When more than one gang of dock workers 
is employed in dock work simultaneously in a hold , 
it shall be ensured that – 
(a ) the operation of loading or unloading is 

harmonised to avoid dangers to the work 

ing gangs from one another ; 
(b ) the slung cargo of one gang will not en 

danger the dock workers of the other 

gang ; 
(c) where gangs are working at different levels, 

a net shall be rigged and securely fastened 
to prevent dock workers from falling down 

or cargo falling on to dock workers below ; 
(d ) over crowding of gangs in a section of the 

hold is avoided . 
71. Dock work at midstream : 

No dock workers shall be employed to handle 
cargo on any ship anchored in midstream whenever . 
the working conditions are considered to be dau 
gerous. 


72 . Work during berthing and shifting of ships : 

(1) While ships are being berthed or shifted , no 
dock work shall be carried out by dock workers in 
the holds or hatches and on decks. 
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(2 ) When ships are being moored , dock workers 
shall be kept clear of the mooring ropes and , in parti 
cular, shall not be allowed to stand in the bights of 
ropes being hauled by capstans. 

73. Protective equipment : 

(1) Where other means of protection against 
harmful agents are impracticable or insufficient, 
dock workers shall be provided with adequate pro 
tective clothing and personal protective equipment to 
shield them from the effects of such agents. 

( 2 ) Protective clothing and personal protective 
equipment shall be of suitable quality and maintain 
ed in good condition and shall be cleaned and dis 
infected at suitable intervals. 

(3) Where protective equipment and clothing 
may be contaminated by poisonous or other dange 
rous goods, it shall be stored in a separate accommo 
dation where it will not contaminate the clock Woj 
kers clothing and other belongings. 

(4 ) Suitable protection equipment shall be issued 
to the dock workers employed in the reefer holds or 
chambers or reefer containers for allording complete 
body protection . 


to prevent damage to the containers and to render 
any spillage harmless. 

( 3) If skins, wool, hair, bones, or other animal 
parts have not been certified by competent authority 
as having been disinfected , especially against anthrax, 
the dock workers concerned shall be : 
(a ) instructeil about the risk of infection and 

the precautions to be taken ; 
(b ) provided with suitable type of personal 

protective equipment ; and 
(c) subjected to special medical supervision . 


H . HANDLING OF DANGEROUS GOODS 
79. General precautions : 

(1 ) Dangerous goods shall be loaded , unloaded , 
handled and stored under the supervision of a res 
ponsible person who is familiar with the risks and the 
precautions to be taken . In case of doubt as to the 
nature of the risk or the precautions to be taken , 
necessary instructions shall be obtained from the 
Safety Officer appointed under these regulations. 

(2) Dangerous goods shall not be loaded , unload 
ed or stored unless they are suitably packed and 
labelled showing the danger therefrom . The dock 
workers shall be given adequate information con 
cerning the nature of the cargo and special precau 
tions to be observed in handling them . 


81. Broken or leaking containers : 

(1) When there is danger from broken . or leaking 
containers of dangerous goods , dock workers shall 
be evacuated from the area involved and the follow 
ing steps taken before clock work is resumed - 
(a ) if the cargo produces dangerous gases or 

vapours : 
(i) suitable respiratory protective equipment 

shall be made available for dock wor 
kers who are to remove the defective 

containers ; 
( ii ) the area shall be ventilatert iſ necessary 

and tested to ensure that the concentra 
tion of gases or vapours in the atmos 

phere is safe for dock work ; 
(b ) if the cargo is a corrosive substanca 
( i) suitable personal protective equipment 

shall be made available to the dock wor 
kers engaged in the removal of damaged 

containers ; and 
ii ) suitable absorbent or neutralising mate 

rials shall be lised in cleaning the 

spillage . 
82. Toxic solvents : 

Before any solvents are used , the toxic properties 
of such solvents shall be ascertainer and adequate 
means to safeguard the health of the dock workers 
exposed to toxic solvents shall be provider , 
J. MISCELLANEOUS 

87. Fencing of motors, etc. : 

( 1) All motors , cogwheels , chains and friction 
gearing, flywheels , shaftings, every dangerous and 
moving parts of machinery (whether or not driven 
by mechnical power ) and steam pipes shall be se 
curely fenced or lagged . 

( 2) The fencing of dangerous parts of machine 
ry shall not be removed while the machinery is in 
motion or in use , but if removed , shall be replaced 
before the machinery is taken into normal use again . 

(3) No part of any machinery which is in motion 
and which is not securely fenced shall be examined , 
lubricated , adjusted or repaired except by persons 
duly authorised . 

(4 ) Machiñe parts shall only be cleaned when the 
machine is stopped . 


(3 ) Special precautions , such as provision of mats , 
sling nets , boxes and high sided pallets shall be 
taken to prevent breakage or damage to containers 
of the dangerous goods. 

(4 ) Dock workekrs employed in loading or unload 
ing or otherwise handling dangerous goods shall be 
provided with suitable protective equipments . 

(5) Dock workers handling dangerous goods 
shall thoroughly wash their hands and faces with 
soap or some other cleaning agent before taking any 
food , drink , pan and supari or tobacco . 

(6 ) Only specially trained dock workers shall be 
employed for cleaning , sweeping or handling spillag 
es or sweepings of dangerous goods. 

79. Othcr dangerous goods : 

(1 ) Before fumigated cargo such as grain in load 
ed or unloaded , adequate measures shall be taken to 
ensure that the cargo is safe to handle . 

(2 ) Where caustic and corrosive substances are 
handled or stored , special precautions shall be taken 
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(5 ) When machinery is stopped for servicing OI 
repairs, adequate means shall be taken to ensure that 
it cannot inadvertently be restarted . 


88 . Electrical equipment : 

(1) Only duly authorised person shall be permit 
ted to install , adjust , examine , repair, displace or 
remove electrical equipment or circuits. 

( 2 ) Efficient and suitably located means shall be 
provided for cutting off all pressure from every part 
of the system , as may be necessary to prevent danger. 

( 3) All portable electrical equipment shall be 
maintained in good working order and inspected by 
a responsible person atleast once every day before it 
is taken into use . 

(4 ) Portable electric light or equipment used in a 
confined space shall be of twenty - four volts or less . 

(5 ) Only flame proof electrical equipment shall 
be used in a confined space where hamable gas, ſume 
or dust is likely to be present. 

(6 ) All non -current carrying metal parts of elec 
trical equipment shall be earthed or other suitable 
measures shall be taken to prevent them from he 
coming live. 

(7 ) Portable or flexible electric conductors shall 
be of heavy duty type and shall be kept clear of 
loads, running gear and moving equipment. 

(8 ) All live conductors shall be adequately insit 
lated or fenced to prevent danger by accidental con 
tact of dock workers or non -current carrying parts 
of lifting appliances , conveyors , transport equipment 
and machinery . 


the fencing shall not be spaced inore than 

two metres apart ; 
(d ) The number of life buoys on deck shall be 

atleast equal to the number of persons in 

the crew and shall not be less than two . 
(e) all life buoys shall be kept in goorl state 

of maintenance and be so placed that if 
the vessel sinks they remain afloat, one 
of the said buoys shall be within the im 
mediate reach of the Steerman and an 
other shall be situated as far as alt part : 

and 
(f) the position of the steerman of the vessel 

shall be such that he has a reasonably free 

view of all sides. 
( 3) Maximum number of person that can be 
safely carried in the vessel shall be certified by a 
competent authority and marked plainly and conspi 
cuously on the vessel and such numhei shall not be 
exceeded . 


PART IV 
HEALTH 


e ship ce in theept 
clei drain 


89. Transport of dock workers on land : 

Suitable means of safe transport shall be provided 
for the dock workers for their movement from the r 
place of booking to the working area or between the 
two working areas when the distance between the 
points exceeds two kilometres. 


90 . Transport of dock workers by water : 

(1) When any dock workers has to proceed to or 
from a ship by water for the purposes of carrying on 
a dock work , proper measures shall be taken to pro 
vide for his safe transportation . Vessels used for this 
purpose shall be in charge of a responsible person , and 
shall be properly equipped for safe navigation and 
maintained in good condition ; 

( 2 ) The means of transport referred to in sub 
regulation (1 ) shall conform to the following : 
(a ) adequate protection is provided to the dock 

workers from inclement weather ; 
(b ) the vessel shall be manned by allequate and 

experienced crew , duly authorised by a 
competent authority ; 


95 . Cleanliness : 

( 1) Every place in the ship , dock and all areas 
which are in proximity to the place in the dock , where 
dock workers are employed , shall be kept clean anıl 
free from rubbish or effluvia arising from any drain , 
privy or other nuisance . 

(2 ) All the accumulated gabrages from the ships 
and the dock area shall be disposed off by burning 
in an incenerator or by other suitable means. 

(3 ) All the damaged or deteriorater cargo posing 
hazards to safety or health or nuisance shall be re 
moved or disposed off from the work place where 
the dock workers are employed . 
96 . Drinking water : 
( 1) (a ) On board every ship and in every 

clock , effective arrangement shall be made 
10 provide and maintain at suitable points 
conveniently situated for all dock workers 
employed therein , sufficient supply of 

wholesome drinking water : 
Provided that the drinking water point is 

available within 100 metres of the place 

where dock workers are employed .. 
(b ) Effective arrangement shall be made to 

provide and maintain adequate supply of 
wholesome drinking water on board every 
ship in mid -stream for all dock workers 

employed thereon . 
(c ) The water provided for drinking shall be 

supplied from the public water supply 
system or otherwise from any other source 
approved in writing by the Health Officer 

of the Port. 
(2) All such points shall be legibly marked 
" Drinking Water " in a language understood by a 
majority of the dock workers, and no such point 
shall be situated within six metres of any washing 


(c) if the bulwarks of the vessel are lower than 

60 centimetres, the open edges shall be fit 
ted with suitable fencing to a height of at 
least one metre above the deck . The 

post stanchions and similar parts used in 
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place , urinal or latrine unless a shorter distance is 
approved in writing by the Chief Inspector. 

(3) In every dock , the drinking water supplieil to 
the dock workers shall , luring hot weather , be cooled 
by ice or other effective means : 

Provided that if ice is placed in the drinking water , 
the ice shall be clean and wholesome and shall be 
obtained only from a source approvedl in writing by 
the Health Officer of the Port. 

( 1 ) Every drinking water centre shall be maintain 
ed in a clean and orderly condition anil if necessar v 
shall be in charge of a suitable person who shall 
distiibute the water. Such a person shall by provided 
with clean clothes while on duty . 

(5 ) The drinking water centres shall be sheltered 
from the weather and adequately draineil . 

(6 ) Storage tanks or containers for drinking water 
shall always be kept in clean and hygienic condition . 

(7) The Inspector may , by oriler in writing , direct 
the Port Authority to obtain , at such time or at such 
intervals as he may direct, a report from the Health 
Officer of the Port as to the fitness for human con 
sumption of the water supplied to the dock workers , 
and in every case to submit to the Inspector a copy 
of such report as soon as it is recvived from the 
Health Officer . 


(8 ) Where piped water supply is not available , 
provision shall be made to store adequate quantity 
of water near the latrjne. 

99 . Ventilation and temperature in dock area in 
cluding reefer holds on ships : 

Effective and suitable provision shall be made in 
every dock for securing and maintaining in every 
building or an enclosure or a reefer hold or chamber 
or reefer container where dock workers are emploved , 
aclequate ventilation by the circulation of fresh air 
and such temperature and air movement as will se 
cure to dock workers therein reasonable conditions 
of comfort and prevent injury to health . 

PART V 
WELFARE 


97 . Latrines and urinals : 


(1) In every clock , latrine and urinal accommoda 
tion shall ha provided in the scale given in Sche 
dule VIII and shall be conveniently situated and 
accessible to dock workers at all times while they 
are at work . Such accommodation and access to it 
shall be adequately lighted and ventilated . 

(2 ) Separate latrines shall be provided where 
female dock workers are employed . 


( 3 ) The floors and internal walls of the latrines 
and urinals and the sanitary blocks shall be laid in 
glazed tiles or otherwise finished to provide a smooth 
polished impervious surface upto a height of at least 
90 centimetre . 

(4 ) All such accommodation shall be maintained 
in a clean and sanitary condition at all times. The 
floors, siile walls and the sanitary pans of latrines 
and urinals shall be thoroughly swept and cleaned 
at least once in a day with suitabie detergents or 
disinfectants or with both . 


100 . Washing facilities : 

( 1) In every dock , rest shed , call stand and can 
teen , adequate and suitable facilities for washing 
shall be provided and maintained for the use of the 
clock workers and such facilities shall be conveniently 
accessible and shall be kept in clean and orderly 
condition . Washing facilities shall include glased 
basins with taps attached thereto . 

(2 ) Where dock workers are exposed to skin con 
tamination by poisonous, infection or irrigation subs 
tances ir oil, grease or dust, adequate number of 
shower -baths enclosed in individual compartments, 
with entrances suitably screened shall be provided . 

( 3 ) These facilities shall be provided in every 
dock on the scale laid down in Scheilule VIII. 

(4 ) The floor or ground under and in the in 
mediate vicinity of every wash basin , stand pipe and 
shower shall be so laid or finished as to provide a 
smooth impervious surface and shall be adequately 
( trained . 

(5 ) The water supply to the washing facilities 
shall be aclequate having regard to the muniber of 
lock workers employed in the dock , and shall be 
from a source approved in writing by the Health 
Officer of the Port. 

101 , First -aid boxes : 

( 1) In every dack and on board every ship there 
shall be provided and maintained so as to be readily 
accessible during all working hours , sufficient num 
ber of first-aid boxes or cupboards : 

Provided that the distance of the nearest first- aid 
box or cupboard shall not be more than 200 metres 
from any working place . 

( 2 ) Nothing except appliances or requisites for 
first- aid shall be kept in the boxes anrl cupboards. All 
such boxes and cupboards shall be so kept that they 
are protected against contamination by dust or other 
foreign matters and against penetration of moisture . 
They shall be kept in the charge of a responsible 
person who is trained in first-aid treatment and who 
shall always be readily available during working 
hours. 

( 3 ) Each first-aid box or cupboan shall be dis 
tincly marked “ First-Aid " and shall be equipped 
with the articles specified in Schelule VI. 


(5 ) Every latrine shall be under cover and so 
partitioned off as to secure privacy and shall have a 
proper door and fastenings. 


(6 ) The walls, ccilings and partitions of every 
latrine and urinal shall be white -Wished or colour 
washed and the white - washing or colour -washing 
shall be repeated at least once in four months and 
record maintained . 

(7 ) Where piped water supply is available , suffi 
cient number of water taps, conveniently accessible 
shall be provided in or near such latrine accommoda 
tion . 
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103 . Ambulance carriage : 

Tliere shall be provided for use at e çry dock a 
suitably constructed motor ambulante carriage and 
launch which shall be maintained in good condition 
for the purpose of removal of serious cases ot acc.in 
clent and sickness 


101. Stretchers : 


A sufficient number of suitable stretchers including 
à Neil Robertson Stretcher or any other suitable 
sling stretcher shall be provided at every cock at 
convenient places so as to be readily available in an 
emergency . 

105 . Shelters or rest sheds and lunch lvoms : 

(1) In every dock wherein more than 150 dock 
workers are ordinarily employeci , adequate and suit 
able shelters or rest sheds and suit:wle lunch rooms 
with provision for drinking water and washing facili 
ties, where dock workers can cat meals brouglit by 
them , shall be provided at convenient places and 
maintained for their use : 

Provided that any canteen maintained in accorila 
ance with regulation 106 shall be regined as part 
of the requirement of this regulation : 

Provided further that, where a lunch room is 
provided no lock workers shall eat any lood in the 
precincts of the dock except in such lunch rooms. 

(2) Covercd receptacles shall be provided and 
used for disposal of food and litter in every rest 
slied . These receptacles shall be eniptie:l at least 
once in every shift . 

(3 ) The shelters or rest rooms and lunch roons 
to be provided under sub -regulation (1 ) shall be 
sufficiently lighted and ventilated anıl shall be mein 
tained in a cool and clean condition . 

106 . Canteens : 

( 1) In any dock or in any part of a dock werein 
more than 250 dock workers are ordinarily employed , 
or are waiting to be employed , adequate canteen 


facilities in or near the work area shall be provided 
and maintained by the Port Authoritics and dock 
labour boards for the use of all dock workers. The 
canteen shall function at all times when twenty - five 
or more clock workers are employed at a time. 

(2 ) The Canteens shall contorin to the require 
ments laid clown in Schedule IX , 

( 3) An adequate nuinber of mobile cantcens shall 
be provided at every dock with provision lor serving 
tea and light relreshments . 

PART VI 

SPECIAL PROVISIONS 
111. Training of dock workers , responsible persons, 
etc . : 

(1) Initial and periodic training shall be iniparted 
to all categories of dock workers, responsible and 
authorised persons depending upon their nature if 
work and skill required for performing their duties. 
Safety aspects and precautions to be taken in pursu 
ance of the provisions under the Act and the regula 
tions shall be covered in the training . 

( 2) All first -aid personnel shall be imparted 
training including referesher courses by a qualified 
medical officer authorised for the purppose . 

112. Emergency action plans : 

All the ports shall have an approved emergency 
action plan acceptable to the Chiel Suspector 10 
handle the emergencies like - 

(a ) fires and explosions ; 
(b ) collapse of lifting appliances, buildipys, 

sheds etc ; 
(c ) gas leakages and spillage of dangerous 

goods ; 
(d ) drowing of dock workers, sinking of ves 

sels, retrieval of transport equipnient ( roin 

dlock basins ; and 
( e ) floods, storms and other natural calamities . 


FORM XII 


To be sunt to th , Irspector, Dock Safety 


Address : 
REPORT OF ACCIDENT OF DANGEROUS OCCURRENCE 
(Required by Regulation 91 of the Dock Workers ( Safety , Healih and Welfare ) Regulations, 1989 in pur 
suance of Section 22 of the Dock Workers ( Safety Health and Welfare ) Act, 1986 ). 


( See Instruction Overleaf ) 


1 . Name of the Employer 
2 . Address of the Employer 
3 . Ship , or other exact place where accidentor 

dangerous occurrence happened 
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4 . Date , Shift and hour of acaidont or dangerous 

occurrence 


Date 


Shift 


Hour 


5 . 


(i) Name & address of injured person 


Sex 


Age 


Year 


Occupation Experience 
No. in the trade 


( ii ) Nature & extent of injuries, (e. g . fatal, 

loss of finger, fracture of legs) 


( iii) By whom treatment was given ? 


(v ) Was the injured person disa hled for more 

than fortyeight hours ? 


( v) Type and name of caigo handled . 


6 . Hour at which the injured person started work 
7 . Cause of accident or dangerous occurrence 


8 Accident : 


(a ) If caused by machinery , state : 

(i) Name of machine and part causing 

the accident. 


(ii) iſ moved by mechanical power at the 

time. 


(b ) Stale exactly what the injured person was 

doing ? 


9 . Dangerous occurrence : 


(a ) Nature of Collapse or failure of lifting 

appliance 


(b ) Nature of th : breakage of rope , chain or 

other appliances. 


(c ) Nature of collapse or failure of means of 

access to or from a ship . 


( TT 
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( d ) Nature of any other Dangerous Occur 

rences as covered under Regulation 90 
Other than 9 (a ), 9 (b ) and 9 (c ) above . 


Signature . . . 
Dated . . . . . . . . . . 


( To be filled in by Inspector ) 


Port 


Date of receipt 


Accident/Dangzrous Occurrence No. 


Causation 


Sex 


Remarks 


- 


en me 


- - 


- - 


nie 


CCI 


INSTRUCTIONS 
REPORTING OF ACCIDENTS AND DANGEROUS OCCURRENCES 
Reporting of accidents : 
(1) Notice of any accident in dock which either : 

(a ) Causes loss of life to a dock worker, or 
(b ) disables a dock worker from work on which he was employed for the rest of the day or shift 

in which the accident occurred , shall forth with be sent by telegram , telephone or special 
niessenger within four hours of the occurrence to 

(i) the Inspector ; 
( ii ) the relatives of the workers when the accident causes loss of life to the dock worker or is 

likely to disable the dock worker from work for more than ten days; and 
( iii) in the case of fatal accidents only , the officer- in - charge of the nearest Police Station , 

and the District Magistrate or if the District Magistrate by order so directs the sub -divisionaj 

Magistrate ; 
(2 ) In cases of accidents falling under clause (b ) of sub -regulation (1 ), the injured person shall be given 

first- aid and thereafter immediately conveyed to a hospital or other place of treatment. 
Where any accident causing disablement, results in the death of dock worker disabled , notice in 
writing of the death shall be submitted to the authorities mentioned in sub - regulation ( 1) within 72 

hours after the death occurs and acknowledgement obtained . 
( 4 ) The following classes of dangercus occurrences shall be reported to the Inspector, whether death 

or disablement is caused or not, in the manner prescribed in sub -regulation ( 1). 
( a ) collapse or failure of lifting appliances or breakage or failure of ropes, chains or loose gears, 

including slings , lifting beams, container supreaders, etc . or over turn or disaplacement of cranes 
used in dock work , falling of hatchboards or beams or cargo slings , displacement of hatch 
beam resulting in the fall of hatch beams or coverings ; 
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(b ) collapse or subsidence of any wall , floor, gallery , roof, platform , staging or means of access ; 


(c ) explosion of a receiver or vessel used for the storage , at a pressure greater than atmospheric 

pressure, of any gas or gases ( including air ) or any liquid or solid resulting from the compression 
of gas ; 


(d ) explosion or fire causing damage to any place in the docks in which dock workers are employed ; 


(e ) failure , capsizing , toppling or collision of transport equipment; 


( f) spillage or leakage of dangerous cargoes or damage to their containers ; 


(g ) breakage , buckling or damage of freight containers ; 


(5 ) Il a failure of lifting appliance , louse gear or similar other gears and transport equipment has 

occurred , the concerned shall as far as practicable be kept undisturbed until inspected by an Inspec 
tor ; 


(6 ) In addition every notice given under sub -regulation ( 1 ) and sub -regulation ( 4 ), shall be confirmed 

within seventy -two hours of the occurrence by submitting a written report to the Inspector in Form 
XII provided that in case of an accident under clause ( b ) of sub -regulation ( 1) such written report 
need be submitted only when the dock worker is disabled from work on which he was employed for 
inore than forty -eight hours from the time of the accident. 


FORM XIII 


DOCK WORKERS (SAFETY , HEALTH & WELFARE) REGULATIONS, 1989 

( See Regulation 110 ) 
STATEMENT OF ACCIDENTS FOR THE MONTH OF - - -- - - - 


1 . Name and address of the employer 


Fatal--- - - 


2 . Number of reportable accidents under regulation during 

the morth . 


Non -fatal 


3 . Number of man - shifts worked during the month ( see note 1 ) 


4 . Number of man - days lost on account of absence due to 

reportable non -fatal accidents in case of persons who 

returned to work (see note 2 ) 
5 . Number of man -days lost on account of permanent disabi 

lities (See note 3). 


Signature . . . . . . . . . . . . . . . . . . . . 


Designation . . . . . . . . . . . . . 


Το 


The Inspector, 


[ TT II - 


3 3 (1 ) ] 


भारत का राजपत्र : असाधारण 
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- - 


- - 
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NOTES 


1 . Item ( 3) : 


2 . 


Item (4 ) : 


The total number of man -shiſts worked is the sum of the nuinber of persons at work 
on each shift during the moth . 
Number of mandays lost should include days lost due to injury in previous months, that 
is , if any accident which occurred in previous month is still causing loss of time in the 
month under review , such loss of time is also to be included in the month under review . 


3 . Item ( 5 ) : Calculation of man -days should be based on the following : 
(a ) Mandays lost according to schedule of charges for permanent disabilities as given in Appendix 

B to IS : 3786 - 1966 . In case of multiple injury , the sum of scedule charges shall not be taken 

to exceed 6000 man -days. 
(b ) If any injury is treated as a lost time injury in one month and subsequently turns out to be 

a permanent disability , the mandays, charged due to the injury should be substratcted from 
the schedule charge for the injury when permanent disability becomes known. 


FORM XIV 


DOCK WORKERS (SAFETY , HEALTH AND WELFARE ) REGULATIONS . 1989 

[ See Regulation 92 ( 1) ] 


To be filled in by the Inspector 


No . of case . . . . . . . . 
Remarks . . . . . 


NOTICE OF POISONING OR DISEASE 
1. Name and address of the employer . . . . .. . .. . 
2 . Name of the patient and his work No ., if any . . . . . . . 


3 . Address of the patient. . . . . . . . . . . . . . . . 


4 . Sex and age of the patient . . . . . . . . . . 
5 . Precise occupation of the patient . . . . . . . . . . . . . . . . . . 
6 . State exactly what the patient was doing at the time of contracting disease . . . . . . 
7 . Nature of poisoning or disease from which the patient is suffering . . . . . . . 


(Signature of the Employer ) 


Date . . . 


Notification of certain diseases 


Extract from Regulation 91 of the Dock Workers ( Safety , Health and Welfare ) Regulations, 1987 
1 . When a dock worker contracts any disease specified in schedule - IV . a notice in Form XIV shall be sent 

forthwith to the Inspector. 
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- 


- 


- 


- 


HMW 


SCHEDULE - IV 

List of Notifiable Diseases 
1. Lead poisoning , including poisoning by any preparation or compound of lead or their sequelae. 
2 . Lead tetra -cthyi poisoning. 
3. Managanese poisoning or its sequelae . 
4 . Carbon bisulphide poisoning . 
5 . Benzene poisoning, including poisoning by any of its homologues, their nitre or amide derivatives 

or its sequelae . 
6 . Anthrax . 
7 . Pneumoconosis 
8 . Poisoning by halogens or halogen deriatives of the hydrocarbons of th : aliphatic series , 
9 . Primary epitheliomatous cancer of the skin . 
10. Occupationai derniatitis . 
11 . Noise induced bearing loss (exposure to high noise levels ). 


[ F .No. S -65013 /1 / 88 - Fac /ISH - II ] 

R . T . PANDEY , Dy. Secy. 


Printed by the Manager, Govt. of India Press , Ring Roai, New Delhi- 110064 

and Published by the Controller of Publimations, Delhi-110054 , 1990 


